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FOREWORD 


This Operator's Manual is designed to acquaint the operator and operating room personnel with 
the Constellation® \ision System. The manual presents an organized summary of the operating 
principles, main components, safety features, and instructions for care and use of the instrument. 

The information in this manual should be supplemented with reference works on laser theory and the 
interaction of laser energy with biologic tissues. No attempt is made in this manual to answer all the 
questions that arise during the use of the instrument in medical procedures. 

Questions concerning technique, safety and effectiveness should be referred to pertinent publications 
or recognized medical experts in laser surgery. Physicians should not attempt to treat patients with 
this instrument if not thoroughly familiar with its operation, or if in doubt as to its safe operation. All 
personnel authorized to use this instrument should be required to be thoroughly familiar with this 
manual. 

Please contact Alcon for complete technical support and service if you have questions concerning any 
aspect of this instrument's operation or if it fails to perform satisfactorily. 


To order supplies in U.S.A.: 

800-862-5266 
FAX: 800-241-0677 

Outside U.S.A.: Contact your local Alcon representative for supplies. 
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IMPORTANT NOTICE 

Equipment improvement is an on-going process and, as such, changes may be made to the equipment 
after this manual is printed. 

Pay close attention to WARNINGS and CAUTIONS in this manual. WARNINGS are written to 
protect individuals from bodily harm. CAUTIONS are written to protect the instrument from damage. 
Illustrations contained in this manual are for reference only. 

It is recommended that maintenance be performed by qualified Alcon Field Personnel. 

Alcon Surgical shall not be liable for any damage resulting from failure to comply with the enclosed 
instructions. 

Alcon reserves the right to change specifications without further notice. 

Operator Profile 

The Constellation ® Vision System is designed to be operated by two basic groups; surgeons and 
nurses/scrub techs. The surgeon focus is primarily constrained to the footswitch and display panel. 
The design of the footswitch allows the surgeon to map any function to any switch position, assuming 
the function is valid in a particular scenario. The display screen was designed to mount on an 
articulating arm to allow optimum placement of the display so the surgeon can reference it at any 
time. The design also incorporates items specifically for nurses and scrub technicians, who routinely 
control the machine via the front panel and remote control. The design incorporates color coding on 
all connectors and tubing to facilitate easy identification of the ports. In addition, the graphical user 
interface closely resembles controls commonly found on web sites, which this operator profile is 
expected to be highly proficient at using. 


CAUTION 

U.S. Federal Law restricts this device to sale by or on the order of a physician only. 


WARNINGS! 

For systems containing the optional laser module: Use of controls or adjustments, or 
performance of procedures other than those specified herein may result in hazardous 
laser radiation exposure. 

A qualified technician must perform a visual inspection of the following components 
every twelve months. In case of a deficiency, do not use the system; call Alcon Technical 
Services. 

-Warning Labels 

- Power Cord 

- Fuses 

A qualified technician must check ground continuity and both polarities for leakage 
current every twelve months to ensure they are within the applicable standard (for 
example: IEC 60601-1). Values must be recorded, and if they are above the applicable 
standard, or 50% above your first measurement, do not use the system; call Alcon 
Technical Services. 

Use of accessories and cables other than those provided may result in increased 
emissions or decreased immunity of the system. Portable and mobile RF 
communications equipment can affect this medical electrical equipment. 


xii 


FOR REFERENCE ONLY 


8065752231 










Constellation® Vision System 


If you have questions, or want additional information, please contact your local Alcon representative 
or the Alcon Technical Services Department at: 

Alcon Laboratories, Inc. 

15800 Alton Parkway 
Irvine, California 92618 
(949) 753-1393 
FAX (949) 753-6614 

All rights reserved. No part of this manual may be reproduced, transmitted, or stored in a retrieval 
system, in any form or by any means; photocopying, electronic, mechanical, recording, or otherwise; 
without prior written permission from Alcon Laboratories, Inc. 
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SECTION ONE 
GENERAL INFORMATION 


Introduction 


The Constellation® Vision System is a multifunctional surgical instrument for use 
in anterior and posterior segment ophthalmic surgeries. The product’s capabilities 
include driving a variety of handpieces that provide the ability to cut vitreous and 
tissues, emulsify the lens, illuminate the posterior segment of the eye, and apply 
diathermy to stop bleeding. Vacuum is used to remove ocular matter from the eye and 
is provided by connecting tubing from the handpiece to a port on the fluidics cassette. 
Irrigation/infusion capability is provided to replace fluid in the eye, and enters the 
eye directly through either an infusion cannula or a handpiece. The graphical operator 
interface is menu driven. The operator provides inputs using the touchscreen panel, 
the remote control, and the foots witch. 

An optional, fully integrated laser module is available that can be installed in 
the base. The laser delivers a visible 532 nm green treatment beam designed for 
ophthalmic use. 



Table Top 


Illuminator 


Handpiece, Probe, 
and Accessory 
Connector Panel 


Base 


IV Pole (future) 


Cassette 


Tray Arm Assembly 


Auxiliary Illuminator 


Laser Module 


Figure 1 -1 The Constellation® Vision System - The Constellation® Vision System is a multifunctional 

surgical instrument used in anterior and posterior segment ophthalmic surgeries. 
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Indications for Use 

The Constellation® Vision System is an ophthalmic microsurgical system that 
is indicated for both anterior segment (i.e. phacoemulsification and removal of 
cataracts) and posterior segment (i.e., vitreoretinal) ophthalmic surgery in addition 
to the indications included with the optional Next Generation Laser (see laser 
indications on page 1.29). 


System Configurations 

The Constellation® Vision System is designed with a modular approach that allows 
the system to be highly configurable to meet the needs of many users. The system is 
designed around the Table Top where the accessories listed below can be added for 
expanded functionality. 

• Table Top 

• Base 

• Laser Module 

• Auxiliary Illuminator 

• Tray Arm Assembly (includes ballast and support column) 

The Table Top can operate as a standalone unit (Configuration 1), and is also the 
primary user interface that operates and controls the add-on accessories. All add-on 
accessories attach to the Base therefore, at a minimum, the Base must be installed 
prior to any system level customization. The table below shows the nine possible 
configurations for the Constellation® Vision System. Part numbers and ordering 
information is located in Section Six of this manual. 


TABLE 1-1 SYSTEM CONFIGURATIONS 


Configuration 

Table 

Top 

Base 

Tray Arm 
Assy 

Laser 

Module 

Auxiliary 

Illuminator 

1 

X 





2 

X 

X 




3 

X 

X 

X 



4 

X 

X 

X 

X 


5 

X 

X 

X 


X 

6 

X 

X 

X 

X 

X 

7 

X 

X 


X 


8 

X 

X 



X 

9 

X 

X 


X 

X 
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Constellation® Vision System 

TABLE 1 -2 CONSTELLATION® VISION SYSTEM SPECIFICATIONS 


TABLETOP 

PERFORMANCE SPECIFICATIONS 

Dimensions (length x width x height): 51 cm (20 in) x 48 cm (19 in) x 61 cm (24 in) 



Weight: 61 kg (135 lb) 

PRESSURIZED INFUSION/IRRIGATION @SEA LEVEL: 


Range: 

0 to 120 mmHg 

BASE 

Accuracy: 

±(2% of setpoint +5 mmHg) 

Dimensions: 74 cm (29 in) x 74 cm (29 in) x 97 cm (38 in) 

Flow Rate: 

0 - 20 cc/min. for infusion (20 Ga) 

Weight: 


0-60 cc/min. for irrigation 

Base (no add-ons): 52.12 kg (115 lb) 

Setpoint Transient: 

500 ms maximum 

Base with Illuminator: 58 kg (128 lb) 



Base with Illuminator and Laser: 64.5 kg (142.2 lb) 

IOP CONTROLLED INFUSION 



Setpoint Range: 

0-120 mmHg 

TRAYARM 

Repeatability*!: 

± 2 mmHg2 

Dimensions: 

Setpoint Response Time: 

<500 ms (20 Ga) 

Tray: 56 cm (22 in) x 36 cm (14 in) 

Transient Disturbance 


Arm Fully Extended: 127 cm (50 in) 

Response Time: 

<500 ms3 

Support Column: 110 cm (43 in) x 13 cm (5 in) x 15 cm (6 in) 

Flow Range: 

0-20 cc/min 

Weight: 



Tray and Arm: 11.7 kg (25.8 lb) 

i BSS® Irrigating Solution Dual chamber mode. 

Support Column: 5.5 kg (12.3 lb) 

2 BSS® Irrigating Solution medium, 20 gauge high flow Cannula, 


steady state condition at rated flow range 

BALLAST 

3 Transient condition from no flow state to lOcc/min 

Dimensions: 35 cm (14 in) x 35 cm (14 in) x 5 cm (2 in) 



Weight: 25.5 kg (56.2 lb) 

ASPIRATION/SUCTION @SEA LEVEL: 


Standard & Reduced 



Pressure Range: 

0-650 mmHg Vacuum 

Note: If a base other than the optional Alcon base is used, it must be 

Minimal Pressure Range: 

0-600 mmHg Vacuum 

able to hold up to 250 pounds. 

Pressure Accuracy: 

±(2% of Setpoint +5 mmHg) 


Flow Range: 


ENVIRONMENTAL LIMITATIONS: 

Posterior Modalities: 

0-20 cc/min 

Operatinq Non-Oceratina 

Anterior Modalities: 

0-60 cc/min 

Altitude: -125 to 2000 m -125 to 3000 m 

Transient Response Time 


(-410 to 6562 feet) (-410 to 9843 feet) 

(Standard Pressure Range): From 0 to -400 mmHg @0 cc/min 

Temperature: 10° C to 35° C -10to55°C 


10-90% Rise Time:300 msec max 

(50° F to 95° F) (14° F to 131° F) 


90-10% Fall Time: 300 msec max 

Relative Humidity: 10% to 95% 10% to 95% 



without without 

VACUUM @ SEA LEVEL: 


condensation condensation 

Vitrectomy: 

0 to 650 mmHg 


Fragmentation: 

0 to 650 mmHg 

IP CODE Console: IPX0 

Extrusion: 

0 to 650 mmHg 

Footswitch: IPX8 

Extraction: 

0 to 650 mmHg 


Irrigation/Aspiration: 

0 to 650 mmHg 

ELECTRICAL REQUIREMENTS: The console accepts the following 

Phacoemulsification: 

0 to 650 mmHg 

ranges or input commercial power voltages and frequencies and meets 



the leakage currents specified in IEC 60601-1. Protection against electrical 

LOW PRESSURE AIR SOURCE (LPAS) @SEA LEVEL: 

shock is Class 1. 

Pressure Range: 

0-120 mmHg at rated flow 


Pressure Accuracy: 

±2% of setpoint +5 mmHg 

100-120 Vac 50/60 Hz 12 A max. 

Flow Rate: 

1.2 slpm minimum at 120 mmHg 

220-240 Vac 50/60 Hz 6 A max. 




VITRECTOMY: 



Submodes: 

3D, Momentary, PropVac, VitWet 


Cut Rate: 


FOOTSWITCH 

UltraVit® 7500 Probe: 

100 to 7500 cpm 


UltraVit® 5000 Probe: 

100 to 5000 cpm 

DIMENSIONS (length x width x height): 

UltraVit® 2500 Probe: 

100 to 2500 cpm 

43.2 cm (17 in) x 26 cm (10.25 in) x 14 cm (5.5 in) 




DIATHERMY: 


WEIGHT: 5.4 kg (12 pounds) 

Frequency: 

1.5 Mhz ± 10%. 


Waveshape: 

Sinusoidal 

ENVIRONMENTAL: The footswitch construction is water tight in 

Output power 

10 Watts maximum at 100% setting 

compliance with IEC 60601-1 and IEC 60601-2-2, subclause 44.6 aa. 


with 75 ± 10% ohm non-inductive load 


Output voltage 

163 Vpp maximum at 100% setting 

ELECTRICAL: The footswitch is connected to the console via electrical 


without load 

cable. All power and communications enter/exit the footswitch from this 

Power range 

0 -100% of maximum output power 

cable. 




DIATHERMY ACCESSORIES (Rated Voltage): 


Single Use Bipolar Cables: 846 Vpp 


Reusable Bipolar Cables: 1200 Vpp 


All Brushes: 

1410 Vpp 


All Forceps: 

1110 Vpp 
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Constellation® Vision System 


TABLE 1-2 CONSTELLATION® VISION SYSTEM SPECIFICATIONS...continued 


PERFORMANCE SPECIFICATIONS. 

.continued 

AUTO-STOPCOCK: 




Response Time: 

0.5 seconds minimum 

ILLUMINATION: 


Pressure (Liquid): 

0-120 mmHg 

Light Output through 


Rated Flow (Liquid): 

20 cc/min 

20GA Fiber Probe: 

0-200 hrs: 16 ± 6 lumens 

Pressure (LPAS): 

0-120 mmHg 


at 115% set point 1 

Rated Flow (LPAS): 

1.2 slpm 


201-400 hrs:16 ± 6 lumens 




at 115% set point 1 

PHACOEMULSIFICATION: 


Light Output through 


Submodes: 

Burst, Pulsed, Continuous 

23GA Fiber Probe: 

0-200 hrs: 23 ± 13 lumens 

Tip Stroke @ 100%: 

3.5 ± 0.5 mils 


at 115% set point 1 

Resonant Frequency: 

38.0 ±2.5 KHz 


201-400 hrs: 23 ± 13 lumens 

Pulse Rate Range: 

0-100 pulses per second 


at 115% set point 1 

Burst Length: 

2.5 sec - user adjustable 

Light Output through 


Burst Pulse durations: 

5 ms to 500 ms 

25GA Fiber Probe: 

0-200 hrs: 23 ± 13 lumens 




at 115% set point 1 

OZil ®: 



201-400 hrs: 23 ± 13 lumens 

Longitudinal Frequency: 43.5 ± 3.0 KHz 


at 115% set point 1 

Torsional Frequency: 32.0 ± 2.0 KHz 



Pulse Rate Range: 0-100 pps 

1 Based on a representative nominal UFR fiber. 

Longitudinal Burst Length: 5 to 500 mS 

FRAGMENTATION: 


Torsional Burst Length: 2 to 500 mS 

Submodes: 

Linear, Fixed, Momentary 

ANTERIOR VITRECTOMY: 


Tip Stroke @ 100%: 

3.1 ± 0.5 mils at 100% power 

Submodes: 

Wet, Dry 

Resonant Frequency: 

43.5 ±3.0 KHz 

Cut Rate: 

0 to probe maximum 

Pulse Rate Range: 

0-100 pps 



SCISSORS: 


LASER (optional): 

Treatment beam: 


Submodes: 

Proportional, Multi-Cut 

Class: 

4 

Proportional Pressure: 

0-50 psi @sea level 

Power: 

30 mW to 2 W (maximum) 

Multi Cut Rate: 

single cut to 450 cpm 

Wavelength: 

532 nm 

PROPORTIONAL AND CONTINUOUS REFLUX @SEA LEVEL: 

Aiming beam: 


Pressure Range: 

0 to 120 mmHg 

Class: 

2 

Pressure Accuracy: 

±(2% of Setpoint +5 mmHg) 

Power: 

less than 1 mW 



Wavelength: 

635 nm ± 5 nm 

MICRO REFLUX: 




Pressure Range: 

100 ± 50 mmHgi 

DOCTOR MEMORIES: 


Volume: 

15 ± 10 uLi 

Storage Capacity: 

No hard limit; advisory displayed when 

i measured with unoccluded 20 Ga UltraVit™ probe and aspiration 


less than 15% of disk space is 

tubing 



available. 

VISCOUS FLUID CONTROL: 


TIMER: 


Submodes: 

Inject, Extract 

Range: 

0 to 99:99:99 

Injection Pressure: 

0 to 551.6 KPascal (0 to 80 psi) 

Resolution: 

1 s 


0 to 482.7 KPascal 




@ Reduced (0 to 70 psi) 



Extract Vacuum 


REMOTE CONTROL: 


at Sea Level: 

0 to 650 mmHg 

Method: 

Infrared 



Channels: 

4 

AUTO-GAS FILLING (AGF): 




Maximum Gas Pressure: 

10 psig 



Fill Purity: 

97.1% gas concentration (minimum) 
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Constellation® Vision System 


TABLE 1-3 TERMS AND ABBREVIATIONS 


Term or Abbreviation 

Description 

ACMI connector 

The type of connector used on fiber optic probes. 

AGF 

Auto-Gas Filling 

BSS PLUS® Intraocular 
Irrigating Solution 

Sterile intraocular irrigating solution enriched with bicarbonate, dextrose, and glutathione. 

cc/min 

A unit of flow. 

CE 

A mandatory conformity mark on many products placed on the single market in the 
European Economic Area (EEA) 

cmH 2 0 

Centimeters of water. A unit of pressure. 

cpm 

Cuts Per Minute 

CSA 

Mark to indicate that a product, process or service has been tested to a Canadian or 

U.S. standard and it meets the requirements of an applicable CSA standard or another 
recognized document used as a basis for certification. 

Detent 

A discrete footpedal position at which more force is required to depress the footpedal 
to the next position. 

Diathermy 

The production of heat in body tissues by electric current for therapeutic purposes. 

Extrusion 

A mode where vacuum is available to remove fluid/matter. 

F/AX 

Fluid Air Exchange 

Frag 

Fragmentation 

GA 

Gauge 

Global Function 

A function whose status and controls are independent of the current footpedal position 
and surgery mode. 

I/A 

Irrigation/Aspiration 

I/O 

Input/Output 

IOP 

Intraocular Pressure 

IEC 

International Electromechanical Commission 

ISO 

International Standards Organization 

IPXO/8 

International Protection code - Solid objects X (not specified) water 8/0 (continuous 
immersion/no test required) 

IV 

Intravenous 

LCD 

Liquid Crystal Display 

mmHg 

Millimeter of Mercury. A unit of vacuum and pressure. 

Monolith 

System configuration in which the Constellation® tabletop and base are paired 
together. 

N/A 

Not Applicable 

PEL 

Patient Eye Level. A difference in height between the cassette and the patient eye level. 

PIN 

Personal Identification Number 

psi 

Pressure per Square Inch. A unit of pressure. 

pps 

Pulses Per Second 

RS-232 

A standard for serial binary data signals commonly used in computer serial ports. 

slpm 

Standard Liters Per Minute 

Type BF 

A classification for devices that have conductive contact with the patient, or have 
applied parts that are fixed in medium or long term contact with the patient 

U/S 

Ultrasound 

USB 

Universal Serial Bus 

VFC 

Viscous Fluid Control 

VGA 

Video Graphics Array 

Vit 

Vitrectomy. Extraction of the vitreous from the vitreous cavity. 
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Constellation® Vision System 


LABELING 

Labels (including silk-screened labels) and icons may vary according to the date of 
manufacture of your system. To determine which label and icon version shown in 
Figures 1-2 and 1-3 apply to your system, compare the figures with the labels on your 
system and make the appropriate selection. 



constellation 

VISION SYSTEM 


DANGER- RISK OF EXPLOSION IF USED IN THE PRESENCE OF 
FLAMMABLE ANESTHETICS. 


FCC ID: VMC212-1 
1C: 7345A-2121 


C€ 


DANGER: RISQUE D'EXPLOSION. NE PAS EMPLOYER EN 
PRESENCE D'ANESTHESIQUES INFLAMMABLES. 

CAUTION: GROUNDING RELIABILITY CAN ONLY BE ACHIEVED 
WHEN EQUIPMENT IS CONNECTED TO AN 
EQUIVALENT RECEPTACLE MARKED HOSPITAL GRADE. 

CAUTION: RISK OF BURNS AND FIRE - DO NOT USE NEAR 
CONDUCTIVE MATERIALS. RENEW ELECTRODE 
CABLES UPON EVIDENCE OF DETERIORATION. 


This device complies with part 15 of the 
FCC rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 
cause undesired operation. 


Contains: 

FCC ID: VMC212WIFI 
1C: 7345A-212WIFI 


C€® 


OUTPUT 

DIATHERMY 

POWER 

(W) 

10 

IMPEDANCE 

(O) 

75 

FREQUENCY 

(MHz) 

1.5 



100-120V 50/60 Hz 12 A 


MEDICAL/ELECTRICAL 
EQUIPMENT 
CLASSIFIED 
LR 103168 



UL60601-1/CAN CSA C22.2 NO 601.1 A 


220-240V~ 50/60 Hz 6A 
£ £0123 


For applicable patents, please see the ABOUT 
screen on the monitor during operation. 

© 2008 Alcon, Inc. 


tJ 



ALCON LABORATORIES, INC. 
6201 SOUTH FREEWAY 
FORT WORTH, TX 76134-2099 USA 
MADE IN USA 
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VISION SYSTEM 


DANGER: RISK OF EXPLOSION IF USED IN THE PRESENCE OF 
FLAMMABLE ANESTHETICS. 


FCC ID: VMC212-1 
1C: 7345A-2121 


C€ 


DANGER: RISQUE D’EXPLOSION. NE PAS EMPLOYER EN 
PRESENCE D’ANESTHESIQUES INFLAMMABLES. 

CAUTION: GROUNDING RELIABILITY CAN ONLY BE ACHIEVED 
WHEN EQUIPMENT IS CONNECTED TO AN 
EQUIVALENT RECEPTACLE MARKED HOSPITAL GRADE. 

CAUTION: RISK OF BURNS AND FIRE - DO NOT USE NEAR 
CONDUCTIVE MATERIALS. RENEW ELECTRODE 
CABLES UPON EVIDENCE OF DETERIORATION. 


This device complies with part 15 of the 
FCC rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 
cause undesired operation. 


Contains: 

FCC ID: VMC212WIFI 
1C: 7345A-212WIFI 


ce® 


OUTPUT 

DIATHERMY 

POWER 

(W) 

10 

IMPEDANCE 

(O) 

75 

FREQUENCY 

(MHz) 

1.5 


A A 

|T| © 

((f) x 


For applicable patents, please see the ABOUT 
screen on the monitor during operation. 

©2008, 2011 Novartis 


100-120V 50/60 Hz 12 A 

MEDICAL/ELECTRICAL 
EQUIPMENT 


220-240V~ 50/60 Hz 6A 
£ £0123 




IJ 


ALCON LABORATORIES, INC. 
6201 SOUTH FREEWAY 
FORT WORTH, TX 76134-2099 USA 
MADE IN USA 
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These labels applicable to Table Top # 8065751817 only. 
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DANGER: RISK OF EXPLOSION IF USED IN THE PRESENCE OF 
FLAMMABLE ANESTHETICS. 


FCC ID: VMC212-1 
1C: 7345A-2121 


C€® 


DANGER: RISQUE D'EXPLOSION. NE PAS EMPLOYER EN 
PRESENCE D'ANESTHESIQUES INFLAMMABLES. 

CAUTION: GROUNDING RELIABILITY CAN ONLY BE ACHIEVED 
WHEN EQUIPMENT IS CONNECTED TO AN 
EQUIVALENT RECEPTACLE MARKED HOSPITAL GRADE. 

CAUTION: RISK OF BURNS AND FIRE - DO NOT USE NEAR 
CONDUCTIVE MATERIALS. RENEW ELECTRODE 
CABLES UPON EVIDENCE OF DETERIORATION. 


This device complies with part 15 of the 
FCC rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 
cause undesired operation. 


DANGER: RISK OF EXPLOSION IF USED IN THE PRESENCE OF ^ C F CD 

FLAMMABLE ANESTHETICS. 1C: 7345A-2121 


DANGER: RISQUE D’EXPLOSION. NE PAS EMPLOYER EN 
PRESENCE D'ANESTHESIQUES INFLAMMABLES. 

CAUTION: GROUNDING RELIABILITY CAN ONLY BE ACHIEVED 
WHEN EQUIPMENT IS CONNECTED TO AN 
EQUIVALENT RECEPTACLE MARKED HOSPITAL GRADE. 

CAUTION: RISK OF BURNS AND FIRE - DO NOT USE NEAR 
CONDUCTIVE MATERIALS. RENEW ELECTRODE 
CABLES UPON EVIDENCE OF DETERIORATION. 


This device complies with part 15 of the 
FCC rules. Operation is subject to the 
following two conditions: (1) This device 
may not cause harmful interference, and 
(2) this device must accept any interference 
received, including interference that may 
cause undesired operation. 
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POWER 

(W) 
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(£2) 
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100-120V 50/60 Hz 12 A 


MEDICAL/ELECTRICAL 
EQUIPMENT 
CLASSIFIED 
LR 103168 



UL60601-1/CAN CSAC22.2 NO 601.1 A 


220-240V~ 50/60 Hz 6A 
£ £oi23 


For applicable patents, please see the ABOUT 
screen on the monitor during operation. 

© 2010 Alcon, Inc. 
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For applicable patents, please see the ABOUT 
screen on the monitor during operation. 

©2008, 2011 Novartis 
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£ £0123 
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58-120 Psi 
400-825 kPa 


Figure 1-2 LABELS USED ON THE CONSTELLATION® VISION SYSTEM - 
Labels used on the system console are identified and illustrated 
here for reference only. 



15-30 Psi 
103-107 kPa 
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constellation footswitch 

VISION SYSTEM 


|SN| 


|REF| 8065750977 

J 
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REMOTE CONTROL 


(3)"AAA" / "LR03" Q 


@8065750968 
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Labels for gas containers 


\ A " 

/!\ WARNING 


\ A l 

A WARNING 

STORE TRAY PRIOR TO 
TRANSPORTATION 

212-3019-001 REV B 

V J 


STORE TRAY PRIOR TO 
TRANSPORTATION 

212-3019-002 REV B 

V J 







Visible laser radiation. 
Avoid eye or skin exposure to 
direct or scattered radiation. 


Laser 532nm-2W 
DIODE LASER 635nm - ImW 
Class 4 laser product 


LASER 532 nm - 2.0W - CW 
CLASS 4 LASER PRODUCT 


DIODE LASER 635nm-1mW 
CLASS 2 LASER PRODUCT 


I EC 60601-2-22:2007 
IEC 60825-1:2007 


LASER RADIATION 

AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION 

A CLASS 4 LASER PRODUCT 


RAYONNEMENT LASER 

EXPOSITION DANGEREUSE 
DE LOEILOU DELAPEAUAU 
RAYONNEMENT DIRECT OU DIFFUS 

APPAREIL A LASER DE CLASSE 4 


■ WARNING ■ 


-DANGER- 


RISQUE D'EXPLOSION SI UTILISATION 
EN PRESENCE D'ANESTHETIQUE INFLAMMABLE 


Visible laser radiation. 
Avoid eye or skin exposure to 
direct or scattered radiation. 


Laser 532nm-2W 
DIODE LASER 635nm - ImV 
Class 4 laser product 


LASER 532 nm-2.0W-CW 
DIODE LASER 635nm-ImW 
CLASS 4 LASER PRODUCT 
IEC 60601-2-22:1995 
IEC 60825-1:2001 


LASER RADIATION 

AVOID EYE OR SKIN EXPOSURE TO 
DIRECT OR SCATTERED RADIATION 

M CLASS 4 LASER PRODUCT 


-RAYONNEMENT LASER 

EXPOSITION DANGEREUSE 
DE LOEILOU DELAPEAUAU 
RAYONNEMENT DIRECT OU DIFFUS 

APPAREIL A LASER DE CLASSE 4 


■ WARNING ■ 


-DANGER- 


Figure 1-2 


USA-THIS SYSTEM CONFORMS TO ALL APPLICABLE STANDARDS OF THE 
RADIATION CONTROL FOR HEALTH AND SAFETY ACT OF 1988. COMPLIES 
WITH 21 CFR 1040.10 AND 1040.11 EXCEPT FOR DEVIATIONS PURSUANT 
TO LASER NOTICE NO. 50 DATED JULY 26, 2001. 


Continued from previous page. 


USA-THIS SYSTEM CONFORMS TO ALL APPLICABLE STANDARDS OF THE 
RADIATION CONTROL FOR HEALTH AND SAFETY ACT OF 1988. COMPLIES 
WITH 21 CFR 1040.10 AND 1040.11 EXCEPT FOR DEVIATIONS PURSUANT 
TO LASER NOTICE NO. 50 DATED JULY 26, 2001. 
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0 

Extrusion 

t 

Forceps 

$ 

Fragmentation 

# 

Irrigation/Aspiration 

• 

Laser 

# 

Phaco 


Scissors 


Viscous 

Fluid 

Control 

(VFC) 

• 

Vitrectomy 

Q 

Expand 

Window 

mm 

Help Video 

# 

Modify 


Power 

£ 

Save 

AC 4 

AC In 

AC ^ 

AC Out 

A 

Aiming Beam 

O 

Air Pressure 

Input 


D 

Auto Gas Filling 
(AGF) 


Alternating Current 

C€/C€® 

CE mark to RTTE 
directive 

Q ^0123 

CE mark to MD 
directive 


OSHA recognized 
NRTL, CSA mark, 
providing electrical 
safety certification 
to North American 
requirements for 
medical devices. 

© 

OSHA 

recognizedNRTL, 
TUVSUD America 
mark, providing 
electrical safety 
certification to 

North American 
requirements for 
medical devices. 

M 

Coagulation 

Connector 

H 

Connection 

Indicator 

A 

Dangerous Voltage 

A 

Dangerous Voltage 
(black symbol with 
yellow background) 

«? 

Dr. Filter 

A 

Eject 


Equipotentiality 

© 

Follow Instructions 
for Use (white 
figure with blue 
background) 

A 

Footswitch 

V 

Forceps 

A 

Hot 

A 

Caution: Consult 

accompanying 

documents 

A 

General Warning 
(black symbol with 
yellow background) 

V 

Illuminator 


D 

I/O Data 

c 

i) 

Key Switch 


Laser Connection 


;topV 

Laser Emergency 
Stop Switch 

/ \ 

Laser Port 1 

s 

Tethered Laser 

id 

Manufacturer 

© 

Multi-Function Port 


Network 

Connection 

«■ 

f) 

Non-ionizing 

Radiation 

O 

Off 

1 

On 

Q 

Opens Operator's 
Manual 

0 

Ready 



Remote Door 

Lamp Laser Status 

£ 


Remote Interlock 


Scissors Connector 

A 

Serial In/Out 

0 

Standby State 

[SYS 

l FA 

>tem| 

ULT J 

System Fault 


System Information 


i 

Type BF 

Equipment 


Figure 1 -3 ICONS USED WITH THE CONSTELLATION® VISION SYSTEM - Icons used with the system 

console are identified and illustrated here for reference only. 
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£ 3 * 

Video Out 

a 

Vitreous Cutter 
Connection 


I, 

Viscous Fluid 

1 

Control Connector 

0 

VGA Out 


Video In 


i 

U/S Handpiece 
Connector 


USB Connector 

X 

Use appropriate 
take-back system 


Video Recorder 
Control 


Figure 1-3 Continued from previous page. 


System Installation 

In the USA contact the Alcon Technical Services Department for uncrating and 
installation at (800) 832-7827. Outside the USA contact your local Alcon affiliate. 

Source Pressure Requirements (Air or N 2 ) 

The Constellation® Vision System is designed to operate using clean filtered air or 
GN2 with different levels of source pressure. The system operates automatically 
with pressures of 58 (4 bar) to 120 psi (8.3 bar). NOTES: Between 4 bar and 5 

bar, vacuum performance is reduced. Between 4 bar and 5.5 bar, VFC inject 
performance is reduced. 

Accessory Equipment 

Accessory equipment connected to or used with this equipment must be certified 
according to the respective IEC Standard (e.g., IEC 60601-1 for medical equipment). 
The Constellation® Vision System is shipped with English and metric fittings 
compliant with EN ISO 5359. Anyone connecting additional equipment or otherwise 
causing a different system configuration than provided by Alcon is responsible for 
continued compliance to the requirements of System Standard IEC 60601-1-1 and 
EN ISO 5359. If in doubt, consult the Technical Services department or your local 
Alcon representative. 


WARNING! 

Any non-medical equipment (i.e., VCR, monitor, MP3 player, etc.) must be placed 
outside the patient environment (at least 1.5 meters away from patient). 
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Environmental Issues 

Follow local governing ordinances and recycling plans regarding disposal or 
recycling of device components. 

User Information - Environmental Considerations 

The equipment that you have purchased requires the use of natural resources for its 
production and operation. This equipment may also contain hazardous substances 
which could have a potential effect on the environment and human health if disposed 
of improperly. 

In order to avoid the entry of any such substances into our environment, and to 
promote natural resource conservation, please install, maintain, and operate the 
equipment in accordance with the instructions. Information on the location of 
hazardous substances, resource consumption and emissions of the equipment can 
be found throughout this Operator's Manual. Please use the appropriate take-back 
systems. Such take-back systems reuse or recycle many of the materials in your 
end-of-life equipment in a beneficial way. Please contact your local Alcon office for 
assistance in take-back options through Alcon or other providers. 

The crossed-bin symbol located on this equipment reminds you to use take-back 
systems, while also emphasizing the requirement to collect waste equipment 
separately, and not dispose of it as unsorted municipal waste. The Pb notation, if 
present, indicates that the labeled device contains greater than 0.004% lead. 

If you need more information on the collection, reuse or recycle systems available to 
you, please contact your local or regional waste administration, or contact your local 
Alcon office for more information. 

Table 1-4 Information on the Location of Hazardous Substances in the Constellation® Vision 


System - The Constellation® Vision System contains hazardous substances which 
could have potential effect on the environment and human health if disposed of 
improperly. 


Material Location 

Hazardous Substances Contained 

Printed Circuit Board Assembly 

Lead, Polybrominated Biphenyls (PBB) 

Other Electrical / Electronic Device 

Lead, Polybrominated Biphenyls (PBB) 

Cable Assembly 

Lead 

Power Supply 

Lead, Polybrominated Biphenyls (PBB) 

Host PC Module 

Lead, Polybrominated Biphenyls (PBB) 

Liquid Crystal Display 

Lead 

Battery 

Lithium, Zn/Mn02 

Remote Control 

Lead 

Fluidics Assembly 

Lead 

Pneumatic Assembly 

Lead 
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Universal Precautions 

Universal precautions shall be observed by all people who come in contact with the 
instrument and/or accessories to help prevent their exposure to blood-borne pathogens 
and/or other potentially infectious materials. In any circumstance, wherein the exact 
status of blood or body fluids/tissues encountered are unknown, it shall be uniformly 
considered potentially infectious and handled in accordance with OSHA guidelines. 

EMC Statement 

It is important to install and use the equipment in accordance with the instructions 
in order to prevent harmful interference with other devices in the vicinity. If this 
equipment causes harmful interference to other devices (determined by turning the 
equipment off and on), the user is encouraged to try to correct the interference by one 
or more of the following measures: 

Reorient or relocate the other device(s). 

• Increase the distance between the equipment. 

• Connect this equipment into an outlet on a circuit different from that to which the 
other device(s) is connected. 

• Consult the manufacturer or your Alcon representative for help. 


Table 1-5 Guidance and Manufacturer's Declaration - Electromagnetic Emissions - 

The Constellation® Vision System is intended for use in the electromagnetic 
environment specified below. The customer or the user of the system should assure 
that it is used in such an environment. 


Emissions Test 

Compliance 

Electromagnetic Environment-Guidance 

RF emissions 

CISPR 11 

Group 1 

The Constellation® Vision System uses RF energy only for its internal function. 
Therefore, its RF emissions are very low and are not likely to cause any interference 
in nearby electronic equipment. 

RF emissions 

CISPR 11 

Class A 

Based on extensive field experience the Constellation® Vision System is suitable 
for use in all establishments other than domestic and those directly connected 
to the public low voltage power supply network that supplies buildings used for 
domestic purposes. 

The EMC Statement provides guidance on steps to take in case of electromagnetic 
interference. 

Harmonic emissions 

1 EC 61000-3-2 

Class A 

Voltage fluctuations/ 
Flicker emissions 

IEC 61000-3-3 

Complies 
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Table 1-6 Guidance and Manufacturer's Declaration - Electromagnetic Immunity - 


The Constellation® Vision System is intended for use in the electromagnetic 
environment specified below. The customer or the user of the Constellation® Vision 
System should assure that it is used in such an environment. 


Immunity Test 

IEC 60601 Test Level 

Compliance Level 

Electromagnetic Environment-Guidance 

Electrostatic 
discharge (ESD) 

1 EC 61000-4-2 

• ±6 kV contact 

• ±8 kV air 

• ±6 kV contact 

• ±8 kV air 

Floors should be wood, concrete, or ceramic tile. If 
floors are covered with synthetic material, the relative 
humidity should be at least 30%. 

Electrical fast 
transient/burst 

1 EC 61000-4-4 

• ±2 kV for power 
supply lines 

• ±1 kV for input/output 
lines 

• ±2 kV for power 
supply lines 

• ±1 kV for input/ 
output lines 

Mains power quality should be that of a typical 
commercial or hospital environment. To avoid laser 
stoppage due to fast transients avoid powering the 
Constellation® Vision System on the same branch 
circuit with sources that can generate fast transients 
(inductive switching; e.g., high current motors). 

Surge 

1 EC 61000-4-5 

• ±1 kV differential 
mode 

• ±2 kV common mode 

• ±1 kV differential 
mode 

• ±2 kV common 
mode 

Mains power quality should be that of a typical 
commercial or hospital environment. To avoid 
laser stoppage due to power-line surges consider 
powering the Constellation® Vision System through 
branch circuit that has surge suppressor for 
protection against lightning surges (e.g., at power 
panel to surgical/office suite). 

Voltage dips, short 
interruptions, and 
voltage variations 
on power supply 
input lines 

IEC 61000-4-11 

• <5% U T (>95% dip in 
Uj) for 0.5 cycle 

• 40% U T (60% dip in 

Uj) for 5 cycles 

• 70% (30% dip in U T ) 
for 25 cycles 

• <5% (>95% dip in 

Uj) for 5 sec 

• <5% U T (>95% dip 
in Uj) for 0.5 cycle 

• 40% U T (60% dip 
in Ut) for 5 cycles 

• 70% (30% dip in 

Uj) for 25 cycles 

• <5% (>95% dip in 
Uj) for 5 sec 

Mains power quality should be that of a typical 
commercial or hospital environment. If the uses of 
the Constellation® Vision System require continued 
operation during power mains interruptions, it is 
recommended thatthe Constellation® Vision System 
be powered from an uninterruptible power supply 
with a minimum rating of 1200VA. 

Power frequency 
(50/60 Hz) 
magnetic field 

IEC 61000-4-8 

3 A/m 

3 A/m 

Power frequency magnetic fields should be at 
levels characteristic of a typical location in a typical 
commercial or hospital environment. 

Conducted RF 

IEC 61000-4-6 

3 Vrms 

150 kHz to 80 MHz 

3 Vrms 

Portable and mobile RF communications equipment 
should be used no closer to any part of the 
Constellation®\/ ision System, including cables, than 
the recommended separation distance calculated 
from the equation applicable to the frequency to 
the transmitter. 

Radiated RF 

IEC 61000-4-3 

3 V/m 

80 MHz to 2.5 GHz 

3 V/m 

Recommended separation distance: 
d = 1.2VP 

d = 1.2VP 80 MHz to 800 MHz 

d = 2.3VP 800 MHz to 2.5 GHz 




where P is the maximum output power rating to the 
transmitter in watts (W) according to the transmitter 
manufacturer and d is the recommended separation 
distance in meters (m). 

Field strength from fixed RF transmitters, as 
determined by an electromagnetic site surveya, 
should be less than the compliance level in each 
frequency ranged 

Interference may occur in the vicinity of U ^( # ))) 
equipment marked with following symbol. £ / 

Note: Uj is the a.c. mains voltage prior to application of the test level. 

Note 1 : At 80 MHz and 800 MHz, the higher frequency range applies. 

Note 2: These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and reflection from 
structures, objects, and people. 

a Field strengths from fixed transmitters, such as base stations for radio (cellular/cordless) and land mobile radios, amateur radio, AM and 
FM radio broadcast, and TV broadcast cannot be predicted theoretically with accuracy. To access the electromagnetic environment 
due to fixed RF transmitters, an electromagnetic site survey should be considered. If the measured field strength in the location in 
which the Constellation® Vision System is used exceeds the applicable RF compliance level above, the Constellation® Vision System 
should be observed to verify normal operation. If abnormal performance is observed, additional measures may be necessary, such 
as re-orienting or relocating the Constellation® Vision System. 

b Over the frequency range 150 kHz to 80 MHz, field strengths should be less than 3 V/m. 
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Table 1-7 Recommended Separation Distances Between Portable and Mobile RF 
Communications Equipment and the Constellation® Vision System - 
The Constellation® Vision System is intended for use in an electromagnetic 
environment in which radiated RF disturbances are controlled. The customer or 
the user of the Constellation® Vision System can help prevent electromagnetic 
interference by maintaining a minimum distance between portable and mobile RF 
communications equipment (transmitters) and the Constellation® Vision System as 
recommended below, according to the maximum output power of the communications 
equipment. 



Separation distance according to frequency of transmitter 

(m) 

Rated maximum output 
power of transmitter 
(W) 

150 kHz to 80 MHz 
d = 1.2 a/P 

80 MHz to 800 MHz 
d = 1.2 a/P 

800 MHz to 2.5 GHz 
d = 2.3VP 

0.01 

0.12 

0.12 

0.23 

0.1 

0.38 

0.38 

0.73 

1 

1.2 

1.2 

2.3 

10 

3.8 

3.8 

7.3 

100 

12 

12 

23 

For transmitters rates at a maximum output power not listed above, the recommended separation distance d in meters (m) can 
be estimated using the equation applicable to the frequency of the transmitter, where P is the maximum output power rating of the 
transmitter in watts (W) according to the transmitter manufacturer. 

Note 1 - At 80 MHz and 800 MHz, the separation distance for the higher frequency range applies. 


Note 2 - These guidelines may not apply in all situations. Electromagnetic propagation is affected by absorption and reflection from 
structures, objects, and people. 


Equipment contains radio transmitters: 

Radio Frequency Identification (RFID) device 

Frequency or frequency band of transmission: 13.56 MHz 
Type and frequency characteristics of the modulation: ASK 
The Effective Radiated Power (ERP): -119 dBm 

Wireless LAN device (Compact USB WiFi Adapter WLI-UC-GNM) 

Frequency or frequency band of transmission: 2.412 - 2.462 GHz 

Type and frequency characteristics of the modulation: DSSS, OFDM, SISO 

The Effective Radiated Power (ERP): 20.55 dBm for USA & Canada 

USA - Federal Communications Commission (FCC) Compliance Statement 

This device complies with Part 15 of the FCC Rules. Operation is subject to the 

following two conditions: 

1. This device may not cause harmful interference. 

2. This device must accept any interference received, including interference that may 
cause undesired operation. 


CAUTION 

Change or modifications made to this equipment not expressly approved by Alcon 
may void the FCC authorization to operate this equipment. 
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FCC Radiation Exposure Statement 


CAUTION 

To ensure that the radio transmitter complies with current FCC regulations limiting 
both maximum output RF power and human exposure to radio frequency radiation, a 
separate distance of at least 20 cm must be maintained between the unit’s antenna and 
the body of the user and any nearby persons at all times, and unit’s antenna must not 
be co-located or operating in conjunction with any other antenna or transmitter. 

The availability of some specific channels and/or operational frequency bands are 
country dependent and are firmware programmed at the factory to match the intended 
destination. This firmware setting is not accessible by the end user. 

Canada - Industry of Canada (IC) Compliance Statement 

This device complies with Industry Canada Radio Standards Specification RSS-210. 
Operation is subject to the following two conditions: 

1. This device may not cause harmful interference 

2. This device must accept any interference, including interference that may cause 
undesired operation of the device. 

This ISM device complies with Canadian ICES-001. 

Cet appareil ISM est conforme a la norme NMB-001 du Canada. 

Industry of Canada (IC) Radiation Exposure Statement 

CAUTION 

This device complies with the RF exposure limits set forth a uncontrolled environment. 
This device should be installed and operated with minimum 20 cm between the unit’s 
antenna and the body of the user. To maintain compliance with Canada RF exposure 
compliance requirements, please follow operation instruction as documented in this 
manual. 

This transmitter must not be co-located or operating in conjunction with another 
antenna or transmitter. 

Antenna Notices 

This device has been designed to operate with the antenna having a maximum gain of 
5 dBi. Antenna having a gain greater than 5 dBi is strictly prohibited for use with this 
device. The required antenna impedance is 50 ohms. 

To reduce potential radio interference to other users, the antenna type and its gain 
should be so chosen that the equivalent isotropically radiated power (EIRP) is not 
more than that required for successful communication. 

Exposure of Humans to RF Fields 

This device complies with the RF exposure limits for humans as called out in RSS- 

102 . 
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Europe - R&TTE Directive 99/5/EC 

This device complies with the requirements of the Council Directive 99/5/EC 
(R&TTE). 

CAUTION 

The radio equipment is intended to be used in all EU and AFTA countries. Outdoor use 
may be restricted to certain frequencies and/or may require a license for operation. 
Contact local Authority for procedure to follow. 

Note: Combinations of power levels and antennas resulting in a radiated power 
of above lOOmW equivalent isotropic radiated power (e.i.r.p) are considered as 
not compliant with the above mentioned directive and are not allowed for use 
within the European community and countries that have adopted the European 
R&TTE directive 1999/5/EC. 


Certification and Compliance Marks for Compact USB WiFi Adapter WLI-UC-GNM, as 
specified in the Buffalo Technology labeling. 


United States 


China 


FCC ID: FDI-09102085-0 


CMIIT ID: 2010DJ1757 


Canada 

1C ID: 6102A-032 


EU 

C6 0560© 


ASIA PACIFIC 

C N32 

2068 


Complies with 
IDA Standards 

DA 103412 


KOREA 

BUF-WUUCGNMOl 


JAPAN 



003WWA100448 

TAIWAN 

C« 

CCAI 10LP0720T3 



WARNINGS AND CAUTIONS - GENERAL 

Most of the warnings listed on the following pages are stated elsewhere in this manual; 
however, for easy reference they are repeated here. If additional information is 
required, please contact your local Alcon service representative, or the Technical 
Services Department. For locations outside the USA, please contact your local 
authorized Alcon Service/Sales office. 
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There are no user serviceable components inside the Constellation® Vision System 
console or footswitch. Refer all service issues to your factory-trained Alcon service 
engineer. 

• Please contact Alcon for instrument setup and in-service training. 

• Good clinical practice dictates the testing for adequate irrigation, aspiration flow, 
and operation as applicable for each handpiece prior to entering the eye. 

• Initial setup instructions must be performed as outlined in this manual. If an error 
message is displayed on the front panel, refer to the Troubleshooting section of 
this Manual. If a problem persists, DO NOT PROCEED. Contact your local Alcon 
Surgical Service Representative. 

• Do not use the Constellation® Vision System near flammable anesthetics. 

• Provide at least two feet of clearance at the rear of the unit for fan intakes and 
exhausts. This ensures unrestricted air flow for adequate console cooling. 

• A handle on the optional base is used for moving the instrument. The cart should 
be pulled, not pushed, over elevator and door thresholds. 

• Use only Alcon-supplied A.C. power cords. 

WARNINGS! 

The Constellation® Vision System power cord is a medical grade power cord with 
the least leakage current per foot rating available. Extension of the power cord 
by hospital staff is not recommended. Unauthorized extension of the power cord 
could result in injury. 

Do not use multiple portable socket (power strip) outlets with this system. 

Storethetrayarmpriorto moving the instrument. See Section Three for instructions 
on placing the tray arm in the stored position. 

Route the footswitch cable, power cord and other cables connected to the 
Constellation® Vision System to avoid tripping. 

To avoid risk of electric shock, this equipment must only be connected to a supply 
mains with protective earth (Ground). 

Modification of the equipment is NOT allowed without prior authorization from the 
manufacturer. If this equipment is modified, appropriate inspection and testing 
must be conducted to ensure continued safe use of the equipment. 

Console isolation from mains is achieved through a two pole power switch. Turn 
OFF power switch or unplug the power cord from wall outlet to achieve isolation 
from mains. 


WARNINGS AND CAUTIONS - PRESSURIZED INFUSION/IRRIGATION SOLUTIONS IN BAGS 

When using the Constellation® Vision System in a pressurized infusion/irrigation 
mode, or with IOP Control feature enabled, users need to take precautions to NOT use 
BSS® irrigating solution or other infusion/irrigation mediums from pliable, collapsible 
containers (i.e. bags). The Constellation® system, when used in these pressurized 
modes, forces pressure into the infusion/irrigation container in order to force the 
solution out of the container and into the cassette. The pressure employed by the 
Constellation® system may cause some infusion/irrigation bags to rupture and cause 
disruption of the surgical procedures. Only glass containers should be used with the 
Constellation® Vision System when employing modalities of pressurized infusion/ 
irrigation. 
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WARNINGS AND CAUTIONS - PATIENT EYE LEVEL/INFUSION PRESSURE 

Patient eye level relative to the cassette can affect the infusion pressure being 
delivered to the eye. Be sure to enter the Patient Eye Level Offset to ensure that the 
displayed console readings reflect the true pressure being delivered to the eye. 

WARNINGS AND CAUTIONS - PROBES AND HANDPIECES 


WARNING! 

If in the medical opinion of the physician a patient with a prion related disease 
undergoes a high risk procedure, the instrument should be destroyed or be 
processed according to local requirements. 


Vitreous Probes 

Do not operate vitreous probes in air. This could result in performance degradation 
and/or potential hazard. 

Ultrasonic fU/Sl Handpieces 

The OZil® torsional and high performance U/S handpieces are surgical instruments 
and must be handled with care. The handpiece tip should not touch any solid object 
while in operation. Immediately following surgery the handpiece must be thoroughly 
cleaned. Be sure the cord plug is completely dry before connecting it to console. For 
cleaning and sterilization procedures, see the Directions for Use (DFU) supplied with 
the handpiece. 

During any ultrasonic procedure, metal particles may result from inadvertent touching 
of the ultrasonic tip with a second instrument. Another potential source of metal 
particles resulting from any ultrasonic handpiece may be the result of ultrasonic 
energy causing micro abrasion of the ultrasonic tip. 

If proper cleaning procedures are not performed immediately after each surgical 
procedure, tissue debris and salts from irrigating solution may collect. This could 
permanently damage the handpiece and could jeopardize cleanliness and/or create 
biohazard conditions for the patient. Remove all debris prior to autoclaving handpiece. 

The OZil® torsional and U/S handpieces must be at room temperature just before 
use. Allow the handpiece to air cool for at least 15 minutes after autoclaving; never 
immerse the handpiece in liquid when hot. Power loss may occur if handpiece tip is 
not securely tightened into Fragmentation and Phaco handpieces. 

CAUTION 

Never ultrasonically clean the Fragmentation, OZil® torsional and ultrasonic 
handpieces; irreparable damage will result. 

Ensure that test chamber is filled with BSS ® sterile irrigating solution before tuning the 
OZil® torsional and U/S handpieces. Tuning a handpiece dry may result in premature 
tip failure and breakage. 

Do not test or operate the OZil® torsional and U/S handpieces unless the tip is 
immersed in BSS® sterile irrigating solution or distilled water or is in surgical use. 
Irreparable damage to the handpiece and tip can result if run dry. 
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WARNINGS! 

Use of the OZ//®torsional and U/S handpiece in the absence of irrigation flow and/ 
or in the presence of reduced or lost aspiration flow can cause excessive heating 
and potential corneal and/or scleral burns. 

Use of the Fragmentation handpiece in the absence of aspiration flow can cause 
excessive heating and potential scleral burns. 

Use of an ultrasonic handpiece other than the OZ//® torsional or U/S, or use of a 
handpiece repaired without Alcon authorization, is not permitted, and may result 
in patient injury, including potential shock hazard to patient and/or operator. 

Prior to sterilization, the OZ//® torsional and U/S handpieces should always have 
the connector end cap secured and placed in the sterilization tray. This will prevent 
damage to the connectors and handpieces during handling, and especially during 
autoclaving. 

Quenching a hot handpiece in water can cause damage and will void warranty. 

Be sure handpiece is completely dry before connecting it to console. Damage to 
handpiece and console may result if plugged in when wet. 

The U/S tips supplied in the Constellation® Vision System packs are only to be 
used on the OZ//®torsional or U/S handpieces. Each U/S tip is intended to be used 
only once per case, and then disposed of according to local governing ordinances. 

Good clinical practice dictates testing for adequate irrigation, aspiration flow, 
reflux, and operation as applicable for each handpiece prior to entering eye. 

Appropriate use of Constellation® Vision System parameters and accessories is 
important for successful procedures. Use of low vacuum limits, low flow rates, 
low irrigation pressure, high power settings, extended power usage, power 
usage during occlusion conditions (beeping tones), failure to sufficiently aspirate 
viscoelastic prior to using power, excessively tight incisions, and combinations 
of the above actions may result in significant temperature increases at incision 
site and inside the eye, and lead to severe thermal eye tissue damage. 

Directing energy toward non-lens material, such as iris or capsule, may cause 
mechanical and/or thermal tissue damage. 


WARNINGS AND CAUTIONS - HANDPIECE TIPS 

Scissors, frag, and phaco handpiece tips must be fully tightened to their handpieces. If 
not secured properly, the handpieces may not operate correctly. Ensure, however, that 
tips are not so tight that they cannot be removed after use. Use of a tool other than tip 
wrenches supplied by Alcon may cause damage to the tip and/or handpiece. 


WARNING! 

Use 0.9 mm tips with 0.9 mm infusion sleeves. Use 1.1 mm tips with 1.1 mm 
infusion sleeves. Mismatch of consumable components and use of settings not 
specially adjusted for a particular combination of consumable components may 
create a patient hazard. 

Poor clinical performance will result if tip is not secured tightly to the handpiece. 
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WARNINGS AND CAUTIONS - DIATHERMY FUNCTION 

To ensure safe operation of the Diathermy function, use only Alcon cables and 
accessories. Diathermy performance can be guaranteed only when using Alcon 
Surgical components or Alcon-endorsed components. Cables should always be 
positioned in such a way that contact with the patient is prevented. 

See Figures 1-4 through 1-6 for diathermy power specifications. 

WARNING! 

• Do not use the diathermy function on patients with pacemakers or implanted 
defibrillatory devices. If electrosurgery is used on patients with implanted 
cardiac pacemakers or defibrillatory devices or pacemaker electrodes, be 
aware that irreparable damage to the pacemaker or defibrillatory device and its 
function may occur and lead to ventricular fibrillation. Please check with the 
pacemaker or defibrillatory device manufacturers for their recommendations. 

* Failure of the HF surgical equipment (diathermy circuitry) could result in an 
unintended increase of output power. In this event the following advisory is 
displayed: “Handpiece power is too high. Release footswitch button/treadle 
and try again.” 


Listed below are general precautions to be followed when using the Diathermy function: 

• To ensure safe operation of the Diathermy function, only approved cables and 
accessories must be used (See your Alcon representative). Diathermy performance can 
be guaranteed only when using Alcon components or Alcon-endorsed components. 

• To reduce the risk of accidental burns, caution should always be taken when 
operating high-frequency surgical equipment. 

• Interference produced by the operation of high-frequency surgical equipment may 
adversely influence the operation of other electronic equipment. 

• Accessories should be checked regularly; electrode cables should particularly be 
checked for possible damage to the insulation. 

• The lowest power level in Diathermy step should always be selected for the 
intended purpose. 

• Skin-to-skin contact (for example between the arms and body of the patient) 
should be avoided, for example by insertion of dry gauze. 

• When HF (high frequency) surgical equipment and physiological monitoring 
equipment are used simultaneously on the same patient, any monitoring 
electrodes should be placed as far as possible from the surgical electrodes. Needle 
monitoring electrodes are not recommended. 

• In all cases, monitoring systems incorporating high frequency current-limiting 
devices are recommended. 

• The cables to the surgical electrodes should be positioned in such a way that 
contact with the patient or other leads is avoided. 

• Temporarily unused active electrodes should be stored so that they are isolated 
from the patient. 

• The use of flammable anaesthetics or oxidizing gases such as nitrous oxide (N 2 O) 
and oxygen should be avoided if a surgical procedure is carried out in the region 
of the thorax or the head, unless these agents are sucked away. 
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• Non-flammable agents should be used for cleaning and disinfection wherever possible. 

• Flammable agents used for cleaning or disinfecting, or as solvents of adhesives, 
should be allowed to evaporate before the application of HF surgery. Some 
materials, for example cotton, wool and gauze, when saturated with oxygen may 
be ignited by sparks produced in normal use of the HF surgical equipment. 

• Accessories of the Diathermy function should have a rated voltage equal to or 
greater than the maximum diathermy output voltage. 

WARNINGS AND CAUTIONS - ILLUMINATOR FUNCTION 


WARNINGS! 

The illuminator bulbs become extremely hot. Never handle a bulb until it has 
cooled considerably from its operating temperature. Do not touch bulb directly 
with fingers at any time. 

The bulb of the xenon lamp is under constant high pressure. There is a risk it may 
burst with explosive force if knocked or damaged. Protective measures: 

- Keep the lamp in its protective sleeve at all times during installation 

- If you are handling the lamp without its protective sleeve, always wear safety 
goggles, a face mask, gloves with wrist protectors and a breast protector. 

If the optional illuminator is not installed inside the Constellation® system base, 
be sure that your surgical set-up includes a back-up source for illumination. 

Use of controls or adjustments, or performances of procedures other than those 
specified herein may result in hazardous light exposure. 

To minimize hazardous light exposure, operate light source at lowest intensity 
setting consistent with adequate visibility of the surgical area. 

Light output from a new lamp may greatly exceed the output from an old lamp. 
Adjust to lower settings after installing a new lamp. 

Do not use this light source in the presence of flammable substances. 

The fiber optic endoilluminator probe connector and receptacle may be hot. 

Before each use, visually inspect the outer surface of the distal tip of the fiber 
optic endoilluminator probe that will be inserted into the patient to ensure that 
there are no unintended foreign materials, rough surfaces, sharp edges, or 
protrusions, that may cause patient injury. 

Potentially hazardous radiated light is transmitted from the fiber optic 
endoilluminator probe. Refer to Retina Risk Factors to Consider During 
Operation of the Constellation® Illuminator in this section of the manual for 
advice on how to minimize the effects of the light intensity used. 

Avoid operation of any fiber in air on consoles capable of illumination levels 
and settings higher than 10 lumens. This may result in fiber probe deformation 
and/or high surface temperatures that may cause patient injury. 


WARNINGS AND CAUTIONS - FOOTSWITCH 

Never pick up or move the footswitch by holding the cable. Damage may result. 

WARNING! 

Route the footswitch cable properly to avoid tripping. 
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WARNINGS AND CAUTIONS - CASSETTE 


Manually rotating the hub roller in the cassette well when power is on and a cassette 
is not installed can cause incorrect cassette loading and/or can cause injury to fingers. 


WARNINGS! 

All fluids aspirated during surgery should be treated as biohazards. Take appropriate 
precautions when handling instruments and lines in contact with aspirated fluids. 

Drain bag volume should not exceed 500 ml “Max. Capacity.” Exceeding this 
volume may result in a biohazardous condition. 


WARNINGS AND CAUTIONS - CONSUMABLES 

Do not use consumable packs beyond the expiration date stamped on the outer 
packaging. Sterile consumable medical devices should not be reused (Accreditation 
Manual for Hospitals, 1982); they are intended for single use only. Improper usage 
or assembly could result in a potential hazardous condition for the patient. Alcon 
assumes no responsibility for complications that may arise as a result of the reuse or 
improper usage of consumables. 


WARNING! 

Potential risk from reuse or reprocessing the following products labeled for single 

use include: 

• Bipolar Coagulation Instruments - Thermal injury or electrical shock caused by 
a damaged bipolar instrument, and foreign particle introduction into the eye. 

• FiberOptic Instruments - Phototoxicity from inconsistent laser or illumination 
exposure caused by a damaged fiber or connector, reduced laser/illumination 
output, and foreign particle introduction into the eye. 

• Fluid Management Components - Fluid path leaks or obstruction resulting in 
reduced fluidics performance, and foreign particle introduction into the eye. 

• Phacoemulsification Tips - Reduced tip cutting performance, presence of tip 
burrs, fluid path obstruction, and foreign particle introduction into the eye. 

• Vitreous Cutting Instruments - Reduced vitreous cutting performance, fluid 
path obstruction, and foreign particle introduction into the eye. 


The equipment used in conjunction with Alcon Constellation® Vision System 
consumables constitutes a complete system. Use of consumables other than Alcon 
consumables may affect system performance and create potential hazards, and if it 
is determined to have contributed to the malfunction of the equipment under service 
contract, could result in the voidance of the contract and/or invoicing at prevailing 
hourly rates. 

WARNING! 

Attach only Alcon supplied consumables to console and cassette luer fittings. Do 
not connect consumables to the patient's intravenous connections. 
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In all cases, the instrument setup instructions contained in this manual, and all label 
instructions in the package, should be thoroughly understood prior to using any of the 
Constellation® Vision System Pack configurations. 

Ensure that tubing is not occluded during any phase of operation. 

Consumable Packs 

If any item in a consumable pack is received in a defective condition, Alcon is to be 
notified immediately. Do not use any of the contents if the sterile package is damaged 
or the seal is broken in any way. Packs are identified by lot number that provides 
traceability and should be given to the Customer Service Department. 

Phone Alcon Customer Service At: Please Write To Alcon At: 

(800) 862-5266 or Alcon 

(817) 293-0450 Attn: Product Complaints 

6201 South Freeway 
Fort Worth, TX 76134-2099 

WARNINGS AND CAUTIONS - IOP (INTRAOCULAR PRESSURE) 

The closed loop system that adjusts IOP cannot replace the standard of care in judging 
IOP intraoperatively. The surgeon must continue the common practice of informally 
judging IOP using the following: 

• Finger palpation on the globe 

• Tactile feedback of the surgical instruments (eye wall deformation with 
manipulation of instruments) 

• Retinal vessel perfusion/pulsations 

• Presence of corneal edema 

If the surgeon believes the IOP (using the techniques above) is not responding to the 
system settings and is dangerously high, this may represent a system failure. The 
surgeon can do one or more of the following as they deem appropriate in this situation 
(with care to avoid sudden hypotony): 

• Close the infusion stop-cock 

• Pinch the infusion line 

• Remove the infusion line from the sclerotomy 

NOTE: To ensure proper IOP Compensation calibration, place infusion tubing 
and infusion canula on a sterile draped tray at mid-cassette level during the 
priming cycle. 
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WARNINGS AND CAUTIONS - LASERS 


The foots witch, endoprobe, and LIO should be placed within 2 meters of the 
Constellation® Vision System. 


WARNINGS! 

There are potential hazards when inserting, steeply bending, or improperly securing 
the fiberoptic. Not following the recommendations of the manufacturer may lead 
to damage of the fiber or delivery system and/or harm to the patient or user. 

Since the aiming beam passes down the same delivery system as the treatment 
beam, it provides a good method of checking the integrity of the delivery system. 
If the aiming beam spot is not present at the distal end of the delivery system, 
or its intensity is reduced or it looks diffused, this is a possible indication of a 
damaged or not properly working delivery system. If there is any doubt, contact 
Alcon Technical Services. 

The use of flammable anesthetics or oxidizing gases such as nitrous oxide (N20) 
and oxygen should be avoided. Some materials - for example cotton wool when 
saturated with oxygen - may be ignited by the high temperatures produced in normal 
use of the laser equipment. The solvents of adhesives and flammable solutions 
used for cleaning and disinfecting should be allowed to evaporate before the 
laser equipment is used. There is also danger of ignition of endogenous gases. 


Diathermy, Cautery, Coagulation 

In the past, some of Alcon’s products have referred to the feature “Cautery” 
or "Coagulation." The Constellation® Vision System and this operator's 
manual use the word “Diathermy” based on the following definitions: 

• Diathermy - introducing an electric field into a body part to produce heat. 

• Cautery - cutting and burning method associated with two hot wires passing a 
current between them; cutting away skin; halting bleeding. 

• Coagulation - an isolated bipolar current supplied to conductors (e.g. forceps). 
Current passes between these electrodes, halting bleeding. 



0 % 20 % 40 % 60 % 80 % 100 % 120 % 

SET POWER LEVEL 

Figure 1-4 Diathermy Power Through 75 Ohm Load 
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Figure 1-5 Diathermy Power vs. Load Impedance 



Figure 1-6 Diathermy Output Voltage vs. Output Control Setting 

Note: Maximum output peak-to-peak voltage is about 140V without resistive load. 
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PRODUCT SERVICE 


For product service, please contact Alcon’s Technical Services Department at the 
number provided below. 

Operators experiencing problems with the system should refer to the Operating 
Instructions and Troubleshooting sections of this manual. A problem which persists 
should be referred to the Alcon Technical Services Department or your local 
authorized service representative. 

For optimum performance, it is the user’s responsibility to schedule preventive 
maintenance service on the system and its accessories two times each year. Alcon’s 
Field Service Engineers are trained and equipped to provide the highest quality of 
workmanship. 

Safety performance should be verified by the user (e.g., qualified service personnel) 
at least twice a year. Ground resistance must be under 0.1 ohms. Leakage current 
must be under 500 pi A at 264 Vac or 300 pi A at 132 Vac. 

To avoid unnecessary shipping, please contact your Alcon Technical Services 
Department prior to the return of any system or accessories. If return of the equipment 
is deemed necessary, a Return Material Authorization will be issued with appropriate 
shipping instructions. 


Alcon Laboratories, Inc. 
Technical Services Department 
15800 Alton Parkway 
Irvine, California 92618-3818 
(949) 753-1393 
(800) 832-7827 
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LIMITED WARRANTY 

Alcon Laboratories, Inc., will repair or replace at its option, any system or 
accompanying accessories (excluding the optical fiber) found to be defective in 
material and/or workmanship for a period of one (1) year from the date of initial 
installation. If optional laser is included, the laser core module will be warrantied 
three years from the date of initial installation. This warranty applies to the original 
purchaser of the system, when said system is properly installed, maintained, and 
operated in accordance with published instructions. 

Alcon Laboratories shall not be obligated to provide services under this warranty for 
damage to or destruction of systems covered where such damage or destruction is (i) 
a result of or caused by fire or explosion of any origin, riot, civil commotion, aircraft, 
war, or any Act of God including, but not limited to lightning, windstorm, hail, 
flood, earthquake, or (ii) caused by customer’s misuse or improper servicing of said 
systems. 

The express warranty above is the sole warranty obligation of Alcon, and the 
remedy provided above is in lieu of any and all other remedies. There are no other 
agreements, guarantees, or warranties - oral or written, express or implied - including 
without limitation warranty of merchantability or fitness for a particular purpose. 
Alcon shall have no liability whatsoever for any incidental or consequential damages 
arising out of any defect, improper use, or unauthorized service or repair. 

WARNING! 

The disposables used in conjunction with Alcon instrument products constitute 
a complete surgical system. Use of disposables and handpieces other than those 
manufactured by Alcon may affect system performance and create potential 
hazards, it is determined that disposables or handpieces not manufactured 
by Alcon have contributed to the malfunction of the equipment during warranty 
period, service will be provided at prevailing hourly rates. 
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ILLUMINATOR PROFESSIONAL USER'S INFORMATION: 

RETINA RISK FACTORS TO CONSIDER DURING OPERATION OF THE 
CONSTELLATION® ILLUMINATOR 

Spectral Output 

The Constellation® illuminator comes equipped with internally-integrated, non- 
selectable, UV/IR filtration. No removable filters are used in the Constellation® 
illuminator since the retinal hazard is maintained at the levels specified by ISO 
15752-2005. 

The Constellation® illuminator output spectrum complies with the requirements 
of ISO 15752-2005: “Ophthalmic Instruments - Endoilluminators - Fundamental 
Requirements and Test Methods for Optical Radiation Safety.” The Constellation® 
illuminator does not rely on fiber optic endoilluminator probe absorption to comply 
with spectral output requirements of ISO 15752-2005. It delivers light at the fiber 
optic illuminator connector within the spectrum recommended by ISO 15752-2005. 

Spectrally-Weighted Aphakic Irradiance 

Aphakic irradiance for the Constellation® illuminator was determined using 
approved fiber optic endoilluminator probes approved for use with the Constellation® 
illuminator. The value for Spectrally-Weighted Aphakic Irradiance (SWAI) of the 
endoilluminator was determined with an effective 3 mm-diameter aperture at a 
distance of 5 mm in a plane perpendicular to the radiating fiber optic endoilluminator 
probe tip. 

Output Limits 

To avoid potentially unsafe operations of the Constellation® illuminator, the 
system will warn or prevent the user when certain thresholds are exceeded. The 
Constellation® illuminator limits output and aphakic weighted irradiance to stay 
within safe limits based on the type of fiber used. Using RFID, the type of fiber is 
detected by reading information from the RFID tag within the inserted fiber probe. 
Utilizing the fiber type information the Constellation® illuminator sets a series of 
limits on output. Four separate thresholds are used: 

Damage Limit - The Damage Limit corresponds to the maximum output of the 
illuminator that any given RFID recognized fiber can be safely operated without 
risking damage to the probe while operation in air. When the intensity of the output 
of the Constellation® illuminator is increased by the user beyond the damage limit, 
a pop up message is displayed that warns the user “Further increasing the output 
level in air can damage fiber tips. Would you like to continue?” If the user presses 
the [Yes] button, the request (turning on illuminator, changing the set point while 
the illuminator is on, or changing procedures while the illuminator is on) will be 
granted. If the user presses the [No] button, the system state will be unchanged. No 
interactions with the illuminators are allowed while the advisory is being displayed 
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Soft Limit - The Soft Limit for any given RFID recognized fiber corresponds 
to a peak aphakic weighted irradiance of 100.98 mW/cm2 for a nominal fiber 
optic endoilluminator probe at a distance of 5 mm from the exiting aperture. The 
Constellation® system display is scaled so that the level will display 100% at the 
soft limit. When the output intensity of the Constellation® illuminator is increased 
by the user beyond the soft limit, a pop up message is displayed which warns the 
user “Further increasing the output level will reduce exposure time by 35%. Would 
you like to continue?” If the user presses the [Yes] button, the request (turning on 
illuminator, changing the setpoint while the illuminator is on, or changing procedures 
while the illuminator is on) will be granted. If the user presses the [No] button, 
the system state will be unchanged. If the advisory was brought up as a result of a 
procedure change, the setpoint(s) that exceeded the limit will remain at the previous 
value. No interactions with the illuminators are allowed while the advisory is being 
displayed. 

Hard Limit - The Hard Limit for any given RFID recognized fiber corresponds to 
a peak aphakic weighted irradiance of 115.85 mW/cm2 for a nominal fiber optic 
endoilluminator probe at a distance of 5 mm from the exiting aperture. The displayed 
intensity percentage output of the Constellation® illuminator is scaled so that 115% 
corresponds the Hard Limit for that fiber. The user is not given the ability to exceed 
this limit. 

Port Limits - To further avoid potentially unsafe operation, the Constellation® 
illuminator will prevent more than two illuminator ports from being turned on at the 
same time. If the user attempts to turn on a third port, a pop up message is displayed 
which warns the user “Only two illuminators can be turned on simultaneously.” 
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LASER PROFESSIONAL USER'S INFORMATION: 

The following information is given to provide the operator with specific information 
regarding the Constellation® Vision System Laser ophthalmic laser. 

Indications 

The Constellation® Vision System Laser is indicated for use in photocoagulation of 
both anterior and posterior segments of the eye including: 

• Retinal photocoagulation, panretinal photocoagulation, and intravitreal 
endophotocoagulation of vascular and structural abnormalities of the retina and 
choroid including: 

Proliferative and nonproliferative retinopathy (including diabetic) 

Choroidal neovascularization secondary to age-related macular degeneration 
(AMD) 

Retinal tears and detachments 
Macular edema 
Retinopathy of prematurity; 

Choroidal neovascularization; 

Leaking microaneurysms. 

• Iridotomy/iridectomy for treatment of Chronic/Primary Open Angle Glaucoma 
(COAG, POAG), Acute Angle Closure Glaucoma (AACG), and refractory 
glaucoma. 

• Trabeculoplasty for treatment of Chronic/Primary Open Angle Glaucoma (COAG, 
POAG) and refractory glaucoma. 

• And other laser treatments including: 

Internal sclerostomy 
Lattice degeneration 

Central and branch retinal vein occlusion 
Suturelysis 

Vascular and pigmented skin lesions. 
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LASER SAFETY 

General Safety Precautions (Refer to IEC 60825-1 or ANSI Z136.1) 

• A laser safety officer should be appointed to supervise the installation and use of 
the system. 

• Install an indicator light outside the laser room warning of instrument operation. 

• Position all beam delivery devices (e.g. LIO, endo-probes) so that the laser beam 
is never directed toward a door, window, or reflective surface. 

• Use non-reflective matte finish wall paint. 

• Avoid covering laser room floor and walls with carpet or any other dust 
generating material. This will minimize the possibility of excess grime and dust 
on the instrument optics, and interference with equipment cooling. 

• The instrument requires a minimum of 0.5 meter of open space on all sides for 
proper cooling ventilation; therefore, the system should be set flat, resting on the 
legs provided on the bottom of the console. 

• Unauthorized use of this laser should be prevented by removing the On/Off key. 

• Entrances to areas or protective enclosures containing Class 4 lasers should be 
posted with appropriate warning signs. 

• Appropriate eye protection must be used in all hazard areas. Use eye protection 
with OD 4 or above at 532 nm. 


Nominal Ocular Hazard Distance (NOHD) 


Accessory 

Beam Divergence (NOHD) 

LIO 

Endoprobe 

0.024 radians (20 meters) 

0.23 radians (3 meters) 


• A qualified technician must verify that the power plug used is properly grounded. 

• The remote interlock connector should be connected to an emergency master 
disconnect interlock or to room/door/fixture interlocks. Please refer to figure 1-7. 

• The laser foots witch, endoprobe, and LIO should be placed within 2 meters of the 
Constellation® Vision System Laser. 


CAUTION 

Before turning the instrument ON for the first time after receipt of the system, wait one 
hour for the components and optics to normalize to avoid possible condensation that 
may have occurred during shipping. 
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CUSTOMER SUPPLIED 
DOOR SWITCH (OPTIONAL) 


TO DRIVE DOOR LAMP (OPTIONAL) 


Figure 1-7 Remote Connector/Door Lamp Circuit Diagram 


Laser Safety Features 

The Constellation® Vision System Laser is designed for the highest degree of 
reliability and safety for both the operator and the patient. Any misuse of this laser 
system may be dangerous. Before using the laser system, the operator must be 
familiar with the commands and the operation of this type of instrument. 

The Constellation® Vision System Laser is fitted with the following safety systems 
which must be understood by every operator: 

• A protective housing covers the laser source so that no harmful laser radiation will 
be emitted. No part of this protective housing should be removed by the operator. 
The laser system must not be used if the protective housing has been damaged or 
removed. 

• A remote connection (interlock) is located on the rear panel and permits the 
installation of an external switch. This switch can be installed on the laser room 
door and cuts off all laser emissions in case the door is opened during operation. 
There is also a connector linked to an internal relay to activate a door warning 
lamp if desired. 

• A key switch controls the laser power supply. Laser operation is not possible if 
the key has been removed. Access to the key should be limited to authorized and 
knowledgeable personnel. The key should not be left on or near the instrument 
when not in use. 

• During operation, laser status can be determined by visually checking the display 
to determine the laser mode: Standby or Ready. 

• An emergency switch is mounted on the front panel. Pushing this switch will cut 
off all laser emissions (treatment and aiming beam) at any time. The switch must 
be pulled out to the initial position to restore power. The laser will always restart 
in Standby mode. 

• Laser firing commands are microprocessor controlled and firings are prevented 
should any malfunction be detected in the instrument electronics. The instrument 
will only fire when all conditions are correct. 

• Output power of the laser beam is continuously monitored and controlled. In 
case an unusual power condition is detected, firing stops and the treatment laser 
emission is cut off. 
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Effects 

The laser beam is primarily absorbed by pigmented tissues within the eye. These 
primary pigments are hemoglobin/oxy-hemoglobin and melanin. In the case of 
macular treatment, xanthophyll pigment is involved. The surgeon controls the power, 
spot size, and exposure time of the delivered laser beam to the targeted tissue. It is 
the combination of these effects that results in the thermal action of the laser beam 
upon tissue. One or all of the adjustable parameters can be changed. However, in 
normal clinical practice, power is usually varied, and spot size and exposure time are 
preset as a function of the application. 

The 532 nm green laser beam has similar absorption characteristics to the 577 nm dye 
yellow laser beam? . This means that the absorption effects of the 532 nm wavelength 
are considerably higher in hemoglobin and melanin, and less in xanthophyll. In 
all cases, it is necessary to perform titrations until the desired treatment results are 
obtained. The 532 wavelength also requires less power than that required with the 
argon laser to obtain similar results. Therefore, you should begin your titration levels 
with lower power than required for similar procedures with the argon laser. 


WARNING! 

Failure to titrate delivered energy may result in patient injury. 


Use of this medical laser, as with any other instrument, requires training and 
experience to obtain maximum clinical performance. Titrating the dosage is 
recommended by initiating a lesion formation in an area of normal retina with intact 
pigment epithelium. Power and exposure duration should be varied incrementally 
until the desired lesion is produced. 


WARNING! 

If unsure which settings are required, select low power, short duration, and large 
spot size. Failure to do so may result in patient injury. 


Delivery of Laser Energy 

The laser beam is delivered to tissue via an endoprobe, illuminated endoprobe, 
aspirating endoprobe, or Laser Indirect Ophthalmoscope (LIO). Reaction to applied 
laser energy by the eye is a function of many variables. 

The pigmentation of the eye, technique or procedure used, laser settings, and pre¬ 
existing condition of the eye, such as cataract, will have an effect on the selected laser 
parameters and the results obtained. Therefore, it is very important to consider all the 
existing clinical conditions and titrate until the desired results are obtained. 

Always use minimal illumination while maintaining good visualization in order to 
reduce reflections and discomfort for the patient. Likewise, the aiming beam should 
be used at a minimum setting while maintaining proper targeting of the selected 
tissue. This will also minimize excessive reflections and scattering, particularly at 
smaller spot sizes. 
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Doctor Protection Filter 

The Constellation® Vision System laser can only be fired when appropriate steps are 
taken to ensure that a doctor’s filter is placed in the viewing device ( e.g. surgical 
microscope, etc.). The Constellation® Vision System laser supports two types of 
doctor filters: 

• Non-tethered with fixed filter in viewing path. 

• Tethered with manual switch to place filters in and out of the viewing path. 


The doctor protection filter must remain in the beam path during treatment, enabling 
the targeted tissue to be seen with complete protection for the operator. The filter has 
virtually no effect on visualization (colored** view only). 

Rotation of the tethered filter with manual switch in or out of the beam path is 
accomplished by means of a lever located on the right side of the filter. Note that if 
the doctor protection filter is in the open position in endo modes, the laser will not 
fire and the message “Please Engage Dr. Filter” will appear. Rotate the filter lever 
clockwise until the doctor protection filter is in the beam path and the message clears. 
If using a non-tethered fixed filter, and the system is switched from Standby to Ready 
mode, the message "Verify appropriate Dr. Filters are installed in all viewing devices" 
appears and the user must verify before the laser can switch to Ready mode. 

If two tethered filters are in place (see rear panel description), both filters must be 
switched into the beam path before the laser will operate. Switching either filter 
out of the beam path while the laser is in Ready mode switches the laser to Standby 
mode immediately. Inserting a filter tether into the machine while it is in Ready 
mode switches the machine back to Standby mode until all tethered filters have been 
verified to be in place. 


WARNING! 

Do not attempt treatment if aiming beam is not present. Patient injury may occur. 
The aiming beam passes down the same delivery system as the working beam; 
this provides a good method of checking the integrity of the delivery system. If 
the aiming beam spot is not present at the distal end of the delivery system, if 
its intensity is reduced, or if it looks diffused, these are possible indications of a 
damaged or not-properly-working delivery system. 


** Newer Doctor Protection Filters will have less tint than older ones. 
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Treatment Hazards 

A single treatment exposure will typically cause a blanching of target tissue. Exposure 
duration can be adjusted from 0.01 seconds to 2.0 seconds to result in the desired 
effect. A continuous treatment beam can also be selected. 

NOTE: In CW, depending on the thermal load of the system, the system may 
shut down in safety mode prior to the footswitch being released. 

Excessive combinations of power and exposure can cause undesirable tissue 
vaporization and charring. Reports 1 through 6 (listed as footnotes at the end of this 
section) indicate these hazards are no different from adverse effects from continuous 
wave argon lasers used at these same settings. No evidence of non-thermal effects has 
been observed. 


Contra Indications 

Patients with a condition that prevents visualization of target tissue (cloudy cornea, 
or extreme haze of the aqueous humor of the anterior chamber or vitreous humor) are 
poor candidates for LIO delivered laser treatment. 

Side Effects 

Corneal bums, inflammation, loss of best-corrected visual acuity, loss of visual field, 
and transient elevations in intraocular pressure can occur as a result of ophthalmic 
laser treatment. Unintentional retinal burns can occur if excessive treatment beam 
power or duration is used. 

Laser Safety 

Back scattered radiation is of low intensity and is not harmful when viewed through 
a protective filter. All personnel in the treatment room must wear protective eyewear, 
OD 4 or above at 532 nm, when the system is in Standby/Ready mode as well as 
during treatment. The doctor protection filter is an OD greater than 4 at 532 nm. 

WARNING! 

Use of controls or adjustments or performance of procedures other than those 
specified herein, may result in hazardous laser radiation exposure. 


CAUTION 

Federal (USA) law restricts this device to sale by, or on the order of, a physician. 
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SECTION TWO 
DESCRIPTION 


INTRODUCTION 

The Constellation® Vision System is a multi microprocessor-controlled ophthalmic 
surgical instrument with associated memory and input/output (I/O) circuitry. 

The system communicates with the user via its Front Panel display, with voice 
confirmations, and with tones. 

An automatic self-test is initiated each time the system power is turned on. If the 
system does not pass the self-test, either a Fault screen or an error message is 
displayed depending upon the cause of the issue. When the system successfully 
completes the self-test, it automatically goes into the Setup mode. 

This section of the manual describes the system hardware, the user interface, and the 
accessories that may by used with the system. 

FRONT PANEL 

Fluidics Module 

The fluidics module is located in the center of the front panel. The module allows fast 
and easy insertion of the cassette that contains all the fluidics connections required for 
surgery. 

Front Display Panel and Touch Screen 

The 17-inch front display panel tilts and extends forward to allow easy positioning 
during setup and surgery. The front display is the user's main source of system 
control, allowing fingertip command of system functions throughout the enhanced 
graphical user interface. 

A data card slot is located just beneath the LCD display. A data card (SD Memory 
Card) can be inserted into this slot when the user wants to back up or restore 
system settings. A 2 GB SD memory card is the maximum size that the system will 
recognize. Larger capacity memory cards are not recognizable by the system and if 
inserted, will lock up the system until removed. 

Pneumatic and Electrical Connectors 

The Constellation® Vision System console contains two vertical columns of connectors, 
located on the left side of the cassette, for surgical probes and handpieces. The right 
column is for pneumatic probes, and the left column is for electrical handpieces. 

LED Rings - The rings surrounding each front panel connector automatically 
illuminate in a particular color to guide the user in making the proper connection to 
the system as follows: 

• Blue - A surgical tool is selected by the user in Setup or a surgical tool is related 
to the current Step in surgery. 

• Green - The system has detected that the appropriate surgical tool has been 
connected to the port. 

• Amber - The system has detected, via RFID, a surgical tool that is not appropriate 
for the port or is invalid for other reasons. 
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Note: The green and amber lights have higher priority than the blue light; 
therefore, it will illuminate only if no other light is applicable. 


WARNING! 

Connect only Alcon supplied consumables to console/cassette connectors. Do 
not connect consumables to patient intravenous connections. 


Footswitch Storage Hook 

This footswitch storage hook is located at the bottom of the front panel. When the 
footswitch is not in use or the system is being moved, use this hook to store and 
protect the footswitch. 

Instrument Tray (optional) 

Provides a movable instrument tray within the sterile field. There is a curved metal 
rod on either side of the tray that allows for creation of a sterile pouch when used with 
sterile tray arm cover. The tray is capable of accommodating a variety of positions in 
the operating room environment: right, left, front and rear of the surgeon as well as 
the front of the bed. Refer to Section Three for detailed instructions on adjusting the 
tray position. 


WARNINGS! 

The maximum allowable load on the instrument tray is 20 lb (9 kg). If the load 
exceeds this limit, the tray arm will automatically lower itself in order to avoid 
tipping the system over. Additionally, if the instrument tray is positioned over a 
patient, a mayo stand should be placed beneath it to avoid a potential collapse 
of the tray arm onto the patient. 

Place the instrument tray in the stored position as shown in Figure 2-1 prior to 
transportation to avoid a situation that could cause the system to tip. 


IV Pole with Bottle Hanger (optional) 

A bottle of BSS® or BSS Plus® irrigating fluid is hung from the hook on top of this 
pole. The IV pole is used to raise and lower the bottle height, causing irrigation 
pressure to increase or decrease. 


WARNING! 

Do not use Legacy® IV pole extender with Constellation® Vision System IV pole. 
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Not used — 
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Diathermy- 



—Auto Gas Filling (AGF) 

—Viscous Fluid Control (VFC) 

— Forceps ^ 

— Multi-Function Port 

— Scissors 

— Ultravit® 

J Probe 



Figure 2-1 The Constellation® Vision System Console Output Connectors* 

* Labels and icons may vary according to the date of manufacture and are shown here for reference only. 
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Caster Wheels 

Four large caster wheels support the Constellation® Vision System. The wheels rotate 
360° for ease of system mobility, and have a locking lever to secure the system in 
place. The wheels should always be locked (handle down) when the unit is in use, and 
unlocked when being moved. 

The locking levers have three positions as follows: 

• Up arrow position - The caster wheel directional movement will lock in the 0 or 
180 degree position. The wheel rotates freely. 

• Unlocked icon position - The caster wheel has 360 degrees of directional 
movement and the wheels rotate freely. 

• Locked icon position - The caster wheel directional movement and wheel rotation 
are both locked. 

Illumination 

Primary illumination is provided by two independently controlled ports located 
just below the display. The light output at these ports is based on xenon arc lamp 
technology that generates high brightness white light. Each port will allow the use 
of 20,23, and 25 GA ACMI terminated fiber probes and provides the following 
minimum output for the probes (100% setting; 0-200 hours of lamp use): 

• 20 GA probes = 16 ±6 lumens (@ 115% set pointi; 0-400 hours of lamp use) 

• 23 GA probes = 23 ±13 lumens (@ 115% set pointi; 0-400 hours of lamp use) 

• 25 GA probes = 23 ±13 lumens (@ 115% set pointi; 0-400 hours of lamp use) 

1 Based on a representative nominal UFR fiber. 

Auxiliary illumination is available as an optional feature that provides for two 
additional channels of high brightness white light. 

Laser (optional) 

The optional laser module is a diode-pumped solid-state type laser designed for 
ophthalmic use. This laser delivers a visible 532 nm green treatment beam, and a 
visible 635 nm Diode Laser aiming beam (635 nm is an approximate value between 
630-640 nm). 

Footswitch Connector 

The footswitch connector is located on the front panel and is used to connect 
the Constellation® Vision System footswitch to the console. (In the monolith 
configuration shown in Figure 2-1, the footswitch connection is made in the front of 
the base.) 

Handles 

Handles are located on the sides and back of the instrument, and should always be 
used to move the unit. For safety and control, the unit should be pulled, not pushed. 


CAUTION 

The system must be moved carefully, otherwise the system could tip over and become 
damaged. Do not push or pull the unit by the display, the tray, or the IV pole. Handles 
located at the rear and sides of the unit are provided for moving the instrument. The 
unit should be pulled and not pushed, especially over elevator and door thresholds. 
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DETAIL A 

(System will use one of the two connector panels shown below) 
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Figure 2-2 The Constellation® Vision System Rear Panel 
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DVD/RW 

The DVD player/recorder allows for software upgrades to the system and data/ 
settings transfer. 

Bar Code Reader 

The bar code reader allows the operator to quickly scan consumables into the system. 
When a consumable is scanned through the reader and the system recognizes the bar 
code as one that is preconfigured in the system, an audible beep is sounded and the 
associated consumable is added to the current surgical case. If the bar code is not 
recognized by the system then an advisory message is displayed along with an audible 
beep. 

The operator can verify the bar code has been properly entered into the system by 
tapping the Consumables button to bring up the Consumables list window. 

External Connectors 

This module, located in the middle of the rear panel, contains various connectors 
and outlets used for electrical interconnections. The system will have one of the two 
connector panels shown in Figure 2-2. 

Figure 2-2, Detail A-l 

• VGA out - External VGA monitor connection 

• Ethernet - Alcon use only 

• USB Connector - Alcon use only 

• Composite Video In/Out - Used for Video Overlay 

• Antenna - Used for wireless communication 

• Serial Connector - Used for Video Recording 

• Bar Code scanner connection 

• S-Video In/Out - Used for Video Overlay 

• Tethered Laser Connection - see Section Three for instructions on the tethered 
laser configuration. 

• Audio Input - MP3 player audio input 

Figure 2-2, Detail A-2 

• VGA out - External VGA monitor connection 

• Ethernet - Alcon use only 

• USB Connector - Alcon use only 

• S-Video In - Used for Video Overlay 

• HDMI Video In/Out - Used for Video Overlay 

• WiFi - Used for wireless communication 

• Serial Connector - Used for Video Recording 

• Bar Code scanner connection 

• Tethered Laser Connection - see Section Three for instructions on the tethered 
laser configuration. 

• Audio Input - MP3 player audio input 


CAUTION 

The USB connector () and service ethernet connector located on the rear panel 
are for use by Alcon trained personnel only. Failure to comply will void warranty. 
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Power Module/Footswitch Connector 

This module contains the power and footswitch connection from the base unit. 

Facility Pressure Source Connectors 

This connection is provided to connect the console to the facility pressure source (air 
or nitrogen). Refer to Section Three for detailed instructions on connecting a pressure 
source. 

Laser Module Connector Panel (Figure 2-2, Detail B) 

• Dr. Filter Connections - Provides connections to standard Alcon Dr. Filters. 

• Laser Footswitch Connection. 

• Remote Interlock - connection to accommodate the room-interlock functionality. 
When a controlled entrance is opened, this interlock interrupts the operation of the 
laser until the door switch contact is closed. 

• Laser Status - Connection to accommodate a “Laser On” indicator. This provides 
an electrical signal to an external facility sign that indicates when the laser is in 
the ready state. 

Accessory Drawer 

One drawer allows the storage of miscellaneous accessories. 

Base Input Power 

Connection to connect the Constellation® Vision System to facility power. 

Equipotential Ground Connector 

The Equipotential Ground Connector may be used to provide a direct connection 
between the Constellation® Vision System and the potential equalization bus-bar of 
the electrical installation. This connector complies to the requirements of IEC/EN 
60601 - 1 . 

Auxiliary Illuminator Module Eject Button 

Pressing this button causes the optional auxiliary illuminator module to release and 
enables its removal from the front panel for lamp replacement by trained personnel only. 

Illuminator Module Eject Button 

Pressing this button causes the illuminator module to release and enables its removal 
from the front panel for lamp replacement by trained personnel only. NOTE: The 
illuminator module should only be ejected or inserted when the system is 
powered off. 

Main Power Switch 

Connects AC power to the system. 

Standby Power Switch 

This push-button switch is used to turn secondary power ON and OFF. If system 
freezes and is unresponsive to operator commands, press Standby switch for fifteen 
seconds to shut down system, then re-boot. 

Stationary Hanger Mount 

Used to hang a bottle of sterile intraocular irrigating solution. 
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FOOTSWITCH 


Functional operations of the Constellation® Vision System console are controlled by 
the footswitch shown in Figure 2-3. The footswitch consists of a treadle, left and right 
horizontal/vertical switches, left and right heel switches, and a tension adjustment 
knob. An advisory popup window is displayed if the footswitch is not connected. 

Generally, the treadle is used to provide control of a parameter, such as vacuum, with 
the treadle's angle of depression proportional to the parameter output. In some modes 
of operation, the treadle is used to provide on/off control of a function, with any 
depression resulting in a fixed output of its parameter. 

The footswitch treadle is used in a mode-dependent fashion during system operation. 
In U/S mode for example, when the treadle is depressed its range of travel is divided 
into ranges 0,1,2 and 3. Each range is separated from the previous range by a 
detent. Detent firmness levels are programmable in the Doctor Settings menu which 
is discussed later in this section of the manual (see Settings ). The footswitch icon 
located in the upper left corner of the screen displays the current treadle position. 

Right and left switches are used to enable and disable system functions. The switches 
are nudged sideways (horizontal) for some functions, and pressed down (vertical) for 
others. 

The tension adjustment knob, located on the front of the footswitch, is used to adjust 
the pressure needed to depress the treadle. 


CAUTION 

Never pick up or move the footswitch by holding the cable. Damage may result. 


NOTE: 

The Constellation® 
footswich does not 
fire the optional 
laser. 


Left Horizontal/Vertical Sw 


Tension Adjustment I" 
(not sh< 



Figure 2-3 The Constellation® Vision System Footswitch 
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REMOTE CONTROL 


The Remote Control is a wireless, handheld, battery operated device that uses 
infrared light to communicate with the Constellation® Vision System console. Each 
of the different keys on the Remote Control unit has its own unique key code that is 
transmitted to the Constellation® Vision System console when the key is pressed. The 
transmitted key codes are translated into commands that control the Constellation® 
Vision System console. 


WARNING! 

The Alcon remote control is common to several Alcon instruments. To keep the 
remote from interfering with other Alcon instruments, each remote control must 
be set to match the unique channel (A, B, C, or D) of its associated instrument. 
Changing batteries will cause the remote to default to channel A; therefore the 
remote may need to be reset to the instrument's unique channel as described in 
"Selecting Remote Control Channel" on page 2.11. 


CAUTION 

Do not sterilize the remote control as it will damage the unit. 

Figure 2-4 shows the Remote Control and the keys provided. When a Remote Control 
Transmitter key is pressed, the Constellation® Vision System console determines whether 
or not the key press was valid and generates an appropriate valid or invalid key tone. 



Backlight button (2) 


Next Step Key 


Global Controls Up/Down Keys 


Global Controls 
Navigation Key 


Parameter Value 
Adjustment Keys 


Surgery Screen 
Navigation Keys: 
Left/Right; Up/Down 


Previous Step Key 


Enter Key 


Figure 2-4 The Constellation® Vision System Remote Control 


The Remote Control is divided into three sections from top to bottom. The three 
sections of the display screen are 1) the top section is for Global Selection and 
adjustments of global values, 2) the main (middle) window is for surgery screen 
navigation and parameter settings, and 3) the bottom section is for selecting steps and 
enabling/disabling selected controls. Some items on the Constellation® Vision System 
console display screens are not accessible with this Remote Control unit. 
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Global Control Up/Down Keys 

The Global Control up/down keys on the remote control function as they do 
on the Host Display touchscreen. Each individual press of the up arrow key 
increments the setting on the selected global control in the Globals panel on the 
touchscreen. Each individual press of the down arrow key decrements the setting on 
the selected global control. To move rapidly up or down, the key is pressed and held 
until the desired setting is reached. 

Global Controls Navigation Key 

The Global Controls Navigation key enables the user to navigate to any control on the 
Globals panel and select a specific control. Pressing this button the first time selects the 
Infusion Control which is the first control on the Globals panel. The selected control 
will be highlighted with a golden outline. Each successive press of the Global Controls 
Navigation key causes the next available control on the Globals panel to be selected. 

An exception to this rule occurs if the Infusion Control is selected. In this case the IOP 
Compensation button on the control is selected to adjust IOP settings. 

Surgery Screen Navigation Key 

The Surgery Screen Navigation key is a four way switch that enables a remote 
control user to move up, down, left and right on the surgery screen and to select the 
controls and/or panels on the screen. Once a control is selected, the user can press the 
Parameter Value Adjustment keys to increase/decrease the control parameters. 

The Navigation Key is valid when the Surgery screen is being shown, but is invalid 
when a popup is displayed. 

Parameter Value Adjustment Up/Down Keys 

The Parameter Value Adjustment Up/Down keys are used to adjust settings 
(parameters) in a Surgery Control Panel that have adjustment arrows (i.e., pressure, 
vacuum, cut rate). Surgery control panels are selected via the Navigation Key and a 
blue border indicates the panel that is selected. 

Previous Step/Next Step Keys 

The Previous Step/Next Step keys are used to move left and right through the surgery 
steps at the bottom of the Surgery screen. In the Surgery screens, when the Previous 
Step/Next Step key is pressed on the remote, the system selects the next step to the 
left or to the right. If it is a valid step, it will be selected immediately without having 
to press any other keys. Continuing to press the keys causes the system to move 
through the steps and wrap around to the beginning step. It is not possible to access 
the submodes from the Remote Control Unit. 

The Previous Step/Next Step keys can also be used in an information popup to select 
a button (e.g., OK, Cancel, Save, etc.). 

Enter Key 

The Enter key is used to enable/disable a selected control. For example, if the vacuum 
control On/Off button is selected (highlighted with a gold border), pressing the Enter 
key alternately toggles the control On and Off. 

The Enter key is also used to move through the submodes of a surgery step. If the 
current surgery mode has submodes, pressing the Enter key once causes the submodes 
to be highlighted with a gold border. Additional presses of the Enter key (while the 
submodes are highlighted) causes the system to select the next submode to the right 
and eventually wrap around to the leftmost submode. 
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Remote Control Batteries 

When the batteries in the remote control are low, the status message “Remote Battery Low” 
will appear in a popup dialog the first time a key is pressed after the system is turned on. 
The message will disappear after new batteries are installed and a remote control key 
is pressed. A battery holder inside the remote holds three (3) AAA (LR3) batteries. 

Selecting Remote Control Channel 

The remote control can be configured to operate on one of four channels. This feature 
allows four remote controls to independently control four Constellation® Vision 
Systems operating in the same room or area. Remote controls are factory preset to 
channel A. For proper remote operation, the Constellation® Vision System must be 
set to the same channel as the remote. 

The Option/System Settings/Remote Control window allows the selection of four 
remote receive codes: A, B, C, & D. This selection must correspond to the channel 
selection on the remote control. Set the remote channel as instructed below. 


To select a remote channel on the Constellation® Vision System: 

1. Press the Options button to open the Options popup screen. 

2. Press the System button to bring up the System Settings screen. 

3. Press the Remote Control tab to display the Remote Control Settings screen (see 
Figure 2-5). 

4. Hold the remote control in front of the Constellation® Vision System display 
screen and simultaneously press its parameter value adjustment up/down keys. 
After the system emits a sound acknowledging the action, simultaneously release 
the buttons. 

5. On the remote control, press the Navigation key corresponding to the new 
channel as labeled in the Remote Control Settings screen. 

6. On the display, press the Save button to save the change (pressing Enter twice on the 
remote also saves the change), or press Cancel to return to the main screen without 
saving the changes. 


No additional steps are needed 
once the remote channel is set, and 
only one remote channel is stored 
per unit. 

NOTE: The Alcon remote 
control is common to several 
Alcon instruments. If necessary 
to distinguish between remote 
controls, identify the remote 
controls and the units with 
unique labels. 


CAUTION 

Do not sterilize the remote control 
as it will damage the unit. 


[System Settings 


Connection 


JSSS2ZZL- 


VldeoOverlay 


To select a channel: 

Press buttons ♦ and - 
simultaneouslyfor several 
moments... 



Save i & \ Cancel 


Figure 2-5 Remote Control Channel Selection 
Screen (Options\System\Remote 
Control tab) 
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FRONT PANEL DISPLAYS AND TOUCHSCREEN 

The Constellation® Vision System front display panel and touch screen has a flat, 
non-glare surface, and is mounted above the console. Control buttons are located 
within the active touch screen area. There are three basic types of push-button on the 
display screen: up/down arrow buttons, sliders, and momentary buttons. The user can 
press and hold the up/down arrow buttons until the desired adjustment is complete, or 
press the momentary buttons with a single push-and-release to activate a function. 

The Constellation® Vision System emits an audible tone to indicate button activation. 
Activation of a valid touchscreen button or remote control button results in a valid 
key tone; an invalid button results in an invalid key tone, and, in some circumstances, 
its icon symbol is ghosted to indicate an invalid function. 

There are four types of display screens: the Setup screen. Surgery screens. End Case, 
and Popups (sometimes referred to as dialogs). 

• The Setup screen is used to prepare for surgery; i.e., connecting instruments, 
priming the fluidic management system and testing the handpiece. 

• Surgery screens contain surgical settings for each of the current surgical 
procedures. Settings can be adjusted by pressing the touch screen buttons for the 
associated controls. 

• The End Case screen provides the user with a summary of the case and a tabbed 
interface area for display of the various metrics associated with the case. 

• Popups are displayed as a result of selecting an option from the Options drop list 
(i.e., System Settings, Doctor Settings, etc.) or pressing the Footswitch button. 
Popups enable the user to view and modify system settings, doctor settings, and 
some surgical settings. There are also popups displayed to advise or warn the user 
of a situation, or to indicate progress on a function in the Setup screen. 

Startup Screen 

Upon power-up of the system, an introductory screen is displayed as shown in Figure 
2-6 while the system completes initialization and self-test diagnostics. All user inputs 
are locked out while this screen is displayed. If initialization is successful, the main 
screen is displayed as shown in Figure 2-7. 
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Main Screen 

The main screen is divided into three areas: Menu Bar, Globals, and the System State 
area as shown in Figure 2-7. The Menu Bar provides selections that are available in 
any system state. The Globals area provides control of functions that are available in 
all surgical modes and for any system state. The System State area provides specific 
information for one of the following available states: Setup, Surgery, or End Case. 
These states are selected by pressing the associated tab in the menu bar. Figure 2-7 
shows the Setup state. 


Figure 2-7 



The Main Screen 
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Menu Bar 

Figure 2-8 below shows the Menu Bar section of the screen. This portion of the 
screen is always available regardless of the System State. The menu bar allows the 
user to change various high-level functions as well as certain system options. 


Doctor Selection 





Figure 2-8 The Main Screen Menu Bar 


Menu Bar: Footswitch Icon 

The Footswitch icon provides feedback relating to the current state of the main 
console footswitch as follows: 

• The icon displays the current position of the treadle indicated by the number 
shown on the icon. 

• When a button on the footswitch is pressed, the icon shows which button and, 
when applicable, which way it was pressed. 
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Constellation® Vision System 

Selecting the Foots witch icon displays the Foots witch popup shown in Figure 2-8. 
This popup shows the footswitch with labels indicating the current mapping for each 
button. Pressing the Configure button closes the popup box and displays the Doctor 
Settings screen with the Footswitch tab selected. In this screen the footswitch can be 
configured as desired. Refer to Doctor Settings/Footswitch later in this section for 
detailed information on configuring the footswitch. 

Menu Bar: Doctor Selection 

Pressing the Doctor Selection button displays a popup with the names of all available 
doctors. Selecting one of the entries will change the currently selected doctor and also 
update the current procedure and - if in surgery - the current step. 

New doctors can be added to the list by pressing the “Add Doctor” button. When this 
entry is selected, a keyboard is displayed allowing the user to enter a new doctor. The 
new doctor is automatically selected if the name is valid (the name cannot be more 
that 40 characters or a duplicate name). If the name is identical to a doctor already in 
the system, an advisory is displayed. 

Menu Bar: Help (?) Button 

Pressing the Help (?) button displays a popup that provides selections to display Help 
Videos and the User Manual. 

Menu Bar: Procedure Selection 

The Procedure Selection popup (see Figure 2-8) contains the names, sorted 
alphabetically, of all available procedures for the current doctor with the currently 
selected procedure highlighted. To select another procedure, simply press the desired 
procedure. The procedure will become highlighted and the popup will close. The 
Close button can be used to exit the popup without changing the procedure. 

Pressing the "Add New Procedure" button starts the process of adding a new 
procedure to the list of available procedures for the currently selected doctor. Refer to 
the following section entitled "Adding a New Procedure" for detailed instructions on 
adding a new procedure and a description of the screens used to setup the procedure. 

ADDING A NEW PROCEDURE... 

To add a new procedure to the list of procedures available to the current doctor, 
follow the steps below: 

1. Press the "Add New Procedure" button in the Procedure Selection popup. 

A keyboard is displayed allowing the user to name the new procedure. 

2. Using the keyboard, enter the name of the new procedure then press "Save". 

The keyboard popup closes and the Modify Procedure dialog is displayed as 
shown in Figure 2-9. 

The Modify Procedure dialog is used to create custom surgical procedures. The 
popup presents a scrollable list of available surgical steps the user can add to the 
procedure being created or modified. Note: Procedures can also be modified in 
Surgical mode by pressing the Modify button. In addition to adding steps, the user 
can also remove, rename, and move steps within the current procedure. The steps 
can be manipulated using the buttons in the Modify Procedure dialog or by Drag-and- 
Drop functionality; i.e., press and drag the step icon to the new location. 
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In general, customization of a procedure is performed by selecting a step from the 
list of available source steps in the Procedure Manager and inserting the step into a 
list of destination steps in the upper panel named "In Procedure". Only the current 
procedure can be modified. The available steps in the Procedure Manager can be 
filtered as desired using the selections in the "Filter by:" drop down menus. 

Creating Or Editing Procedures 

As shown in Figure 2-9, the name of the current procedure is shown at the top of the 
screen. This is followed by the steps comprising the current procedure. Below the 
current procedure steps is the Procedure Manager which contains a complete library 
of steps that can be added to the current procedure. 


lodify Procedure 


In Procedure 1 Du-1 







Add to Favorites 

Rename 

Delete 

Right 



Vitrectomy P haw Frag I/A Erttruslon Laser Scissors 




Pfxedue Marten® 



Close Cancel 


Figure 2-9 Procedure Modify Screen 


The items on the Modify Procedure dialog are defined and operate as follows: 

In Procedure: xxx - Displays the name of the procedure to be modified. 

Left button - Moves the selected step one position to the left. 

Add to Favorites button - Adds the selected step to the Favorites panel. 

Rename button - Opens the keyboard popup to enable renaming of the currently 
selected step. 

Delete button - Deletes the selected step from the list. 

Right button - Moves the selected step one position to the right. 

Arrow buttons - Scrolls the list of steps left or right. 

Procedure Manager Panel - This panel contains the list of steps available for insertion 
into the In Procedure list. Pressing the arrows on the scroll bar scrolls through the 
complete list. Also included in this panel are the following filters: 

• Add to Favorites button - Adds the selected step to the Favorites panel. 

• Add button - Adds the selected step to the list of steps in the current "In 
Procedure" steps list. 

• Doctor Step Filter - Restricts the available steps to those belonging to the 
specified doctor’s procedures. 
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• Procedure Step Filter - Restricts the available steps to those belonging to the 
specified Procedure. 

• Mode Step Filter - Restricts the available steps to those belonging to the specified 
Step. 

• Favorites - Pressing this button displays the steps that have been added to the 
current doctor's Favorites list. 

Trash icon - Allows for removal of the selected step from the In Procedure steps list 
or Favorites List by dragging the step onto the icon. 

Close button - Closes the popup and saves all changes to the current procedure. 

Note: The changes are saved in temporary memory only. To save changes after the 
system has shut down, the procedure must be saved from the Quick Save popup. If 
no steps are in the procedure an error message is displayed saying, “At least one step 
must be added to the procedure”. 

Cancel button - Closes the popup and discards all changes made to the current 
procedure. 

EDITING THE CURRENT PROCEDURE: 

1. To filter the available steps listed in the Procedure Manager, set the Doctor, 
Procedure, and Mode Step filters so that only the desired steps are shown. The 
system default is to show all available steps. 

2. To add a step to the current procedure, select a step from the Procedure Manager 
steps list and then press the Add button. When pressed, the selected step is 
inserted into the In Procedure panel at the position immediately following 

the currently selected procedure step. Alternatively, the same action can be 
performed by selecting and dragging the step into the In Procedure panel. To 
ensure step name uniqueness, if the name of the added step matches the name 
of an existing step in the procedure, the step name is modified by appending a 
numeric suffix (e.g. Vitrectomy2). 

3. To move a procedure step to the left or right, select the step and drag it to the left 
or right. Alternatively, select the step and press the left or right buttons. 

4. To remove a step from the procedure, select the step from the procedure then 
press the Delete button. 

EDITING THE FAVORITE STEPS LIST: 

1. To add a step from the procedure to the list of Favorites steps, select the step from 
the procedure then press the Add to Favorites button. Upon being pressed, the 
procedure step will be added to the end of the Favorites list. If a step is added 
which has the same name as an existing Favorite Step, a prompt is displayed 
stating: "Overwrite existing favorite step with the same name?" If the user replies 
Yes, the existing Favorite Step is overwritten. If the user replies No, the keyboard 
is displayed allowing a new step name to be entered. 

2. To delete a Favorites step from the Favorites list: press the Favorites button, select 
the step from the list and press the Delete button. 
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Menu Bar: Options 

Pressing the Options button on the Menu Bar displays the Option Selection popup 
shown in Figure 2-8. Each of the four tabs contains various options that may be 
adjusted. 

SETTINGS: Doctor; System 

MAINTENANCE: Test Instrument; Clean Cassette; Change Drainbag; Field Service 
EXTRAS: Auto Gas Fill; Consumables; Update 
INFO: View/Copy/Delete; Event Log; About 

DEMO MODE: The Constellation® System “Demo Mode” allows the user to interact 
with the user interface without being affected by missing or non-functional hardware. 
For example, in Demo Mode the user can program certain screens without having 
any source pressure connected. The only visible difference is that "DEMO MODE" 
is displayed in yellow text in the upper left comer of the display above the footswitch 
icon. 

For additional details on using the system in Demo Mode, refer to the section entitled 
"Demo Mode" later in this section of the manual. 

RESTART button: Pressing this button causes the system to reboot and then return 
to the setup screen. Restarting the system may be required if the system displays a 
system fault. 

SHUTDOWN button: Pressing this button causes the system to shut down. 

CLOSE button: Exits the popup. 


Menu Bar: Options - DOCTOR SETTINGS 

Selecting Doctor from the Options menu displays the screen shown in Figure 2-10. 
It allows the user to specify doctor specific configurations in the following areas as 
indicated by the tabs at the top of the popup window: 

• General Preferences 

• Surgical Preferences 

• Footswitch programming of buttons and treadle 

• Laser settings including laser footswitch programming 

• Volume levels for all sounds 

The Save, Cancel, and Revert to Defaults buttons apply to all tabs. 

• Save Button - Saves the modified items on all the doctor settings tabs and also 
applies the settings to the current surgery screen (if applicable). 

• Cancel Button - Exits the popup without saving or applying any settings. 

• Revert To Defaults Button - Resets all the configurable items on the current 
settings tab to default values. 
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Menu Bar: Options - DOCTOR SETTINGS - GENERAL 

The General Preferences tab contains the following items: 

• Language - Drop down list that allows the user to select the language for labels 
and annunciations. The drop list contains an entry for English and for each 
language pack installed on the machine. 

• Heel Double Click - This selection determines whether or not heel double click 
functionality is available. Choices: Enabled or Disabled. 

• PIN - This section allows the user to add a Personal Identification Number 
(PIN) that must be entered before accessing that doctor's settings. 

- Add Button - Pressing the Add button displays a numeric keypad that 
enables the user to enter a PIN. The PIN must be entered twice before if 
can be saved in the numeric pad dialog. Not present for Default Doctor. 

- Modify Button - Allows the user to change an existing PIN for a doctor. 
Not present for Default Doctor. 

- Delete Button - Allows the user to delete an existing PIN for a doctor. Not 
present for Default Doctor. 

• Standard vs. Advanced Display Modes - The Standard display mode offers a 
minimum number of options on the associated panels. In Advanced display mode, 
the displayed panels offer optional controls for setting and configuring functions. 
The default mode is Standard. Advanced display mode is available in the 
following panels: Extraction, Vit Cutting, Ultrasound, and Vitrectomy Bimanual. 

• Display Submode in Custom Procedures - This option applies to Custom 
procedures only. When enabled, submodes are automatically displayed on the step 
panel. When disabled, submodes are not diplayed unless the user taps the step 
icon in the step panel. 



f) Save i m Cancel 


Figure 2-10 The Doctor Settings Popup - General Tab (Options\Settings-Doctor\General) 
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Menu Bar: Options - DOCTOR SETTINGS - SURGICAL 

The Surgical tab contains three sub-tabs that are related to surgery: Infusion/ 

Irrigation, Reflux, and General 

Menu Bar: Options - DOCTOR SETTINGS - SURGICAL - INF/IRR 

The Inf/Irr (Infusion/Irrigation) Surgical sub-tab (shown in Figure 2-11) allows the 

user to change certain preferences related to infusion and irrigation during surgery. 

• Infusion Units - Allows the user to specify the units (mmHg or cmH20) used for 
the Infusion Global control. 

• Irrigation Units - Allows the user to specify the units (mmHg or cmH20) used for 
the Irrigation Global control and Continuous Reflux. 

• Elevated Infusion Alarm Set point - Allows the user specify which infusion 
value should be regarded as elevated. When the current infusion setting equals or 
exceeds the specified value, the elevated infusion timer is started. NOTE: The 
timer is applicable to both liquid and air infusion. 

• IOP Control - The IOP Control mode compensates for the pressure drop caused 
by fluid flowing through the infusion tubing set to provide a constant IOP. IOP 
compensation is available only with premium cassettes in posterior and combined 
surgical modes. 

• IOP Control Limit - The IOP Control Limit specifies up to what infusion flow 
rate, compensation for the pressure drop in the infusion tubing set should be 
applied. At flow rates higher than the set infusion control limit, IOP will drop and 
no longer be maintained at the requested IOP set point. The IOP Control Limit is 
only applied when aspiration is turned off. Its main function is to reduce the fluid 
flowing out of the open trocar cannulas during instrument exchanges. 


Figure 2-11 



Cancel 


w / 


The Doctor Settings Popup - Surgical/lnf/lrr Tab (Options\Settings-Doctor\Surgical\lnf/lrr) 
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Menu Bar: Options - DOCTOR SETTINGS - SURGICAL - REFLUX 

The Reflux sub-tab (shown in Figure 2-12) allows the user change certain preferences 

related to reflux during surgery. 

• Posterior Reflux Mode - Allows the user to choose which reflux mode, 
Proportional or Micro, should be the default in the posterior steps. 

• Anterior Reflux Mode - Allows the user to choose which reflux mode, Continuous 
or Micro, should be the default in the anterior steps. 

• Proportional Reflux Set point - Allows the user to choose the set point for 
proportional reflux. Range: 0-120 mmHg. 

• Micro Reflux Set point - Allows the user to choose the set point for micro reflux. 
Range: 10,25,50,75, or 100%. 

• Continuous Reflux Set point - Allows the user to choose the set point for 
continuous reflux. Range: 0-163 cmH20. 



Posterior Reflux Mode 


Anterior Reflux Mode 


Proportional Micro Continuous 


NOTE: Proportionaland Continuous Reflux are only available in Advanced Extraction Display Mode. 



Proportional Reflux ("»"Hg) 


Micro Reflux (%) 


Continuous Reflux (cmH20) 




Figure 2-12 The Doctor Settings Popup - Surgical/Reflux Tab 
(Options\Settings-Doctor\Surgical\Reflux) 
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Menu Bar: Options - DOCTOR SETTINGS - SURGICAL - GENERAL 

The General sub-tab (shown in Figure 2-13) allows the user to change the following 

preferences related to surgery. 

• OZi7®/Phaco Sequence - When an OZil® torsional handpiece is being used, the 
0Zz7®/Phaco Sequence setting selection determines whether the torsional or phaco 
pulse leads the sequence as shown in the illustration in Figure 2-13. 

• Diathermy Control Type - Allows the user to determine the type of diathermy, 
Fixed or Proportional, to be used for the current doctor. 

• Surgical Tool Preferences - Selection determines the default tip selected for the 
specified handpiece types. 

• Patient Eye Level Offset - The correct Patient Eye Level Offset setting is 
necessary to ensure that the displayed console readings reflect the true pressure 
being delivered to the eye. The Patient Eye Level Offset is the vertical distance 
from the patient's eye (while lying on the operating table) to the bottom row of 
connectors on the cassette (see Figure 2-13). This variable distance represents an 
amount of fluidic pressure that may add or subtract from the pressure displayed 
on the console. The Patient Eye Level Offset allows the user to enter this distance 
so the system can compensate for the fluidic pressure variable. 

NOTE: On the Constellation® Vision System, the height or position of the 
infusion bottle does not affect infusion pressure delivered to the eye. 

• Patient Eye Level Offset Units - Allows the user to determine the units 
associated with Patient Eye Level Offset values. The unit options are inches 
(range = 0-39) or centimeters (range = 0-100). 
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Torsional Phaco Pause Torsional Phaco 


OZ/7® Torsional Before Phaco 


Repeat 


Phaco Torsional Pause Phaco Torsional 


Phaco Before OZ/7® Torsional 


Repeat 


Doctor Settings 


General 


1 

Surgical 

_ 1 

Footswitch 


OZil®/Phaco Sequence 


Diathermy Control Type 


OZil® Torsional before Phaco i Phaco before OZil® Torsional , Fixed i Proportional 


Surgical Tool Preferences 


Patient Eye Level Offset ' 


Vitreous Probe (Posterior) 

Vitreous Probe (Anterior) 

23GALowSpeed 

23GA LowSpeed ANT ▼] 

Phaco Tip 

OZil® Tip 

1.1 mm Flared ABS® jrJ 

0.9mm Mini Flared ▼! 

Frag Tip 

I/A Tip 

20GA ▼! 

0.3mm ▼ 



Figure 2-13 The Doctor Settings Popup - Surgical/General Tab 
(Options\Settings-Doctor\Surgical\General) 
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Menu Bar: Options - DOCTOR SETTINGS - FOOTSWITCH 

Selecting the Footswitch settings tab from the Doctor Settings screen allows the 
user to specify functions for footswitch buttons and configure the treadle detents and 
transitions (see Figures 2-14 through 2-16). 


li 


octor Settings 


Generic Diathermy 


Generic Reflux 


Next Submode/Previous Step ▼ 



Infusion/FAX Alt/Reg Toggle 


Cut Toggle 


Next Step 


Momentary • PropVac 


■ 


* * 





Vitrectomy Frag Extrusion Laser Scissors Forceps VFC Non Surgical 


Anterior Posterior 




Revert To Defaults 


Save l » Cancel 


Figure 2-14 Doctor Settings - Footswitch Buttons Screen (Options\Settings-Doctor\Footswitch) 


Menu Bar: Options - DOCTOR SETTINGS - FOOTSWITCH BUTTONS 

The Footswitch Buttons screen allows the user to change the action of each 
footswitch button associated with the currently connected surgical footswitch. Each 
button is labeled with its currently programmed action, and tapping on the label 
displays a menu that lists the all possible actions for that button in the current mode 
(see Figure 2-15). Below the footswitch, each mode for the currently selected domain 
(Posterior or Anterior) is displayed. Table 2-1 lists the default button configuration for 
each mode and submode. The system is shipped with this default configuration and 
tapping the Revert to Defaults button returns all modes to the default configuration. 

EXAMPLE: Changing the button configuration. 

In the Footswitch Buttons Screen, follow the steps below to change button actions. 

1. Select the domain: Posterior or Anterior. 

2. Select the mode. 

3. If applicable, select the submode. 

4. Select the label next to the button to be changed. The Footswitch Action 
Selection popup shown in Figure 2-15 appears with the available selections. 
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5. Select the desired action from the list shown on the popup. To show additional 
actions, use the scrollbar to the right of the list. 

6. Select whether to apply the change to the current mode/submode or to all 
modes/submodes for which the footswitch action is valid in the current domain. 
Selecting cancel will close the popup without changing the button action. 

NOTE: When mapping the footswitch button actions to perform diathermy, the 
horizontal switches do not meet the specification of minimum activation 
force of 2.25 pounds. It is not in accordance to the governing standards, 
to have the diathermy activation mapped to the horizontal switches. 


Footswitch Action Selection 


Button: Left Horizontal 


CutDisable 


CutEnable 


CutToggle 


FlowVacuumToggle 
GenericDiathermy 
GenericReflux 
InfusionFaxAltRegularToggle 
InfusionFaxMinus 
InfusionFaxPlus 
InfusionFaxSIewDown 
InfusionFaxSIewUp 
InfusionToggle 


Apply to this submode only 


Apply to all modes 


Figure 2-15 Footswitch Action Selection Popup 
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Table 2-1. Default Footswitch Button Actions 


POSTERIOR 

Mode 

Submode 

Left 

Vertical 

Left 

Horizontal 

Left Heel 

Right 

Vertical 

Right 

Horizontal 

Right Heel 

Vit 

3D 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Cut Toggle 

Next Step 

Momentary 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Momentary 

Vit Cut 

Next Step 

PropVac 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Cut Toggle 

Next Step 

Frag 

3D 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

U/S Toggle 

Next Step 

Fixed 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

US Toggle 

Next Step 

Linear 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

US Toggle 

Next Step 

Momentary 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Momentary 

Frag 

Next Step 

Extrusion 

-- 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Bimanual OFF: 

- No Function 
Bimanual ON: 

- Momentary 
Scissors Cut 

Next Step 

Scissors 

MultiCut 

Diathermy 

No Function 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Close Scissors 

Next Step 

Prop 

Diathermy 

No Function 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

Next Step 

Forceps 

-- 

Diathermy 

No Function 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

Next Step 

VFC 

Extract 

Diathermy 

No Function 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

Next Step 

Inject 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

Next Step 

Laser 

-- 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

Next Step 

Non 

Surgical 

-- 

Diathermy 

No Function 

No Function 

Infusion/FAX 
Alt/Reg Toggle 

No Function 

No Function 


ANTERIOR 

Mode 

Submode 

Left 

Vertical 

Left 

Horizontal 

Left Heel 

Right 

Vertical 

Right 

Horizontal 

Right Heel 

Phaco 

3D 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Infusion/FAX 
Alt/Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

Burst 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

Custom 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

Pulsed 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

Continuous 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

I/A 

-- 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Continuous 
Irrigation Toggle 

Next Step 

Vit 

Wet Ant 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Cut Toggle 

Next Step 

Vit Dry 

Diathermy 

Reflux 

Next Submode/ 
Previous Step 

Irrigation Alt/ 
Reg Toggle 

Cut Toggle 

Next Step 

Non 

Surgical 

-- 

Diathermy 

No Function 

No Function 

Irrigation Alt/ 
Reg Toggle 

No Function 

No Function 
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Menu Bar: Options - DOCTOR SETTINGS - FOOTSWITCH TREADLE 

The Footswitch Treadle screen shown in Figure 2-16 enables the user to program the 

treadle vibration, detent firmness, and spans. Depending on the current surgical mode 

and sub-mode, the treadle has either 2 or 3 functions and the user can program the 

treadle travel of each position. 

• 2-Function Footswitch Transition Position - Sets the transition position (% of 
treadle travel). Valid range: 20% - 80% 

• 3-Function Footswitch Transitions 

Point 1 - Sets the transition position (% of treadle travel) for transition 
point 1. Valid range: 15% - 31% 

Point 2 - Sets the transition position (% of treadle travel) for transition 
point 2. Valid range: 50% - 100% 

• Vibration Enable/Disabled - Allows the user to enable/disable treadle vibration 
(for both treadle up and treadle down). 

• Vibration Frequency - Adjusts the vibration frequency of the treadle when it goes 
through detents. 

• Treadle Firmness - Adjust the firmness of the treadle in a range from 0 to 100%. 

• Ramping (%) - These controls set the ramping percentage (%) for each of the 
modes specified. The ramping percentage determines how quickly each specified 
3D mode (Vit 3D, Phaco 3D, or Frag 3D) will ramp up to its start value. For all 
three modes the valid range is 15% - 90% and the default is 15%. 



Figure 2-16 Doctor Settings - Footswitch Treadle Screen (Options\Settings-Doctor\Footswitch) 
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Menu Bar: Options - DOCTOR SETTINGS - LASER 

The settings available in the Laser settings screen are for setting the Revert to 
Standby Timeout and Footswitch Configuration (see Figure 2-17). 

Footswitch Configuration 

The Footswitch Configuration setting allows the user to enable the side switches to 
control laser power and transition the system between Ready and Standby. Three 
options are available as follows: 

Power Control and Ready Standby 

When this selection is enabled, the user can transition from Standby to Ready by 
pressing the right side switch longer than the selected (Hold) Duration. A tone sounds 
when the transition is complete. Similarly, pressing the left side switch longer than 
the selected (Hold) Duration will transition the system from Ready back to Standby. 
Pressing the side switches for intervals shorter than the selected (Hold) Duration will 
increase or decrease treatment laser power. 

Power Control Only 

This selection allows the side switches to increase (right switch) or decrease (left 
switch) the treatment laser power. 

Standard 

This setting disables the side switches entirely. Power control and switching from 
Standby to Ready mode can only be done from the front panel of the system. 



Footswitch Configuration 


(Hold) Duration (sec) 
0.7 


Standard ▼ 


▼ 



W 


No Function ^ 


► No Function 


2 Minutes 


Revertto Standby Timeout 
5 Minutes 


10 Minutes 


Aiming Beam On During Standby Mode 


Endo 


LIO 



Yes 


No 


Yes 


No 



Figure 2-17 Doctor Settings - Laser Screen (Options\Settings-Doctor\Laser) 


2.28 


FOR REFERENCE ONLY 


8065752231 











Constellation® Vision System 

(Hold) Duration 

The (Hold) Duration setting allows the user to select the duration of time that a side 
switch must be held in order to activate the transition to Ready mode (right switch) or 
Standby mode (left switch). The range of selection is from 0.5 second to 1.5 seconds 
in 0.1 second increments. 

Revert to Standby Timeout 

This setting determines the time period, in minutes, after which the system will revert to 
the Standby mode of operation due to inactivity. Inactivity is defined as no footswitch 
activation during the time period. The setting can be adjusted to 2,5 or 10 minutes. 

Aiming Beam On During Standby Mode 

This setting determines whether or not the aiming beam is on during Standby Mode. 
If "No" is selected, the aiming beam will be on in Ready mode only. 

Menu Bar: Options - DOCTOR SETTINGS - SOUND SETTINGS 

Selecting the Sounds tab displays the screen shown in Figure 2-18. This screen 
enables the operator to set a volume for all continuous tones as well as voice 
confirmations for each doctor. In addition to volume level, the operator can also 
enable/disable a sound, except for the following, which can never be completely 
turned off: 

• Diathermy • Laser 

• Errors • Phaco Occlusion 

• Invalid Key • Voice 

• Infusion Alarm 

Each sound can be changed individually or all at once by enabling the Master 
Override button. 


li 


octor Settings 


Surgical 


Master Override 

Enabled _ Disabled ^ 


Infusion Alarm 


I/A Occlusion 


Voice 


Diathermy 


Laser 


Phaco Occlusion 


LaserFiring 


Vacuum 



General PurposeTimer 


^ j Save Cancel 


Revert To Defaults 


Figure 2-18 Doctor Settings - Sound Screen (Options\Settings-Doctor\Sound) 


8065752231 


FOR REFERENCE ONLY 


2.29 







Constellation® Vision System 


Menu Bar: Options - SYSTEM SETTINGS 

Selecting "System" from the Options menu displays the screen shown in Figure 2-19. 
This popup screen allows the user to configure settings that are part of the system's 
normal operation. Once saved by pressing the Save button, the settings become the 
default when the system is powered up. 

SYSTEM SETTINGS - SETTINGS 

The Settings screen allows adjustments to the following system parameters: 

• Screen Brightness - Sets the relative brightness of the touch screen. The 
allowable range is 1-9, with 7 as the default. 

• Language - Allows the user set the language used for system purposes such as 
end case reports. 

• The Current Printer field displays the currently connected printer by host name 
or IP address. Pressing the Configure Printer button displays the Configure Printer 
popup where the following selections can be made: 

- Print Format - Postscript or PCL 

- Printer Location 1 - Auto Search mode displays a list of printers found via UPnP 
(Universal Plug and Play) protocol (wireless connection). Manual entry mode 
provides a numeric keypad so the printer's IP address can be directly entered into 
the system. 

• Auto Gas Fill Purge Cycles - Allows the user determine the number of purge 
cycles (1-3) when performing an AGF. 


1 If equipped for wireless connection. 




Screen Brightness 



Language 


English 


Current Printer 


Auto Gas Fill Purge Cycles 
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Figure 2-19 System Settings - Settings Screen (Options\Settings-System\Settings) 
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Menu Bar: Options - SYSTEM SETTINGS - CONNECTION 

The Connection screen shown in Figure 2-20 allows the operator to specify network 
connection information for the instrument to communicate with the Alcon Enterprise 
Server for remote service activities. 

Network Connection!: 

• Configure Button - Pressing the configure button displays the Network 
Configuration popup where the system displays all wireless networks that have 
been added to the system. The user can select the desired WiFi profile from the 
drop-down list or Add, Edit, and Delete profiles as necessary by pressing the 
associated button. 

Required information for configuring a wireless profile includes the 32 character 
SSID, Authentication, Encryption, and the Passphrase. Pressing the button to the 
right of the SSID and Passphrase fields will display a keypad for entering the 
required information. 

It is recommended to contact your Information Technology department for 
assistance in configuring the system for your network. 

• Enabled - Indicates the connection is active and available for use. 

• Disabled - Connection is not active or not available for use. 

• Connection Status - Indicates the connection status of the network, printer, and 
barcode reader. 

eConnectivityi; 

• Enabled - Indicates the connection is active and available for use. 

• Disabled - Connection is not active or not available for use. 

• Time of Day - Allows selection of time slots in 0.5 hour increments to schedule 
connection activities. 

• Recurring Frequency - Indicates at what frequency a connection will be made: 

Daily - Every day at the specified time. 

Weekly - Once a week at the specified time on the specified day of week. 
Monthly - Once a month on the specified day of month and time of day. 

Note: Selecting a day greater than 28 will prevent a connection from 
occurring in all months. 


1 If equipped for wireless connection. 
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Figure 2-20 System Settings - Connection Screen (Options\Settings-System\Connection) 
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Menu Bar: Options - SYSTEM SETTINGS - REMOTE CONTROL 

For information regarding the Remote Control settings, refer to the Remote Control 
description found earlier in this section. 


Menu Bar: Options - SYSTEM SETTINGS - VIDEO OVERLAY 

STANDARD DEFINITION VIDEO OVERLAY 

If a Standard Definition Video Overlay card is installed in the system, the Video 
Overlay setting screen shown in Figure 2-21 provides the settings to enable and setup 
the Video Overlay system with the Constellation® Vision System. See Section Three 
for a diagram of connections made when connecting a camera, video recorder, and 
monitor to the system. 

• Video Overlay - Allows the user determine whether or not Video Overlay is 
available. Choices: Enabled or Disabled. 

• Video Broadcast - Allows the user determine the video format (NTSC or PAL). 

• Video Connection - Allows the user set the type of cable (S-Video or Composite) 
used to connect to the video recording equipment. 

• Label Opacity - Allows the user determine the opacity of the video overlay output 
(range: 0 - 15). 

• Transparent Text - When Transparent Text is enabled, the text shown on the 
monitor is transparent so the image on the screen can be seen through the text. 
When disabled, text is displayed on an opaque box to provide greater contrast 
with the image. 

• Monitor Type - Selecting "Wide Screen" adjusts the position of the text/controls 
as appropriate for a wide screen monitor. 


System Settings 
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FAX: 35mmHg 


U/S End: 30% 

Irrigation: 65cmH20 


Time On: 20msecs 

Diathermy: 50% 


Time Off: 5msecs 
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Recording LaserFiring 

ContReflux LaserReady 

T On Time: 20msecs 
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Example of screen that overlays the live video 
displayed on an external monitor. 


Figure 2-21 System Settings - Standard Definition Video Overlay Screen 
(Options\Settings-System\VideoOverlay) 
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HIGH DEFINITION VIDEO OVERLAY 

If a High Definition Video Overlay card is installed in the system, the Video Overlay 
setting screen shown in Figure 2-22 provides the settings to enable and setup the 
Video Overlay system with the Constellation® Vision System. See Section Three for a 
diagram of connections made when connecting a camera, video recorder, and monitor 
to the system. 

• Video Overlay - Allows the user determine whether or not Video Overlay is 
available. Choices: Enabled or Disabled. 

• Video Connection - Allows the user set the type of cable (S-Video or HDMI) used 
to connect to the video recording equipment. 

• Force English - When enabled, forces the text on the overlay to be displayed in 
English regardless of the selected doctor or system language. 

• Hi-Def Margin - Allows the user to set a margin in percent that defines the area 
in which the overlay graphics and text should be contained (range is 0.0 to 5.0 
percent). 
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Example of screen that overlays the live video 
displayed on an external monitor. 


Figure 2-22 System Settings - High Definition Video Overlay Screen 
(Options\Settings-System\VideoOverlay) 


Video Recorder - There are no controls for configuring a Video Recorder other than 
footswitch mapping that allows the user to start recording and pause recording when 
the footswitch button is pressed. A Video Camera icon appears in the upper left hand 
corner of the Main Constellation® screen when the recorder is recording. See Section 
Three for information on connecting the video recorder. 
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Menu Bar: Options - MAINTENANCE 

Maintenance options selectable from the Options popup (see Figure 2-8) include Test 
Instrument, Clean Cassette, and Field Service. 

Test Instrument - Similar to the Start Prime function available on the main screen, 
pressing this button displays a popup that allows the prime and test of the current setup. 

Clean Cassette - The Clean Cassette feature allows the operator to pump the 
aspirated fluids from the cassette into the drainbag without having to go through to 
End Case. Pressing the Clean Cassette button causes the process to begin without 
further user interaction. Once the cleaning process has begun, a popup appears 
providing feedback on the progress of the cleaning. 

Note: This popup also comes up automatically when the user transitions from 
the Surgery screen area to End Case, if the cassette has been primed and 
infusion, FAX, and irrigation are not on. 

Change Drainbag - Pressing this button displays the "Change Drainbag" popup. 
Changing the drainbag, then pressing the "Done" button informs the system that a 
new (empty) drainbag has been installed on the cassette. 

Field Service - Used by the trained Alcon Field Engineer to access system 
information that will aid in the servicing of the instrument. A pass code is required to 
access this information. 

Menu Bar: Options - EXTRAS 

Extras options, selectable from the Options popup, include Auto Gas Fill, 
Consumables, and Update. 

Menu Bar: Options - EXTRAS - AUTO GAS FILL 

The Auto Gas Fill popup shown in Figure 2-23 steps the operator through the process 
of filling syringes with the specified gas (either C3F8 or SF6). In Surgery Mode, 
the operator can optionally use the Auto Gas Fill button within the surgery header to 
launch this popup. 



© Make Gas Selection 

C3F8 | 


SF6 


© Press StartTo Begin Filling 



(Purge Cycles Selected :1) Start 

® Fill Progress A stop 



Gas Mix Ratio Guide 




Figure 2-23 Auto Gas Fill Popup (Options\Settings-System\Extras\Auto Gas Fill) 
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WARNING! 

Be sure to connect gas bottles to the proper connectors. Bottle valves, tubing, 
and connectors are color coded as follows: C3F8 = Red, SF6 = Blue. 


1. Make Gas Selection: C3F8 or SF6 - Gas bottle(s) are connected to system through 
the mechanical regulator valve located at the back of the console. 

2. Press Start To Begin Filling - Press the “Start” button to start filling the syringe with 
the selected gas type. The button is initially disabled and is only enabled during the 
time period between a gas selection and the commencement of a fill operation. 

3. Fill Progress - Displays the status of the fill process. After the process is complete, 
the number of purge cycles is displayed. The number of purge cycles is set in 

the System Setting screen (Options\Settings\System) and has a range from 1 to 3 
cycles. The number of purge cycles affects the gas concentration percentage in the 
Auto Gas Fill syringe according to the following table. 


Number of Purge 

Minimum Gas Concentration, [G]min 

Cycles 

sf 6 

C 3 F 8 

1 

97.3% 

97.1% 

2 

99.4% 

99.2% 

3 

99.8% 

99.7% 


The status bar graphically illustrates the progress of the fill operation. If 
necessary, press the Stop button to stop filling the syringe in the middle of a fill 
cycle. The button is initially disabled and is only enabled during a fill operation. 

The Gas Mix Ratio Guide is a tool to assist the user in calculating the syringe volume 
adjustments required in order to achieve the desired mixture. NOTE: Adjusting the 
Gas Mix Ratio Guide does not automatically fill the syringe to the desired mixture. 
The user must manually move the plunger to make the gas volume adjustment in the 
syringe after detaching the syringe assembly from the console. 

To achieve a specific gas!air mix ratio (after the system has purged then filled the 
syringe to 20cc of gas), use the Gas Mix Ratio Guide as follows: 

1. Move the slider on the guide to the desired percent of gas mixture. The guide 
displays the syringe reading that the plunger must be moved to in order to achieve 
the displayed percentage of gas in the syringe (18% -> 10.8 cc in Figure 2-23). 

2. For an 18% gas mixture, push the plunger from 20 cc to 10.8 cc. Then pull the 
plunger out to 60 cc. The resulting mixture will be 18% of the selected gas. 

Menu Bar: Options - EXTRAS - CONSUMABLES 

This button and the Consumables button displayed on the Setup screen (Figure 
2-7) both display the Consumables popup when pressed. The Consumables popup is 
described later in this section of the manual (see Figure 2-50). 

Menu Bar: Options - EXTRAS - UPDATE 

This feature is reserved for future enhancements. 
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Menu Bar: Options - INFO 

Info options selectable from the Options popup (see Figure 2-8) include View/Copy/ 
Delete, Event Log, and About (system information). 

Menu Bar: Options - INFO - VIEW/COPY/DELETE 

The View/Copy/Delete screen shown in Figure 2-24 allows the user to perform data 
management related tasks including: 

• Copy data from a source memory device to a destination memory device. This is 
essential to backup data or to move settings to another system. 

• Rename selected data items including doctor names, procedure names, and 
surgical end case names. 

• Delete selected data items including custom doctors and surgical end cases. 

• View selected data items including doctor settings and surgical end cases. 

• Print selected data items including doctor settings and surgical cases. 



The Source tab of this screen shows information about the media used as the 
source of a data management or copy operation. The Destination section shows the 
information for the media used as the targeted location to move data to. Each section 
shows the media options available to manage data. To select a media option, simply 
press the selection and the display will show the current contents in a hierarchal 
structure. The media options are: 

• System - refers to the local Constellation® Vision System file. 

• CD/DVD - Removable media. 

• SD-Card - Removable Media card. 

If CD/DVD or SD-Card are selected and neither is inserted into the system, a popup 
will appear indicating that no media has been detected and prompting the user to 
insert a valid media. 
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At the top of each section, the status of the selected media is displayed. 

• xx% Free - Percent of total space available for storage. In Figure 2-24, the display 
indicates that 52% of the system data storage media is available for additional 
data. 

• Locked - Indicates that a read-only CD/DVD is inserted into the system. 

The Data Structure Tree displayed after media selection allows the user to rename, 
delete, view, or print the selected item. If any of these operations can be performed on 
the item, the associated button, located at the bottom of the screen, will have a dark 
background color. There are items such as "Default Doctor" that cannot be renamed 
or deleted. 

If an item has additional items below it in the structure, selecting it will expand the 
structure and selecting again will collapse the structure. If the structure tree expands 
beyond the screen limits, scroll arrow are available in each corner to scroll to hidden 
parts of the structure. 

To Rename an item: 

1. Press the item to select it then press the Rename button. Only doctor names, 
procedure names, and surgical end case data items can be renamed. 

2. When the Keyboard popup appears, press the Backspace key or the Clear key to 
delete the current name then type in the new name. 

3. Press Close to save the name and return to the previous screen. Pressing Cancel 
will close the keyboard popup without saving the changes. 

To Delete an item: 

1. Press the item to select it then press the Delete button. Some items cannot be 
deleted such as the Default Doctor. 

2. When the confirmation popup appears, press Yes confirm or No to cancel the 
delete action. 


VIEWING AND PRINTING DATA 

Doctor Settings and Surgical end case data items can be viewed and printed. To view 
the data associated with one of these items, select the item then press the View button. 
A detailed view of the item is displayed such as the sample shown in Figure 2-25. The 
Page arrow buttons are used to navigate to the previous page and next page. Pressing 
the close button will close the View screen and return to the View/Copy/Delete 
screen. 

To print a detailed report of an item, select the item then press the Print button. 

A popup will be displayed indicating that the report is being sent to the printer 
connected to the system. Printouts of data are identical to the layout of a reports 
displayed using the View button. 
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Figure 2-25 


View Details 


I Surgeon Settings | test | Page 1 of 5 | 

| Sound Volumes | 


Infusion Alarm 

45% 

Reflux 

68% 

Voice 

65% 

Diathermy 

45% 

Phaco Occlusion 

52% 

Vacuum 

48% 

Error 

45% 

I/A Occlusion 

48% 

U/S Power 

48% 

Invalid Key 

45% 

Auxiliary 

45% 

General Timer 

45% 

Laser 

45% 

Laser Firinq 

35% 

OZil Amplitude 

25% 


Laser I 


Revert to Standby Timeout 

2 Minutes 

Footswitch Confiquration 

Standard 

(Hold) Duration (sec) 

700 seconds 

Aiming Beam On During Standby 

Endo 

Off 

LIO 

Off 


Surgical | 


Inf/lrr 

Infusion Mode 

Gas Forced Infusion 

Infusion Units 

mmHg 

IOP Compensation 

Disabled 

Infusion Flow Limit 

Disabled 

Elevated Infusion Alarm Setpoint 

51 mmHg 

Surgical 

Posterior Reflux Mode 

Micro 

Anterior Reflux Mode 

Continuous 

Continuous Reflux 

65 cmH20 

Proportional Reflux 

40 mmHq 

Micro Reflux 

50% 

Diathermy Control Type 

Fixed Diathermy 

Irriqation Units 

cmH20 

OZil/Phaco Sequence 


Default Handpiece Tips 

Phaco Tip 

1.1 mm Flared ABS® 

OZil Tip 

0.9 mm Mini Flared 

Fraq Tip 

20 Gauge 

I/A Tip 

0.3 mm 

Extrusion Tip 

23 Gauqe 

Extrusion Soft Tip 

23 Gauge 


7 Q 


Print 


Sample View of a Doctor Settings Report 


COPYING DATA 

Copying data between the source device and destination device is performed by first 
selecting a source data item and then pressing the Copy Data button. When pressed, 
the source data item is copied to the destination device at the same location defined 
by the source data item (i.e., the hierarchy is preserved). 

To finish the process of copying data to a SD Card or a CD/DVD, the Write button 
must be pressed. If there is not enough space on the remote disk, you will be 
prompted to remove some items and try again. 

If an attempt is made to copy a file that already exists on the destination device, a 
popup will be displayed indicating the file already exists and the following options 
are available: 

• Overwrite - Replaces the destination file with the new source file. 

• Copy - Selecting Copy opens the keyboard popup so the user can rename the file. 
The old file is not overwritten in this case. 

• Cancel - Stops the Copy process with no changes. 

• Skip - This button is displayed only when copying multiple doctors that have 
already been saved to the destination. Pressing the Skip button skips the current 
doctor listed in the upper left comer of the popup and moves to the next doctor. 
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Menu Bar: Options - INFO - EVENT LOG 

Figure 2-26 shows the Event Log where system messages are displayed that have 

occurred during the previous seven days. The list can be filtered to display a specific 

type of message by pressing the associated button on the right side of the screen. 

To view the Event Log: 

1. Press Options from the Menu bar. 

2. Under the Info tab press "Event Log." The default view is displayed showing a list 
of all faults, errors, advisories, and information messages. Pressing the associated 
button will hide that type of message on the list. If the list goes beyond the 
viewable area, a scroll bar is provided to move through the list. 

3. To view the details of a specific message, select the message on the list, then press 
View Details. A pop up appears with a description of the message and the date and 
time it occurred. 

4. Press Close to go back to the previous screen. 
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Figure 2-26 Event Log (OptionsMnfo) 


Menu Bar: Options - INFO - ABOUT 

The "About Constellation" popup 
(shown in Figure 2-27) displays the 
software configuration information 
for the Host and sub modules: 

All Languages installed in the system 
are also listed here. 

Patent information for the 
Constellation® Vision System is 
displayed by pressing the Patents 
button. 
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Figure 2-27 "About Constellation" 
(OptionsMnfo) 
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Menu Bar - Screen Navigation 

The Constellation® Vision System operates in one of three “System States”: 

• Setup - Contains the screens for setting up the system in preparation for surgery. 

• Surgery - Contains the screens for controlling and viewing surgical functions 
(vacuum, ultrasound, etc.) 

• End Case - Contains the screens for completing and reporting a case. 

Navigation between the System States is associated with certain rules as stated in the 
following table: 


From 

To 

Rules 

Setup 

Surgery 

None 

Surgery 

End Case 

Going from Surgery to End Case will “close” the case. This 
includes saving case related information. To avoid accidentally 
closing a case, the user is asked to confirm the transition. 

End Case 

Setup 

None 

Surgery 

Setup 

The intended use of the system is to always end each case 
by going to End Case. However, the user is not forced to go 
through End Case to start a new case. In order for the system 
to know when a case ends without going through End Case, 
a pop-up is displayed when navigating from Surgery to Setup. 
This popup asks the user whether he wants to start a new 
case (or just go back to Setup for the current case). 

End Case 

Surgery 

Not possible 

Setup 

End Case 

Going from Setup to End Case will close the case. This 
includes saving case related information. To avoid accidentally 
closing a case, the system prompts the user to confirm the 
transition. 


8065752231 


FOR REFERENCE ONLY 


2.41 












Constellation® Vision System 


GLOBAL CONTROLS 

The Globals area of the screen allows the user to control certain functions that are 
available in any of the system states (Setup, Surgery, and End Case). Global functions 
can typically be turned on or off independently of other surgical functions (vacuum, 
U/S power, etc.), although in some cases global functions are required to be on in 
order to perform surgery. When a global function is on, the On/Off button is green 
and the background becomes lighter in color. 

Infusion Global Control 

The Infusion global control (see Figure 2-28) is a dual function that controls both 
infusion and IOP Compensation (if enabled in the Options/Doctor/Surgical popup). 
The infusion global control allows the user to: 

• Turn infusion On/Off. 

• Adjust infusion setpoints. 

• Enable IOP Compensation mode (secondary function buttons). 

• Display more information that allows the user to easily make detailed changes to 
the infusion settings. 

The Elevated Infusion Timer is displayed when infusion rises above the setpoint 
entered in the Surgical Options popup (Options/Doctor/Surgical). It displays the 
amount of time infusion has been elevated above the setpoint. 


WARNING! 

The closed loop system that adjusts IOP cannot replace the standard of care in 
judging IOP intraoperatively. The surgeon must continue the common practice 
of informally judging IOP using the following: 

• Finger palpation on the globe 

• Tactile feedback of the surgical instruments (eye wall deformation with 
manipulation of instruments) 

• Retinal vessel perfusion/pulsations 

• Presence of corneal edema 

If the surgeon believes the IOP (using the techniques above) is not responding to 
the system settings and is dangerously high, this may represent a system failure. 
The surgeon can do one or more of the following as they deem appropriate in this 
situation (with care to avoid sudden hypotony): 

• Close the infusion stop-cock 

• Pinch the infusion line 

• Remove the infusion line from the sclerotomy 


The More Information popup for Infusion allows the user to quickly set values for its 
two different set points: 

• Regular infusion - Infusion value the system will go to upon entering infusion 
mode. 

• Alternate infusion - Infusion value the system will go to when the footswitch 
button is pressed that is assigned the "InfusionFaxAltRegularToggle" action. 

Additionally, the popup contains a Change Bottle button that will open the Fluid 
Container Setup popup discussed later in this section. 
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INFUSION GLOBAL CONTROL (IOP NOT ENABLED) 


NOTE: More Information 
Popups have built-in timers 
that allow them to fade 
away after a few seconds of 
inactivity. In addition, pressing 
anywhere outside the popup 
causes it to disappear. 


Infusion Set point/Actual Value 



Increase Value Button 
Elevated Infusion Timer 
Decreases Value Button 


Infusion Flow 


More 

Information 


Infusion Flow Units 


i 


Infusion 



& 1 ) Close 


INFUSION GLOBAL CONTROL (IOP ENABLED) 


Infusion On/ 
Off Button 


Infusion Set point/Actual Value 
Infusion Units 


Infusion Source 


IOP On/Off Button 
(Only displayed when IOP is 
enabled-see Options menu) 



Increase Value Button 

Elevated Infusion Timer 
Decreases Value Button 


Infusion Flow 


More 
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Infusion Flow Units 


IOP Compensated Infusion 
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Figure 2-28 Infusion Global Control 
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Fluid/Air Exchange (FAX) Global Control 

The FAX global control turns Fluid/Air Exchange on/off and adjusts the setpoints. 
The More Information popup is designed to enable the user to quickly set values for 
its two setpoints: 

• Regular FAX - Value the system will go to upon entering FAX mode. 

• Alternate FAX - Value the system will go to when the footswitch button is 
pressed that is assigned the "InfusionFax/AltRegularToggle" action. 

The Elevated Infusion Timer is displayed when infusion rises above the setpoint 
entered in the Surgical Options popup (Options/Doctor/Surgical). It displays the 
amount of time infusion has been elevated above the setpoint. 


FAX Set point/Actual Value 



More 

Information 


■Increase Value Button 
Elevated Infusion Timer 
- Decreases Value Button 


I 



Figure 2-29 FAX Global Control 


Irrigation Global Control 

The Irrigation global control turns Irrigation On/Off and adjusts setpoints. The More 
Information popup for Irrigation allows the user to quickly set values for its two 
different set points using the slider controls: 

• Regular Irrigation - Irrigation value the system will go to upon entering Irrigation 
mode. 

• Alternate Irrigation - Irrigation value the system will go to when the footswitch 
button is pressed that is assigned the "Irrigation Alt/Reg Toggle" action. 

Additionally, the popup contains a change bottle button that will open the Fluid 
Container Setup popup discussed later in this section. 
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Figure 2-30 


Irrigation Set point/Actual Value 


Irrigation 

On/Off 

Button 




Of 


Reg. cmH20 


Irrigation Source 



Increase Value button 


Decrease Value button 


Irrigation Units 


More 

Information 



Irrigation Global Control 


Diathermy Global Control 

Diathermy Global displays the diathermy mode (fixed/proportional), displays 
the setpoint/actual value, and adjusts setpoints. The mode can be selected from 
the More Information dialog by selecting either Fixed or Proportional. Selecting 
Fixed diathermy provides a fixed percentage of diathermy power when the mapped 
footswitch button is pressed. Proportional diathermy increases the diathermy power 
in proportion to the distance the footswitch treadle is depressed. In Proportional 
Diathermy mode, pressing the mapped footswitch button displays the Proportional 
Diathermy progression box. When the progression box is displayed, depressing the 
treadle increases the diathermy power. 


Fixed 


Increase Value button 

Decrease Value button 




liathermy 


Diathermy Set point/Actual Value 


Proportional 


More 

Information 

i 


Diathermy Control Type 

Ftxed proportional , ^-Mode Selection Buttons 



Figure 2-31 Diathermy Global Control 
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Illuminator Global Control 

The Illuminator Global control turns up to four illuminators on/off and adjusts 
setpoints. The bulb usage indicator ring light that surrounds the On/Off button, 
shows how long the illuminator bulb has been in use. This indicator ring has three 
indication colors: 

• Green: 0 to 199 hours 

• Yellow: 200 to 399 hours 

• Orange: greater than or equal to 400 hours 


Illumination On/Off 
Button and usage ring 


IIluminalDrs 



Close 


Illuminator Set point/Actual Value 



Increase Value 
button 

Decrease Value 
button 


Illumination Units 


< -More Information 


Figure 2-32 Illuminator Global Control 


The More Information popup for the Illuminators allows the user to set values for 
the setpoints and confirm lamp hours. The system automatically sets the upper limit 
for each probe by reading the RFID tag for the probe. The surgeon has the ability to 
override this automatic upper limit for luminous flux, but if he does so, a pop-up will 
appear that will alert him to the consequences of doing so (i.e. reduction in exposure 
time to give the equivalent aphakic energy exposure). If four illuminators are available, 
the More Information popup allows for the setup of all four illuminators in one screen. 


WARNING! 

To minimize hazardous light exposure, operate light source at lowest intensity 
setting consistent with adequate visibility of the surgical area. 


CAUTION 

Avoid prolonged operation of any fiber optic endoilluminator probe in air. This may 
result in tip deformation of plastic fiber optic endoilluminator probes. This system will 
display the following advisory to indicate this condition: "Further increasing the output 
level in air can damage fiber tips. Would you like to continue?" Avoid placing illuminated 
fiber optic endoilluminator probes in contact with materials such as sterile drapes. 


NOTE: Light output from a new lamp may greatly exceed the output from the 
old lamp. Adjust output to lower settings after installing a new lamp. 
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SYSTEM STATE AREA 

The System State area provides specific information on one of the following available 
states : Setup, Surgery, or End Case. These states are selected by pressing the 
associated tab in the menu bar. 


Setup 

System setup can be accomplished using the seven setup panels shown in Figure 2-33, 
the Detailed Setup screens, or a combination of both. The Detailed Setup screens 
are explained later in this section and include much more detailed information than 
the Setup panels. In both the Setup panels and Detailed Setup screens the user can 
perform the following actions: 

• View available surgical tools and consumables options. 

• Connect the surgical tools and options essential for the upcoming operation. 

• Prime/Test the surgical tools before commencing surgery. 

Basic Setup 

The basic setup uses the seven setup panels shown in Figure 2-33. These panels are 
always displayed in the system state area during setup. Experienced Constellation® 
Vision System users will normally use these panels to quickly setup the system. If 
desired, the detailed setup screens can be displayed W pressing the Setup button in the 
Menu Bar or pressing the More Information button '■& on any of the seven panels. 

Note: Using the barcode scanner to scan a pack automatically sets up these 
panels for the accessories in that pack. 

The seven panels displayed on the Setup Screen are: 

• Fluidics • Accessories • Status 

• Probe • Illuminators 

• Handpiece • Lasers 



SYSTEM STATE AREA 


Figure 2-33 The System State Area of the Main Screen 
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Basic Setup: The Fluidics Setup Panel 

The Fluidics Setup panel allows the user to view and update setup information 
relating to the cassette, fluid container, and associated surgical tools. Figure 2-34 
shows the panel first without a cassette inserted then with a cassette inserted and 
primed. 



o 

o 


23GA Cannula 

Source: Gas Forced Infusion 


Stopcock: Automatic 


Premium Combined 

Cassette Primed 

_ 



Automatic Stopcock Type Cassette 
Inserted and Primed 


Figure 2-34 The Fluidics Setup Panels 


Pressing the option buttons on these panels displays the following selections: 

Cannula Button: 

• 20 GA Cannula 

• 23 GA Cannula 

• 25 GA Cannula 

• 27 GA Cannula 

Source Button (Infusion/Irrigation): 

• Gas Forced Infusion 

• Power Pole 

• Gravity 

Infusion Tubing: 

This information is displayed only when the cassette is inserted and shows the 
compatible infusion tubing (i.e., stopcock type: automatic or manual) for the inserted 
cassette. 

• Automatic Stopcock - User does not have to operate the stopcock when switching 
between air and fluid. 

• Manual Stopcock - User has to turn the switch on the tubing set to alternate 
between air and fluid flow. 


Pressing the More Information button 
covered later in this section. 



opens the detailed setup popup that is 
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Basic Setup: The Probe Setup Panel 

This panel shows setup information related to the vitreous probe selection. Figure 
2-35 shows the Probe Setup Panel: 


PROBE 


o 


23GA Low Speed 


Skip Prime 

Q 

Probe Not Primed 

X 

Probe Not Tested 



Type Drop Down List 


Figure 2-35 The Probe Setup Panel 


Type Button - Pressing this button displays the drop down list that has the various 
options for vitreous probe selection (see second screen in Figure 2-35). Pressing one 
of the selections makes that probe type the active selection. 


When the system detects that a probe has been connected, the probe type is 
automatically selected and the “connected” icon appears next to the selection 

list. 


Skip Prime Option Button - Selecting this option tells the system to skip priming 
the selected vitreous probe. This button is a toggle switch that displays a check mark 
in the center of the button when active. When the check mark is present, the system 
will not prime nor tune the vitreous probe in the next Prime/Tune request. 

More Information Button & - Pressing the More Information button opens the 
detailed setup popup that is covered later in this section. 

Probe status is displayed at the bottom of the setup panel and indicates whether the 
probe has been primed and tested. A "Vindicates that the priming and/or testing have 
been completed, while an ”X" indicates that they have not. 
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Basic Setup: The Handpiece Setup Panel 

This panel shows setup information related to handpiece selections. Figure 2-36 
shows the Handpiece Setup Panel. 


o 

Q 


Type: Phaco 

Tip: 1.1mm Flared ABS® 


Handpiece Not Primed 
Handpiece Not Tuned 

Figure 2-36 The Handpiece Setup Panel 

Type Button - Pressing the Type button on the panel displays the list of handpieces 
that may be used with the system. When the system detects that the user has plugged 
in the handpiece, the handpiece name is automatically selected and the “connected” 
icon BSM appears next to the selection list. 

The following handpiece types are selectable from the drop list: 

• Extrusion 

• Extrusion SoftTip 

• Frag* (Fragmentation) 

• I/A (Irrigation/Aspiration) 

• OZil®* Handpiece 

• Phaco* 

• None 

Handpieces that are marked with an asterisk (*) are automatically detected by the 
system. 

Tip Button - Pressing the Tip button displays the tips that the operator can choose 
for the currently selected/inserted handpiece. The tip selection button is hidden if the 
currently selected handpiece is “None” 

More Information Button O - Pressing the More Information button opens the 
detailed setup popup that is covered later in this section. 

Handpiece status is displayed at the bottom of the setup panel and indicates whether 
the probe has been primed and/or tuned. A "V"indicates that priming and/or tuning 
have been completed, while an "X" indicates that they have not. 
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Basic Setup: The Accessories Setup Panel 

Figure 2-37 shows the Accessories Setup Panel. On the panel, pressing a button next 
to an accessory will display a popup with specific selections for that accessory. 

The following accessories selections are available: 

• Auto Gas Fill (AGF) 

• VFC (Viscous Fluid Control) 

• Forceps 

• Scissors 

• Diathermy 


Q 

Q 

O 

Q 

O 


Bur 

Auto Gas Fill 


VFC 20GA ■€■ 

Forceps »a 

Scissors: Proportional » 

Diathermy 


Q 


Figure 2-37 The Accessories Setup Panel 


Auto Gas Filling (AGF) - Pressing this button illuminates the ring on the AGF port 
on the front panel. When the system detects connection of the AGF syringe assembly, 
the connected icon BsM appears next to Auto Gas Fill. 

VFC (Viscous Fluid Control) - Pressing this button illuminates the ring on the VFC 
port on the front panel. When the system detects connection of the VFC tubing set, 
the connected icon appears next to VFC. 

Forceps - When the system detects that the user has plugged in the Forceps handpiece 
the connected icon BSM appears next to the selection list. In addition, when the 
operator presses this button, the system illuminates the LED on the forceps port on 
the front panel. 
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2.52 


Scissors - Pressing the button next to Scissors shows the following scissors options: 

• Proportional 

• Multicut 

When the system detects that the user has plugged in the Scissors handpiece, the 
scissors type is automatically selected and the connected icon BhM appears next to 
the selection list. In addition, when the user selects a scissor type from this list, the 
system illuminates the LED on the scissors port on the front panel. 

Diathermy - Pressing this button illuminates the ring on the Diathermy port on the 
front panel. 


& 


More Information Button - Pressing the More Information button opens the 
detailed setup popup that is covered later in this section. 


Basic Setup: Illuminators Setup Panel 

This panel shows setup information related to illuminator selections. Figure 2-38 
shows the Illuminators Setup Panel. 


Illuminator Ports - Pressing any one of the illuminator ports allows the user to select 
between a straight, wide angled, or chandelier endoilluminator probe. In addition, 
when the user makes a selection from the drop list, the system illuminates the ring 
on the associated illuminator port on the front 
panel. When the system detects connection 
of an endoilluminator probe on a port, the 
“connected” icon appears next to that port 
on the selection list and the operator will not 
be able to select another probe type from the 
touchscreen for that port (the selection list will 
be locked). 

If a non-RFID probe is inserted into an 
illuminator port, the system displays 
"Unrecognized" in the Setup panel and the 
Illumination Type Selection popup displays a 
list of possible selections. 


& 


More Information Button U - Pressing the 
More Information button opens the detailed 
setup popup that is covered later in this 
section. 
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Figure 2-38 

The Illuminator Setup Panel 
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Basic Setup: Laser Setup Panel 

The Lasers Setup panel shown in Figure 2-39 displays setup information related to 
laser probes. 

Laser Port 1 and 2 Probe Selection - Pressing the Laser Port 1 or 2 button displays a 
list of selectable probe types: 

• Endo 

• LIO (Laser Indirect Opthalmoscope) 

When one of the buttons is pressed, the system also illuminates the ring on the 
associated laser port on the front panel. When the system detects the connection of a 
laser probe on a port, the connected icon BSM appears next to the selection list, and 
the user will not be able to select another probe from the touchscreen for this port (the 
selection list will be locked). 

If a non-RFID probe is inserted into a laser port, the system displays "Unrecognized" 
in the Setup panel. Pressing "Unrecognized" displays a list of possible selections. 

More Information Button ^ - Pressing the More Information button opens the 
detailed setup popup that is covered later in this section. 


@ 1: Endo 
LIO 


Figure 2-39 The Lasers Setup Panel 





Basic Setup: Status Setup Panel 

The Status Setup panel shown in Figure 2-40 displays the inlet pressure and gives 
status of its current state: 

• Green background: inlet pressure within optimal range 

• Yellow background: inlet pressure acceptable but with potentially reduced 
performance 

• Orange background: inlet pressure out of range 

More Information Button ^ - Pressing the More Information button opens the 
popup shown in Figure 2-40 that provides additional details on the inlet pressure. 


Wmm ' 




Figure 2-40 The Status Setup Panel 
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Detailed Setup 

The Detailed Setup screens are displayed by pressing the Setup button in the Menu 
Bar or pressing the More Information button on any of the seven setup panels 
discussed previously. Figure 2-41 shows the Fluidics Detailed Setup screen. On the 
left side of the screen are seven selection controls that, when pressed, display the 
detailed information related to that control. 

The seven selections on the Detailed Setup screen are: 

• Fluidics 

• Probe 

• Handpiece 

• Accessories 

• Illuminators 

• Lasers 

• Priming Tray 

Pressing a selection presents a graphical display of the step required to successfully 
setup that selection. The Help button at the bottom of the setup screen allows the user 
to access a video demonstration of the setup process (see Video Help at the end of the 
Detailed Setup section). 

Connection Help - Pressing a highlighted area on the Constellation® system shown 
below the selection area displays a detailed view of the connections for each the 
following areas on the front panel: electrical/pneumatic, cassette, illuminators, and 
lasers. 


Start Prime Button - The Start Prime button at the bottom of each detailed setup 
screen enables the user to initiate the priming process (same function as the Start 
Prime button located in the menu bar of the setup screen). When the user presses this 
button, the detailed setup dialog closes and the system initiates the Priming/Testing 
sequence and displays the Prime Test status dialog. 


G 

O 


Push Prime - Push prime is the system default when a new cassette is inserted 
into the system at the beginning of a surgical case. During push prime, irrigation 
solution is "pushed" through both the irrigation and aspiration lines. When push 
prime is active, the Start Prime button appears with no icon as shown at left. 
Suction Prime - Suction prime is used in the event an accessory must be 
re-primed after the surgical case has started. In this situation, the handpiece 
must be inserted into a container of sterile solution, and priming is accomplished 
through suction (aspiration) pulling the solution from the container. When suction 
prime is active, the Start Prime button appears with an icon as shown at left. 
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Detailed Setup: Fluidics 

The Fluidics setup panel shown in Figure 2-41 displays the steps required to properly 
setup the fluidics system after a cassette has been inserted. If a cassette has not been 
inserted, this screen will direct the user to insert the cassette. Once inserted, the type 
of cassette is displayed at the top of the panel along with the compatible infusion 
tubing (i.e., stopcock type: automatic or manual) for that cassette. Note: If an anterior 
or posterior only cassette is inserted, the user can only select the associated mode. 

1. Select Infusion/Irrigation Source - A selection from the Power IV Pole, Gravity or 
Pressurized options is made here by pressing the bottle associated with the source 
to be used. The desired source is highlighted in yellow when selected. 

2. Select Infusion Cannula - Allows the user to select one of the following infusion 
cannula: 20,23,25 or 27+™ gauge. 

3. (Optional) Specify Initial Fluid Level - Allows the user to set the starting level of 
the fluid in the container using the increment and decrement arrow buttons. This 
enables the system to accurately track the fluid level (in terms of percentage) as 
the operation progresses and alert the operator when fluid level is low. 


Selection Controls - 


Connection Help 
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Figure 2-41 The Detailed Fluidic Setup Panel 
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Detailed Setup: Probe 

The Probe Setup panel shown in Figure 2-42 displays the available probe selections 
and provides visual cues to guide the operator in connecting the selected probe to the 
system. 

When the system detects that the operator has plugged in an UltraVit® probe, the 
probe type and gauge display are automatically updated and the “connected” icon 
appears next to the probe graphic. The system also “locks” the selection so another 
probe type cannot be selected. For low speed Vit probes, the "connected" icon does 
not appear and the selection button is not locked. 

The Connection Guide shows the proper connections to the handpiece panel and the 
cassette for the selected probe. 

Skip Probe Prime/Test - Indicates whether the operator wants to skip priming the 
selected vitreous probe. When the checkbox is checked, the system will not prime or 
test the vitreous probe when the user requests Prime & Test. 


—-m 



20 G A 

ULTRAVIT® 5000 


Probe Setup display when probe 
is connected. Icon shows probe 
connected and locked; Select Probe 
list will not be displayed. 



Figure 2-42 The Detailed Probe Setup Panel 
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Detailed Setup: Handpiece 

The Handpiece Setup panel shown in Figure 2-43 displays the steps required to 

properly connect the various handpieces to the system. 

1. Select Handpiece - Provides a selection of handpieces. When the system detects 
that the operator has plugged in the fragmentation, phaco, or OZil® handpiece, the 
handpiece type is automatically selected and the “connected” icon appears next to 
the selection list. 

2. Select Tip - When a handpiece is selected, the Select Tip button appears and 
pressing the button opens a popup that will show a variety of tips that can be 
selected. Once selected, the tip will appear under the selected handpiece. 

3. Connection Guide - This section shows an illustration of the connector panel and 
highlights the connections for the selected handpiece. 



* 



Figure 2-43 The Detailed Handpiece Setup Panel 
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Detailed Setup: Accessories 

The Accessories setup panel shown in Figure 2-44 displays the steps required to 

properly connect the following accessories: 

• Scissors 

• Viscous Fluid Controller 

• Forceps 

• Auto Gas Fill 

• Diathermy 

1. Select Optional Accessory - Provides a selection of accessories. When the system 
detects that the operator has connected the accessory, that accessory type is 
automatically selected and the “connected” icon appears next to it in the selection 
list. 

Confirm Connection - This button is present when the user has selected an 
accessory that is not currently detected as connected by the system. When this 
button is pressed, the system assumes that the currently selected accessory has 
been connected (even though it was unable to detect it). However, since the 
system did not auto-detect the connection, it will not lock the user from selecting 
the type of the accessory (e.g., type of scissors). 

2. Connection Guide - This section shows an illustration of the connector panel, and 
highlights the connections for the selected accessory. 
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Figure 2-44 The Detailed Accessory Setup Panel 
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Detailed Setup: Illuminators 

The Illuminators setup panel shown in Figure 2-45 allows the operator to view and 
select illuminator port and connection options. 

1. Select Illuminator Port - Displays the endoilluminator probe the operator has 
chosen and/or inserted in the indicated illuminator port. When the system detects 
that a probe is plugged into a port, the Illuminator Type is automatically displayed 
and the “connected” icon appears next to the selection control. The system also 
“locks” the user from selecting another illuminator type. 

2. Select Illuminator Type - When a port is selected in the Select Illuminator Port 
section (1), this section displays a scrolling list of Illuminator Types that can 
be assigned to the selected port. This section is not visible if the system has 
detected that a probe is connected to the selected port (connected and locked icons 
displayed). 

The Connection Guide shows the proper connections to the illuminator panel for the 
selected probe. 



Help i m Close 


Figure 2-45 The Detailed Illuminator Setup Panel 
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Detailed Setup Screen: Lasers 

The Lasers Setup panel shown in Figure 2-46 allows the operator to view and select 
laser port and connection options for the various laser delivery devices. 

1. Select Laser Port - Displays the laser delivery device the operator has chosen 
and/or connected to the indicated laser port. When the system detects that a device 
is connected to the port, the “connected” icon appears and the system “locks” the 
selection. 

2. Select Laser Type - Shows the Laser type the operator has chosen and/or inserted 
for the highlighted laser port. The following laser types are selectable: 

• Endo 

• Laser Indirect Ophthalmoscope (LIO) 

The Connection Guide shows the operator where to connect the device to the laser 
panel. 


Figure 2-46 



The Detailed Laser Setup Panel 
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Detailed Setup Screen: Priming Tray 

The Priming Tray Setup panel shown in Figure 2-47 displays the suggested 
instructions for use of the priming tray according to the current connections and 
system configuration (i.e., push prime or suction prime). 

NOTE: Push prime occurs when a cassette is inserted into the system at the 
beginning of a surgical case. During push prime, irrigation solution is "pushed" 
through both the irrigation and aspiration lines. Suction prime is used in the 
event an accessory must be re-primed after the surgical case has started. In this 
situation, the handpiece must be inserted into a container of sterile solution, and 
priming is accomplished through suction (aspiration) pulling the solution from 
the container. 
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Figure 2-47 The Priming Tray Set Up Screen 
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Detailed Setup: Help 

When Video Help is selected, the popup shown in Figure 2-48 is displayed offering 
a list of help topics. Once the topic is selected, the user can choose between Video 
Help and Wizard Help. Pressing the Video Help button launches a help video that 
plays completely through the video for the selected topic. Wizard Help plays the 
same video but adds textual information and stops at various points to give the user a 
chance to perform the required actions before continuing. 

The controls on the Video Help Display operate as follows: 

• Start - Places the video at its beginning. 

• Rewind - Rewinds the video one segment. 

• Play/Pause - This button is labeled Pause when the video is playing and Play 
when the video is not playing. 

• Forward - Forwards the video to the next segment. 

• End - Forces the video to be forwarded to the end. 

• Move Left - Moves the entire video popup to the left side of the surgical panels. 

• Move Right - Moves the entire popup to the right side of the surgical panels. 

• Close - Closes the Video Help popup. 

The controls on the Wizard Help Display operate as follows: 

• Previous - Rewinds the video one segment and pauses. 

• Replay - Rewinds the video one segment and play continues. 

• Continue - Resumes video play. 

• Next - Advances the Help screen to the next video segment and associated help text. 

• Move Left - Moves the entire video popup to the left side of the surgical panels. 

• Move Right - Moves the entire popup to the right side of the surgical panels. 

• Close - Closes the Video Help popup. 
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Figure 2-48 Video Help Popups 
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Start Prime Button And Popup 

After the instrument connections are complete, pressing the Start Prime button 
displays the Prime & Test Status popup (see Figure 2-49) and begins the prime/test 
process for the current setup (Figure 2-49 shows possible variations as determined by 
the current setup and user actions). The status bar uses different colors to indicate the 
progress and completion status of each segment of the prime/test process. 

• Partial green bar - indicates that the current segment is in progress. 

• Complete green bar - indicates that the process related to that segment has 
finished with no errors. 

• Yellow bar - indicates that the user has cancelled the process by pressing the Stop 
button at the end of the bar. 

• Red bar - indicates that the process related to that segment has failed with errors. 
When the Prime and Test is complete, the system will transition to the Surgery screen. 


Prime & Test Status with a Probe 
and Handpiece connected to 
system. 



Prime & Test Status with IOP 
compensation enabled. The 
Calibration segment indicates that 
the infusion line is being calibrated. 
A "Skip Calibration" button appears 
during the calibration segment to 
allow the user to skip to the next 
segment. 



Prime & Test Status where the Stop 
button has been pressed during the 
Handpiece Prime segment. The user 
has the option to either Continue or 
Restart priming. 


Figure 2-49 Prime & Test Status Bar 



Variations 
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Consumables Button And Popup 

Pressing the Consumables button displays the Consumables popup shown in Figure 
2-50. In the Consumables popup the user can view, add, or remove the consumables 
used for the current surgical case. The top of the popup displays the items that have 
been added to the current case either through this popup or the bar code scanner. 

The bottom of the popup shows the list of consumables that can be added to the 
case. Scrolling through the consumables list is accomplished using the scroll bar and 
arrows next to the list. 

The operator can choose to view all consumables or filter the list to show only Packs, 
Accessories, or IOL's by pressing the associated button on the filter list. 

To add an item: Select the item from the consumables list in the bottom of the popup 
then press the Add button. The selection will be added to the top list as an item used 
for the current case. 

To remove an item: Select the item from the list in the top of the popup then press the 
Remove button. The selection will be removed from the top list. 

NOTE: Refer to the Directions For Use (DFU) included with each accessory kit/ 
consumable pack for detailed instructions on how to setup that accessory. 



Close 


Figure 2-50 Consumables Popup 
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SURGERY SCREEN 


The Surgery Screen shown in Figure 2-51 is organized in the following way: 

• Menu Bar - This menu bar is context aware and changes the options depending 
on the surgical mode. Status indicators for the various functions will appear with 
either a green check mark indicating the function is ready for use (i.e., Primed), 
or a red X indicating the function requires user action to prepare for use (i.e., Not 
Primed). 

• Surgery Panels - Each Surgery Panel corresponds to a “Surgical Function” and 
contains the various controls necessary to control each function. 

• Step Panel - The Step Panel allows the user to select Surgical Modes and 
Submodes by pressing a Step Button and a Submode Button. The look of the Step 
Panel depends on which Surgical Procedure (discussed later) is selected. 

• Save Button - The Save button opens the Quick Save popup. 

• Modify - The Modify button opens the Modify Procedure popup. 
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Figure 2-51 The Surgery Panel 
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The General Purpose Timer 

The Timer provides a visual display for counting up and counting down from 

a pre-configured value. Pressing the Timer Tab (00:00:00) displays the Timer 

Configuration popup shown in Figure 2-52. The timer features the following 

functionality: 

• Pressing the Timer Tab when it is running will stop the timer. 

• Pressing the Timer Tab when it is not running will launch the Timer Configuration 
popup. 

• Pressing the Start button from the Timer Configuration popup starts the timer and 
closes the popup. 

• If the timer is started when the readout is 00:00:00, it will count up indefinitely. 

• For countdown mode, enter a starting time using the keypad then press Start. The 
timer generates an audible tone when it reaches 00:00:00. 

• At the end of each case, the counter stops counting and is reset to 00:00:00. 
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Figure 2-52 Timer Configuration Popup 
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Surgery Screen: Surgical Controls 

The surgical panels make use of the surgical controls to change the values of the 
associated surgical functions. The controls provide a variety of information and 
capability to the user. As an example, the Vacuum control is shown in Figure 2-53. 
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Value Button(s) 
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More Information Popup 



Slider Controls 


Figure 2-53 Vacuum Control and More Information Popup 


The surgical controls contain some or all of the functionality described here: 

• On/Off Button- Toggles the function on and off. A green button indicates that the 
function is on while a dark gray button indicates that the function is off. 

• Up/Down Arrow Buttons - Increase/decreases the associated setpoint value. The 
button face indicates whether or not the associated setpoint can be increased or 
decreased. The button is disabled when increases/decreases are not allowed. 

• Start Value - Shows the current setpoint at the treadle starting position. 

• End Value - Shows the setpoint at full treadle. 
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• Actual value - Displays the current value of this parameter and depends on the 
position of the footswitch treadle. The actual value is shown as an absolute value 
and also as a relative percentage of the maximum via the progress bar. 

• Surgical function name - The value displayed represents the surgical function 
being manipulated by the On/Off or Action buttons. 

• More Information Button - Pressing the More Information button displays the 
More Information popup where the setpoint values can be changed in greater 
detail. 

• Slider Controls - On the More Information Popup, the slider controls adjust a 
value by pressing and dragging the slider to the desired value location. 


Surgery Screen: Surgical Controls - More Information Popup 

When the More Information button is pressed on a surgical control, a More 
Information Popup is displayed as shown in Figure 2-53 (Vacuum Setting shown in 
this example). Settings modified here take effect immediately (i.e., before the user 
exits the popup). Also, each control will have a slightly different popup given that 
some controls have more functionality than others. 

Surgery Screen: Surgical Controls - Surgical Control Opt 

For some surgical configurations, such as calibrating 
scissors, it is necessary to provide additional options 
as shown in Figure 2-54. 

• On/Off button - Toggles the option On and Off. 

This control is disabled when the functionality is 
not available. 

• Left Option button - Allows the user to initiate the 
function assigned to this button ("Start" in Figure 2-54). 

• Right Option button - Allows the user to initiate the function assigned to this 
button ("Close" in Figure 2-54). 

• Save Calibration Values - Pushing this button saves calibration values. 



Figure 2-54 

Surgical Control Option 
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Surgery Screen: Surgical Controls - Surgical Control Drop Lists 

For some controls in certain configurations it is necessary for the user to define 
additional parameters. Such parameters might include the Cutting Table, whether 
Linear or Fixed Flow is desired, or Dynamic Rise Time among others. When such a 
choice is needed, a drop list appears near the surgical control as shown in Figure 2-55. 


NOTE: The control is shown in the 
"Advanced Display Mode" which 
is a selection made in the Doctor 
Settings display. Go to "Options/ 
Settings/Doctor/General" and the 
display modes are shown on the 
right of the display. For additional 
information see Menu Bar: Options 
in this section of the manual. 


Flow Limit (cc/min) 



Dropdown list expanded. 


Figure 2-55 Surgical Control with Dropdown List (Advanced Display Mode) 


Surgery Screen: Surgical Steps 

A “Surgical Step” identifies a related set of activities performed during a surgical 
case. Examples are “Membrane Peeling” and “Core Vitrectomy.” A Surgical Step 
is associated with a Surgery Mode and contains unique information relevant to that 
mode such as the sub mode, which functions are on, and various values of surgical 
parameters. Selecting a Surgical Step determines which surgical functions are 
available. Surgical Steps that are grouped together form a Surgical Procedure. 

Surgery Screen: Surgical Procedures 

A Surgical Procedure describes which “Surgical Steps” are most likely to be 
performed during a surgery. The goal is to organize the screen in such a way that the 
surgeon can select steps “from left to right” as the surgery progresses. The user can 
create custom procedures or modify existing procedures. A procedure must contain at 
least one step and can contain as many steps as desired. 

Note: See "Menu Bar: Procedure Selection" found earlier in this section for 
detail information on creating and editing procedures. 


8065752231 


FOR REFERENCE ONLY 


2.69 

















Constellation® Vision System 


Surgery Screen: Surgical Procedures - Accurus® Classic Procedure 

The Accurus® Classic procedure is a special procedure that is designed to look similar 
to the Accurus® instrument with the exception that it contains the laser step. The 
Accurus® Classic procedure has several unique properties: 

• Steps cannot be added or removed. 

• Steps cannot be moved. 

• Steps cannot be renamed. 

• All Steps will always fit on the screen so there’s no need for scrolling. 

• The sub mode buttons will always be visible if there is more than one sub mode 
for that step. 

The Accurus® Classic procedure contains one step for each surgery mode. However, 
at any point in time only a subset or a “View” of the steps is displayed. The Views 
differ depending on: 

• The Fluidics Operating Mode (Combined, Anterior, or Posterior) 

• The connected U/S handpiece (defaults to Phaco if no U/S handpiece is 
connected) 

The screen shown in Figure 2-56 shows the Accurus® Classic procedure in combined 
mode. 



Figure 2-56 Accurus® Classic Surgery Screen 
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Surgery Screen: Surgical Procedures - Custom Procedure 

Custom Procedures can contain any combination of steps in any order and with user 
defined names as shown in Figure 2-57. 

Custom Procedures are intended to contain all the steps that the user has included to 
perform a certain task. However, in some cases the user may need to do something 
that is not included in the current procedure. In addition to the manual method of 
adding surgical steps through the Modify Procedure screen as described previously in 
this section, the system automatically adds relevant step(s) when an instrument (such 
as a vitreous probe) is connected. For example if the user suddenly requires the use of 
the laser, the system automatically adds a laser step to the end of the procedure when 
it detects the connection of a laser probe. Also, if a laser probe is already connected 
when the procedure is selected, a laser step is added to the end of the procedure. 



Surgery Screen: The Surgical Step Panel 

The Surgical Step panel organizes the set of activities (steps) to be performed during 
a surgical procedure in a left to right sequence. The procedure may be customized to 
meet the needs of the surgeon and the case to be performed. The Step panel provides 
the following functionality: 

• Shows which step is currently selected (note that a step is associated with only 
one surgical mode). 

• Shows which sub mode is currently selected for that step. 

• Allows the user to select a new step. 

• Allows the user to select a new sub mode. 

• Allows the user to select a “hidden” step (if applicable). 

A selected step has the following properties: 

• The area behind the icon is highlighted in blue. 

• The icon is animated. 

• Buttons for submodes are shown above the step button. 

The Step buttons act as radio buttons in that only one step at a time can be selected 
and a step must always be selected at any point in time. 
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The Scroll buttons allow the user to navigate to “hidden steps,” i.e., steps that are 
either to the left or the right of the visible steps. The scroll buttons are only visible if 
the current procedure contains more steps than can fit on the Step panel. 

Figure 2-58 shows an example of a Step panel with three hidden steps to the right. 

The Right Scroll button is enabled and pressing it displays a list of the hidden steps. 
Any of the steps can be selected from the list. The selected step will be highlighted as 
the selected step on the panel and placed in the right most position. 



Figure 2-58 Surgical Step Panel Scroll Buttons 


Surgery Screen: Surgical Submode Buttons 

For Accurus® Classic procedures, the submode buttons are always displayed as 
shown in the Figure 2-56. The submode buttons act like radio buttons (just like the 
step buttons) and the currently selected sub mode is highlighted. 

For Custom procedures, submode display behavior is determined by the Doctor 
Settings. If "Display Submodes in Custom Procedures" is disabled, the submode 
buttons are only displayed when the user presses the currently selected step. The 
submode buttons are then displayed for five seconds enabling the user to select the 
desired submode. After five seconds, the submode buttons will disappear. 

If "Display Submodes in Custom Procedures" is enabled, the submode buttons are 
always displayed. Note: VFC submode buttons are always displayed regardless of 
the Doctor Settings. 
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SURGICAL MODES AND SUBMODES 


The Constellation® Vision System offers nine surgical modes that can be customized 
to meet the needs of each surgeon. Table 2-2 lists each mode and its associated 
submodes. 


TABLE 2-2. SURGICAL MODES AND SUBMODES 


MODE 

SUBMODES 

BIMANUAL 

(Advanced 

Mode) 

Vitrectomy (Vit) 

3D 

(Post, Comb)* 

Momentary 
(Post, Comb)* 

Proportional 
Vacuum 
(Post, Comb)* 

WetAnt 

(Ant, Comb)* 

VitDry 

(Ant)* 

Forceps 
(Post, 
Comb) * 

Phaco 

3D 

(Ant, Comb)* 

Burst 

(Ant, Comb)* 

Pulsed 

(Ant, Comb)* 

Continuous 

(Ant, Comb)* 

Custom** 
(Ant, Comb)* 


Fragmentation 

(Frag) 

3D 

(Post, Comb)* 

Fixed 

(Post, Comb)* 

Linear 

(Post, Comb)* 

Momentary 
(Post, Comb)* 



Irrigation/Aspiration 

(l/A) 

(Ant, Comb)* 







Extrusion 
(Post, Comb)* 







Laser 

(Post, Comb)* 







Scissors 

Multicut 

(Post, Comb)* 

Proportional 

(Post, Comb)* 




Forceps 
(Post, 
Comb) * 

Forceps 
(Post, Comb)* 







Viscous Fluid 
Control (VFC) 

Extract 

(Post, Comb)* 

Inject 

(Post, Comb)* 




Vacuum 
(Inject only) 
(Post, 
Comb)* 

* Indicates the type of cassette that must installed to enable the specified mode. Ant = Anterior Cassette; Post = Posterior 
Cassette; Comb = Combined Cassette. 

** Available in the Advanced View only. 


Each surgical mode has a set of associated surgical panels. The following settings 

affect how some panels are displayed: 

• Standard vs. Advanced display mode - The standard display mode offers a 
minimum number of options in the associated panel. In advanced display mode, 
the displayed panels offer optional controls for setting and configuring functions. 
The default mode is Standard. Advanced display mode is available in the 
following panels: Extraction, Vit Cutting, Ultrasound, and Vitrectomy Bimanual. 
Selecting Standard or Advanced mode is done in the OptionsX Doctor SettingsX 
General screen (see Figure 2-59). 

• Vacuum mode vs. Flow mode - By default, the posterior modes show the vacuum 
panel for vacuum mode, and the anterior modes show the aspiration panel for 
flow mode (if available). In Advanced display mode, the Function mode panel 
allows the user to select between Flow and Vacuum modes. Changing modes will 
change the panel accordingly. 

• Bimanual mode - Vit, scissors, and VFC modes offer the surgeon the option of 
controlling two instruments simultaneously such as a vitreous probe and a pair 
of forceps (in Vit mode). This is referred to as Bimanual mode and the additional 
instrument is activated by pressing the Bimanual button. 
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STANDARD DISPLAY MODE 



ADVANCED DISPLAY MODE 



Figure 2-59 Standard versus Advanced Display Modes: The Standard mode provides the basic 
controls necessary in each surgical step; the Advanced mode offers additional 
controls that enable the user to utilize all the capabilities of the Constellation® Vision 
System. 


2.74 


FOR REFERENCE ONLY 


8065752231 



























































Constellation® Vision System 

VITRECTOMY MODE 

Vitrectomy mode provides vitreous cutting and vacuum using a pneumatically 
powered vitrectomy probe connected by tubing to a pulsed air pressure source and 
a vacuum port. Five submodes are available, each with its own default cut rate and 
vacuum level. Values are adjusted using touch arrow keys, even when the footpedal is 
depressed. Cutting and/or vacuum begins when the footpedal is pressed. 

Vitrectomy: 3D SUBMODE 

In the 3D submode shown in Figure 2-60, the user controls both the vitreous cut rate 
and the vacuum pressure linearly. This submode allows for setting the treadle start 
and end values for both the cut rate and the vacuum pressure. 

In 3D submode, vacuum delivered to the probe and the probe cutting rate are both 
regulated by the amount of footpedal depression. The display contains adjustable 
values for vacuum level at footpedal start and at full depression; and cut rate at 
footpedal start and at full depression. The unique features of this mode are: 

• Vacuum can be set to start at 0 and rise to its maximum setting at full footpedal 
depression, while the cutting rate can be set to start at its maximum setting and 
decrease as the footpedal is depressed (or any combination thereof). 

• To prevent generating excessive flow when the footpedal is first depressed, the 
vacuum level is ramped up from 0 to the set starting level during the first part of 
the pedal travel. 

• When the Start Limit is greater than 0, the vacuum uses the Ramping % selected 
in the Doctor's Settings to ramp from 0 to the Start Limit. 

The controls for each panel in 3D submode have the following functions: 

Vacuum Panel: 

• On/Off - Turns vacuum on or off. 

• Vacuum Start Up/Down Buttons - Set the vacuum level at treadle start. 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup 
allowing the user to make changes using slider controls. Also provides panel 
specific configuration capabilities (such as drainbag change). 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the Start 
and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for the flow rate. 

• Flow Limit More Information Button - Displays the Flow Limit More 
Information popup. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the More Information popup 
that allows for changing the current mode and the setpoint associated with it. 
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Cutting Panel: 

• Cut Rate On/Off Button - Turns the cutter on or off. 

• Cut Rate Start Up/Down Buttons - Set the cut rate at treadle start. 

• Cut Rate End Up/Down Buttons - Set the cut rate at full treadle. 

• Cutting More Information Button - Displays the More Information popup. 

• Cutting Table Drop List (Advanced view only) - Allows selection of port open 
duty cycle that is appropriate for the procedure to be performed. 

Core - Provides the maximum port open duty cycle control suited for core 
vitrectomy where higher flow rates and efficiency are desirable. 

50/50 - Provides a 50% port open duty cycle control for those users who 
prefer that the cutter is open and closed for the same amount of time. 

Shave - Provides the minimum port open duty cycle suited for removing 
delicate tissue (such as vitreous shaving and membrane dissection) where 
lower flow rates are desirable. 

Aspiration Panel (Flow mode-Advanced view only): 

• Flow On/Off Button - Turns flow mode on or off. 

• Flow Start Up/Down Buttons - Set the flow level at treadle start. 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup for a 
detailed view of the settings. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

Forceps Panel (Advanced view only): 

• Pressure On/Off Button - Turns Bimanual mode on or off. When Bimanual mode 
is off the only option is to turn it on. When Bimanual mode is on, the forceps 
pressure can be set. 

• Pressure Start Up/Down Buttons - Set the pressure at the start of treadle 
depression. 

• Pressure End Up/Down Buttons - Set the pressure at full treadle. 

• Forceps More Information Button - Displays the More Information popup. 

• Calibration - When the calibration control is turned on, the control changes to one 
that allows a selection between Start and Close. When Start is selected the start 
pressure is applied to the port, and when Close is selected, the close pressure is 
applied to the port. If neither is selected then no pressure is applied to the port. 
Pressing the Save Calibration Values button saves the calibrated values. 
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More Information Button 
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Figure 2-60 Surgery Screen: Vitrectomy Mode - 3D Submode (Advanced View shown) 
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Vitrectomy: MOMENTARY SUBMODE 

The Momentary submode contains values for maximum vacuum limit and cut rate 
set point. As the footpedal is depressed the vacuum increases linearly up to the 
End limit with the actual vacuum displayed in the Actual Value box and its linear 
equivalent reflected in the progress bar. The End value can be adjusted using the Up/ 
Down arrow buttons or selecting the More Information button to display the More 
Information popup that has a slidebar for large numeric adjustments in vacuum. 

Probe cutting at a preset rate is activated when the applicable footswitch button 
is momentarily activated. The default activation button is the right horizontal 
button but it may be configured differently for each doctor. To view the current 
configuration, press the footswitch icon in the upper left corner of the display. 
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Figure 2-61 Surgery Screen: Vitrectomy Mode-Momentary Submode (Advanced View shown) 
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The controls for each panel in Momentary submode are the same as in 3D submode 

with the following exceptions: 

• No Cut Rate Start Up/Down Buttons - Cut rate is a constant rate set by the End 
buttons and activated by the programmed button on the foots witch. 

• No Vacuum (or Flow) Start Up/Down Buttons. 

Vacuum Panel: 

• On/Off - Turns vacuum on or off. 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup, 
allowing the user to make changes using slider controls. Also provides panel 
specific configuration capabilities (such as drainbag change). 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for the flow rate. 

• Flow Limit More Information Button - Displays the Flow Limit More 
Information popup. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the More Information popup 
that allows for changing the current mode and the setpoint associated with 
it. 

Cutting Panel: 

• Cut Rate End Up/Down Buttons - Set the cut rate at full treadle. 

• Cutting More Information Button - Displays the More Information popup. 

• Cutting Table Drop List (Advanced view only) - Allows selection of port open 
duty cycle that is appropriate for the procedure to be performed. 

Core - Provides the maximum port open duty cycle control suited for core 
vitrectomy where higher flow rates and efficiency are desirable. 

50/50 - Provides a 50% port open duty cycle control for those users who 
prefer that the cutter is open and closed for the same amount of time. 

Shave - Provides the minimum port open duty cycle suited for removing 
delicate tissue (such as vitreous shaving and membrane dissection) where 
lower flow rates are desirable. 
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Aspiration Panel (Flow mode-Advanced view only): 

• Flow On/Off Button - Turns flow mode on or off. 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup for a 
detailed view of the settings. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

Forceps Panel (Advanced view only): 

• Pressure On/Off Button - Turns Bimanual mode on or off. When Bimanual mode 
is off the only option is to turn it on. When Bimanual mode is on, the Forceps 
pressure can be set. 

• Pressure Start Up/Down Buttons - Set the pressure at the start of treadle 
depression. 

• Pressure End Up/Down Buttons - Set the pressure at full treadle. 

• Forceps More Information Button - Displays the More Information popup. 

• Calibration - When the calibration control is turned on, the control changes to one 
that allows a selection between Start and Close. When Start is selected, the Start 
pressure is applied to the port, and when Close is selected, the Close pressure is 
applied to the port. If neither is selected, then no pressure is applied to the port. 
Pressing the Save Calibration Values button saves the calibrated values. 
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Vitrectomy: PROPVAC SUBMODE 


The Proportional Vacuum (PropVac) submode contains values for maximum vacuum 
limit and cut-rate set point. As the footpedal is depressed the vacuum increases 
linearly up to the End limit with the actual vacuum displayed in the Actual Value box 
and its linear equivalent reflected in the progress bar. The End value can be adjusted 
using the Up/Down arrow buttons on the vacuum control. Alternatively, selecting the 
More Information button on the vacuum control displays the More Information popup 
that has a slidebar for large numeric adjustments in vacuum. 
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Figure 2-62 Surgery Screen: Vitrectomy Mode-PropVac Submode (Advanced View shown) 
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Probe cutting at a preset rate begins when the footpedal is pressed. The Cut Rate 
is adjusted by pressing Up/Down arrow buttons on the Cutting control. Alternatively, 
selecting the More Information button on the Cutting control displays the More 
Information popup that has a slidebar for large numeric adjustments in cut rate. 

The controls for each panel in Prop Vac submode are the same as in 3D submode with 
the following exceptions: 

• No Cut Rate Start Up/Down Buttons - Cut rate is a constant rate set by the End 
buttons and activated when the footpedal is pressed. 

• No Vacuum (or Flow) Start Up/Down Buttons. 

Vacuum Panel: 

• On/Off - Turns vacuum on or off. 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup 
allowing the user to make changes using slider controls. Also provides panel 
specific configuration capabilities (such as drainbag change). 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for the flow rate. 

• Flow Limit Configuration Button - Displays the Flow Limit configuration 
popup. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the More Information popup 
that allows for changing the current mode and the setpoint associated with 
it. 

Cutting Panel: 

• Cut Rate On/Off Button - Turns the cutter on or off. 

• Cut Rate End Up/Down Buttons - Set the fixed cut rate throughout treadle 
depression. 

• Cutting More Information Button - Displays the More Information popup. 

• Cutting Table Drop List (Advanced view only) - Allows selection of port open 
duty cycle that is appropriate for the procedure to be performed. 

Core - Provides the maximum port open duty cycle control suited for core 
vitrectomy where higher flow rates and efficiency are desirable. 

50/50 - Provides a 50% port open duty cycle control for those users who 
prefer that the cutter is open and closed for the same amount of time. 

Shave - Provides the minimum port open duty cycle suited for removing 
delicate tissue (such as vitreous shaving and membrane dissection) where 
lower flow rates are desirable. 
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Aspiration Panel (Flow mode-Advanced view only): 

• Flow On/Off Button - Turns flow mode on or off. 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup for a 
detailed view of the settings. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

Forceps Panel (Advanced view only): 

• Pressure On/Off Button - Turns Bimanual mode on or off. When Bimanual mode 
is off, the only option is to turn it on. When Bimanual mode is on, the Forceps 
pressure can be set. 

• Pressure Start Up/Down Buttons - Set the pressure at the start of treadle 
depression. 

• Pressure End Up/Down Buttons - Set the pressure at full treadle. 

• Forceps More Information Button - Displays the More Information popup. 

• Calibration - When the calibration control is turned on, the control changes to one 
that allows a selection between Start and Close. When Start is selected, the Start 
pressure is applied to the port, and when Close is selected, the Close pressure is 
applied to the port. If neither is selected, then no pressure is applied to the port. 
Pressing the Save Calibration Values button saves the calibrated values. 
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Vitrectomy: WETANT SUBMODE 

In WetAnt submode, the irrigation and cut rate are fixed while the user has linear 
foots witch control of the vacuum. The foots witch has two ranges. The first range 
has fixed irrigation only while the second range activates a fixed cut rate and linear 
vacuum that increases with treadle depression (see graphic in Figure 2-63). In 
Advanced Display mode, the Flow Limit Control Type can be changed. 

The Cut Rate is adjusted by pressing Up/Down arrow buttons on the Cutting control. 
Alternatively, selecting the More Information button on the Cutting control displays 
the More Information popup that has a slidebar for large numeric adjustments in cut 
rate. 

The controls for each panel in WetAnt submode are the same as in 3D submode with 
the following exceptions: 

• No Vacuum On/Off Button. 

• No Cut Rate Start Up/Down Buttons - Cut rate is a constant rate set by the End 
buttons and activated when the footpedal is pressed. 

• No Forceps Panel. 

• No Vacuum (or Flow) Start Up/Down Buttons. 
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Figure 2-63 Surgery Screen: Vitrectomy Mode-WetAnt Submode (Advanced View shown) 
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Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup 
allowing the user to make changes using slider controls. Also provides panel 
specific configuration capabilities (such as drainbag change). 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit More Information Button - Displays the Flow Limit More 
Information popup. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the More Information popup 
that allows for changing the current mode and the setpoint associated with 
it. 

Cutting Panel: 

• Cut Rate On/Off Button - Turns the cutter on or off. 

• Cut Rate End Up/Down Buttons - Set the cut rate at full treadle. 

• Cutting More Information Button - Displays the More Information popup. 

Aspiration Panel (Flow mode-Advanced view only): 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup for a 
detailed view of the settings. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 
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Vitrectomy: VITDRY SUBMODE (available only when an anterior cassette is installed) 

In the VitDry submode, the cut rate is fixed while the user has linear footswitch 
control of the vacuum through the full range of treadle motion (see graphic in Figure 
2-64). In Advanced Display mode, the Flow Limit Control Type can be changed. 

The Cut Rate is adjusted by pressing Up/Down arrow buttons on the Cutting control. 
Alternatively, selecting the More Information button on the Cutting control displays 
the More Information popup that has a slidebar for large numeric adjustments in cut 
rate. 

The controls for each panel in VitDry submode are the same as in 3D submode with 
the following exceptions: 

• No Vacuum On/Off Button. 

• No Cut Rate Start Up/Down Buttons - Cut rate is a constant rate set by the End 
buttons and activated when the footpedal is pressed. 

• No Forceps Panel. 

• No Vacuum (or Flow) Start Up/Down Buttons. 
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Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup 
allowing the user to make changes using slider controls. Also provides panel 
specific configuration capabilities (such as drainbag change). 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit More Information Button - Displays the Flow Limit More 
Information popup. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the More Information popup 
that allows for changing the current mode and the setpoint associated with 
it. 

Cutting Panel: 

• Cut Rate On/Off Button - Turns the cutter on or off. 

• Cut Rate End Up/Down Buttons - Set the cut rate at full treadle. 

• Cutting More Information Button - Displays the More Information popup. 

Aspiration Panel (Flow mode-Advanced view only): 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup for a 
detailed view of the settings. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed, the limit is constant regardless of the vacuum level. In 
Linear, the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 
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PHACO MODE 

Phaco mode provides phacoemulsification capabilities by using U/S (ultrasound) 
powered handpieces controlled by the footswitch. Phaco power is defined as being 
proportional to ultrasound displacement of the phaco tip. Amplitude of the ultrasound 
displacement of the phaco tip is proportional to the ultrasound power displayed on the 
console front panel. 

When the U/S handpiece is selected, irrigation, aspiration, and phaco power are 
provided to the handpiece tip. Phaco power is defined as being proportional to 
ultrasound displacement of the phaco tip. Amplitude of the ultrasound displacement 
of the phaco tip is proportional to the ultrasound power displayed on the console 
front panel. The user has the ability to adjust the aspiration rate, vacuum levels, and 
phaco power at any time during the surgical procedure via their respective adjustment 
arrows or remote control. 

The phaco Power Limit is increased or decreased via the front panel in increments 
of 5% from a minimum of 0% to a maximum of 100%. The amount of phaco power 
delivered to the handpiece is controlled by one of two methods: linear or fixed 
footpedal control. 

In Flow mode, the Aspiration panel is displayed, while in Vacuum mode, the Vacuum 
panel is displayed. In “Standard” display mode, only the Vacuum mode controls are 
available. When system detects an occlusion in Flow mode, an alarm sounds and the 
word "Occlusion" appears on the extraction panel under the primary limit control’s 
label. 


WARNING! 

Good clinical practice dictates testing for adequate irrigation, aspiration flow, 
reflux, and operation as applicable for each handpiece prior to entering eye. 


The five submodes available in Phaco mode are listed below. In each submode, the 
Aspiration and Vacuum panels are identical while the Ultrasound panels change 
according to the requirements of the current mode. 

• 3D 

• Burst 

• Custom (Advanced View only) 

• Pulsed 

• Continuous 

Dynamic Rise 

The value in the display bar indicates the current rise time for the aspiration pump 
rate adjustment at occlusion onset. The Dynamic Rise setting can vary from -2 to 4, 
in increments of 1. When Dynamic Rise -2 is displayed in the Adjust Bar, it indicates 
that the rise time in aspiration pump rate adjustment is slowest. When Dynamic Rise 
4 is displayed in the Adjust Bar, it indicates that the rise time in aspiration pump rate 
adjustment is fastest. The Alcon default setting is 0. Dynamic rise is only available in 
Flow Mode. 

WARNING! 

The use of Dynamic Rise setting 1,2,3, or4 may result in aspiration levels (volumes) 
exceeding irrigation flow. This may cause chamber shallowing or collapse which 
may result in patient injury. 
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Figure 2-65 


Smart Pulse 

If the duration of the ultrasound pulse becomes less than 20 ms, a proprietary 
algorithm becomes active. This is indicated by the Smart Pulse message appearing on 
the screen below the Power bar as shown in Figure 2-65. 



Smart Pulse Indication 


When the algorithm is active, ultrasound power will be generated at 10% or half 
of the commanded power, whichever is lower, prior to the application of the main 
power pulse. This low-powered pulse contributes a negligible amount of energy to the 
procedure, but it allows the electronic equipment to determine the optimum operating 
parameters for the main power pulse, thus making it more efficient, even for the 
shortest duration of ultrasound. The Smart Pulse algorithm can be active in Custom, 
Pulsed, or Continuous modes when used with the OZil® torsional or U/S handpieces. 
The minimum duration of the main pulse in ultrasound is 5 ms; the minimum duration 
of torsional pulse is 20 ms. 


OZil® Mode of Operation 

When the OZil® torsional handpiece is selected, irrigation, aspiration, phaco power 
and ultrasonic oscillations are provided by the handpiece. In this mode of operation 
phaco power and ultrasonic oscillations alternately turn on and off. Amplitude of 
the ultrasound and torsional displacement of the phaco tip are proportional to the 
ultrasound power and torsional amplitude displayed on the console front panel. The 
user has the ability to adjust the aspiration rate, 
vacuum levels, phaco power, and torsional 
amplitude (ultrasonic oscillations) at any 
time during the surgical procedure via their 
respective adjustment arrows or remote control. 

For best performance of the OZil® torsional 
handpiece, use tips recommended by your Alcon 
representative. 



OZil® Power/Amplitude 

The Phaco Power Limit and Torsional Amplitude Limit are increased or decreased via 
the front panel in increments of 5% from a minimum of 0% to a maximum of 100%. 
Power/Amplitude to the handpiece is controlled by one of two methods: linear or 
fixed footpedal control (except 3D mode which is always linear). 


• Linear Footpedal Control - If linear (increasing) footpedal control is selected, 
the Limit buttons indicate the maximum phaco power and ultrasonic oscillations 
(Torsional Amplitude) delivered with the footpedal fully depressed. In footpedal 
position 3 (position 2 for 3D mode), power and oscillations start at the start limit 
and change linearly until power reaches the end limit at full footpedal depression. 
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• Fixed Footpedal Control - If fixed footpedal control is selected, the Limit 

buttons indicate the phaco power and ultrasonic oscillations delivered throughout 
footpedal position 3. To increase or decrease power, the arrow buttons must be 
pressed. 

OZil® Timing 

Phaco power and ultrasonic oscillations are delivered to the phaco tip through a 
variety of timing configurations when in footpedal position 3 (position 2 for 3D 
mode). Depending on the mode selected, the timing can be continuous or can include 
off-times between phaco/torsional pulses. 
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Phaco Mode: 3D SUBMODE 

In Phaco 3D submode, vacuum and U/S power delivered to the probe are 
simultaneously regulated by the amount of footpedal depression. The display contains 
adjustable values for vacuum level at treadle start and at full depression; and U/S 
power at treadle start and at full depression. 

To prevent generating excessive flow when the footpedal is first depressed, the 
vacuum level is ramped up from zero to the set starting level during the first part of 
the pedal travel. The Ramping % is selected in the Doctor's Settings screen with an 
available range of 15-90%. 

The 3D submode screen is shown in Figure 2-66 along with a graphic representation 
of the functions in each footswitch treadle position. Note that the start and end limits 
for both U/S Power and vacuum are adjustable therefore any combination of limits is 
valid. The graphic shows only one possibility. 
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Phaco Metrics Panel: 

• U/S Time - Displays current value for 
phaco power on time. 

• A.P Pos. 3 - Displays current value for 
Average Power in treadle Position 3. 


Standard Display Mode Controls 
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Figure 2-66 Surgery Screen: Phaco Mode-3D Submode (Advanced View shown) 
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The controls for each panel in 3D submode have the following functions: 

Vacuum Panel: 

• Vacuum Start Up/Down Buttons - Set the vacuum level at treadle start of position 2. 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits for flow 
rate. 

• Flow Limit Progress Bar and Numerical Value - Show the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed the limit is constant regardless of the flow level. In Linear the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Control Type Drop List - Determines whether the flow is fixed or linear. 

• Flow Start Up/Down Buttons - If Linear control is selected, these buttons set the 
flow level at treadle start. If Fixed control is selected, they are not active. 

• Flow End Up/Down Buttons - If Linear control is selected, these buttons set the 
flow level at full treadle. If Fixed control is selected, they set the fixed flow level. 

• Dynamic Rise Drop List - Selects the rise value. The rise value determines the 
slope of the increase applied. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending treadle depression. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle: Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 
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Ultrasound Panel: 

• Phaco Power Start Up/Down Buttons - Set the power level at treadle start (of 
position 3). 

• Phaco Power End Up/Down Buttons - Set the power at full treadle. 

• Phaco Power Progress Bar and Numerical Value - Show the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

Phaco Mode: 3D SUBMODE - OZIL® 3D 

When an OZil® handpiece is connected to the system, the 3D ultrasound panel will 
appear as shown in Figure 2-67. Start and End limits for both Phaco power and 
Torsional amplitude are adjustable by the user. In footswitch position 2, phaco power 
and torsional amplitude will increase/decrease linearly from start limit to the end limit 
according to the limits selected. 

When the Phaco Power default setting is set to 0 (no phaco power), then only 
torsional ultrasonic oscillations at the preset Torsional Amplitude are delivered, 
for 100% of the time, to the handpiece tip. This allows the user to have continuous 
torsional ultrasonic oscillations if so desired. If U/S power is added, then this mode 
of operation provides 20% of its duty cycle for phaco power, then torsional ultrasonic 
oscillations for the remaining 80% when in footpedal position 2, and repeats this 
cycle over and over again as long as the footpedal is in position 2. This produces 
continuous U/S alternations between phaco power and torsional amplitude. 



OZil® Metrics Panel - 
Shows the current value 
for Cumulative Dissipated 
Energy (C.D.E.) 



Increasing Treadle Depression -► 


Figure 2-67 Surgery Screen: Phaco Mode - 3D Submode- OZil® 3D 
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Phaco Mode: BURST SUBMODE 

In the Phaco Burst submode, fixed U/S power (Power %) can be adjusted for duration 
(On Time) and time off between (Off Time) U/S power pulses. The frequency of 
bursts is controlled with the footpedal from detent two to full treadle depression, 
while the fixed burst length is set in milliseconds (msec). The actual percent of time 
U/S power is activated is reflected in the Actual window. 

The controls for each panel in Burst submode (see Figure 2-68) have the following 
functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of position 2. 

• Vacuum Start Up/Down Buttons - Set the vacuum level at the start of treadle 
position 2. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 
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• U/S Time - Displays current value for 
phaco power on time. 
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Average Power in treadle Position 3. 
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Figure 2-68 Surgery Screen: Phaco Mode - Burst Submode (Advanced View shown) 
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The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Show the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed the limit is constant regardless of the flow level. In Linear the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Start Up/Down Buttons - When linear, set Flow at treadle start of position 2. 

• Flow End Up/Down Buttons - Set the flow level at end of position 2. 

• Dynamic Rise Drop List - Selection for the rise value. The rise value determines 
the automatic adjustment of the flow set point when occlusion onset is reached. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle: Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Ultrasound Panel: 

• Power Start Up/Down Buttons - When Linear, set power at start of position 3. 

• Power End Up/Down Buttons - Set the power at full treadle. 

• Power Progress Bar and Numerical Value - Displays the current power value. 

• Power Limit Control Type Drop List (. Advanced view only ) - Determines whether 
the power is fixed or linear. In Fixed, the power is constant. In Linear, the power 
varies depending on the treadle position. 

• Phaco Power More Information Button - Displays the More Information popup, 
which simplifies large value changes by providing slider controls. 

• Phaco Burst On Time Up/Down Buttons - Set the Phaco Burst On time. 

• Phaco Burst Off Time Up/Down Buttons - Set the Phaco Burst Off time. 

• Phaco Burst Off Time Progress Bar and Numeric Value - Shows the current Phaco 

Burst Off time. 

• Phaco Burst More Information Button - Displays the More Information popup. 
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Phaco Mode: BURST SUBMODE - OZIL® BURST 

When operating in this mode, phaco burst is followed immediately by torsional burst, 
followed by an off-time. Duration of the phaco burst is determined by the setting 
on the panel, for example 35 ms in the Figure 2-69; duration of the torsional burst 
is 70 ms. Duration of the off-time is determined by the footpedal in position 3. At 
the beginning it is equal to 2500 ms, and is gradually reduced as the footpedal is 
depressed. When the footpedal is depressed all the way, the off-time will be equal to 
that set on the panel - 10 ms in the given example. 


If Phaco Power Limit and/or Torsional Amplitude Limit are set to zero, then there are 
no phaco or torsional contributions to the OZil® burst, and the duty cycles (On ms) 
are not adjustable. 



Released 

Increasing Treadle Depression -► 


Figure 2-69 Surgery Screen: Phaco Mode: Burst Submode - OZil® Burst 
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Phaco Mode: CUSTOM SUBMODE 

The Custom submode is only available in the Advanced view. 

In the Phaco Custom submode fixed or linear U/S power (Power %) can be adjusted 
for duration (On Time) and time off between (Off Time) U/S power pulses. The 
frequency of bursts is controlled with the footpedal from detent two to full treadle 
depression, while the fixed burst length is set in milliseconds (msec). The actual 
percent of time U/S power is activated is reflected in the Actual window. The controls 
for each panel in Custom submode have the following functions: 

Vacuum Panel: 

• Vacuum Start Up/Down Buttons - Set the vacuum level at the start of treadle 
position 2. 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of treadle 
position 2. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 


More Information Button 
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Aspiration Panel 



Standard Display Mode Controls 


◄— Phaco Metrics Panel: 

• U/S Time - Displays current value for 
phaco power on time. 

• A.P Pos. 3 - Displays current value for 
Average Power in treadle Position 3. 
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Reflux Label 
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Figure 2-70 Surgery Screen: Phaco Mode - Custom Submode (Advanced view shown) 


8065752231 


FOR REFERENCE ONLY 


2.97 
















































Constellation® Vision System 


The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Show the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed, the limit is constant regardless of the flow level. In Linear, the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Start Up/Down Buttons - When linear, set the flow level at start of position 2. 

• Flow End Up/Down Buttons - Set the flow level at the end of position 2. 

• Dynamic Rise Drop List - Select for the rise value. The rise value determines the 
automatic adjustment of the flow set point when occlusion onset is reached. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle: Switch between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Ultrasound Panel: 

• Phaco Power Start Up/Down Buttons - When linear, set power at start of position 3. 

• Phaco Power End Up/Down Buttons - Set the power at full treadle. 

• Phaco Power Progress Bar and Numerical Value - Show the current power value. 

• Phaco Power Limit Control Drop Down List - Determines whether the power 
is fixed or linear. In Fixed the power is constant regardless. In Linear the power 
varies depending on the treadle position. 

• Phaco Power More Information Button - Displays the More Information popup, 
which simplifies large value changes by providing slider controls. 

• Phaco Pulse On Time Up/Down Buttons - Set the Phaco pulse on time. 

• Phaco Pulse On Time Progress Bar and Numeric Value - Show the current Phaco 
pulse on time. 

• Phaco Pulse On Time Limit Control Drop Down List - Determines whether the 
pulse on time pulse type limit is decreasing, fixed, or increasing. In Fixed, the 
Pulse On Time is constant. In Decreasing, the Pulse On Time is decreased as the 
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treadle is pressed downward. In Increasing, the Pulse On Time is increased as the 
treadle is pressed downward. 

• Phaco Pulse Off Time Up/Down Buttons - Set the Phaco pulse off time. 

• Phaco Pulse Off Time Progress Bar and Numeric Value - Show the current Phaco 
pulse off time. 

• Phaco Pulse Off Time Control Drop Down List - Determines whether the pulse 
off time pulse type limit is decreasing or fixed. In Decreasing, the Pulse Off Time 
is decreased as the treadle is pressed downward. In Fixed, the Pulse Off Time is 
constant. 

• Phaco Pulse More Information Button - Displays the More Information popup, 
which simplifies large value changes by providing slider controls. 

• Smart Pulse Indicator - Displayed when U/S power is greater than zero and pulse 
on time is less than 20 ms. 

Phaco Mode: CUSTOM SUBMODE - OZIL® CUSTOM PULSE 

When operating in this mode, phaco power and ultrasonic oscillations are turned on 
and off for a period of time determined by the user and the position of the footswitch 
in position 3. The system repeats this sequence of events: phaco power on then off- 
time, ultrasonic oscillations on then off-time. This screen is only available in the 
Advanced View. 

• The on-time can be fixed at the selected setting throughout position 3, set to 
increase at the beginning of position 3 to the set limit at the end of position 3, or 
set to decrease from the set limit at the beginning of position 3 down to the set 
limit at the end of position 3. 

• The off-time can be fixed at the selected setting throughout position 3, or set to 
decrease from 2500 ms at the beginning of position 3 down to the set limit at the 
end of position 3. When not in footpedal position 3 the user setting is displayed; 
when in position 3 the actual value is displayed. 



Released 

Increasing Treadle Depression -► 

Figure 2-71 Surgery Screen: Phaco Mode - Custom Submode - OZil® Custom Pulse 
(Advanced view shown) 
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Phaco Mode: PULSED SUBMODE 

In the Phaco Pulsed submode, fixed or linear U/S power (Power %) can be adjusted 
for Rate (pulses per second-pps) and Time On (%) U/S power pulses. The pulse is 
controlled with the footpedal from detent two to full treadle depression. The actual 
percent of time U/S power is activated is reflected in the Actual window. 

The controls for each panel in Pulsed submode have the following functions: 

Vacuum Panel: 

• Vacuum Start Up/Down Buttons - Set the vacuum level at the start of treadle 
position 2. 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of treadle 
position 2. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 
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◄— Phaco Metrics Panel: 

• U/S Time - Displays current value for 
phaco power on time. 
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Average Power in treadle Position 3. 
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Surgery Screen: Phaco Mode - Pulsed Submode (advanced view shown) 
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The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Start and End Up/Down Buttons - Set the start and end limits for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Shows the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed the limit is constant regardless of the flow level. In Linear the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Start Up/Down Buttons - When linear, set flow at treadle start in position 2. 

• Flow End Up/Down Buttons - Set the flow level at end of treadle position 2. 

• Dynamic Rise Drop List - Select for the rise value. The rise value determines the 
automatic adjustment of the flow set point when occlusion onset is reached. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons-Set the start and end limits for vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle: Switch between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Ultrasound Panel: 

• Power Start Up/Down Buttons - When linear, set power at treadle start in position 3. 

• Power End Up/Down Buttons - Set the power at full treadle. 

• Power Progress Bar and Numerical Value - Shows the current power value. 

• Phaco Power More Information Button - Displays the More Information dialog. 

• Phaco Pulse Rate Up/Down Buttons - Set the Phaco Pulse Rate in pulses per 
second (pps). 

• Smart Pulse - Indicator for smart pulse. Becomes visible when power is greater 
than 0 and pulse on time is less than 20 ms. 

• Phaco Pulse Time On Up/Down Buttons - Set the Phaco Time On percentage. 

• Phaco Pulse More Information Button - Displays the More Information popup. 

The following Ultrasound panel controls are available only in the Advanced view: 

• Power Limit Control Type Drop List - Determines whether the power 
limit is fixed or linear. In Fixed, the limit is constant regardless of the 
footswitch treadle position. In Linear, the limit varies depending on the 
foots witch treadle position. 
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Phaco Mode: PULSED SUBMODE - OZIL® PULSE 

When operating in this mode, phaco power and ultrasonic oscillations turn on and 
off at a frequency determined by the pulse rate (pps) setting, and on a duty cycle 
adjustable by the operator (Time On (%)). The remaining pulse time, or percent time 
off, is an off-time. The sum of phaco duty cycle and torsional duty cycle cannot 
exceed 100%. 

For example, in Figure 2-73 the entire cycle of phaco, torsional, and off-time is 100 
ms duration because of the selected pulse rate of 10 pps. Duration of the phaco, 
therefore, is 100 ms X 10% = 10 ms, and duration of the torsional is 100 ms X 80% 

= 80 ms. The remaining 10 ms is an off period. Note that the off period follows 
application of torsional ultrasound, while torsional ultrasound follows application of 
phaco immediately. 

If Phaco Power Limit and/or Torsional Amplitude Limit are set to zero, then there are 
no phaco nor torsional contributions to the OZil® pulse, and the duty cycles (Time On 
(%)) are not adjustable. 
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Figure 2-73 Surgery Screen: Phaco Mode - Pulsed Submode OZil® Pulse 
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Phaco Mode: CONTINUOUS SUBMODE 

The Phaco Continuous submode provides continuous fixed or linear U/S power 
(Power %). Phaco power is controlled with the footpedal from detent two to full 
treadle depression. The actual percent of time U/S power is activated is reflected in 
the Actual window. 

The controls for each panel in Continuous submode shown in Figure 2-74 have the 
following functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Sets the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 
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Figure 2-74 Surgery Screen: Phaco Mode - Continuous Submode (Advanced view shown) 
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The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Start and End Up/Down Buttons - Set the start and end limits for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Show the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed the limit is constant regardless of the flow level. In Linear the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Start Up/Down Buttons - When linear, set the flow level at treadle start of 
position 2. 

• Flow End Up/Down Buttons - Set the flow level at end of treadle position 2. 

• Dynamic Rise Drop List - Selects the rise value. The rise value determines the 
automatic adjustment of the flow set point when occlusion onset is reached. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow/Vacuum Toggle: Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Ultrasound Panel: 

• Phaco Power Start Up/Down Buttons - When linear, set power at treadle start of 
position 3. 

• Phaco Power End Up/Down Buttons - Set the power at full treadle. 

• Phaco Power Progress Bar and Numerical Value - Shows the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

The following Ultrasound panel controls are available only in the Advanced view: 

• Power Limit Control Type Drop List - Determines whether the power 
limit is fixed or linear. In Fixed, the limit is constant regardless of the 
footswitch treadle position. In Linear, the limit varies depending on the 
foots witch treadle position. 
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Phaco Mode: CONTINUOUS SUBMODE - OZIL® CONTINUOUS 

When the Phaco Power default setting is set to 0 (no phaco power), then only 
torsional ultrasonic oscillations at the preset Torsional Amplitude are delivered, 
for 100% of the time, to the handpiece tip. This allows the user to have continuous 
torsional ultrasonic oscillations if so desired. If U/S power is added, then this mode 
of operation provides 20% of its duty cycle for phaco power, then torsional ultrasonic 
oscillations for the remaining 80% when in footpedal position 3, and repeats 
this cycle as long as the footpedal is in position 3. This produces continuous U/S 
alternations between phaco power and torsional amplitude. 

The user can select between fixed or linear for both Phaco Power and Torsional 
Amplitude from the Control Type drop down list on each control. 
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Figure 2-75 Surgery Screen: Phaco Mode - Continuous Submode - OZil® Continuous 
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FRAGMENTATION MODE 

Fragmentation mode is enabled when a fragmentation handpiece is connected to the 
system and the Fragmentation Surgery step is selected. Four submodes are available, each 
with its own default U/S power and vacuum limits. U/S power is enabled and disabled 
using the footswitch or by pressing the power setting on the touch screen (except in 
momentary mode). Micro and proportional reflux are available via the footswitch. 

U/S Pulse controls are available in all submodes. 

Fragmentation Mode: 3D SUBMODE 

In Fragmentation 3D submode, vacuum and U/S power delivered to the probe are 
simultaneously regulated by the amount of footpedal depression. The display contains 
adjustable values for vacuum level at treadle start and at full depression; and U/S 
power at treadle start and at full depression. 

To prevent generating excessive flow when the footpedal is first depressed, the 
vacuum level is ramped up from zero to the set starting level during the first part of 
the pedal travel. The Ramping % is selected in the Doctor's Settings screen with an 
available range of 15-90%. 

The 3D submode screen is shown in Figure 2-76 along with a graphic representation 
of the functions in each footswitch treadle position. Note that the start and end limits 
for both U/S Power and vacuum are adjustable therefore any combination of limits is 
valid. The graphic shows only one possibility. 

The controls for each panel in 3D submode have the following functions: 

Vacuum Panel: 

• Vacuum Start Up/Down Buttons - Set the vacuum level at treadle start. 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

The following vacuum controls are available only in the Advanced View: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit is 
turned off, the vacuum level is limited only by the Start and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits for flow 
rate. 

• Flow Limit Progress Bar and Numerical Value - Show the current flow level. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is fixed 
or linear. In Fixed the limit is constant regardless of the flow level. In Linear the 
limit varies depending on the flow level. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 
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— Standard Display Mode Controls 
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Figure 2-76 



Surgery Screen: Fragmentation Mode - 3D Submode (Advanced view shown) 


Aspiration Panel (This control is available only in the Advanced view by switching 

the Function Mode from Vacuum to Flow): 

• Flow Start Up/Down Buttons - Set the flow level at treadle start. 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. Also provides the 
capability to initiate a drainbag change. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending upon treadle depression. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Llow/Vacuum Toggle: Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 
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Ultrasound Panel: 

• Phaco Power Start Up/Down Buttons - Set the power level at treadle start. 

• Phaco Power End Up/Down Buttons - Set the power at full treadle. 

• Phaco Power Progress Bar and Numerical Value - Show the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

• Pulse Rate On/Off Button - Turns the Pulse Rate on or off. 

• Pulse Rate Up/Down Buttons - Set the pulse rate. 

• Pulse More Information Button - Displays the More Information popup. 


Fragmentation Mode: FIXED SUBMODE 

In Fixed submode shown in Figure 2-77, the vacuum level is controlled linearly from 

0 to the set value whereas the ultrasound power level is fixed. The controls for each 

panel in Fixed submode have the following functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of treadle 
position 1. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 

The following Vacuum controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Flow Limit Progress Bar and Numerical Value - Displays the current flow rate. 

• Flow/Vacuum Toggle - Switches between Flow Mode and Vacuum Mode. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (This panel is available only in the Advanced View when the Flow 

button is selected.) 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Aspiration More Information Button - Displays the More Information popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 
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• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current vacuum 
level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

Ultrasound Panel: 

• Power On/Off Button - Turns ultrasound power on or off. 

• Power End Up/Down Buttons - Set the power at full treadle. The Start value 
tracks with the End value. 

• Power Progress Bar and Numerical Value - Display the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

• Pulse Rate On/Off Button - Turns the Pulse Rate on or off. 

• Pulse Rate Up/Down Buttons - Set the pulse rate. 

• Pulse More Information Button - Displays the More Information popup. 
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Figure 2-77 Surgery Screen: Fragmentation Mode - Fixed Submode (Advanced view shown) 
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Fragmentation Mode: LINEAR SUBMODE 

Linear submode is very similar to the Fixed submode with the exception that the 
treadle start values for both vacuum and ultrasound power are fixed at 0. 

The controls for each panel in Linear submode shown in Figure 2-78 have the 
following functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of treadle 
position 1. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the maximum 
rate is reached, the vacuum level can no longer be increased. If the Flow Limit 
is turned off, the vacuum level is limited only by the End value. 
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Figure 2-78 Surgery Screen: Fragmentation Mode - Linear Submode (Advanced view shown) 
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• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Display the current flow rate. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Flow Limit More Information Button - Displays the More Information popup. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. In 
Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration together 
with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (This panel is available only in the Advanced View when the Flow 

button is selected.) 

• Flow End Up/Down Buttons - Set the flow level at the end of treadle 
position 1. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Aspiration More Information Button - Displays the More Information 
popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end 
limits for vacuum. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current 
vacuum level. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum 
limit is fixed or linear. In Fixed the limit is constant regardless of the 
vacuum level. In Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information 
popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

Ultrasound Panel: 

Same as Fixed submode except that the start value is always zero then the U/S power 

is increased linearly as the treadle is depressed. 

• Power On/Off Button - Turns ultrasound Power on or off. 

• Power End Up/Down Buttons - Set the Power at full treadle. 

• Power Progress Bar and Numerical Value - Display the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

• Pulse Rate On/Off Button - Turns the Pulse Rate on or off. 

• Pulse Rate Up/Down Buttons - Set the pulse rate. 

• Pulse More Information Button - Displays the More Information popup. 
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Fragmentation Mode: MOMENTARY SUBMODE 

Momentary submode is similar to the Fixed submode with the exception that fixed 

ultrasound is only active when the assigned switch on the footswitch button is 

pressed. See Doctor Settings/Footswitch for switch assignment. 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at the end of treadle 
position 1. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 
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Figure 2-79 Surgery Screen: Fragmentation Mode - Momentary Submode (Advanced view shown) 
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The following Vacuum controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns flow limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Display the current flow 
rate. 

• Flow Limit Control Type Drop List - Determines whether the flow limit is 
fixed or linear. In Fixed, the limit is constant regardless of the flow level. 
In Linear, the limit varies depending on the flow level. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Flow Limit More Information Button - Displays the More Information 
popup. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (This panel is available only in the Advanced View when the Flow 

button is selected.) 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Aspiration More Information Button - Displays the More Information popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current vacuum 
level. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

Ultrasound Panel: 

Same as Fixed submode except that there is no On/Off button to turn U/S power Off. 

• Power End Up/Down Buttons - Set the power at full treadle. The Start value 
tracks with the End value. 

• Power Progress Bar and Numerical Value - Displays the current power value. 

• Ultrasound More Information Button - Displays the More Information popup. 

• Pulse Rate On/Off Button - Turns the Pulse Rate on or off. 

• Pulse Rate Up/Down Buttons - Sets the pulse rate. 

• Pulse More Information Button - Displays the More Information popup. 
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IRRIGATION/ASPIRATION (I/A) MODE 

In I/A mode, the Surgery screen contains panels for controlling an IA handpiece. 

The vacuum pressure is always controlled linearly and vacuum cannot be turned 
off. When the system detects an occlusion in Flow mode, the word "Occlusion" is 
displayed on the extraction panel under the primary limit control’s label and an alarm 
sounds. 
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Figure 2-80 Surgery Screen: Irrigation/Aspiration Mode (Advanced view shown) 

In “Standard” display mode, only the Vacuum mode controls are available. The 
controls for each panel in I/A mode have the following functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 
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The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the Start 
and End values. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Display the current flow 
rate. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum Mode. 

• Flow Limit More Information Button - Displays the More Information 
popup. 

• Flow Limit Control Drop Down List - Determines whether the flow limit 
is fixed or linear. In Fixed, the limit is constant regardless of the flow 
level. In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (in Advanced View only when Flow mode is selected): 

• Flow Start and End Up/Down Buttons - Set the flow level at start and full treadle. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Aspiration More Information Button - Displays the More Information popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current vacuum 
level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 
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EXTRUSION MODE 

In Extrusion mode the Surgery screen contains the Vacuum panel necessary for 
controlling an extrusion handpiece. The vacuum pressure is always controlled linearly 
and vacuum cannot be turned off. 
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Figure 2-81 Surgery Screen: Extrusion Mode (Advanced view shown) 


In “Standard” display mode, only the Vacuum mode controls are available. The 

controls for each panel in Extrusion mode have the following functions: 

Vacuum Panel: 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. The Start 
value is always zero. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 
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The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Display the current flow 
rate. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode 

• Flow Limit More Information Button - Displays the More Information 
popup. 

• Flow Limit Control Type Drop Down List - Determines whether the flow 
limit is fixed or linear. In Fixed, the limit is constant regardless of the flow 
level. In Linear, the limit varies depending on the flow level. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (in Advanced View only when Flow mode is selected): 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Flow More Information Button - Displays the More Information popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current vacuum 
level. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 

Cutting Panel: 

• Cut Rate End Up/Down Buttons - Set the cut rate. 

• Cut Rate Progress Bar and Numerical Value - Display the current cut rate. 

• Cutting More Information Button - Displays the More Information popup. 
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LASER MODE 


In Laser Mode the Surgery screen contains panels for controlling a laser probe as well 
as an aspirating handpiece (which could be the laser probe). The laser function has 
three modes that enable the different operational states of the system. 

Laser Modes: 

• Standby - Settings can be adjusted in this mode, but the system cannot deliver 
treatment laser energy. 

• Ready Mode - This mode is initiated when the Standby/Ready button or the right 
side switch (if enabled) on laser footswitch is pushed while the system is in 
Standby mode. After the button is pushed, the laser transitions into Ready mode 
and the background color of the laser panel changes to light green. The system is 
now prepared to deliver treatment laser energy. 

• Firing Mode - Pressing the footswitch in Ready mode causes the system to deliver 
laser treatment energy. The message “LASER FIRING” is displayed during this time. 
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Figure 2-82 Surgery Screen: Laser Mode 


The system has three treatment modes that determine how the treatment laser shots 

are delivered. 

Treatment Modes: 

• Repeat - Generates laser shots continuously when the laser footswitch treadle is 
depressed. 

• Single Shot - When the laser footswitch treadle is pressed down, the laser fires a 
single shot. The Interval buttons are inactive in this mode. 

• Continuous - The laser keeps firing as long as the laser footswitch treadle is 
depressed. The Duration and Interval buttons are inactive in this mode. 
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Laser Panel: 

• Laser Mode - Selects laser Standby or Ready mode. 

• Port Selection - Selects the port used for treatment. 

• Treatment Mode - Selects the Treatment mode: Repeat, Single Shot, or Continuous. 

• Power Up/Down Buttons - Adjust the treatment laser power to the values shown 


in the table below: 

532 Green Laser Power Values (in milliwatts) 


30 

40 

50 

60 

70 

80 

90 

100 

110 

120 

130 

140 

150 

160 

170 

180 

190 

200 

220 

240 

250 

260 

280 

300 

320 

340 

350 

360 

380 

400 

420 

440 

450 

460 

480 

500 

550 

600 

650 

700 

750 

800 

850 

900 

950 

1000 

1100 

1200 

1300 

1400 

1500 

1600 

1700 

1800 

1900 

2000 






NOTE: The Constellation® Laser determines the 532 green laser maximum 
available power and limits the user setting to that maximum value if less than 
2 W. The maximum selectable power may be less than 2 W (2000 mW) because 
of the degradation of the laser engine over time. 

• Duration Up/Down Buttons - The Duration buttons adjust the exposure time to the 
following values in milliseconds: 10,20,50,100,150,200,250,300,400,500, 
700,1000,1500, and 2000 ms. This setting is only available in Repeat or Single 
Shot modes. 

NOTE: In Continuous mode, depending on the thermal load of the system, 
the system may shut down prior to the footswitch being released, with an 
indication on the display. It is not recommended to use exposure times longer 
than 2 seconds in Continuous mode. 

• Interval Up/Down Buttons - The Interval is the time between treatment shots 
when the treatment mode is set for Repeat mode. The Interval Time buttons adjust 
the interval time to the following values: 

- 30 ms to 100 ms in 10 ms steps 

- 100 ms to 300 ms in 50 ms steps 

- 300 ms up to 1 second duration in 100 ms steps 

• Aiming Beam Up/Down Buttons - Adjustment of the current relative intensity (0- 
10) of the aiming beam. 

• LIO Illumination Up/Down Buttons - Adjustment of the LIO illumination 
intensity (0-10). 

• Shot Count Label - Displays the current shot count. Pressing the Reset button 
resets the shot count to zero. 

• Energy Label - Displays the total energy. Pressing the Reset button resets the 
Total Energy display to zero. 

• Laser More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. 

NOTES: 

In tethered mode, all front panel controls on the tethered laser console except for 
the emergency switch, the key switch, and the two port buttons are disabled. 

The laser is controlled/fired by the laser footswitch and the vacuum is controlled 
by the Constellation® footswitch. 
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In “Standard” display mode, only the Vacuum mode controls are available. The 

controls for each panel in Laser mode have the following functions: 

Vacuum Panel: 

• Vacuum On/Off Button - Turns vacuum off or on. 

• Vacuum End Up/Down Buttons - Sets the vacuum level at full treadle. The Start 
value is always zero. 

• Vacuum Progress Bar and Numerical Value - Displays the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup, which 
simplifies large value changes by providing slider controls. Also provides panel 
specific configuration capabilities such as Drainbag Change. 

The following Vacuum panel controls are available only in the Advanced view: 

• Flow Limit On/Off Button - Turns Flow Limit on or off. When the 
maximum rate is reached, the vacuum level can no longer be increased. If 
the Flow Limit is turned off, the vacuum level is limited only by the End 
value. 

• Flow Limit Start and End Up/Down Buttons - Set the start and end limits 
for flow rate. 

• Flow Limit Progress Bar and Numerical Value - Display the current flow 
rate. 

• Flow Limit More Information Button - Displays the More Information 
popup. 

• Flow Limit Control Drop Down List - Determines whether the flow limit 
is fixed or linear. In Fixed, the limit is constant regardless of the flow 
level. In Linear, the limit varies depending on the footswitch treadle 
position. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration 
together with its current value. 

• Reflux More Information Button - Displays the Reflux More Information 
popup. 

Aspiration Panel (in Advanced View only when Flow mode is selected): 

• Flow On/Off Button - Turns flow off or on. 

• Flow End Up/Down Buttons - Set the flow level at full treadle. 

• Flow Progress Bar and Numerical Value - Display the current flow level. 

• Flow More Information Button - Displays the More Information popup. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Limit Progress Bar and Numerical Value - Display the current vacuum 
level. 

• Vacuum Limit Control Type Drop List - Determines whether the vacuum limit is 
fixed or linear. In Fixed the limit is constant regardless of the vacuum level. In 
Linear the limit varies depending on the vacuum level. 

• Vacuum Limit More Information Button - Displays the More Information popup. 

• Flow / Vacuum Toggle - Switches between Flow mode and Vacuum mode. 

• Reflux Label - Read Only display of the current reflux configuration together with 
its current value. 

• Reflux More Information Button - Displays the Reflux More Information popup. 
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FORCEPS MODE 

The Forceps Pressure Panel controls the pressure for opening and closing pneumatic 
forceps. Figure 2-83 shows the Forceps surgery screen. The controls for each panel in 
Forceps mode have the following functions: 



Treadle 

Released 


Full Depression 


Increasing Treadle Depression 


Figure 2-83 Surgery Screen: Forceps Mode 

Forceps Panel: 

• Pressure Start Up/Down Buttons - Set the pressure at treadle start. 

• Pressure End Up/Down Buttons - Set the pressure at full treadle. 

• Pressure Progress Bar and Numerical Value - Display the current pressure value. 

• Forceps More Information Button - Displays the More Information popup. 

• Calibrate On/Off Button - Enters Calibration mode allowing the user select and 
set the pressure at Start and Close. 

When Start is selected, the Start pressure is applied to the port and the Start 
Up/Down buttons are active on the Pressure control to allow adjustment of 
the Start pressure. 

When Close is selected, the Close pressure is applied to the port and the Close 
Up/Down buttons are active on the Pressure control to allow adjustment of 
the Close pressure. 

Pressing the "Save Calibration Values" button saves these values. 
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SCISSORS MODE 

The Scissors mode provides cutting capability using pneumatically powered scissors 
controlled by the footswitch. The pneumatically powered scissors use a microscissors 
snapped onto the Alcon®/Grieshaber® pneumatic handpiece, which is connected 
via tubing to a front panel pneumatic port. Two submodes are available: MultiCut 
and Prop (Proportional). In Scissors mode the surgery screen contains panels for 
controlling scissors and bimanual forceps. 


WARNING! 

Ensure proper scissors tip attachment to pneumatic handpiece. Prior to use in 
eye, depress footpedahbutton to ensure proper tip function. 


Scissors Mode: MULTICUT SUBMODE 

In the MultiCut submode, pressing the footpedal activates the scissors at a cut rate 
proportional to the footpedal position up to the preset End limit, set by pressing the 
up/down buttons next to the End limit readout. Single cuts are possible by adjusting 
the cut rate to 1 cpm and momentarily pressing the footpedal. 

The controls for each panel in Scissors MultiCut submode have the following 
functions: 

Cutting Panel: 

• Cut Rate End Up/Down Buttons - Set the cut rate end limit. 

• Cut Rate Progress Bar and Numerical Value - Display the current cut rate. 

• Cutting More Information Button - Displays the More Information popup. 

Forceps Panel: 

• Bimanual On/Off Button - Turning Bimanual mode on allows the control of the 
pneumatic forceps while the system is in Scissors mode. All controls function the 
same as when the system is in Forceps mode (see Forceps mode for a description). 
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Treadle Full Depression 

Released 

Increasing Treadle Depression -► 


BIMANUAL MODE 



Forceps Pressure End Limit 
Cut Rate End Limit 


Treadle Detent 1 Full Depression 

Released 

Increasing Treadle Depression -► 


Figure 2-84 Surgery Screen: Scissors Mode - MultiCut 
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Scissors Mode: PROP SUBMODE 

The Proportional submode provides proportional control of the opening and closing 
of the scissor blades, dependent upon the amount of footpedal depression. The 
amount of scissors closure is indicated in the Pressure panel. When the footpedal is 
fully depressed, the Close Limit is reached, and scissors should be fully closed. 
Pressing the On/Off button in the Calibration panel displays the Calibration panel that 
allows the user to adjust the scissors Start and Close Pressures. 




Treadle Full Depression 

Released 

Increasing Treadle Depression -► 


BIMANUAL MODE 



Released 

Increasing Treadle Depression 


Figure 2-85 Surgery Screen: Scissors Mode - Proportional 
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The controls for each panel in Scissors Proportional submode have the following 
functions: 

Cutting Panel: 

• Pressure Start Up/Down Buttons - Set the pressure at treadle start. 

• Pressure End Up/Down Buttons - Set the pressure at full treadle. 

• Pressure Progress Bar and Numerical Value - Display the current cut rate. 

• Cutting More Information Button - Displays the More Information popup. 

• Calibrate On/Off Button - Enters Calibration Mode allowing the user to select and 
set the pressure at Start and Close. 

- When Start is selected, the Start pressure is applied to the port and the Start 
Up/Down buttons are active on the Pressure control to allow adjustment of the 
Start pressure. 

- When Close is selected, the Close pressure is applied to the port and the Close 
Up/Down buttons are active on the Pressure control to allow adjustment of the 
Close pressure. 

- Pressing the Save Calibration Values button saves these values. 

Forceps Panel: 

• Bimanual On/Off Button - Turning Bimanual mode on allows the control of the 
pneumatic forceps while the system is in Scissors mode. All controls function the 
same as when the system is in Forceps mode (see Forceps mode for a description). 
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VISCOUS FLUID CONTROL (VFC) MODE 

The VFC (Viscous Fluid Control) mode provides pressure at the front panel VFC 
connector for fluid injection (i.e., silicone oil), or vacuum for extraction, through the 
VFC tubing set to a syringe. Using vacuum, the VFC mode also provides a means of 
extruding fluid through the VFC syringe. 

CAUTION 

Always use Alcon-supplied Viscous Fluid Control Kits and follow all Directions for 
Use. Do not use VFC without the plunger/stopper supplied with the kit. Do not aspirate 
fluids directly into the console; this will cause damage to the console, increase risk of 
electrical shock, and void all warranties. 

Viscous Fluid Control (VFC) Mode: EXTRACT SUBMODE 

Vacuum for fluid extraction is provided to the syringe proportional to footpedal 
depression. Max Limit vacuum is reached at full depression. The controls on the 
Extraction panel have the following functions: 

• Vacuum End Up/Down Buttons - Set the vacuum level at full treadle. Start value 
is always zero. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Extraction More Information Button - Displays the More Information popup that 
simplifies large value changes by providing slider controls. 




Released 

Increasing Treadle Depression -► 


Figure 2-86 Surgery Screen: VFC Mode - Extract Submode 
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Viscous Fluid Control (VFC) Mode: INJECT SUBMODE 

In this submode injection pressure to the syringe is provided proportional to the 
footpedal position up to the Max Limit setting. Vacuum is available in Bimanual mode 
by pressing the Bimanual On/Off button. 

WARNINGS! 

• Double check the cannula connected to the syringe for a tight connection. It must 
not allowed to come loose. 

* Adjust the Max Limit air pressure in accordance with the viscosity of fluids to be 
injected. 




Released 

Increasing Treadle Depression -► 


BIMANUAL MODE 



Released 

Increasing Treadle Depression 


Figure 2-87 Surgery Screen: VFC Mode - Injection Submode 
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Vacuum Panel controls: 

• Bimanual-Vacuum On/Off Button - Turns Vacuum on or off. When Bimanual 
mode is on, the control displayed is a dual value control. 

• Vacuum Limit Start and End Up/Down Buttons - Set the start and end limits for 
vacuum. 

• Vacuum Progress Bar and Numerical Value - Display the current vacuum level. 

• Vacuum More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. 

The following Vacuum panel controls are available only in the Advanced view: 

• Reflux Label - Read only display of the current Reflux configuration and its 
current value. 

• Reflux More Information Button - Displays the Reflux More Information popup 
allowing the selection of Proportional (1-120 mmHg) or Micro (10-100%) 
Reflux. 

Injection Panel controls: 

• Pressure End Up/Down Buttons - Set the pressure value at full treadle. Start value 
is always zero. 

• Pressure Progress Bar and Numerical Value - Display the current vacuum level. 

• Injection More Information Button - Displays the More Information popup which 
simplifies large value changes by providing slider controls. 
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END CASE 


The End Case screen, selected by pressing the End Case tab, displays case related 
metrics as shown in Figure 2-88. It consists of a Summary panel area and a tabbed 
interface area for displaying the various metrics associated with the case. The screen 
also provides various controls for renaming the case, printing the End Case and Laser 
forms, and customizing the form’s content and layout via the Setup Form popup. 


Figure 2-88 
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End Case Screen: Anterior Tab 


Viewing of the various metrics associated with the case is accomplished by selecting 
the associated tabs - Anterior, Posterior, Laser, or Consumables. Pressing the Rename 
button above the tabs displays a keyboard which enables the user to rename the case 
from the default name (date of surgery). 


The Print and Print Laser Form buttons are used to obtain a print-out of the End Case 
Form and Laser Form respectively. The Laser Form is comprised of the End Case 
Form’s first header and the Laser metrics table only. Modification of the End Case 
Form’s layout and content is accomplished using the Setup Form button, which when 
pressed, displays the End Case Form Setup popup. 


NOTE: If the current procedure has been modified, the user will be prompted to 
"Save" or "Save to a New Procedure." 


End Case Summary Panel 

The Summary panel area lists those procedure steps that were used during the case 
along with their cumulative times. For a step to be included in the summary list, work 
must have been performed using the step. In most cases, work is performed when the 
treadle is depressed. Therefore, steps that are defined in the procedure but not actually 
used to perform work, are not listed. This could occur, for example, if the surgeon 
used the first step of a procedure, selected the second step but did not depress the 
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treadle, and then proceeded ahead to the third step to perform work. In this scenario, 
steps 1 and 3 would be included in the summary list, but step 2 would not be included 
in the summary since no work was performed with it. 

In computing a step’s cumulative time, it is necessary for work to be done while 
the step is selected in order for the current elapsed time to be added to the step’s 
cumulative time. Therefore, a user may access a step and interact with the various 
touchscreen controls for an extended period of time but, unless the treadle is 
depressed, the current elapsed time will be discarded and will not be added to the 
step’s cumulative time. If the step’s cumulative time is zero, the step will not be 
shown in the step summary list. 


Metrics Tabs 

The End Case Metrics screens are accessed through the labeled tabs next to the 
Summary panel. Tabs are provided for Anterior, Posterior, Laser, and Consumables. 
When selected, each tab displays the associated metrics for that tab as shown by the 
Anterior tab in Figure 2-88. The Consumables tab displays all consumable items that 
have been detected by the system. 


Setup Form 

The End Case Form Settings screen shown in Figure 2-89 is displayed by pressing the 
Setup Form button on the End Case screen (Figure 2-88). The screen shows a picture 
of the End Case Form print-out and provides controls for navigating to other pages in 
the print-out, and for customizing the layout/content of the print-out. 

The buttons at the bottom of the Form Settings screen perform the following actions: 

• Page arrow buttons - Pressing these buttons allows the user to move through each 
page of the printout. 


End Case Form Settings 



Pressing the Edit Form button allows the 
user to customize the layout and content of 
the printout. 



Edit 

Button 


Figure 2-89 End Case: Setup Form Screen 
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• Save button - Pressing the Save button causes the system to save the various 
layout and content customization settings and return to the End Case screen. 

• Cancel button - Returns the system back to the End Case screen without saving 
changes made to content and layout. 

Setup Form: Editing the Form 

To modify the form, press the Edit Form button. When pressed, the “smoked glass” 
panel is retracted allowing access to the various customization controls. The editing 
controls provide the following functionality: 

• Cell navigation buttons including up, down, left, right. 

• Cell text edit button. 

• Drop list to permit the specification of a cell data fields. 

• Cell appearance controls including font size and style, text alignment, and cell 
border lines (on/off). 

• Table insertion/deletion controls 

• Table row height, insertion, and deletion controls. 

• Table column width, insertion, and deletion controls. 

• Revert to Defaults button. 

Setup Form: Editing the Form - Customizing Table Cells 

The form is composed of a number of tables which are in turn composed of cells 
arranged in rows and columns. Each table cell provides various attributes that can be 
customized with respect to their appearance and content displayed. A cell can contain 
static text or it can be defined to include a data field whose text is determined at 
runtime. An example of a data field would be Surgeon Name. 

To customize a cell follow these steps: 

1. Select a table on the form by pressing on it. The table is then shown with 
selection handles. The active cell is shown in red. 

2. Select the cell to be customized by using the Up, Down, Left, Right cell 
navigation buttons located in the Cell Selection & Edit panel. 

3. To specify static text for a cell, press the Edit button (see Figure 2-89). When 
pressed, the keyboard popup is displayed allowing text to be entered by the user. 

4. To specify a cell data field, press the Data Field drop list to display a list of 
available data field types including, but not limited to, Surgeon Name, Date, 
Procedure Name, etc. After selecting the desired data field, the associated data is 
automatically entered into the cell. 

5. Specify the font and point size for a cell’s text using the Font, Font Style, and 
Font Size drop list controls. The Font Style drop list control is used to apply bold 
and italics formatting to the cell’s text. 

6. Select the desired text alignment by pressing the Left Alignment, Center 
Alignment, or Right Alignment toggle buttons. The selected alignment will be 
highlighted. 

7. Select the desired cell borders to show or hide by pressing the Bottom, Top, Left, 
or Right Border toggle buttons. If a border is on, it will be highlighted. 
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Setup Form: Editing the Form - Creating New Tables 

To begin the customization process, the user must first select a table on the form by 

pressing on it. The table is then shown with selection handles and the active cell is 

shown in red. 

To insert a new table after the selected table, follow these steps: 

1. In the Table section of the Edit Form panel, press the Insert button (Ins). A table 
with two rows and three columns appears below the selected table and the new 
table is now the selected table. To delete the table, press the Delete button (Del). 

The Table Type is selected from the Type dropdown list in the Table section of the 
Edit Form panel. The default table type for new tables is Custom which contains 
no entries or formatting (see Customizing Table Cells for information on editing 
individual cells). 

2. Select the type of table desired from the Type dropdown list. There are five 
preformatted tables available from the list which automatically pull data from the 
procedures performed. The Custom selection allows the user to create a custom 
table to meet their particular requirements. Preformatted tables may also be 
customized according to the users requirements. 

3. To increase the height of the selected row, press the Height% dropdown button 
and select an entry between 1 and 20%. The default row height is 2, so selecting 1 
will result in a smaller row height and all selections above 2 will result in a larger 
row height. The height of the selected row is displayed on the Height% button. 

4. To insert or delete a row, press the Ins (insert) or Del (delete) button in the Row 
section of the Edit Form panel. 

5. To increase the width of the selected column, press the Width% dropdown button 
and select an entry between 5 and 100%. The default column width is 30, so 
selecting 5 through 25 will result in a smaller column width and all selections 
above 30 will result in a larger column width. The width of the selected column is 
displayed on the Width% button. 

6. To insert or delete a column, press the Ins (insert) or Del (delete) button in the 
Column section of the Edit Form panel. 


2.132 


FOR REFERENCE ONLY 


8065752231 



Constellation® Vision System 

DEMO MODE 

Demo Mode enables the user to navigate all available screens and simulate footswitch 
actions without connecting surgical tools (such as cassette, handpieces, probes, etc.) 
or source pressure. Demo Mode can be used to setup doctor and procedure settings 
that will automatically be transferred over for use in regular mode. Any changes made 
to existing doctor or procedure settings in Demo Mode will also carry over to the 
regular mode when the system is restarted. 

TO ENTER DEMO MODE: 

Press the Options button on the menu bar then press the Demo Mode button (shown 
in Figure 2-8); at the prompt, press “Yes” to enter Demo Mode. After 15-20 seconds, 
the Demo Mode Setup screen will appear as shown in Figure 2-90. 


r Demo Mode Setup 



Vitreous Probe 


Connect Disconnect 


20GA ULTRA V1T‘ 15100(8065751653) 
2CCA ULTRA VH 5000(6065750968) 
20UAULIRAV1I * AMI 5000(8065751020) 
23QA ULTRA VtT* 16000(80 65751654) 
23CA ULTRAV1T 5000(8065750919) 
23GA 111 TRAV1T ' 5000(8065751768) 
230AULTRAV1 T ' 7500(6 065751571) 

2 JCA UL 7 RAVI I ' 7500 (6066751871) 





Figure 2-90 Demo Mode Setup Screen 

SETTING UP DEMO MODE: 

Pressing one of the selections under “Quick Start” connects all surgical tools 
associated with that type of procedure. For example, pressing the Anterior button 
results in a premium anterior cassette with automatic stopcock, anterior vitreous 
probe, and phaco handpiece being connected. The “connected icon” IMfl will 
appear next to all connected instruments. Pressing the None selection disconnects all 
instruments. 

Additionally, the user can select an area on the Connection help diagram. In Figure 
2-90, the Left Connection Panel is selected and each instrument that can be connected 
to the panel is listed. Pressing on the instrument name displays a popup that allows 
the user to disconnect the current instrument and connect another from the list. After 
connecting the desired instruments press the Close button and the system displays the 
main screen as shown in Figure 2-91. The user can return to the Demo Mode Setup 
screen by pressing Options then Demo Options. 
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Option Selection 


Displays Demo Mode Setup Screen. 
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Figure 2-91 Demo Mode Main Screen 


On the main screen, the “Demo Mode” label indicates that the system is in demo 
mode. This label is displayed in all Demo Mode screens: Setup, Surgery, and End 
Case screen. 

USING DEMO MODE: 

At this point the user can operate the user interface as if all connections performed in 
the setup screen are active. Actions that can be taken include: 

• Settings can be changed via the global controls. 

• Doctors and procedures can be added/edited. 

• The system will simulate the priming sequence (by pressing the Start Prime 
button). 

• Footswitch actions can be simulated. 

• The simulated case can be reviewed in the End Case screens. 
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The footswitch simulator dialog is displayed by pressing the footswitch icon. It 
provides for the simulation of all footswitch functions using an onscreen interface. 
Once displayed, the popup can be repositioned to reveal the information on the 
underlying screen. Using the Simulator, the user can simulate footswitch button 
presses, treadle depression, and laser footswitch functions. Each of these functions is 
accessed by selecting the tabs shown in Figure 2-92. 

Footswitch Simulator: Buttons - In order to simulate footswitch button presses, the 
Footswitch Mapping popup has been modified in Demo Mode to simulate footswitch 
button activation by pressing buttons on the popup window. For example, to activate 
Momentary Diathermy, press the associated button on the Footswitch Simulator 
and the Diathermy global control will be highlighted as if the footswitch button was 
pressed in normal operating mode. 


ft g 


Footswitch Simulator 


Momentary Diathermy 


Micro Reflux 



Infusion/FAX Alt/Reg Toggle 
Cut Toggle 


Press buttons to simulate 
footswitch button activation. 




Figure 2-92 Footswitch Simulator Screens 


8065752231 


FOR REFERENCE ONLY 


2.135 




































Constellation® Vision System 


Footswitch Simulator: Treadle - To simulate Treadle depression, select the Treadle 
tab then move the Treadle Position slider control. Figure 2-93 shows the effects of 
moving the slider in Vit 3D mode. 


Surgery Setup: 

• Vit 3D mode 

• Infusion ON 

Treadle Postion Slider 

moved to 55%: 

• Footswitch icon indicates 
position 1 

• Vacuum increases linearly 
as treadle depressed 

• Cut rate starts at 5000 
cpm then decreases 
linearly to 2500 as treadle 
depressed 



Figure 2-93 Footswitch Simulator Treadle Depression 


Footswitch Simulator: Laser - To simulate firing the laser, place the system in Laser 
mode, select the desired settings, select “Ready” mode, and select the Laser tab on the 
footswitch simulator (see Figure 2-94). 


Surgery Setup: 

• Laser mode 

• Single Shot Treatment 

• Ready mode 

Fire Laser button pressed 
on Footswitch Simulator: 

• “Laser Firing” is displayed 

• Shot Count increases 

• Energy reading increases 



Figure 2-94 Laser Footswitch Simulator 

EXIT DEMO MODE 

To exit Demo Mode, select Options from the Menu Bar then press “Exit Demo 
Mode.” The system will exit Demo Mode and shutdown. To restart the system in 
regular mode, press the Standby Switch on the rear panel. 
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PROBES AND HANDPIECES 

NOTE: Refer to the Directions For Use (DFU) included with each accessory kit/ 
consumable pack for detailed instructions on how to setup that accessory. 

Different probes and handpieces are required for each operating mode of the 
Constellation® Vision System. Following is a representative selection of probes and 
handpieces with a general description of each. See the Accessories and Parts section 
of this manual, or consult your Alcon representative, for a complete selection of all 
probes, handpieces, and handpiece tips available. NOTE: Please refer to Section 
One for a list of Warnings and Cautions that apply to the use and care of probes 
and handpieces. 


Vitrectomy Probes 

• 20, 23, 25, 25+™ , and 27+™ GA UltraVit® Probe 

• 20 and 23 GA AVIT UltraVit® Probe 



Figure 2-95 UltraVit® 20 GA Probe 

Pneumatic Handle 

The Pneumatic Handle is a multi-purpose tool that is designed to drive forceps or 
scissors tips. The console can drive these tips in multi-cut and proportional modes. 
When two handpieces are used, with one in the forceps location and one in the 
scissors position, they can be driven in the bimanual mode. Bimanual mode enables 
forceps activation during the first portion of footpedal travel and scissors activation 
during the second portion of footpedal travel. 



Figure 2-96 Pneumatic Handle 
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Fragmentation Handpiece 

The Fragmentation handpiece is configured to provide simultaneous vacuum and 
fragmentation, or vacuum only, depending upon the console setup. The handpiece has 
a stainless steel shell for improved reliability and durability. Other than attaching and 
removing the needle and aspiration line, no assembly or disassembly is required. 


Figure 2-97 


Phaco Ultrasound Handpieces 

Alcon's phaco handpieces integrate irrigation, aspiration and emulsification. The three 
functions of the lens extraction step enable the surgeon to simultaneously maintain or 
inflate the anterior chamber, emulsify the lens, and aspirate the lens material from the 
eye. These handpieces require no disassembly other than removal of the disposable 
tubing, the ultrasonic tip, and the infusion sleeve with bubble suppression insert. 



WARNINGS! 

Appropriate use of Constellation® Vision System parameters and accessories is 
important for successful procedures. Use of low vacuum limits, low flow rates, 
low irrigation pressure, high power settings, extended power usage, power 
usage during occlusion conditions (beeping tones), failure to sufficiently aspirate 
viscoelastic prior to using power, excessively tight incisions, and combinations 
of the above actions may result in significant temperature increases at incision 
site and inside the eye, and lead to severe thermal eye tissue damage. 

Directing energy toward non-lens material, such as iris or capsule, may cause 
mechanical and/or thermal tissue damage. 

Use of an ultrasonic handpiece other than the OZil® torsional or the U/S, or use 
of a handpiece repaired without Alcon authorization, is not permitted, and may 
result in patient injury, including potential shock hazard to patient and/or operator. 

Use of the OZil® torsional or the U/S handpiece in the absence of irrigation flow 
and/or in the presence of reduced or lost aspiration flow can cause excessive 
heating and potential damage to the cornea and other tissues. 

During any ultrasonic procedure, metal particles may result from inadvertent 
touching of the ultrasonic tip with a second instrument. Another potential source 
of metal particles resulting from any ultrasonic handpiece may be the result of 
ultrasonic energy causing micro abrasion of the ultrasonic tip. 


CAUTIONS 

Do not test or operate the OZil® torsional or U/S handpiece unless the tip is immersed 
in BSS® sterile irrigating solution or distilled water or is in surgical use. Irreparable 
damage to the handpiece and tip can result if run dry. 

Ensure that test chamber is filled with BSS® sterile irrigating solution before tuning the 
OZil® torsional or U/S handpieces. Tuning a handpiece dry may result in premature tip 
failure and breakage. 
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• Infiniti® Ultrasonic (U/S) Handpiece - This handpiece is used for ultrasonic 

applications on the Constellation® Vision System with 1.1 mm TurboSonics® tips 
or 0.9 mm TurboSonics® tips, including flared and/or ABS® tips. 



• OZil® Torsional Handpiece - The OZil® torsional handpiece integrates all 
functions of the ultrasonic handpiece, and in addition provides ultrasonic 
oscillations. This handpiece uses many of the same tips as the U/S handpiece; for 
best performance of OZil® torsional handpiece, use tips recommended by your 
Alcon representative. 



Figure 2-99 OZil® Torsional Handpiece 
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TurboSonics® Family of Tips 

U/S tips are made of medical grade titanium alloy, and are attached to the OZil® 
torsional or U/S handpiece to deliver mechanical energy to the lens, assisting in 
its removal by aspiration. Depending on the needs and technique preferred by the 
surgeon, various styles of tips and tip bevels are available (see Figure 2-100). Various 
U/S tip styles are color coded. 

• 1.1 mm U/S Tips - The standard ultrasonic tips are the original 1.1 mm 
TurboSonics® tips. They are designed for use only with 1.1 mm infusion sleeves. 

• 0.9 mm U/S Tips - The 0.9 mm ultrasonic tips are designed to allow entry through 
a smaller incision. They are designed for use only with 0.9 mm infusion sleeves. 

• Mackool** U/S Tips - The Mackool** ultrasonic tips contain a polymer tubing 
over the main part of the tip shaft. This necessary part of the Mackool** tip 
provides additional thermal and fluidic advantages. 

• Aspiration Bypass System - The ABS® tip contains a small hole in the distal 
portion of the tip’s wall. This helps to maintain flow through the system even 
during occlusion of the tip’s main port. 


WARNINGS! 

For phaco surgery, use only Alcon-certified Turbosonics® Micro Tip ™ configurations 
(.9 mm). Alcon does not recommend the use of standard Turbosonics® tips (1.0 
mm) with the Constellation® Vision System. The use of 1.1 mm phaco tips could 
result in undesirable fluidic instability. Please select irrigation and aspiration 
settings which are appropriate for the tip selected. 

Poor clinical performance will result if tip is not secured tightly to the handpiece. 
Read all information printed on the consumable packs prior to use. 

During any ultrasonic procedure, metal particles may result from inadvertent 
touching of the ultrasonic tip with a second instrument. Another potential source 
of metal particles resulting from any ultrasonic handpiece may be the result of 
ultrasonic energy causing micro abrasion of the ultrasonic tip. 


«tS= 


«©= 


^3 


Standard U/S Tip - The 1.1 mm TurboSonics® tip 
with the round shaft is the original, classical U/S 
tip shape. The 0.9 mm has a smaller diameter shaft. 


small hole 


«tE= 



The Aspiration Bypass System - The ABS® tip contains 
a small hole in the distal portion of the tip's wall. 



Tapered Tip - The tapered ABS® tip is a combination 
of the 0.9 mm tip and the flared ABS® tip. The shaft 
inner and outer diameters is equivalent to straight tips, 
while the distal end is comparable to flared tips. The 
tapered ABS® tip has the improved holding force of a 
flared tip, and the same aspiration flow characteristics 
as a straight tip. 


Kelman® Tip - The Kelman® tip has a bent shaft 
which generates transverse ultrasound motion, in addition 
to the conventional longitudinal motion, to enhance cutting 
efficiency. In addition, the bend allows better visibility 
during the surgical procedure. 

small hole —^ 

»h * 

Flared ABSf® Tip - The flared tip has a larger proximal 
port, providing increased holding force. They narrow in the 
middle of the shaft, thus allowing smaller incisions and 
improving occlusion breaks by reducing outflow from the 
anterior chamber, following occlusion breaks. Flared tips 
also have the Aspiration Bypass System feature, to further 
enhance performance. 

polymer tubing 

m^===^ 

Mackool** Series U/S Tip - The Mackool** 
ultrasonic tip contains a polymer tubing over the 
main part of the tip shaft. 


Figure 2-100 TurboSonics ® Tips - Shown here are samples of U/S tips used with the OZil® torsional 
and the U/S handpieces. 
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Figure 2-101 


MicroSmooth® Infusion Sleeves 

Infusion sleeves cover the tip of the handpiece to provide irrigation to the anterior 
chamber of the eye during surgery (see Figure 2-101). Infusion sleeves are used 
with the OZil® torsional, the Infiniti® U/S handpiece, and with some Ultraflow® 
I/A handpieces. Infusion sleeves used with the OZil® torsional and Infiniti® U/S 
handpieces require a BSI (bubble suppression insert). Infusion sleeves must be 
correctly matched to the specific tip type (see the following descriptions). 



Infiniti® U/S Handpiece shown with Infusion Sleeve and Bubble Suppression Insert 

Depending on the needs and technique preferred by the surgeon, various styles of 
infusion sleeves are available as listed in Table 2-3. 


Table 2-3. MicroSmooth® Infusion Sleeves 


Infusion Sleeves 

Sleeve Color 

Recommended 
Incision Size 

0.9 mm 

1.1 mm 

High Infusion 
Sleeves 

Semi-transparent 

purple 

Semi-transparent 

blue 

3.2 mm 

Standard 


Blue 

3.0 mm 

Micro 

Purple 

Blue/green 

2.75 mm 

Ultra 

Red 

Green 

2.2 mm 
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Ultraflow® Handpieces and Tips 

The Ultraflow® handpiece is used in I/A mode to maintain chamber pressure with 
irrigation while removing cortical material via aspiration. (See Figure 2-102 and note 
the band markings on the tips that identify size of tip aperture.) Some configurations 
of the Ultraflow® IT and SP handpieces also use infusion sleeves. The following 
Ultraflow® I/A handpieces and tips are available: 

• Ultraflow® IT Handpiece and Interchangeable Tips - The Ultraflow® IT consists 
of a handpiece body that accepts interchangeable tips. These tips do not require an 
adapter or infusion sleeve as they contain a built-in metal infusion sleeve. 

• Ultraflow® IT Handpiece and Threaded Tip Adapter - Reusable I/A tips with 
TurboSonics® silicone infusion sleeves can be used with the Ultraflow® IT 
handpiece with threaded tip adapter. 

• Ultraflow® SP Handpiece (Single-Piece with fixed tips) - The Ultraflow® SP 
consists of a single-piece handpiece with irrigation tip, threaded tip adapter, or I/A 
tip with a built-in metal infusion sleeve. Various tip configurations are available. 


WARNINGS! 

Use of non-Alcon surgical reusable or disposable I/A handpieces that do not meet 
Alcon surgical specifications, or use of an Alcon handpiece not specified for use 
with the Constellation® Vision System, may result in a fluidic imbalance. This, in 
turn, may cause a shallowing or collapsing of the anterior chamber. 

Exceeding the recommended level of 100 mmHg with a 0.5 mm or larger I/A tip 
may cause anterior chamber shallowing and/or incarceration or tearing of the 
posterior capsule. 

I/A tips are not to be used with the OZil® torsional or U/S handpieces. 
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Figure 2-102 Ultraflow® IT handpiece and tips 
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Threaded Tip Adapter 


Figure 2-103 Ultraflow® IT handpiece with infusion sleeve, reusable I/A tip, and threaded tip adapter 



Figure 2-104 Ultraflow® O-ring tool with large and small O-rings 






Figure 2-105 Ultraflow® SP handpiece (handpiece shown with .3 mm 45° tip) 
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Diathermy/Coagulation Handpieces 

Single use Bipolar Coagulation Brushes are available in a wide variety of 
configurations: straight, curved, 20-gauge, 23-gauge, 25-gauge, 27-gauge, tapered, 
and widestroke. All single use bipolar accessories are available with and without 
cables. Also available are reusable and single-use bipolar cables. 

Bipolar Coagulation Forceps are lightweight and ergonomically designed to reduce 
hand fatigue, as well as to provide precise control and safety. They are available in 
high-conductive non-stick alloy, titanium, or single-use configurations. They are also 
available with a wide variety of tip styles. 



Figure 2-106 Single use bipolar brush 


THE CONSTELLATION® CASSETTE 

NOTE: Refer to the Directions For Use (DFU) included with each accessory kit/ 
consumable pack for detailed instructions on how to setup that accessory. 

The cassette is the interface between the Constellation® console and the surgical 
handpiece. It is used to regulate BSS® irrigating fluid to the handpiece, aspirate debris 
from the handpiece, monitor irrigation and aspiration pressure, and deposit the debris 
in a sealed drainage bag for disposal. The cassette ports are color coded and keyed 
for ease of identification and connection to the administration tubing sets. This will 
ensure proper connections each time the system is setup. 

The premium combined cassette shown in Figure 2-107 is a consumable assembly 
capable of providing all the functions needed to perform anterior, posterior, and 
combined surgeries. It provides fluid aspiration and pressurized fluid (or filtered 
air) infusion to the eye at a constant IOP independent of aspiration flow rates during 
posterior segment surgery. The infusion fluid source to the cassette can be changed 
during a procedure without interruption or re-priming the tubing connecting the 
cassette and the infusion cannula. 

Specialized cassettes for posterior and anterior procedures are available and have only 
those ports necessary to perform the associated procedure. See Consumable Pack 
Configurations on the following pages for detailed information on the type of cassette 
contained in each pack. 
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WARNINGS! 

All fluids aspirated during surgery should be treated as biohazards. Take appropriate 
precautions when handling instruments and lines in contact with aspirated fluids. 

Drain bag volume should not exceed 500 ml “Max. Capacity.” Exceeding this 
volume may result in a biohazardous condition. 


Irrigation Port (light green) 
(combined and anterior only) 

Aspiration Port 2 
(light blue) 


Aspiration Port 1 (blue) 
(combined and posterior only) 



Pressure Source Port (gray) 


Infusion Source Port (red) 


LPAS Port (combined and 
posterior only): 

• White for AVI cassettes 

• Yellow for manual 
stopcock cassettes 

Infusion Port (green) 
(combined and posterior only) 


Drain Bag 


Figure 2-107 The Constellation® Combined Cassette 
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CONSUMABLE PACK CONFIGURATIONS 

Constellation® Consumables Procedure Packs are available in multiple configurations 
to meet the user’s needs for each procedure. There are three main types of 
Consumables Packs: Posterior segment, Anterior segment and Combined Procedure 
(both Posterior and Anterior). 

The packs are available in various gauge/size offerings to suit the needs of the 
surgeon. The basic options for the Constellation® Consumables Procedure Packs 
are listed in Table 2-4. Contact your Alcon representative for available Pack 
configurations. 


WARNING! 

Attach only Alcon supplied consumables to console and cassette luer fittings. Do 
not connect consumables to the patient's intravenous connections. 


NOTE: Refer to the Directions For Use (DFU) included with each accessory kit/ 
consumable pack for detailed instructions on how to setup that accessory. 


Table 2-4. Consumable Pack Contents 


ArrcccnDV tvdc 

PACK TYPE 


Combined 

Posterior 

Anterior 

Cassette 
(Auto or Manual 
Stopcock) 

• Combined Procedure 
Cassette 

• Premium Administration 
Tubing Set 

• Premium Infusion FA/X 
Tubing Set 

• Irrigation Aspiration 

Tubing Set 

• Posterior Cassette 

• Premium Administration 
Tubing Set 

• Premium Infusion FA/X 
Tubing Set 

• Auxiliary Aspiration/ 
Extrusion Tubing Set 

• Anterior Cassette 

• Premium Administration 
Tubing Set 

• Irrigation Aspiration 

Tubing Set 

Vit Probe 

(20, 23, 25, or 27 GA) 

• 7500 cpm UltraVit® Probe 

• 5000 cpm UltraVit® Probe 

• 7500 cpm UltraVit® Probe 

• 5000 cpm UltraVit® Probe 

-- 

Endoilluminator Probes 
(20, 23, 25, or 27 GA) 

• Standard Endoilluminator 

• Wide angle 

Endoilluminator 

• Standard Endoilluminator 

• Wide angle 

Endoilluminator 

-- 

Posterior Accessories 
(20, 23, 25, or 27 GA) 

• High flow infusion cannula 

• Posterior Small Parts Kit 

• MVR Blade (20 GA only) 

• Standard (23/25 GA) 
or Valved Entry System 
(23/25/27 GA) 

• High flow infusion cannula 

• Posterior Small Parts Kit 

• MVR Blade (20 GA only) 

• Standard (23/25 GA) 
or Valved Entry System 
(23/25/27 GA) 

-- 

Anterior Accessories 
(0.9 mm or 1.1 mm) 

• Anterior Small Parts Kit 

-- 

• Anterior Small Parts Kit 
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SECTION THREE 
OPERATING INSTRUCTIONS 


INTRODUCTION 

This section details the recommended initial setup for the Constellation® Vision 
System. These procedures may be modified to conform to hospital requirements and 
practices as you become experienced in using the system. 

The procedures are divided into two columns and presume a surgical team of three 
people: Surgeon and Scrub Nurse in the sterile field, and a Circulating Nurse in 
the non-sterile field. In the left column a directive is given; in the right column the 
responsible team member is identified. 

Any problems pertaining to setup and check-out procedures should first be directed to 
the Troubleshooting section of this manual. If questions still exist, contact the Alcon 
Technical Services Department or your local Alcon representative. 

For accessory setup and use information, please refer to the "Directions for Use" 
included with each accessory. In addition, the Constellation® Vision System contains 
setup Help videos that can be accessed by pressing the Help button located at the 
bottom of each setup screen. 

POWER UP SEQUENCE 

When the power switch is turned on, and the standby switch is pressed, the 
Constellation® Vision System logo screen appears while the system performs its 
self-test diagnostics. The system is capable of detecting and reporting a wide range 
of advisories, errors, and faults. Many of these are checked during the power up 
procedure. If an operational condition is detected during power up, the user is 
informed and the instrument becomes non-operational until the advisory, error, or 
fault is corrected. Upon successful completion of the self-tests, the system enters the 
setup screen. 
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Table 3-1. INITIAL SYSTEM SETUP 


1 . Position the system and the optional instrument tray as required 
for the procedure to be performed. For additional information, 
refer to the procedure "Positioning the Instrument Tray" later in 
this section of the manual. NOTE: The instrument tray height 
should be positioned so that it is approximately at mid¬ 
cassette level. 

Circulating Nurse 

2. Constellation® Footswitch: Connect the Constellation® 
footswitch by matching the red dot on the footswitch cable 
connector to the red dot on the footswitch, plug cable into 
footswitch. Plug the other end of the footswitch cable into 
the rear panel on the console or on the front of the optional 
base (match red dots for proper orientation). Note: Only 
the Constellation® footswitch should be used with the 
Co/?sfe//af/on®Vision System. 

Circulating Nurse 

Laser Footswitch: If the optional laser will be used in the 
procedure, connect the laser footswitch to the Constellation® 
Vision System rear panel (see Figure 2-2 for rear panel 
connections). If the laser will be tethered to the Constellation® 
console, refer to the procedure "Connecting a PurePoint® Laser 
to the Constellation® Vision System in Tethered Mode" later in this 
section of the manual. 


3. Connect pressure source to rear panel as described in the 
procedure "Connecting the Constellation® Vision System to a 
Facility Pressure Source" in this section of the manual. 

Circulating Nurse 

4. If the Video Overlay feature will be used, connect the external 
equipment as shown in Figures 3-7 or 3-9. 

Circulating Nurse 

CAUTION 


Do not use portable socket outlets or power strip with this system. 


4. Plug main power cord into a suitable wall outlet or receptacle. 
Turn Power switch located at the bottom of the rear panel next 
to the power cord, to the On position (this switch remains ON 
in the "1" position). Turn system power ON by pressing the 
Standby switch located at the middle of the rear panel. 

Circulating Nurse 

The Setup screen appears if this is the first use of the 
instrument after power up. Refer to Section Two for a detailed 
description of the screens displayed during setup. 


5. Press the Doctor button and select an available doctor, or add a 
doctor by following the steps presented on the display. 

Circulating Nurse 
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Table 3-1. INITIAL SYSTEM SETUP 


6. Scan the pack or select the appropriate handpiece, tip, 

accessories, and procedure types. The following accessories 
have been designed for use with the Constellation® Vision 
System: 

• Constellation® Procedure Packs 

• Auto Gas Filler Pack 

• Fragmentation Pack 

• Viscous Fluid Control Pack 

• Extrusion Accessories 

• Fiber Optic Illuminator Accessories 

• Diathermy Accessories 

• Pneumatic Handpiece Accessories 

Circulating Nurse 

NOTE: Refer to the Directions For Use (DFU) included 
with each accessory kit/consumable pack for detailed 
instructions on how to setup that accessory. 


CAUTION 


U/S and fragmentation handpieces must be at room temperature before 
use. Allow handpiece to air cool after steam autoclave (at least 15 
minutes). Never immerse in liquid to cool. 

Circulating Nurse 

7. Sterilize the instruments according to hospital procedure (refer 
to Section Four for additional cleaning/sterilization information). 
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POSITIONING THE INSTRUMENT TRAY 

The tray is capable of accommodating a variety of positions in the operating room 
environment: right, left, front and rear of the surgeon as well as the front of the bed. In 
addition, the tray can be installed on either side of the system. The tray height and position 
are adjustable by pulling the Instrument Tray Latch Release shown in Figure 3-1. 

WARNING! 

The maximum allowable load on the instrument tray is 20 lb (9 kg). If the load 
exceeds this limit, the tray arm will automatically lower itself in order to avoid 
tipping the system over. Additionally, if the instrument tray is positioned over a 
patient, a mayo stand should be placed beneath it to avoid a potential collapse 
of the tray arm onto the patient. 



NOTE: The Instrument Tray may be 
installed on either side of the system. 


Instrument Tray Horizontal/Vertical Latch Release 

Pulling this latch release in the direction shown allows the user 
to rotate the tray to the horizontal or vertical (stored) position. 
Each position locks in place when the latch is released. 


Instrument Tray Position Latch Release 

Pulling this latch release allows the tray to be 
moved vertically (up and down), and to rotate 
at the three points shown in this illustration. 
These three pivot points allow the tray to be 
placed in virtually any position necessary to 
accommodate most surgery setups. Releasing 
the latch locks the tray in the current position. 


Figure 3-1 Positioning the Instrument Tray 
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Placing the Instrument Tray in the Stored Position 


WARNING! 

Place the instrument tray in the stored position (see Figure 3-2) prior to 
transportation to avoid a situation that could cause the system to tip. 


1 Pull the Horizontal/Vertical Latch Release (see Figure 3-1) and rotate the 
instrument tray to the vertical position shown in Figure 3-2. 

2 Pull the Position Latch Release and move the tray and arm assembly into the 
stored position shown in Figure 3-2. 


Instrument Tray in the vertical position 


Instrument Tray/Arm in the stored position 




Figure 3-2 Storing the Instrument Tray 
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CONNECTING THE CONSTELLATION® VISION SYSTEM TO A FACILITY PRESSURE 
SOURCE 


Notes: 

• To ensure proper function of the Constellation® Vision System, all pressure source 
fittings and hoses used must have a minimum of 1/4 inch inside diameter like the 
Alcon supplied fittings and hose. _ 

CAUTION 

If smaller ID fittings are used in conjunction with the inlet hose fittings, system 
performance may be affected at “Minimal Inlet Pressure” (58.8 to 72.5 psig). 


• Use thread sealant when connecting fittings. 


AIR Pressure Source Configuration 

The pressure hose is shipped in a configuration that is compatible with some facility 
air pressure source fittings. The shipped configuration is shown in Figure 3-3. 



Right Angle Fitting 

(1/4 F X 1/4 M - BSTP Elbow) 



■►To Facility Air Source 
(1/4 F BSPT X Male Schrader) 


To Constellation® Rear Panel 


Figure 3-3 Pressure Hose Configuration 
for Facility with an Air Pressure Source 


To connect the Constellation® \ision System to a facility air pressure source, perform 
the following steps: 

1 Determine if facility air pressure source is compatible with the provided hose 
configuration. 

2 Connect hose to the facility air pressure source. 

3 Connect the quick disconnect fitting to the Constellation® Vision System rear 
panel. 

Note: A right angle fitting is included with the hose assembly and may be used to 
replace the fitting on the Constellation® Vision System rear panel if desired. In 
this configuration, remove the quick disconnect fitting from the hose then thread 
the hose onto the right angle fitting on the rear panel (no quick disconnect). 
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INSTALLATION AND REPLACEMENT OF ISPAN* GAS BOTTLES 

The following instructions detail the installation and replacement of the ISPAN* 
gas bottles that support the Auto Gas Fill functionality of the Constellation® Vision 
System equipped with optional base unit. NOTE: The ISPAN* gas bottle and 
console connection are uniquely configured and color coded for each type of gas 
to prevent misconnection. 


Installation of ISPAN* Gas Bottle 

1 Place the included o-ring (o-ring for SF6 only) in the regulator fitting and attach 
the regulator(s) to the appropriate gas bottles via the threaded compression 
fitting (see Figure 3-4). Using a wrench, carefully tighten regulators to tanks. 
The specified gas is labeled on the body of each regulator. 


Figure 3-4 Connecting the Regulator to 
the ISPAN* Gas Bottle 


2 Place the bottle/regulator assembly in the ISPAN* Gas Tank Holder on the rear 
of the base unit (see Figure 3-5). Fasten the clip on the tank holder to secure the 
bottle assembly. 

3 Locate the Auto Gas Fill tubing set at the rear panel of the system. 

4 Attach appropriate quick-connect fitting from the tubing set on the rear of 
the table top console to the regulator. These connectors are color-coded and 
configured to prevent misconnection. 

5 Ensure the Auto Gas Fill tubing set is connected to the AGF Tank Connector on 
the rear panel of the table top console. 

6 Open the valve on the bottle by rotating the colored handle counterclockwise. 

NOTE: The pressure regulators are pre-set at the factory and do not need 
user adjustment. 
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AGF Tank 
Connector 


AGF Tubing Set 

Regulator 
ISPAN* Gas Bottle 


Figure 3-5 Installed ISPAN* Gas Bottles 

Removal of ISPAN* Gas Bottle 

1 Ensure the valve on the gas bottle is fully closed by rotating the colored handle 
clockwise. 

2 Disconnect the regulator from the AGF tubing set by disconnecting the quick 
connect fitting at the tubing to regulator interface. NOTE: A small amount of 
residual gas may exhaust from the line during disconnection. 

3 Remove the gas tank from the ISPAN* Gas Tank Holder by loosening the 
retainer clip. 

4 Remove the gas tank from the regulator by loosening the threaded compression 
fitting. Be sure to save the o-ring (SF6 only). 

5 Dispose of the empty gas tank in accordance to the special disposal instructions 
indicated on the gas tank. 


3.8 


FOR REFERENCE ONLY 


8065752231 





















Constellation® Vision System 

CONNECTING A PUREPOINT LASER TO THE CONSTELLATION® VISION SYSTEM IN 
“TETHERED” MODE 

If the system does not contain the optional laser module, an Alcon Pure Point® Laser 
can be connected (tethered) to the Constellation® Vision System using an ethernet 
cable. In this configuration, the Constellation® system console has functional control 
over the laser and the systems function as if the optional laser module is installed. To 
connect the PurePoint® Laser and the Constellation® Vision System, perform the 
following steps: 

1. Ensure that both systems are OFF. 

2. Connect the laser footswitch, Dr. filter, remote interlock, laser status, and laser 
delivery devices to the PurePoint® Laser console as described in the PurePoint 
Operator’s manual. 

3. Connect an ethernet cable between the “Tether Port” on the PurePoint Laser 
rear panel and the “Tethered Laser” port on the Constellation® Vision System 
rear panel. 

4. Turn the Constellation® Vision System ON. 

5. Turn the PurePoint® Laser ON. The PurePoint Laser will turn on but the 
screen will remain blank. 

All changes to the laser setup and adjustments to the various laser parameters are 
made through the Constellation® system touch screen. For additional information, 
refer to the Laser Setup Panel and the Laser Mode Surgery screen later in this section 
of the manual. 

NOTE: In tethered mode, all PurePoint® Laser front panel controls except for 
the emergency switch are disabled. 
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VIDEO OVERLAY 

The Constellation® Vision System can be configured with either a Standard Definition 

or a High Definition Video Overlay card. The video overlay screen layout and content 

vary depending on which type of video overlay card is installed in the system. 

Standard Definition Video Overlay 

The standard definition video overlay screen shown in Figure 3-6 consists of four 

main areas: 

• Header - The header is displayed along the top of the screen. 

• Globals - Globals are displayed on the left side of the screen. Setpoints are 
displayed in off-white text when globals are off. Actual values are displayed in 
blue when globals are on. 

• Surgical Values - Surgical values are diplayed on the right side of the screen and 
are dependent on the current mode/submode. When treadle is NOT depressed, 
setpoint values are displayed in off-white text. If the Start and End setpoint values 
can be changed, both setpoint values are displayed. If the control type is fixed, 

or only the End setpoint value can be changed, only the End setpoint value is 
displayed. When treadle is depressed, actual values are displayed in blue. 

• Indicators - There are four indicators displayed in the lower-center part of 
the screen to indicate the status of Reflux, Laser Ready or Firing, and Video 
Recording. 


Dr. Smith 

Accurus® Classic 
Phaco,Custom 

Alcon® 

Constellation® 

OZil®, 0.9mm Mini Flared 
Cataract Grade:2 



Flow Start: OmmHg 



Flow End: 40cc/min 



Vac Lim St: OmmHg 

Flow: 0.0 cc/min 


Vac Lim End: 380mmHg 

Infusion IOP: 25mmHg 


U/S Start: 0% 

FAX: 35mmHg 


U/S End: 30% 

Irrigation: 65cmH20 


Time On: 20msecs 

Diathermy: 50% 


Time Off: 5msecs 

llluminatorl: 0% 


Ampl Start: 0% 

llluminator2: 0% 


Ampl End: 50% 

llluminator3: 0% 

llluminatorl: 0% 

Recording LaserFiring 

ContReflux LaserReady 

T On Time: 20msecs 

T Off Time: 5msecs 


Figure 3-6 Standard Video Overlay Screen 
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Standard Definition Video Overlay Connections 

Refer to Figure 3-7 for connecting a camera, video recorder, and monitor to a 
Constellation® Vision System configured for a Standard Definition Video Overlay. 


Camera 



Figure 3-7 Standard Definition Video Overlay Connection Diagram 
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High Definition Video Overlay 

The high definition video overlay screen shown in Figure 3-8 consists of five main 

areas: 

• Header - The header displayed along the top of the screen includes the Alcon and 
Constellation® Vision System logos. 

• Footer - The footer is displayed along the bottom of the screen. The content of the 
center area of the footer alternates between displaying doctor, procedure, and step 
name (when applicable). The footer is removed after the system has gone through 
one complete footer display cycle and is displayed again when the system enters a 
new mode or submode, or a user action causes any of the data fields in the footer 
to be refreshed. 

• Globals - Global control values are displayed on the left side of the screen. Global 
values are only displayed when the corresponding global function is turned on. 

• Surgical Values - Surgical values are diplayed on the right side of the screen 
and are dependent on the current mode/submode. Both the Start and End 
setpoint values are displayed for progress bar controls. When the treadle is NOT 
depressed, or for a momentary surgical function the corresponding footswitch 
button is not pressed, 0 is displayed. When the treadle or footswitch button is 
depressed, the actual values are displayed in a larger font size and the progress bar 
is updated according to the current treadle position. 

• Indicators: 

- Footswitch - A Footswitch icon is displayed in the top left corner of the 
screen. The current treadle position is displayed in the center of the icon. 
When a footswitch switch is depressed, an arrow is displayed next to the 
corresponding switch. 

- Laser State - The current state of the Laser is indicated on the Laser 
surgical control on right side of the screen in Laser modes. When the Laser 
transitions between Standby, Ready, and Firing states, the displayed text on 
the Laser control is updated and the background color is changed to match 
the new state of the Laser. 


Alcori 


infusion 

30 

mmHg 

7.0 


Irrigation 

65 


Endof Straight 

77 

s 20GA 


Bullet 

31 


20GAULTRAVir 5000 Procedure: 


Accurus Classic 


Vacuum 

120 


Flow Limit 

8 


10 10 


Cut Rate 

3000 


Forceps 

43.0 


Figure 3-8 High Definition Video Overlay Screen 
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• Status - The Status Area is located in the bottom left comer of the screen and 
displays the status of the following items: Occlusion, Diathermy, Micro-Reflux, 
Proportional Reflux, and Continuous Reflux. 

High Definition Video Overlay Connections 

Refer to Figure 3-9 for connecting a camera, video recorder, and monitor to a 
Constellation® Vision System configured for a High Definition Video Overlay. 


SD Camera HD Camera 



Figure 3-9 High Definition Video Overlay Connection Diagram 


The Video Recorder is a separate piece of equipment supplied by the customer. 
The video recorders listed below are the only recorders approved for use with 
Constellation® Vision System. 

• Sony Medical Grade DVD Recorder P/N DVO-IOOOMD 

• Sony Medical Grade DVD Recorder (high definition) P/N HVO-IOOOHD 

Sony Electronics Inc. - Medical Systems Division 
1 Sony Drive, Park Ridge, NJ 07656-8003 
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CONSTELLATION® PROCEDURE PACK 

Constellation® Procedure Packs are available in three (3) procedural pack 
configurations: Constellation® Vitrectomy Pack, Constellation® Phaco Pack, and 
Constellation® Combined Procedure Pack. Each pack contains the sterile single-use 
supplies necessary to perform one Posterior segment, Anterior segment, or Combined 
Procedure respectively. The Combined Procedure covers both Anterior and Posterior 
segment procedures. 


WARNINGS! 

1. If any item in the pack is received in a defective condition, Alcon is to be notified immediately. 
Do not use any of the contents if the sterile package is damaged or the seal is broken in any 
way. In these cases, please contact: 

By Phone: 

In USA (800) 757-9780 
Ask for Medical Safety 

International (817) 293-0450 
Or contact local Alcon Representative 

By Mail: 

Alcon Research, Ltd 
Attention: Medical Safety (AB2-6) 

6201 South Freeway 
Fort Worth, TX 76134-2099 
USA 

By E-mail: MedicalSafetyHouston@alconlabs.com 

Each pack is identified by a lot number which provides traceability and should be given to 
Medical Safety Department when discussing the pack. 

2. Improper usage or assembly could result in a potentially hazardous condition for the patient. 
Mismatch of consumable components and use of settings not specially adjusted for a 
particular combination of consumable components may create a patient hazard. 

3. Visually confirm that adequate infusion flow is occurring prior to attachment of the infusion 
cannula to the eye. 

4. Do not operate Vitrectomy probes in air. This could result in performance degradation and/or 
potential hazard. 

5. Replace Vitrectomy Probe if any of the following conditions are observed: 

a. Excessive air bubbles are in the aspiration line. 

b. Air bubbles are exiting the cutter port. 

c. The cutter does not fully close or does not move when the probe is actuated. 

d. The cutting port is not open when the probe is idle. 

e. If a reduction of cutting capability or vacuum is observed during the surgical 
procedure, stop immediately and replace the probe. 

6. Minimize the light intensity and duration of exposure to the retina to reduce the risk of retinal 
photic injury. 

7. Use of incisions that are smaller than recommended during lens removal can lead to 
mechanical and/or thermal damage to the eye tissue. 
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SECTION FOUR 
CARE AND MAINTENANCE 


INTRODUCTION 

This section of the manual is designed to inform the operator of basic care and 
maintenance of the instrument. If a problem occurs on the instrument, call the Alcon 
Technical Services Department and give details of the breakdown circumstances and 
effects. From these elements, a specialized technician will evaluate the problem and 
determine the maintenance requirements. 

For optimum performance, it is the user’s responsibility to schedule preventive 
maintenance service on the system and its accessories at least two times each year. 
Alcon’s Field Service Engineers are trained and equipped to provide the highest 
quality of workmanship. 


CAUTION 

There are no operator replaceable parts, including the illuminator lamps. 
Contact Alcon Technical Services for all servicing issues. 


WARNING! 

The Constellation® Vision System battery can only be serviced by a factory-trained 
Alcon service personnel. Access by untrained personnel can lead to injury. 


CARE AND CLEANING 

The following recommendations are for proper care of the Constellation® Vision 
System: 

• Follow cleaning and maintenance schedules outlined in this section of the manual. 

• Periodically check chassis appearance. 

• Pay attention to correct operation of controls, connectors, and indicators. 

• Damaged hardware must be replaced to ensure safe operation. Call Alcon 
Technical Services for assistance. 


WARNING! 

Aqualified technician must perform a visual inspection of the following components 
every twelve months: 

• Warning Labels (see section one of this manual) 

• Power Cord 

In case of a deficiency, do not use the system; call Alcon Technical Services. 

A qualified technician must check ground continuity for leakage current every 
twelve months to ensure they are within the applicable standards (for example: 
EN60601-1/IEC601 -1). Values must be recorded, and if they are above the applicable 
standards, do not use the system; call Alcon Technical Services. 


8065752231 


FOR REFERENCE ONLY 


4.1 




















Constellation® Vision System 


UPON COMPLETION OF THE PROCEDURE 


CAUTION 

Do not remove tubing from cassette or fluid in cassette reservoirs will leak down front 

of machine. 

1 Select End Case - Press End Case tab at top right corner of screen. The system 
will confirm that you want to end the case. Select Yes or No. 

2 Ensure infusion clamp is closed and turn Infusion off - Press “Infusion” icon 
at top left corner of screen to turn infusion off. The system will confirm that 
you want to turn off infusion. Select “Continue” and the cassette will start the 
cleaning process. 

3 Once cleaning is complete, remove irrigation bottle from hanger and set aside. 
Remove spike from irrigation bottle. 

4 Push ejection button above cassette to remove. Discard cassette with tubing per 
facility guidlines. 

5 Move the irrigation bottle holder to its storage position. 

6 Press Standby switch located at top of rear panel (or Shutdown in Options 
menu) to remove operating power from the system. 

7 Turn the Main power switch OFF. It is located in the middle of the rear panel 
above the power cord. 

8 Remove air hose. Turn off C3F8 and SF6 valves. 

9 Disconnect the power cable from the wall receptacle and wind the cable around 
the cord wrap. 

10 Place the footswitch and cable in storage compartment in front of base. 

11 If required, the front panel, the console, the footswitch, and the remote control 

may be wiped with non-corrosive germicidal solution, alcohol, or mild soap and 
water. _ 

CAUTIONS 

• Do not clean console or accessories using solvents or abrasives. 

• Avoid spilling BSS® solution, or moisture of any kind, around the electrical 
handpiece connectors. 

12 Clean handpieces, probes, cables, forceps, etc., as instructed in DFU's supplied 
with each accessory. 
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STERILIZATION INSTRUCTIONS 

Please consult the accompanying Directions For Use (DFU) for cleaning and 
sterilization instructions for Alcon approved reusable accessories. The DFU will 
provide the recommended time and temperature guidelines for steam autoclave 
cycles performed by Alcon, Inc. The sterility assurance level achieved with these 
parameters must he validated hv each surgical facility . Please refer to Association 
for the Advancement of Medical Instrumentation (AAMI) Standards or your facility’s 
standard procedures for the most current specifications. 

Additionally, per the Sterilizer Equipment Manual, the sterilizer reservoir is to be 
filled with distilled or deionized water. 

NOTE: The reusable items will withstand steam autoclave cycles at 134° C 
(273°F). Due to the variations found in steam autoclaves and the variable 
hiohurden on devices in clinical use, it is not possible for Alcon to provide 

specific parameters to ensure an adequate sterility assurance level. Validation of 

the individual autoclave, and verification of the sterility assurance level achieved 

with a given steam sterilization cycle, must he performed by each surgical 

facility. Please refer to below AAMI Standards or your facility’s standard 

procedures for the most current specifications. 
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DISPOSAL OF XENON LAMPS 


WARNING! 

The bulb of the xenon lamp is under constant high pressure. There is a risk it may 
burst with explosive force if knocked or damaged. Protective measures: 

- Keep the lamp in its protective sleeve at all times during installation 

- If you are handling the lamp without its protective sleeve, always wear safety 
goggles, a face mask, gauntlets with wrist protectors and a breast protector. 


In the USA contact the Alcon Technical Services Department for lamp disposal at 
800/832-7827. Outside the USA contact your local Alcon affiliate. 

REPLACEMENT OF REMOTE CONTROL BATTERIES 


WARNING! 

Changing batteries will cause the remote to default to channel A; therefore the 
remote may need to be reset to the instrument's unique channel after installing 
new batteries. 


1 Loosen two captive screws on the rear cover with a standard slotted screwdriver 
and remove cover. 

2 Replace old batteries and replace cover (correct battery positions are identified 
inside each battery slot). When closing the cover it is important that the rubber 
buttons slide into the slots in other half of the remote without binding (see 
Figure 4-1). 

3 To check correct installation of batteries, press a backlight button on the side of 
the remote and verify that the remote control buttons illuminate, then turn off 
after a few seconds. If illuminated buttons don't turn off, rubber buttons are not 
properly inserted into slots, so you must repeat the procedure. 

4 Dispose of batteries following local governing ordinances and recycling plans. 



Figure 4-1. Remote Control Battery Replacement 
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LASER MAINTENANCE 


Calibration verification must be performed at least every twelve months to verify that 
the laser output is within tolerance and calibration is not required. It is recommended 
to call Alcon Technical Services before conducting the calibration verification 
procedure. 


CAUTION 

Serious damage to the instrument may occur if these procedures are not performed by 
qualified personnel. 

Special Tools 

• Computer with browser software (Microsoft* Internet Explorer or equivalent); 
TFTP file transfer program, or equivalent. 

• Custom service ethernet cable (Alcon p/n 023-100) 

• Power Meter, Thermopile type (Coherent FieldMaster w/ LM-10 head or 
equivalent) 

• Energy Meter (optional) for direct energy measurements (Ophir Nova meter, with 
3A-P or PE25-BB head, or equivalent) 

• Oscilloscope / Voltmeter (Fluke Scopemeter, or equivalent) 

• Laser Safety Goggles (OD4 or above, at 532 nm wavelength) 

• Optics cleaning kit, including spectroscopic grade methanol, lens paper, and air 
blower 

• LIO Voltage Load Box (Alcon dwg 995-5620-069) 

• Timing Photocell (Alcon dwg 995-5320-038) 

Service Computer Connection 

A computer with an ethernet connection and browser software (Microsoft* Internet 
Explorer or equivalent) is required to calibrate the Constellation® laser. The IP / URL 
addresses and passwords used to establish communication are subject to change. 
Contact Alcon Technical Services for information on the most current settings. 

In some cases it may be necessary to temporarily change the TCP/IP settings 
and/or proxy/firewall settings on the service computer, and this usually requires 
administrative access rights. 

The ethernet cable used for service computer connection is a custom cable. Contact 
Alcon Technical Services for more information. 
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LASER POWER VERIFICATION 


WARNING! 

Laser light emitted from the fiber and laser head is powerful enough to cause 
serious eye or skin damage. Maintenance should be performed only by 
properly trained personnel, following established guidelines for laser safety. 
The use of protective eye wear is mandatory. 


NOTE: Calibrated Power / Exposure Time may be verified by two different test 
methods: 

1) Watts X Time method: Use an oscilloscope to measure exposure 
time, and power meter to measure output power, and perform the 
multiplication to enter value in the energy matrix on the data sheet. 

2) Energy method: If an appropriate energy-meter is available, enter 
“N/A” for the exposure time and power fields on the data sheet, and use 
the energy-meter to measure and record values directly into the energy 
matrix. 


1 Exposure Time Verification 

1.1 Connect a test fiber or endoprobe to the system and direct the distal output into 
the photo cell connected to an ocilloscope. 

1.2 Adjust the distance between the endoprobe and photo cell to obtain a beam size 
of 2 mm or more on the photo cell. Use aiming beam to determine spot size on 
the photo cell. 

1.3 Set the exposure time to 0.01 s and treatment beam power to minimum, then 
select READY mode. 

1.4 Fire the laser and record the exposure time as determined from the oscilloscope. 

1.5 Repeat steps 1.3 and 1.4 for each time value listed in Table 4-1. 

2 Endoprobe Power Verification 

2.1 Direct the endoprobe distal output beam into the wattmeter cell connected to a 
wattmeter. 

2.2 Set the exposure time to CW. 

2.3 Set the treatment power to 0.10 W then press the Standby/Ready key. 

2.4 Fire the laser and record the power reading as determined from the Wattmeter. 

2.5 Repeat steps 2.3 and 2.4 for each value listed in the Endoprobe section of Table 
4-1. 

3 LIO Power Verification 

3.1 Direct the LIO distal output beam into the wattmeter cell. 

3.2 Set the exposure time to CW. 
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3.3 Set the treatment power to 0.10 W then press the Standby/Ready key. 

3.4 Fire the laser and record the power reading as determined from the Wattmeter. 

3.5 Repeat steps 3.3 and 3.4 for each value listed in the LIO section of Table 4-1. 


4 Energy Matrix Completion 

4.1 Complete the matrix in Table 4-1 by multiplying actual power by actual 
exposure time and recording the result, as shown in the example below. 


Measured power 
entered here 


0.50 W 


\ 

0.51 


0.01 S 
0.011 


Measured 
exposure 
time entered 
here 


0.00561 

(0.00425 - 0.00575) 


Product of 

power x time entered 
here and compared to 
tolerance in brackets. 


4.2 Ensure that all calculated results are within the values listed in each matrix cell. 
The listed values are ±15% of the set energy. 

• If all calculated energy values are within the specified limits, the system 
calibration is OK. 

• If any of the calculated energy results are not within the specified limits, 
the terminal efficiencies will need to be adjusted. Perform the "Setting the 
Calibration Factor (Terminal Efficiencies)" procedure following Table 4-1, 
or call Alcon Technical Services. 

5 Aiming Beam Calibration 

5.1 With the unit off, connect the service ethemet cable between the Constellation® 
console “Tethered Laser” connector on the rear panel, and service computer 
then turn the system ON. Allow two minutes for the Laser Module to initialize. 

5.2 Type the IP address into the address box, and hit return. When the page loads, 
enter the password. Click the Output Calibration tab at the top of the screen. 

5.3 Adjust aiming beam power output for Port 1 as high as possible but less than 
950 pW. 

5.4 Click “Set Max Value” for Aiming Beam on the computer. 

5.5 Repeat for Port 2. 


6 LIO Illumination Calibration 

6.1 Connect the LIO Voltage Load Box to the front panel LIO Illumination port, and 
connect the scopemeter/DVM across the resistor to read the voltage. 

6.2 Adjust LIO Illumination knob to obtain 6.3V +/- 0.3V. 

6.3 Click “Set Max Value” for LIO Illumination on the computer. 
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Table 4-1 Laser Energy Matrix for Calibration Verification 

Exposure Time > 0.01 S 

Power 



SETTING THE CALIBRATION FACTOR (TERMINAL EFFICIENCIES) 

If unable to successfully complete the Energy Matrix table, use the following 

procedure to adjust the Calibration Factor, and retest. 

1 With the unit off, connect the service ethemet cable between the Constellation® 
console “Tethered Laser” connector on the rear panel and service computer, then 
turn system ON. Allow two minutes for the laser module to initialize. 

2 Turn the computer ON and start the browser program. Type the IP address into 
the address box, and press return. When the page loads, enter the password. 

3 On the Internal Calibration screen, enter 100% for Calibration Factor for Endo 
and LIO, and click Save for each. Restart the system when complete. 

4 Direct the distal output beam of the selected device into the wattmeter cell. Set 
power to 1.0 watt on the console, exposure time to CW, and select READY 
mode. 

5 Fire the laser and record the power reading as determined from the wattmeter. 
Divide the reading, in milliwatts, by 10 to determine the new value for 
Calibration Factor for that device. 

Example: 895 milliwatts recorded power = 89.5% Calibration Factor 

6 Using the service computer, return to the Internal Calibration screen, enter the 
new value in the Calibration Factor window for the respective device, and click 
the SAVE button. Restart the system when complete. 

7 Repeat as needed to bring all values within compliance to complete the Energy 
Matrix in Table 4-1, for each delivery device. If unable to successfully complete 
the matrix, perform the Laser Calibration procedure on the next page. 
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LASER CALIBRATION 


WARNING! 

Laser light emitted from the fiber and laser head is powerful enough to cause 
serious eye or skin damage. Maintenance should be performed only by properly 
trained personnel, following established guidelines for laser safety. The use of 
protective eye wear is mandatory. 


1 With the unit off, connect the service ethernet cable between the Constellation® 
console “Tethered Laser” connector on the rear panel and service computer, then 
turn system ON. Allow two minutes for the laser module to initialize. 

Note: IP / URL addresses and passwords are subject to change. Contact 
your local Alcon representative for information on most current settings. 

2 Type the IP address into the address box, and press return. When the page loads, 
enter the password. 

3 Photomonitors Calibration 

Pmon 1 Low-Power Calibration - 

3.1 Select Port 1 on the console. 

3.2 Press “Output Calibration” tab on computer. 

3.3 Set laser in CONTINUOUS mode on the console. 

3.4 Set POWER to 100 mw on the console. 

3.5 Select READY mode on the console. 

3.6 Press “Start Pmonl Calibration” on the computer. 

3.7 Fire the laser and measure output power directly from Port 1. 

3.8 Input 0.10 W into the Low Power Display field. 

3.9 Input the power, as previously measured, into the Actual Low Power Field, and 
press Save. 

3.10 Repeat the Pmon 1 Low-Power Calibration as needed (two or three times) to 
bring Displayed/Actual tracking as close as possible. 

Pmon 1 High-Power Calibration - 

3.11 Set laser in CONTINUOUS mode on the console. 

3.12 Set POWER to 1 Watt on the console. 

3.13 Select READY mode on the console. 

3.14 Press “Start Pmonl Calibration” on the computer. 

3.15 Fire the laser and measure output power directly from Port 1. 

3.16 Input 1.0 Watt into the High Power Display field. 
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3.17 Input the power, as previously measured, into the Actual High Power Field, and 
press Save. 

3.18 Repeat the Pmon 1 High-Power Calibration as needed (two or three times) to 
bring Displayed/Actual tracking as close as possible. 

3.19 Repeat steps 3.1 through 3.20 for Low/High Power Calibration for Pmon 2. 

3.20 Repeat Laser Power Verification and Setting the Calibration Factor as required 
to successfully complete the Energy Matrix for each delivery device, then 
continue to step 4. 

4 Exposure Time Calibration 

4.1 Use the test setup described in Exposure Time Verification and set the output 
power to 30 mW, exposure time to 10 mS, Single Shot mode. 

4.2 Fire the laser and determine the actual values for exposure and interpulse times, 
as measured on the oscilloscope. Enter and save the correction value, on the 
Internal Calibration screen, to bring the actual time value as close as possible to 
the displayed value. 

4.3 Select Repeat mode and set the interpulse time to 30 mS. 

4.4 Fire the laser and determine the actual value for interpulse time as measured on 
the oscilloscope. Enter and save the correction value on the internal calibration 
screen to bring the actual time value as close as possible to the displayed value. 
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SECTION FIVE 
TROUBLESHOOTING 


System Messages 

The system communicates information to the user through the display of System 
Messages which are displayed and described to the user as Faults, Errors, Advisories 
or System Information. These terms are used to classify the level of response required 
to ensure fail-safe operation of the system. The presentation of a System Message 
alone does not indicate that a malfunction has occurred. System Messages typically 
occur when the system detects a condition that is not met but is required for the 
system to continue. System Messages and associated actions are intended functions 
presented as a precursor to mitigate an unanticipated condition. 

System Messages are priority based, with Fault Messages being the highest priority, 
followed by Error Messages, Advisory Messages, and System Information. Each type 
of message is color coded as follows: 

• Fault - Red 

• Error - Yellow 

• Advisory - Green 

• Information - Blue 

Each message also has a number associated with it that indicates the submodule 
that prompted the message. The number range for each submodule in the system is 
assigned as follows: 

• Host Submodule - 1000 to 1999 

• Supervisor Submodule - 2000 to 2999 

• Fluidics Submodule - 3000 to 3999 

• US/Diathermy Submodule - 4000 to 4999 

• Table Top Illuminator Submodule - 5000 to 5999 

• Pneumatics Submodule - 6000 to 6999 

• Auxiliary Illuminator Submodule - 7000 to 7999 

• Laser Submodule - 8000 to 8999 

When an Advisory or Information message is displayed that is related to a setup issue, 
it may be helpful to access the Video or Wizard Help for assistance in solving the 
issue. These help aids are available in any of the setup screens by pressing the Help 
button. 

The Event Log (shown in Figure 5-10) displays a list of the system messages that 
have occurred on the system. It is recommended to view the Event Log for details of 
a system message prior to calling your local Alcon representative for assistance. 

For additional assistance in determining what action to take in the event a system 
message is displayed, refer to the Troubleshooting Guide in Figure 5-11 . 
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System Fault Messages 


Constellation® Vision System 


System Fault messages are displayed full screen as shown in Figure 5-1. These 
messages are displayed when the host or supervisory modules detect a condition that 
is not met and requires the system to shutdown in a safe state. The system performs 
the following actions when a fault condition is detected: 


• Place sub-systems into a safe state. 

• A Fault message popup window is displayed. 

• A fault tone is activated. 

• Ignores any input from all the keys and the footswitch. 

• The user must cycle power to reset the system. 



Figure 5-1 System Fault Display Screen 


System Error Messages 

System Error messages are displayed in a popup window as shown in Figure 5-2. 

These messages are displayed when the system detects a condition that is not met 

and requires partial elements of the system to shutdown in a safe state. The partial 

shutdown cannot be reversed until the next power cycle. The system performs the 

following actions when an error is detected. 

• Surgical modes related to the condition are disabled. 

• An Error message popup window is displayed. If the condition does not affect 
the current active modes, they will remain activated, but the message will still 
be displayed. The message is removed when the operator presses a button on the 
System Error to acknowledge the message. 

• An error tone is activated. 

• User Interface controls associated with unavailable modes will be displayed/ 
grayed. If an unavailable mode is interacted with, the system message will again 
be displayed with accompanying error tone. 

• Modes that the system has made unavailable in order to mitigate risk will not 
again be made available until the system power is cycled. 
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® System Error 3001 


[ Fluidics ] 


Submodule system software error detected 

Q 

OK 


Figure 5-2 System Error Popup Window 

System Advisory Messages 

System Advisory messages are displayed in a popup window as shown in Figure 5-3. 

Advisory messages are displayed when the system detects that a minor condition 

is not being met, typically a situation that can be corrected by the user. When an 

advisory is detected, the following actions occur: 

• Surgical Modes related to the advisory are not available. 

• An Advisory message popup window is displayed to inform the user of a 
condition that requires corrective action. The popup is removed if the condition is 
corrected or if the operator presses a button on the Advisory to acknowledge the 
advisory. 

• Certain advisory messages that only present a single user response button may 
also be configured to automatically fade away. Fading Advisory messages shall be 
displayed for 20 seconds after which, in the absence of a user response, will fade 
away. 

• An advisory tone is activated. 



Figure 5-3 System Advisory Popup Window 
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Constellation® Vision System 

System Information Messages 

Information messages are displayed in a popup window as shown in Figure 5-4. 

Information messages are displayed to advise the user of the current system state 

based upon current user interaction. When an information condition is detected the 

following actions occur: 

• An Information message popup window is displayed. The popup is displayed 
until the condition no longer exists or applies to the current operating mode, or the 
operator presses a button on the System Info to acknowledge the message. 

• Certain informational messages that only present a single user response button 
may also be configured to automatically fade away. Fading informational 
messages shall be displayed for 20 seconds after which, in the absence of a user 
response, will fade away. 

• An information tone is activated. 



Figure 5-4 System Information Popup Window 


Power Lost/Recovery 

If the system experiences a loss of power, all surgical functions are stopped and the 
"Power Lost" message shown in Figure 5-5 is displayed. If power is restored within 
1 minute, the system displays the "Power Recovered" message and the system will 
be restored to the doctor and settings in use at the time of power loss. Accumulated 
metrics and calibration state are not restored. In order to resume a procedure after 
a loss of power, the cassette must be reprimed, and handpieces/probes must be 
recalibrated/reprimed. 



Figure 5-5 Power Lost and Power Recovered Screens 
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Constellation® Vision System 

RECOVERY FROM A FAULT SCREEN OR UNEXPECTED SHUT DOWN 

1 Stabilize eye. Leave infusion canula in, remove other instruments (i.e. vit probe/ 
illuminator) and plug trocar canula’s/sclerotomies. 

Turn system ON (press the Standby Switch) or if a Fault Screen is displayed, 
select “Quick Start” (see Figure 5-6). 



Figure 5-6 Standby Switch Location and Quick Start Button on Fault Screen 


2 Immediately clamp smaller infusion canula tubing with hemostats. (See Figure 
5-7). Infusion pressure will be off when Setup Screen is displayed. 

NOTE: The yellow stopcock is optional and may not be part of setup. 



Infusion Canula 


Figure 5-7 Clamped Infusion Canula Tubing (Stopcock optional) 
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NOTE: DO NOT select Doctor and Procedure until prime is complete. 

IOP Control, if being used, will NOT be available. Machine will default to 
pressurized infusion. 

3 Disconnect green luer fitting from infusion tubing or stopcock. 

4 Place green striped infusion tubing with snap clamp in a sterile cup as shown in 
Figure 5-8. 



Figure 5-8 Infusion Tubing in Sterile Cup 

5 Ensure snap clamp is open. 

6 When Setup Screen is displayed, select the following 

• PROBE “Skip Prime” (see Figure 5-9) 

• Handpiece “None” 
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Figure 5-9 Setup Screen Selections 
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7 Select “Start Prime”. NOTE: Priming will take about 1 minute to complete. 

8 Press Infusion ON button and clear any bubbles. 

9 Close the snap clamp. 

10 Reconnect the green luer fitting. 

11 Open snap clamp and remove hemostats from the smaller infusion tubing. 

12 Select Doctor and Procedure, then continue the case. 
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Event Log 

Figure 5-10 shows the Event Log where system messages are displayed that have 

occurred during the previous seven days. The list can be filtered to display a specific 

type of message by pressing the associated button on the right side of the screen. 

To view the Event Log: 

1. Press Options from the Menu bar. 

2. Under the Info tab press "Event Log." The default view is displayed showing a list 
of all faults, errors, advisories, and information messages. Pressing the associated 
button will hide that type of message on the list. If the list goes beyond the 
viewable area, a scroll bar is provided to move through the list. 

3. For an expanded view of a specific message, select the message on the list, then 
press View Details. A pop up appears with a description of the message and the 
date and time it occurred. 

4. Press Close to go back to the previous screen. 


Figure 5-10 



The Event Log 
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Figure 5-11 Troubleshooting Guide 
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SECTION SIX 

_ ACCESSORIES AND PARTS _ 

In this section of the Constellation® Vision System Operator's Manual is a list 
of Alcon-approved accessories and replacement items. Use of non-approved 
accessories is not permitted. 


Please contact the Alcon Sales Department for in-service information prior to initial 
use of handpieces, accessories, or packs. For additional information, please contact 
the Alcon Sales Department. 


Phone: 

(800) 862-5266 or 

(817) 293-0450 

Ask for Customer Service 


Write: 

Alcon, Inc. 

6201 South Freeway 
Fort Worth, TX. 76134-2099 


INTERNATIONAL: Please contact your local Alcon Sales Office. 

The Constellation® Vision System is designed around the Table Top and the 
accessories listed in Table 6-1 can be added for expanded functionality. The Table Top 
can operate as a standalone unit, and is also the primary user interface that operates 
and controls the add-on accessories. The laser module, auxiliary illuminator, and the 
tray arm assembly attach to the Base therefore the Base must be installed in order to 
use these accessories. 


Table 6-1. General Accessories 


DESCRIPTION 

SUPPLIED BY 

CATALOG NUMBER/SUPPLIER 

Table Top* 

Alcon 

8065751150 

8065751536 (China) 
8065751817 (Japan) 

Base Unit* 

Alcon 

8065751451 

Laser Module Kit* 

Alcon 

8065751450 

Auxiliary Illuminator* 

Alcon 

8065751452 

TRAY ARM ASSEMBLY* (all three items required): 

• Tray Arm 

• Ballast 

• Support Column 

Alcon 

8065751539 

8065751540 

8065751541 

Constellation® Remote 

Alcon 

8065750968 

Constellation® Footswitch 

Alcon 

8065750977 

Constellation® Pneumatic Pressure Hose 

Alcon 

8065751694 

Monolith Dust Cover 

Alcon 

8065751507 

Table Dust Cover 

Alcon 

8065751508 

Laser Footswitch 

Alcon 

562-1360-501 

Laser Room Interlock 

Alcon 

562-1362-501 

Pure Point® LIO 

Alcon 

8065751050 

PurePoint® LIO RFID 

Alcon 

562-1331-001 

MMC Data Card 

Customer 

Any SD data card up to 2 GB 

Printer(s)*: 

• Network printer with Postscript or PCL (5/6) capabilities. 

• Universal Plug-n-Play (UNPN) capable printer. 

Customer 

-- 

Wireless Router* 

Customer 

Linksys 

Wireless G; 2.4 GHz 

Video Recorder 

Customer 

Sony DVO-1000MD 

Video Recorder - High Definition 

Customer 

Sony HVO-1000HD 


* Alcon installation required 
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NOTE: Refer to the Directions For Use (DFU) included with each accessory kit/consumable 
pack for detailed instructions on how to setup that accessory. 


Table 6-2. General Consumables 


DESCRIPTION 

CATALOG NUMBER 

Remote Control Transfer Pouch 

20000TP 

Constellation® Standalone Drain Bags 

8065751162 

Constellation® Tray Arm Cover 

8065751163 

Infusion Tubing Set with Auto Infusion Valve 

8065750914 

Infusion tube Set with Manual Stopcock 

8065751816 

Auxiliary Aspiration Tubing 

8065750917 

Irrigation/Aspiration Tubing Set 

8065750918 

GFI Administration Tubing Set 

8065750920 


Table 6-3. Laser Accessories and Consumables 


DESCRIPTION 

CATALOG NUMBER 

Pu rePoint® Laser System 

8065750597 

Filter, Microscope Wild 

8065-5002-01 

Front Actuated Filter, Microscope 

8065750448 

Pure Point® LIO 

8065751050 

Passive Dr. Filter 

8065751051 

25 GA Straight Laser Probe with RFID 

8065750978 

20 GA Curved Laser Probe - CHANG Aspirating with RFID 

8065750979 

20 GA Straight Laser Probe - CHANG Aspirating with RFID 

8065750980 

20 GA Straight Laser Probe - CHANG Aspirating Soft Tip with RFID 

8065750981 

20 GA Curved Illuminated Laser Probe with RFID-SMA/STD ACMI 

8065750982 

20 GA Straight Illuminated Laser Probe with RFID-SMA/STD ACMI 

8065750983 

20 GA Curved Illuminated Laser Probe with RFID-SMA/RFID-ACMI 

8065750985 

20 GA Straight Illuminated Laser Probe with RFID-SMA/RFID-ACMI 

8065750986 

20 GA Curved Laser Probe with RFID 

8065750989 

20 GA Straight Laser Probe with RFID 

8065750990 

23 GA Straight Laser Probe with RFID 

8065750991 

23 GA Flexible Tip Laser Probe 

8065751111 

25 GA Flexible Tip Laser Probe 

8065751112 

23 GA Flexible Tip Laser Probe with RFID 

8065751113 

25 GA Flexible Tip Laser Probe with RFID 

8065751114 

23 GA Illuminated Flexible Curved Laser Probe 

8065751588 

25 GA Illuminated Flexible Curved Laser Probe 

8065751589 

23 GA Illuminated Flexible Curved Laser Probe with RFID-SMA/STD-ACMI 

8065751590 

25 GA Illuminated Flexible Curved Laser Probe with RFID-SMA/STD-ACMI 

8065751591 

23 GA Illuminated Flexible Curved Laser Probe with RFID-SMA/RFID-ACMI 

8065751592 

25 GA Illuminated Flexible Curved Laser Probe with RFID-SMA/RFID-ACMI 

8065751593 

27+™ Flexible Tip Laser Probe 

8065751708 

27+™ Flexible Tip Laser Probe w/ RFID 

8065751709 
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Table 6-4. Posterior Segment Accessories 


DESCRIPTION 

CATALOG NUMBER 

UltraVit® Probes 

Constellation® 20 GA UltraVit® Vitrectomy Probe, 5000 CPM 

8065750948 

Constellation® 23 GA UltraVit® Vitrectomy Probe, 5000 CPM 

8065750949 

Constellation® 25 GA UltraVit® Vitrectomy Probe, 5000 CPM 

8065750950 

Constellation® 25+™ UltraVit® Vitrectomy Probe, 5000 CPM 

8065751438 

Constellation® 23 UltraVit® Vitrectomy Probe, 7500 CPM 

8065751571 

Constellation® 25 GA UltraVit® Vitrectomy Probe, 7500 CPM 

8065751569 

Constellation® 25+™ GA UltraVit® Vitrectomy Probe, 7500 CPM 

8065751570 

27+™ UltraVit® 7500 CPM Vit Probe 

8065751700 

Endoilluminators with RFID 

20 GA Straight Endoilluminator w/ RFID 

8065750971 

23 GA Straight Endoilluminator w/ RFID 

8065750972 

20 GA Shielded Bullet Endoilluminator w/ RFID 

8065750973 

20 GA Bullet Endoilluminator w/ RFID 

8065750974 

20 GA Sapphire Wide Angle Endoilluminator w/ RFID 

8065750975 

25 GA Straight Endoilluminator w/ RFID 

8065750976 

20 GA Bare End Endoilluminator 

8065750998 

20 GA Ryan Pik Endoilluminator 

8065751000 

20 GAEnd Irrigating Endoilluminator 

8065751001 

20 GA Illuminated Mem Pik 

8065751002 

20 GA Shielded Bullet Endoilluminator w/ Pik 

8065751003 

23 GA Sapphire Wide Angle Endoilluminator w/ RFID 

8065751184 

25 GA Sapphire Wide Angle Endoilluminator w/ RFID 

8065751185 

25+™ Straight Endoilluminator w/RFID 

8065751441 

25+™ Sapphire Wide Angle Endoilluminator w/ RFID 

8065751486 

25 GA Illuminated Mem Pik 

8065751572 

23 GA Chandelier 

8065751573 

23 GA Illuminated Mem Pik 

8065751576 

25 GA Chandelier 

8065751577 

27+™ Endoilluminator 

8065751701 

Endoilluminators 

Wide Angle Diffusion Light Pipe (Product of Grieshaber) 

630.45 

Infusion and Extrusion Accessories 

20 GA Self Retaining Infusion Cannula, 4.0 mm 

8065750580 

23 GA Infusion Cannula 

8065750841 

25 GA Infusion Cannula 

8065751459 

20 GA Self-Retaining Infusion Cannula w/Tray 

8065752148 

23 GA Infusion Cannula w/Tray 

8065752149 

23 GA Sutured Infusion Cannula, 4mm w/Tray 

8065752150 

25 GA Infusion Cannula w/Tray 

8065752151 

27+™ Infusion Cannula w/Tray 

8065752173 

20 GA Straight. Blunt TIP Needle 

800-26A 

20 GA Tapered Blunt Tip Needle 

800-26B 

19 GA Straight. Blunt Tip Needle 

800-26C 

19 GA Tapered Blunt Tip Needle 

800-26D 

19 GA Soft Tip Extrusion Needle 

8065149510 

20 GA Soft Tip Extrusion Needle 

8065149520 
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Table 6-4. Posterior Segment Accessories 


DESCRIPTION 

CATALOG NUMBER 

23 GA Soft Tip Extrusion Needle 

8065149523 

25 GA Soft Tip Needle 

8065149525 

25 GA Small Parts Kit 

8065750404 

25 GA Trocar Plug 

8065750189 

23 GA Small Parts Kit 

8065750842 

23 GA Trocar Plug 

8065750837 

19/20 Gauge Scleral Plugs 

8065807550 

27+™ Valved Entry System 3 ea 

8065751697 

23GA6 mm Cannula 1 ea 

8065751444 

23GA6 mm Cannula 3 ea 

8065751445 

23GA Enhanced Entry System 1 ea 

8065751446 

25GA6 mm Cannula 1 ea 

8065751780 

25GA6 mm Cannula 3 ea 

8065751781 

23GA Enhanced Entry System 3 ea 

8065751447 

25GA Enhanced Entry System 1 ea 

8065751448 

25GA Enhanced Entry System 3 ea 

8065751449 

23GA Valved Entry System 1 ea 

8065751585 

25GA Valved Entry System 1 ea 

8065751586 

23GA Valved Entry System 3 ea 

8065751657 

25GA Valved Entry System 3 ea 

8065751658 

Lens Fragmentation 

Constellation® Fragmentation Handpiece 

8065750888 

20 GA Fragmentation Pack 

8065750958 

Diathermy 

20/23 Ga Tapered Bipolar Brush 

8065807901 

18 Ga Straight Brush 

8065804001 

18 Ga Straight Brush with Cord 

8065804101 

25 Ga Diathermy Probe 

8065751562 

Diathermy Probe DSP, 25Ga 

339.21 

27+™ Diathermy Probe, DSP 

339.31 

Auto Gas Fill 

Auto Gas Fill Pack 

8065751014 

C 3 F 8 450 Gram Cylinder 

8065797104 

SF 6 450 Gram Cylinder 

8065797004 

C 3 F 8 125 Gram Cylinder 

8065797105 

SF 6 125 Gram Cylinder 

8065797005 

Pneumatic Handpiece and Accessories 

Constellation® Pneumatic Handpiece (Product of Grieshaber) 

725.01 

Constellation® Pneumatic Handpiece DSP 

725.03 

Posterior Standalone Accessories 

Constellation® Viscous Fluid Control (VFC) Pack 

8065750957 
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Table 6-5. Anterior Segment Accessories 


DESCRIPTION 

CATALOG NUMBER 

U/S Handpiece 

Infiniti® Ultrasound Handpiece 

8065750121 

Infiniti® OZil® Handpiece 

8065750469 

U/S Tips 

30° KELMAN®, 1.1 mm 

30 KT 

30° KELMAN®, 0.9 mm 

30KTS 

30° Round, 1.1 mm 

30 RT 

30° Round, 0.9 mm 

30 RTS 

45° KELMAN®, 1.1 mm 

45KT 

45° KELMAN®, 0.9 mm 

45KTS 

45° Round, 1.1 mm 

45RT 

45° Round, 0.9 mm 

45 RTS 

30° Round, 1.1 mm ABS 

8065740792 

45° Round, 1.1 mm ABS 

8065740793 

30° KELMAN®, 1.1 mm ABS 

8065740794 

45° KELMAN®, 1.1 mm ABS 

8065740795 

30° Round, 1.1 mm Flared ABS 

8065740806 

45° Round, 1.1 mm Flared ABS 

8065740807 

30° KELMAN®, 1.1 mm Flared ABS 

8065740808 

45° KELMAN®, 1.1 mm Flared ABS 

8065740809 

30° Round, 0.9 mm MicroTip Flared ABS 

8065740837 

45° Round, 0.9 mm MicroTip Flared ABS 

8065740838 

30° KELMAN®, 0.9 mm MicroTip Flared ABS 

8065740839 

45° KELMAN®, 0.9 mm MicroTip Flared ABS 

8065740840 

30°Akahoshi, 1.1mm Flared ABS 

8065750186 

30° Round, 0.9 mm Tapered ABS 

8065750261 

45° Round, 0.9 mm Tapered ABS 

8065750262 

30° KELMAN®, 0.9 mm Tapered ABS 

8065750263 

45° KELMAN®, 0.9 mm Tapered ABS 

8065750264 

30° KELMAN®, 0.9 mm Mini-Flared ABS 

8065750852 

45° KELMAN®, 0.9 mm Mini-Flared ABS 

8065750853 

30° OZil®- 12, 0.9 mm Mini-Flared ABS 

8065751176 

45° OZil®- 12, 0.9 mm Mini-Flared ABS 

8065751177 

30° Reverse OZil®- 12, 0.9 mm Mini-Flared ABS 

8065751178 

30° Reverse OZil®- 12, 1.1 mm Mini-Flared ABS 

8065751179 

30° Round, 0.9 mm ABS 

8065790020 

45° Round, 0.9 mm ABS 

8065790021 

30° KELMAN®, 0.9 mm ABS 

8065790022 

45° KELMAN®, 0.9 mm ABS 

8065790023 

Irrigation Sleeves/Small Parts Kits 

0.9 mm MICROSMOOTH® High Infusion Sleeve Small Parts Kit 

8065740842 

1.1 mm MICROSMOOTH® High Infusion Sleeve Small Parts Kit, 

8065740872 

0.9 mm MICROSMOOTH® Small Parts Kit, 

8065750159 

1.1 mm MICROSMOOTH® Small Parts Kit, 

8065750160 

0.9 mm MICROSMOOTH® Ultra Sleeves Small Parts Kit 

8065750517 

1.1 mm MICROSMOOTH® Ultra Sleeves Small Parts Kit 

8065750518 
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Table 6-5. Anterior Segment Accessories 


DESCRIPTION 

CATALOG NUMBER 

1.1 mm MICROSMOOTH® Micro Sleeves Small Parts Kit 

8065750519 

I/A Accessories-Reusable 

I/A Tip 0.5 mm 

355-1009 

l/A Tip 0.2 mm 

355-1010 

I/A Tip 0.3 mm Small Bore 

356-1007 

I/A Tip 0.3 mm Small Bore Mod 

356-1009 

I/A Tip 0.3 mm Bent 

356-1010 

I/A Tip 0.3 mm Bent & Sand Blast 

356-1020 

I/A Tip .033 OD, .3mm, Intrepid 

8065751012 

I/A Tip .033 OD, .3mm Bent, Intrepid 

8065751013 

I/A Tip 0.3 mm, Polymer, Straight 

8065751510 

I/A Tip 0.3 mm, Polymer, Angled 

8065751511 

I/A Tip 0.3 mm, Polymer, Curved 

8065751512 

Silicone I/A Tip, Bent 

8065740969 

Silicone I/A Tip, Straight 

8065740970 

ULTRAFLOW® Tool/O-rings 

405-184 

ULTRAFLOW® IA Handpiece Comp 

8065814101 

ULTRAFLOW® IA Handpiece Only 

8065814201 

ULTRAFLOW® IA Tip STR 

8065814301 

ULTRAFLOW® IA Tip CRVD 

8065814401 

ULTRAFLOW® \A 45° 

8065814501 

ULTRAFLOW® IA 90° 

8065814601 

ULTRAFLOW® IA 120° 

8065814701 

ULTRAFLOW® CNL STTL 

8065814801 

ULTRAFLOW® Luer 

8065814901 

ULTRAFLOW® SP Straight Tip, 3 mm 

8065817001 

ULTRAFLOW® Tip Protector, Standalone 

8065817002 

ULTRAFLOW® SP 45° Bent Tip, .3 mm 

8065817201 

ULTRAFLOW® SP 90° Bent Tip, .3mm 

8065817301 

ULTRAFLOW® SP Irrigation Only Luer 

8065817501 

ULTRAFLOW® SP Curved Tip, .3mm 

8065817601 

Threaded Tip - STTL 

8065817801 

ULTRAFLOW® I/A Box 

8065-A001-01 

Replacement O-ring 

ULTRA O-RNG RPL 

Anterior Vitrectomy 

Constellation® 20 GA Anterior Vitrectomy Pack 

8065751020 

Anterior Vitrectomy Coaxial Irrigation Sleeve 

8065750352 

Anterior Vitrectomy Irrigation Sleeve (Limited Reuse) 

8065801351 
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Table 6-5. Anterior Segment Accessories 


DESCRIPTION 

CATALOG NUMBER 

Bipolar Accessories-Single Use 

Curved Jewelers/Iris Forceps 

8065129101 

Coaptation Forceps 

8065129301 

Straight Jewelers/Iris Forceps 

8065129501 

18 GA, Straight Brush 

8065804001 

20 GA, Straight Brush 

8065804201 

18 GA, Curved Brush 

8065804601 

18 GA, Widestroke Brush 

8065806701 

23 GA, Tapered Brush 

8065807901 

Bipolar Brush with Cord Su 18 GA Sterile 

8065804101 

Bipolar Brush with Cord Su 20 GA Sterile 

8065804301 

Bipolar Brush with Cord Su 18 GA Curved Sterile 

8065804701 

Disposable Diathermy Cable (Same as Posterior Segment) 

8065129002 

Reusables 

Nadler Forceps - 4” type coaptation, 0.4 mm tip 

8065127401 

4” Straight Jewelers Forceps, 0.4 mm Tip 

8065127501 

4” Curved Jewelers Forceps, 0.4 mm Tip 

8065127601 

4” Tenzel Forceps, 0.4 mm Tip 

8065127701 

4 3/4” Adson Forceps, 1.0 mm Tip 

8065127801 

3 1/2” Straight Iris Forceps, 0.4 mm Tip 

8065127901 

3 1/2 ’’Curved Iris Forceps, 0.4 mm Tip 

8065128001 

4 1/4” Coaptation Forceps, 0.5 mm Tip 

8065128101 

4 1/4” Coaptation Forceps, Extra Fine, 0.4 Mm 

8065128201 

Reusable Diathermy Cable 

8065128402 

3 1/2 “ Jewelers Curved Forceps, 0.4 mm Tip 

8065128501 

4” Titanium Coaptation Forceps, 0.5 mm Tip 

8065128601 

4 3/4” Straight/Serrations Forceps, 0.4 mm Tip 

8065128801 


Constellation® Consumables Pack 

The Constellation® Total Plus® Pak product family consists of three (3) segment- 
based procedure packs: 

• Vitrectomy Packs (Posterior Segment) 

• Phaco Packs (Anterior Segment) 

• Combined Procedure Packs (Posterior and Anterior Segment). 

The procedure packs are an assemblage of accessories (listed in the previous tables) 
specifically for use with the Constellation® Vision System. Contact your local Alcon 
Representative for available Constellation® Procedure Packs. 
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ALCON PUREPOINT® LASER INDIRECT OPHTHALMOSCOPE (LIO) 

Introduction 

The PurePoint® Laser Indirect Ophthalmoscope (LIO) is an accessory for use 
exclusively with the Alcon® PurePoint® Laser and the Constellation® Vision System. 
The PurePoint® LIO is composed of a Heine * diagnostic headset with integral laser 
delivery adaptation and an illumination power supply. The treatment laser beam and 
the aiming beam are both provided by the PurePoint® Laser. 

The PurePoint® \AO is connected to the laser via a fiber optic cable for the treatment 
and aiming beams, and by electrical cable for illumination. The illumination light is 
adjustable from approximately 0 to 1000 lux using the illumination control knob on 
the power supply. 

A permanent Doctor Protection Filter protects the surgeon against incidental laser 
beam reflections. The operator will have a colored** view through the Doctor 
Protection Filter due to blocking of the 532 nm wavelength (green). 



Figure 6-1 The PurePoint® Laser Indirect Ophthalmoscope 


** Newer Doctor Protection Filters will have less tint than older ones. 
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WARNINGS! 

The head-worn Laser Indirect Ophthalmoscope (LIO) is designed solely for examination 
and treatment of the eye, particularly the retina. 

Use only the illumination power supply provided on the Constellation® Vision System or 
the PurePoint® Laser System (in tethered mode). It is specially designed for the PurePoint® 
LIO. 

Insure that the selection on the Constellation® Vision System display is LIO. It is the 
responsibility of the operator to verify that the selection is correctly confirmed. 

The operator will have a colored** (pink) view through the Doctor Protection Filter due to 
blocking of the 532 nm wavelength (green). 

The operator must be careful to avoid potential secondary reflections; therefore the room 
used to treat the patient should be approved by a qualified laser safety officer. 

All personnel in the treatment room must wear protective eyewear (OD 4 or above at 532 
nm) when the system is in Standby, Ready, or Firing modes. 

The laser delivery system is an integral part of the LIO and is not designed to be used 
with an observer. Never use a teaching or observation system in conjunction with the LIO. 
There is no eye protection provided for the observer. 

Before each use of the headset, the operator must check the permanent Doctor Protection 
Filter for scratches, breaks, or alterations. If there is any doubt, please call Alcon Technical 
Services, and discontinue use of device. 

There are potential hazards when inserting, steeply bending, or improperly handling of 
the fiber optic cable. Not following the recommendations of the manufacturer may lead to 
damage to the fiber or delivery system and/or harm to the patient or user. 

Since the aiming beam passes down the same delivery system as the treatment beam, 
it provides a good method of checking the integrity of the delivery system. If the aiming 
beam spot is not present at the distal end of the delivery system, or its intensity is reduced 
or it looks diffused, this is a possible indication of a damaged or not properly working 
delivery system. If there is any doubt, contact Alcon Technical Services. 

The use of flammable anesthetics or oxidizing gases such as nitrous oxide (N 2 O) and 
oxygen should be avoided. Some materials - for example cotton wool when saturated with 
oxygen - may be ignited by the high temperatures produced in normal use of the laser 
equipment. The solvents of adhesives and flammable solutions used for cleaning and 
disinfecting should be allowed to evaporate before the laser equipment is used. There is 
also danger of ignition of endogenous gases. 

A qualified technician must perform a visual inspection of the following components every 
twelve months: warning labels, power cords, and fuses. In case of a deficiency, do not use 
the system; call Alcon Technical Services. 

A qualified technician must verify the LIO performance by performing an LIO calibration, 
power output, and energy matrix test every twelve months to ensure the LIO is operating 
within specifications. See Section Four of this operator's manual for instructions. If the 
LIO is not operating within specifications, do not use the system; call Alcon Technical 
Services. 

A qualified technician must check and record ground continuity and both polarities for 
leakage current every twelve months to ensure they are within the applicable standards 
(for example: EN60601-1/IEC601-1). If they are above the applicable standards, or 50% 
above initial measurement, do not use the system; call Alcon Technical Services. 
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PurePoint® LIO Icons and Labels 


The labels and icons shown in Figure 6-2 are found on the PurePoint® LIO and are 
defined as indicated. 




Caution: Consult accompanying 
documents 


Follow Instructions for Use 
(white figure with blue 
background) 


Laser Radiation 


Laser Aperture 



Use appropriate take-back 
system (See Environmental 
Considerations in this manual) 



No Continuous Use of LIO-AT; 
10 Minutes ON/20 Minutes OFF. 



Manufacture Date 


Fragile - Handle Laser Fiber 
With Care 


PUREPOINTJI 

I- A S E 

USA: THIS SYSTEM CONFORMS 

TO ALL APPLICABLE STANDARDS 
OF THE RADIATION CONTROL 
FOR HEALTH & SAFETY ACT OF 1969 


k |REF| 8065751050 



a Alcori 

/ • \ .. .1 ALCON LABORATORIES, INC. 


562-1387-001 REV. A 


PUREPOINTj^ 

REF| 8065751050 

(g) Alcori 

y ^1 ALCON LABORATORIES, INC. 
nil 6201 SOUTH FREEWAY 
FORT WORTH, 1X76134-2099USA 
MADE IN USA 

L_ A S S F=lWjj^ 

USA: THIS SYSTEM CONFORMS 

TO ALL APPLICABLE STANDARDS 

IrevT 

OF THE RADIATION CONTROL 

FOR HEALTH & SAFETY ACT OF 1969 


D 2011 Novartis 562-1387-002 REV. C 


NOTE: The LIO may use either of the label examples shown above depending upon the date of manufacture. 


Figure 6-2 PurePoint® LIO Labeling 


Table 6-6 PurePoint® LIO Technical Specifications 


CATEGORY 

SPECIFICATION 

Dimensions 

Width: 22.0 cm (8.7 inches) 

Length: 24.2 cm (9.5 inches) 

Height: 20.0 cm (7.9 inches) 

Headset Weight 

571 g (1.26 lbs.) 

Environmental Limitations 

Operating: Temperature: 15° C < T° < 35° C 

Relative Humidity: 10% to 90% with no condensation 

Storage: Temperature: -40° C < T° < 70° C 

Relative Humidity: 10% to 90% with no condensation 

Miscellaneous 

PurePoint® Laser with PurePoint® LIO complies with CE MDD 
requirements (CE 0123). 

Not suitable for use in the presence of flammable anesthetic, oxygen, or 
nitrous oxide. 

System not protected against the ingress of water. 

Class lb, H IEC 601-1 
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Pure Point® LIO Safety Features 

• Labels on the instrument warn the operator about laser dangers. 

• The illuminator power knob controls the illumination power supply. 

• A protective housing covers the laser source completely and the beam will only 
exit through the LIO exit window. 

• A permanent Doctor Protection Filter on the LIO headset protects the operator 
from incidental reflections of the laser beam. Prior to using the laser system, 
ensure that the filter is in good condition and that it has not been damaged, 
displaced, or moved. 

• An emergency switch located on the Constellation® Vision System can be used to 
shut off power to the laser. After using the emergency switch, pull it back to its 
initial position to restore power and start the instrument. 

General System Precautions 

All personnel operating laser systems shall follow each of the general safety 

precautions listed below. 

• Never look into the laser beam. 

• Restrict laser room access to people whose presence is required and who are 
familiar with the laser precautions. 

• The laser room should be clearly identified with proper warning signs. 

• Never direct the laser beam towards an opening in the rooms light shielding walls 
or window or door coverings.. 

• Never place any reflecting object in the path of the laser beam, or direct the laser 
beam toward objects that may reflect light (such as surgical instruments). 

• Turn the LIO illuminator power knob to OFF when not in use. 

• Only authorized personnel thoroughly familiar with the recommendations 
contained in this manual may operate the LIO. Any use of this laser system 
beyond the design intentions may result in dangerous exposure to laser radiation. 

• Familiarity and understanding the use and application of the Indirect 
Ophthalmoscope is a prerequisite to using the LIO. 


Using the Optics Overhand 

The pivoting overband allows the laser optics to be pushed up out of the operator's 
field of view (see Figure 6-3). It is locked in the end position and can only be released 
by pressing the Overband Adjustment Knob. 

To pivot the overband, press the Overband Adjustment Knob with the right hand 
and pivot the overband into the desired position (up for the “rest” position and down 
for the “working” position). When the unit is properly adjusted, the overband can 
be lowered into the same pre-selected working position. Once set, changing the 
adjustments is required only if another examiner uses the instrument. 
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Working 

Position 


Figure 6-3 Adjusting the PurePoint® LIO Overhand 



Rest 

Position 


Observation Optics Adjustment 

1. Loosen the Observation Optics Adjustment Knob (see Figure 6-4) so that the 
observation optics are free to move. The Observation Optics Adjustment Knob 
can be unscrewed and reversed to the other side for left-handed operators. 
Remove dust cover protecting delivery window. 

2. Place the LIO on your head and adjust the circumference and height using the 
Circumference and Height Adjustment Knobs so that the headband is firmly 
positioned but comfortable. 

3. For convenience, use clothing clip to attach the fiber/cable assembly to clothing. 

4. Move the eyepieces as close as possible to your eyes and look at the light spot 
at a distance of 30 cm. A small object (such as a pencil) held in front of the 
eyepieces at 30 cm must be clearly focused. 

5. Using the Delivery Mirror Control Knob, adjust the optics so that the light spot 
is centered vertically in your field of view, then tighten the Observation Optics 
Adjustment Knob. 

6. If the light spot is not centered horizontally, adjust the headband left or right 
accordingly. 

7. Adjust the pupil distance setting by viewing the light spot alternately with the 
left eye then the right eye, and sliding the eyepieces so that the spot is centered 
within your field of view. 

8. Remove the LIO and look at the scale on the eyepieces to insure that the pupil 
distance is symmetrical. If not, center the headset and readjust the eyepieces. 
Correct adjustment of the optics is particularly important when examining small 
pupils. 

Once set, changing the adjustments is required only if another examiner uses the 

instrument. 
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Controls for Observation and Illumination 

The Aperture Lever (see Figure 6-4) allows you to choose between two different¬ 
sized illumination fields. The choice of illumination field size depends mainly on the 
size of the patient’s pupil (the small illumination field is the recommended setting). 
The positions of the Aperture Lever for large and small illumination fields are marked 
with large and small black dots, respectively. 

The Convergence Control Knob provides synchronized adjustment of both 
examination and illumination beams to suit the patient's pupil size. Wide convergence 
and parallax selection allows for maximum stereopsis with large pupils. Narrow 
convergence and parallax selection allows stereoscopic examination for small pupils. 

NOTE: Use the small pupil setting and narrowest convergence angle at the small 
illumination field size setting; otherwise, clipping (shadow) of the illumination 
field will occur. The Convergence Control Knob adjustment range is limited in 
the LIO to 50% of the original Heine* range to accommodate for the laser beam 
delivery requirements. 

The Delivery Mirror Control Knob can be rotated to move both the illumination beam 
and the laser beam in the vertical plane. 

CAUTION 

Do not use the LIO with the illumination power supply set at maximum intensity for 
more than 10 continuous minutes. The LIO must be allowed to cool down at least 
20 minutes between uses. Use as little observation/illumination light as possible and 
always switch power supply OFF using the illuminator power knob. 



Height Adjustment Knob 


Circumference 
Adjustment Knob 
(on backside of band) 


Laser Spot Size Lever 


Delivery Mirror 
Control Knob 


Convergence Control Knob 


Observation Optics 
Adjustment Knob 


Aperture Lever 


Laser Vertical 
Adjustment Knob 


Figure 6-4 PurePoinl® LIO Controls and Adjustments 
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Using the PurePoint® LIO for Observation 

If the PurePoint® LIO is used for illumination purposes only, the laser fiber still 
needs to be connected to the PurePoint® Laser. 

1. Turn the illumination power on and adjust the light intensity using the 
illuminator power knob. 

Using the PurePoint ® LIO for Laser Treatment 

Using the system in this mode enables photocoagulation with the LIO. 


WARNING! 

All the personnel in the room during the operation must wear protective safety 
eyewear with a minimum optical density OD 4 to filter 532nm radiation. 

Before each use of the headset, the operator must examine the permanent 
Doctor Protection Filter for scratches, breaks, or alterations by looking through 
the ocular lens. If there is any doubt, discontinue use of device and please call 
Alcon Technical Service. 


NOTE: The PurePoint® LIO is shipped with +2 diopter ocular lenses installed. 
These may be changed with 0 (zero) diopter lenses. 

1. If desired, change the ocular lenses by unscrewing the eyecup retainer in the 

counterclockwise direction, change each lens, and replace the eyecup retainers. 
Ensure that the new lenses are clean; i.e. no fingerprints or debris. Refer to the 
PurePoint® LIO maintenance section for cleaning instructions. 


Unscrew eyecup retainer to 



or alterations in Doctor Protection Filter. 


Figure 6-5 

Eyecup Retainers and Ocular 
Lens on the PurePoint® LIO 


2. Turn the Constellation® Vision System console power ON and make the 
appropriate selections. 

3. Select the appropriate illumination field size by toggling the illumination 
aperture lever to the desired setting. 

4. Adjust the illumination intensity using the LIO Intensity up/down buttons. 
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5. On the touchscreen, set the power below the nominal titration level. If the power 
parameter is not set below the nominal titration level, the message “Set Power < xxxx 
mW” will appear on the display. 

6. If necessary press the Reset button to reset the shot counter to 0. 

You can now adjust exposure time, aiming beam power, and treatment beam 
power. 

7. Select exposure time by pressing the Exposure Time Adjustment arrow buttons. 


WARNING! 

Verify that all personnel are wearing protective eyewear (OD 4 or above at 532 nm) 
as soon as the system is in Standby/Ready mode, as well as during treatment. 


NOTE: It is not recommended to use exposure times longer than two seconds 
in CW (Continuous Wave) mode. Depending on the thermal load, 
the system may shut down prior to the footswitch being released. A 
message will appear on the display indicating this condition. 


8. Select the aiming beam intensity by pressing the Aiming Beam up/down 
buttons. 


WARNING! 

Do not attempt treatment if aiming beam is not present. Patient injury may occur. 


9. Set the desired treatment power by pressing the Power up/down buttons. 

10. Select the laser spot size using the Laser Spot Size lever (see Figure 6-4). The 
positions of the Laser Spot Size lever for large (approximately 1 mm) and small 
(approximately 0.5 mm) laser spot sizes are marked with large and small black 
dots on the right side of the box, respectively. The change of laser spot size from 
large to small results in approximately four times increase in irradiance within 
the treatment area, provided that laser power was not adjusted. 

It is recommended to adjust laser power each time the Laser Spot Size Control 
setting is changed. Start with low power and a short duration pulse, then 
increase until the desired coagulation result is achieved. 


WARNING! 

If unsure which settings are required, select a low power, short duration, and large 
laser spot size. Failure to properly adjust delivered energy may lead to patient 
injury. 
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11. Press the Ready selection under Laser Mode on the touchscreen. The system 
will emit a voice confirmation that it has entered Ready mode. 

NOTE: The footswitch must be released to proceed to Ready mode. If the 
footswitch is depressed during power-up or while in Standby mode, 
“Release footswitch” is displayed. Release footswitch and proceed. 

12. Use the Laser Vertical Adjustment knob (see Figure 6-4) on the laser delivery 
adaptation to aim the laser at the desired location within the illumination field. 

13. Press the footswitch when ready to fire. The system will emit a four millisecond 
beep each time the laser fires. If the footswitch is not pressed within 2 minutes 
starting from entry into “Ready” mode, the system emits one beep and switches 
to “Standby” mode. 

NOTE: The aiming beam is off during treatment beam exposure, except in 
repeat mode. 

14. Repeat the firing procedure as often as necessary, making adjustments to power 
output and duration as appropriate to complete the treatment session. 

15. When the treatment is completed, release the footswitch and press the Standby 
button on the touchscreen. 

NOTE: The Emergency switch on the front panel must only be used in case of 
emergency. After using the Emergency switch, return it to its initial 
position to restore power and start the instrument. 

PurePoint® LIO MAINTENANCE 

This section contains information for basic care and maintenance of the LIO. If a 
problem occurs on the instrument, call the Alcon Technical Services department and 
give details of the breakdown circumstances and effects. From these elements, a 
technician will evaluate the problem and determine the maintenance requirements. 

Checking the LIO Appearance 

The condition of the hardware components must be checked periodically to identify 
any fault which might cause incorrect operation of the system. 

• Operation of controls and indicators. 

• State of the fibers and connecting cables. 

• Check permanent Doctor Protection Filter for damage; i.e., scratches and cracks. 

Any damaged hardware must be replaced. Contact your Alcon Technical Service 
representative. _ 

CAUTION 

Care and cleaning operations must be performed with the instrument turned off and 
power disconnected. 

Headset Care and Maintenance 

• The eyepieces and the glass in front of the binocular assembly can be cleaned 
with a soft cloth (dipped in alcohol if necessary). 

• The cushions for forehead and nape can be removed for wiping with soapy water. 

• The rest of the instrument can be cleaned with a soft cloth dipped in alcohol. 
Under no circumstances should cleaning fluids be used. 
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Storage 

The PurePoint® IAO should be stored either on the headset stand or in its storage case 
when not in use to prevent inadvertent damage to the headset or cables. 

Changing the Illumination Bulb 

1. Ensure that the LIO is not connected to the Constellation® Vision System. 

2. Pull the cord socket away from the bulb connector (see Figure 6-6). 

3. Unscrew and remove the bulb connector, then pull the bulb out of the socket. 

WARNING! 

The bulb and bulb connector may be hot, and can burn your fingers. 

CAUTION 

Do not touch the glass part of the new bulb directly with your fingers. Oil from fingers 
can dramatically reduce bulb life. 

4. Clean the new bulb with a soft, clean cloth. 

5. Insert the new bulb so its locating pin engages in the housing slit. 

6. Rest the bulb connector on the base of the bulb and firmly screw it in. 

7. Re-connect the cord socket. 


Figure 6-6 PurePoint® LIO Bulb Replacement 



Calibration 

Alcon recommends that the LIO be calibrated on an annual basis as an integral 
part of the laser system with which it is used. Refer to Section Four for calibration 
information. 

PurePoint® LIO SPARE PARTS AND ACCESSORIES 

Bulb 6V.P/N 542-1119-001 

Laser Protective Eyewear.P/N 8065750107 

28 D Lens.P/N 8065750158 

20 D Lens.P/N 8065-6879-01 

+2 D Ocular Lens.P/N 301-361 

0 D Ocular Lens.P/N 301-362 

Headset Stand.P/N 8065750891 
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EECSCR. FLOW. 
N3N-IMVASIVF 

^TTTfe 

VALVE. PB0PW1I0HAL. 
NOBHALLY OPEN 

FITTING. BARE 
EXHIIlSf 





t- 

CLOSED PATH 


ii 

o 

511 

O 


v/ J- 
<F jr 


/• > 

V* ^ A* 

/ /■ / / 



FACEPLATE INTERFACE 


1 1 


ITT | 3 ART NJH&ft f OESEPlPTlCH 

HATER WUrtWRJfAtlLfiBI | ITEM 

BILL DF MATERIAL 

ijifif:ftE v 

O^/ZI/OP 

WS XC«in CWTalLW 


MHfiiMKta 

0 (AGflAM .SYSTEM r RJU 1 0 1 CS HfiVS 

T.fscalahtc 

“k/21/w 

ySbwi <i « 
*7™ MlJuTS™ 

twusn 

V.MW 

”*i.STAU] ER 

“ffi/ZI/O? 

Of 212-324S-601 [*8 

^ 6/JO/20O> 

V HS^pV'fc£»? 

SHL NWE | StEET t Of 1 


|vE*SH* e-i 
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EXTERNAL CONNECTIONS 






H r*JfcOUWIW JU.B 
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constellation 


VISION SYSTEM 


D 


C 


B 


A 


8 J 7 | 6 | 5 | 4 3 | 2 | !_ 



INFUSION CIRCUIT 


fnr 'Uu. ti upm tr * — 

pf ZIZ-aiS-BOlTB 

I ffat-QHfrUS S<EI jQf-j 
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FRCN PIH(hCR HANIF&O <T2J> 



» S*TI0N »£SSUB6 


ASPIRATION CIRCUIT 






!(W VX.& 'Ml I 
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VISION SYSTEM 


PiUtDE* «*Htf(K0 


|7l2-?78 


VAiVE.. ASP RELIEF 
S5 PSi&l 
mi.p a 




TO ASPIRATION MANIFOLD (T2 J> SI - 


wan atm. su:tion pksscpe 

M5 >Sl6 SETPOINTI 
IPGS.P s> 


778V 501 IA9J1 

KB. 5 valve. Pin. lwP 
caw (if »pi 


ai .i.^w 




sn’dl .||^|W 


WifiCE WPS 
[0 0051 HI 
W.F M 


f?i2-2S 34-501 <AW) 

U$ST. p - 


VALVE Pi*«? Sft [f 
IK PSI61 
M}J> P) 


J 


eO^w 




1711 .ij^ W* 


ppiuapt niNiPdO/ I 

Faceplate \ 

I 

% 



S- 3 ', 50 * 75 PSIO 
I | 

t^l (5 PSiG 



f mi c“'i>i 1 WIVE. S11 1 : 

WO- 1 — 1)1 \ l . . p 12 27 M 501 (API) . CUINOEO. BOrn 

CZJfJAjVV ! asst. kb. s vam. pin. up# iet7.p bg> l| 

^ Ld f 7 j ItClO* KOI ! p 

Hr 1 ', | 

ftGUATCR. PI<KN PRESSUK 
45 PSlG SETPOINT) 

(Wit J> PI 

1 

1 • 

»uw. un> axe 

^ ^tll> LO 
AM. IATCH COEN 

a qj ioj 


— -> 1 _^L 

1 CUINOffi. SC n 

(CY8.P so V 

1 

CniWER. SC 2 ITT 
(CTPJ> «?i M| 

- 1 JT 

<— 
CTlWOEP. Al r-t 

Oio.P All IV 


— , URHALLT 
EXTEWtC 


I. MOCH/ar 
ft TRAC HC 



! I 


PINCHER CIRCUIT 






ICfcfeOUWIW 5(A,fl 
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REVISION HISTORY 

REV 

ECN 

DATE 

PO 

NOT RELEASED 

08/06/08 

A 

20082114 

08/12/08 

B 

20090634 

04/17/09 

C 

20101660 

10/01/10 

D 

CN033330ECN 

08/16/12 


AC = ACCUMULATOR 


L = SOLENOID PROPORTIONAL VALVE 


MT = MEASURING TRANSDUCER 


PR = PRESSURE REGULATOR 


RV = RELIEF VALVE 


= VENTURI GENERATOR 


VALVE. RELIEF (RV) 


REGULATOR. NON-RELIEVING (PR) 


VALVE. 2 POSITION. 3 
WAY. 

SOLENOID OPERATED (L) 


VALVE. 2 POSITION. 4 
WAY. 

SOLENOID OPERATED (L) 


VALVE. 

PROPORTIONAL. 

NORMALLY CLOSED (L) 

VENTURI GENERATOR (V) 



ENERGY SOURCE 

WATER TRAP FILTER (FT) 
MEASURING TRANSDUCER (MT) 

ACCUMULATOR (AC) 

MUFFLER (MF) 

CONNECTION 
EXHAUST 
CLOSED PATH 



MATERIAL/MANUFACTURER 


BILL OF MATERIAL 


R. PALI NO 

“*08/06/08 

THIS DOCUHENT CONTAINS 


““““j.MUELLER 

“*08/06/08 

W ?0°0t!«R OOCUHENTS E QR ° 

AO@@Gn) 

D. TURNER. 

“*08/06/08 

USEO^FQR JIANtf ACTUWlNO 

in,™. Cal ilornia M 

6/30/2005 

"ffiaisr.'ffia? 



DESCRIPTION 

D I AGRAM.SYSTEM. PNEUMATIC MOD 


PD ML INK MODEL ATTRIBUTES NAME: NONE 


D — 212-1023-801 fo 

SCALE: NONE | SHEET 1 OF 2 

I VERS I ON: D.2 
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5.24 



© constellation 

VISION SYSTEM 


FOOTSWITCH INTERCONNECT 

LOWER FOOTSWITCH CONNECTION rrn TABLE BASE 

B2J1 •— 1 B1P1 


1 



01 BRN 



1 

CHB 2 



02 RED 



-5V FS 3 



03 ORN 



’ 2 

CHA 4 



04 YEL 



1 3 
4 

+5V RTN 5 



05 GRN 



UP 6 



06 BLU 



5 

6 

PH 7 



07 BRN/WHT 



RV 8 



00 BLK/WHT 



'7 

LH 9 



09 CLEAR 



0 

LV 10 



10 ORN/WHT 



9 

L HEEL 11 



11 RED/WHT 



1 10 

R HEEL 12 



12 YEL/WHT 



1 11 
12 
13 

FS PFV X H 



13 BLK 



1 J_I\LV_A IJ 



14 VIO 



♦tH ? J IU 1 UK IH 

SOL 15 



15 GRY 



1 14 

.Cl/ r Mf DTM 14 



16 WHT 



' 15 

^JV.LiiL «K 1 li IO 

r HR9 17 



17 PNK 



1 16 

L nDZ 1 / 

CHA2 18 



18 GRN/WHT 



1 17 

LI M2 19 



19 BLU/WHT 



' 18 



u 




' 19 


SHELL 


WOI - Base 


212-1678-001 Cable, Footswitch 


8065751153 


1 

TX0ATA+ 1 GRN/WHT 



, i 

2 

TXDATA- 2 GRN jfP 



, 2 

3 

RECV0ATA. 3 ORN/WHT 



, 3 

4 

4 BLU 

P 



i 4 

5 

5 BLU/WHT JfP 




, 5 

6 

RECVOATA- 6 ORN 1 




* 6 

7 

7 BRN/WHT 



i 7 

8 

8 BRN JfP 



, g 







TXDATA+ 

TXDATA- 

RECVDATA* 


RECOATA- 


W1 7, 20, 21 , 24, 27 - Console 21 2-1 560-xxx Cable, Ethernet 
W02, 07, 11 - Base 



r\ 




POWER DISTRIBUTION BASE 
AC.IN 


^° 4 74 BLUE 


B9CP1 





75 BRN 




76 GRN/YEL 


v37 


NEUTRAL 

NC 

LINE 

NC 

GND 


W04 - Base 21 2-1 681 -001 Cable, Power Out 


Cables, Interconnect, Constellation* Vision System 
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IV POLE 

T 

3 

4 

5 

6 
7 

a 

9 

*> 

It 

13 


TABLE MSf 
IHTERCMECT 

am 


«5B 


IS flto 



HESE 


» GPH 



hotjeh 


IT ORH 



Pwn.uP 


IB BLU 



BHKJSL 


« WHT/BlK 



HAUhlTE 


20 RE0/8LK 



NAKHlTE 


ZS HW/BIK 



HAN.30VJH 


9 ORN/SLK 



nAH.uP 


26 Bluett 



61 


11 BIK/WHT 



ER 


12 RED/WHT 



00 


13 fifiN/WHT 



ILiH 


27 BLU/WHT 



TEST 


20 BLK/RED 



3.3 


33 WHT/RED 



*SP» 


J 4 (MED 




0 


'24V DC' 

36BE0 

,1 

'24 V DC" 

37 RED 

2 

"CHASSIS GND - 

]B GRN 

3 

'24V RTN' 

3V BLK 

i 

'24V flTH - 

40 Bi* 

5 


6 


'24 VDC' 

24 VOC 
"CHASS GND' 
'24V BTH" 
'24 V (5 IN' 


SCI 


127 WHT 



'24V BTH' 


126 RED 



'241 BTH' 


129 m 



-GV BEF ANLE BTHT 


130 ORN 



’BIN PWfl EN6L- 


131 BLU 



FAN TACk BTHT 


132 WHT^&LK 



"FAH PtfH 6TH- 


133 RED/B1K 



■OWW EL* BTH - 


134 GRN/BLK 



'BTH PWP DK' 


135 OCH/BLH 



BASE RSTr 


136 BLUyBLK 



■BASE RST8- 


137 BLK/WHT 



■&A5E RSTr 


130 HEO/WHT 



■6A5C RST10- 


139 GGN/WHT 



0.5t® 


140 BtU/WHT 




POWER D^HIBUTIQN 
RCSA 




[ gs WHITE 


•CSA 

USB 
HE SC 
HOT-EH 
PWHJLP 
BflK.PEl 
HUH I IE 
HAKHTE 
HANJJ0WH 

HAK-UP 

ei 


■LIH 

TEST 

3,3 

*5tt 


SOA 

SCL 

'Z4V 8TH" 

'241 BTH' 

OV fitf ANLE BTH‘ 
■6TH PWR INBL' 
'FAK TAEH BTH' 
‘FAN PWN BThT 
'OvtP CUt BTM- 
'BTN PWfi 0K‘ 

BASE BST3- 
’BASE dsrz- 
'BASE RSTr 
'BASE WTO" 

O.GHD 


■BASE POSHT- 
'OV REF TOP- 


W03 - Base 


21 2-1 680-001 Cable, Data 10 


8065751153 


TABLE BASE 

interconnect 

B1PS 




71 BRN 




1 72 BLU [ 

in 

pH: 


, 1 

■ 




/ 


AC IN 
B3P1, 

H3 

AC IN I 
B3P2 : 

0 


LINE 


POWER ENTRY 
MODULE 


1 NEUTRAL 


I 


B15GND 


GNO 


W05 - Base 21 2-2201 -001 Cable, AC Power In 


REF. DES. 'A' REF. DES. 



'B* 

♦ 24V_BUSS 
+24V_BUSS 

OV.RTN 

OV.RTN 


W1 8, 30, 32, 34, 83 - Console 21 2-1 561 -xxx Cable, 24V DC 
W08, 10, 23- Base 


Cables, Interconnect, Constellation* Vision System 
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POWER DISTRIBUTION 
BASE PC BA 
B9BP12 


"P>0_RESET* 
2 


NO-RESCT- 


SHIEID 


N/C 

N/C 

N/C 

N/C 

N I .RESET* 


Nl.RESET- 




05 BLK 


06 CIR 


V' 


01 WHT 




Y 


ILLUMINATOR BLIND 
MATE CONNECTOR 


NO.RESET 

NO-RESET 

BIT-1 

BIT.1 

BIT.3 

BIT.3 

BIT-2 

BIT.2 

N/C 

N/C 

N/C 

N/C 


LASER FLOATING 
CONNECTOR PC8A 
BSAP2 


N1-RCSET 
N1.RESET 
BIT. 4 
BIT_4 
N/C 
N/C 
N/C 
N/C 
N/C 
N/C 
N/C 
N/C 


W09 - Base 212-1689-001 Cable, Slot ID 


B1P6 


B16 



W12 - Base 212-2019-001 Cable, Ground Equi 


8065751153 


A1AP1 


A2AR2 


RxOG- 


01 OR^/BLK-I 


IHlVDS-AO- 

RxGO* 


02 0RM/RED.1 J p 



n LVOS-AO* 

RxOI- 


03 GRT/BLKjl 



2 LVDS.A1- 

RxQI* 


| P 01 Gfir/RED-I { P 



15 LV0C.A1* 

Rk02- 


OS WHT/6LK.1 



3 LVDS.A2- 

(1x02* 


| P 06 WHT/REO-1 J P 



16 IV0S.A2* 

RxOC- 


07 YEL/BLK-1 



4 LVDS.AC - 

R*QC- 


i P OB YEL/REO J f P 



17 LVOS.AC * 

R*03- 


09 PWK/BLK-1 



5 LVDS. A3- 

Ra03* 


| p 10 PHK/REO _1 | P 



IB LV0S.A3* 

RxEO- 


11 ORN/BLK-2 



6 LVQS-&D- 

RhEO* 


| p 12 ORN/ROL2 | P 



17 LVUS-BO* 
7 LV0S-B1- 

P*E1- 


13 WY/81K-2 



RxEb 


J P It GPY/GED-2 | P 



20 LVDS.B1* 

R*E2- 


IS WHT/BlK_2 



S LV0S.B2- 

RxE2* 


J p 16 WHT/REO-2 | P 



21 LVDS.B2+ 

RxEC- 


17 t£L/BlK_2 



7 IVOS.BC- 

RxEC* 


IB m /.RED _2 | p 



22 LVDS.BC * 

RxE3- 


10 PHK/flLK_2 



10 LV0S.B3- 

H*E3 + 


i P 20 PWK/RED-2 J P 



23 LV0S-B3* 

GNO 

NC 

NL 

NC 

GND 



21 0RW/BIK_3 



11 GND 



t2 0RN/RED.3 } P 



21 LCOVCC 



23 GRY/BLK.3 



12 GND 



21 GfiY/RED-3 f P 



25 L C 0 VC C 



2S WHT/BLK.3 



13 GND 

vcc 


r 




20 WHT/RED.3 | P 



26 LCD VCC 

gnd 






V 



vcc 


i p 




GND 




HOST D LSPLAt PCS 

VCC 


i! 





W1 2 - Console 21 2-1 871 -001 Cable, Video, LVDS 
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*12BL 


1 ORN/BLK_t 



PGNO 


| P 2 MtMKD_1 | P 



*1281 


3 GRT/BLK-1 



PGND 


| P L GBY/fiE0_1 l' 1 



■ 12BL 


S WHT^BLK-1 



ps« 


| p 6 WHT/REOJ { P 



USB- 


1 T£L/BLK_1 



U5&* 


| p e m/R£D_i J p 



*1>2V 


9 PMK/BLK J 



m 


f P 010 PHK/RLO-1 | p 



«i2v 


Oil 0RN/BLK_2 



GND 


| P 012 DRtl/RED-2 | P 



6KLPWH 


013 GRY/BLK-2 



EiKLEtl 


J P OH &RT/RED_2 | P 









DISPLAY INTERFACE PCS 


HOST Q I SPLAT 


W13 - Console 


212-1872-001 Cable, Interface, Display 


HOST 


RIGHT SPEAKER 



-001 


POWER SUPPLY 
B9AP2-2 


ROW ER 

DISTRIBUTION 
PL BA 


1 

*24V 

RED 

1 





-002 


POWER SUPPLY 
B9AP2 


POWER DISTRIBUTION PC BA 
B9BP3 



W14, 40 - Base 212-2220-xxx Cable, DC Power 


■ 12BL 
PGKD 
*12GL 
PhND 
*1?BL 
POND 

use- 

US&« 

*12V 

m 

gno 

SKLPWH 

CKLtN 

pcg 


8065751153 


MOTHERBOARD/ 
MOTHERBOARD 
A2DP10 (SATAO) 
A2DP19 (SATA1) 


UPPER HDD/ 
LOWER HDD 
A2GP2 (SIG) 
A2HP2 (SIG) 


1 

GND 

1 

2 

OATA.A* ! ! 

2 

3 

DATA.A- j 

3 

4 

GND l _ J 

4 


• *\ 


5 

DATA.B- ! ! 

5 

6 

DATA.B+ 

6 

7 

GND IJ 

7 





GND 

OATAJU 

DATA.A- 

GND 

DATA.B- 

DATA.B* 

GND 


W61 , 62 - Console 21 2-2383-001 Cable, SATA SIG 


LEFT SPEAKER 



W15 - Console 212-1557-002 Cable, Speaker, Left 


AC IN 
B9CJ1 

NEUTRAL BLU 

NC 

GROUND GRN/YEL 

NC 

LINE BRN 


5 

A 

3 

2 

1 


POWER SUPPL 
B9APTB1N 


1 N 

B9APTB1G 

71 G 


B9APTB1L 

-El 1 


W1 5 - Base 21 2-2221 -001 Cable, AC In 


Cables, Interconnect, Constellation* Vision System 
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© constellation 

VISION SYSTEM 

POWER CONTROLLER PCBA HOST DC-OC PCBA 

A3AP6 A2BP1 


"iT| 

RX1 


BLK 


''i - 

RX1 

13 

TX1 


WHT 



2 

TX1 

12 

DSPLY.EN 

REO 


3 

DSPLY.EN 

11 

HST_SFT_RST 


LT.GRN 



4 

HST_SFT_RST 

10 

HST.SHT.DWN 


ORG 



5 

HST.SHT.DWN 

9 

HST_PWR_G0 


LT.BLU 



6 

HST_PWR_GD 

0 

OV.RTRN 


WHT/BLK 



7 

OV.RTRN 

7 

FAN.STPD 


RED /BLK 



8 

FAN.STPD 

6 

LAR.RET 


LT.GRN/BLK 



9 

LAR.RET 

5 

SPRVR.OV.REF 

ORG/BLK 


10 

SPRVR.OV.REF 

4 

BK_LT_LVL 


LT.BLU/BLK 



11 

BK.LT.LVL 

3 

SHLD.GNO \ 


12 

N/C 

2 

N/C 



13 

N/C 

1 

N/C 



14 

N/C 

> 







W16 - Console 


212-1559-001 Cable, Host Interface 


POWER DIST. 

PCBA 

B9BP4 

T~l._liTBY_t.5Y: 

2 'STBY OV' 

3 L 

4 

5 

6 


YELLOW 


BLUE 


POWER SUPPLY 
B9APCN1 

71 'STBY *5V' 

2 NC 

1 'STBY OV' 


W1 6 - Base 21 2-2222-001 Cable, PS Control 


REF.QESJ'A" 


REF_DES_"B' 



1 CGND 


W120, 121 - Console 212-2223-XXX Cable, Ground 
W17, 36 -Base 


8065751153 


To' 

40 GRAY 

f*0~ 

CGNO 

39 

39 GRAY 

,39 

LIGHT _CNTL 

36 

38 GRAY 

38 

CGNO 

37 

37 GRAY 

37 


36 

36 GRAY 

36 

V0D12F 

35 

35 GRAY 

,35 


34 

34 GRAY 

,34 

V0D12F 

33 

33 GRAY 

33 

DR.FILTi2_P3_SW2.NC 

32 

32 GRAY 

32 

DGNO 

31 

31 GRAY 

,31 

DR_FILT»2_P1_SW1_N0 

30 

30 GRAY 

30 

DGNO 

29 

29 GRAY 

,29 

0R_FILTl1_P3_SW2_NC 

28 

28 GRAY 

28 

OGND 

27 

27 GRAY 

27 

0R_FILTI1_P1_SW1_N0 

26 

26 GRAY 

26 

OGND 

25 

25 GRAY 

25 

VOD_SHUTTER_FS 

24 

24 GRAY 

24 

DGNO 

23 

23 GRAY 

,23 

SHUTTER-BIAS 

22 

22 GRAY 

22 

OGNO 

21 , 

21 GRAY 

,21 

OGNO 

20 

20 GRAY 

,20 

OGNO 

19 

19 GRAY 

19 

/FS.ID1 

16 

18 GRAY 

18 

OGNO 

17 

17 GRAY 

17 

OGNO 

16 

16 GRAY 

16 

OGNO 

15 

IS GRAY 

,15 

/FS.IOO 

14 

14 GRAY 

14 

OGNO 

13 

13 GRAY 

,13 

/FS-RIGHT 

12 

12 GRAY 

12 

OGNO 

11 

11 GRAY 

11 

/fS-NO-TTL 

10 

10 GRAY 

,10 

VCC5F 

9 

9 GRAY 

9 

/FS-NC.TTL 

8 

8 GRAY 

6 

VCC5F 

7 

7 GRAY 

7 

/FSJLEFT 

6 

6 GRAY 

6 

VCC5F 

5 

5 GRAY 

,5 

VCC5F 

4 

4 GRAY 

4 

VCC5F 

3 

3 GRAY 

3 

INTERLOCK 

2 

2 GRAY 

,2 

VCC5F 

1 

1 REO 

1 

LASER.RO Y 







B5AP4 B5CP7 

LASER INTERFACE PCBA LASER INTERFACE BREAKOUT PCBA 

EXTENDER 


W1 9 - Base 21 2-1 996-001 Cable, Laser Interface 


Cables, Interconnect, Constellation* Vision System 
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TO Wfll 


PAN 


M3P2 M3 



W29 - Console 21 2-2268-002 Cable, Fan 

W20 - Base 



W117 - Console 212-2655-001 Cable, Ballast Interface 

W21 - Base 


8065751153 


TABLE BASE 
INTERCONNECT 
A12J1 

SUPERVISOR 


A5AP305 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
11 
12 

13 

14 

15 

16 

17 

18 
19 



uu 

02 RED 


i 1 f UD 



03 ORN 



’ 1 lhb 



04 YEL 



'2 ♦SVFS 



05 GRN 



'5 CHA 



06 BLU 



'4 *5V_RTN 



07 BRN/WHT 



' 3 UP 



08 BLK/WHT 



1 10 RH 



09 CLEAR 



'9 RV 



10 ORN/WHT 



'8 LH 



11 RED/WHT 



'7 LV 

, i urn 



12 YEL/WHT 



'11 L_HEEL 



13 BLK 



'6 R—HEEL 

, io cc nrw v 



14 VIO 



’ 1Z rS.RLV.X 

i o; w unTnn 



15 GRY 



'13 *Z4V_M0T0R 



16 WHT 



'14 SOL- 

i ic cw rur n t m 



17 PNK 



'lb Ov.tNl _KIN 

i IQ r UD o 



18 GRN/WHT 



'10 IHBZ 



19 BLU/WHT 



'17 CHA2 


LJ 


L 


'16 LIM2 
'19 NC.RTN 
>90 cum n 



' bmtLU 


W22 - Console 212-1565-001 Cable, Footswitch 

TABLE BASE 

SUPERVISOR INTERCONNECT 

A5A-P21-1 A12J2 

RECV.DATA* 
RECV.0ATA- 
TXDATA+ 


TXOATA- 


W23 - Console 212-1566-001 Cable, Ethernet to Base 


~T) 

RECV_DATA+ 01 GRN/WHT 


VI 

1 

2 

RECV.DAT A- 02 GRN 



2 

3 

TXDATA* 03 ORN/WHT 



3 

4 

04 BLU 

P 



4 

5 

05 BLU/WHT \p 




5 

6 

TXDATA- 06 ORN i 

[ 



> 6 

7 

07 BRN/WHT 



7 

8 

08 BRN \ P 



> 8 

/ 






Cables, Interconnect, Constellation* Vision System 
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BASE 
B6AP5 . 


^ TABLE TOP 
A6AP5 


ILLUMINATOR CONTROLLER PCB 


DU 


BASE 

B6DP2 


TABLE TOP 
A6BP25 


OPTICAL MODULE 


T 

NC 





2 

vcc 


1 BLK/WHT 





3 

H0ME.1A 

2 BRN/WHT 


4 








s 

H0ME-2A | 

| 

U ORN/WHT ! 





6 

| 

1, 

1 

1, 

1 



7 

OPT.TSW 

6 CLEAR 

L 



8 

D_GND 

I 

7 BLK 

I 


9 

1 

1 

1 





10 

OPT.THM 


9 RED 





11 

A.GND 


10 ORN 



12 

1 

1 

r 



13 

M0T1-1B 

| 

11 YEL 

I 

1 


14 

M0T2-1A 

1 

12 GRN 

1 



15 

M0T1-2B 


13 BLU 




16 

H0T2-2A 

14 VIO 



17 

M0T1-2A 


15 GRY 


1 


18 

H0T2-2B 

1 

16 WHT 

1 

1 


19 

moti.ia 


17 PINK 




20 

M0T2.1B 

18 GRN/WHT 











21 






22 

NC 








co 

IsC 

ca 





8 

fsj 



1 

NC 

2 

VCC 

3 

H0ME.1A 

4 


5 

H0ME-2A 

6 


7 

OPT-TSW 

8 

D_GND 

9 


'10 

OPT.THM 

11 

A.GNO 

12 

C.GND 

13 

M0T1.1B 

'14 

M0T2.1A 

'15 

M0T1.2B 

16 

M0T2-2A 

17 

M0T1-2A 

18 

M0T2.2B 

19 

M0T1-1A 

20 

M0T2.1B 

21 

C.GNO 

22 

NC 

23 

NC 

24 

NC 

25 

NC 


|j2] FIELD SERVICE: COLOR CODING MAY NOT FOLLOW AS SHOWN. ENSURE PIN TO PIN INTEGRETY. 


W51 - Console 212-2196-001 Cable, Ilium Opt Intfc 
W24 - Base 


8065751153 


REF DES -A* 


REF OES “C 


4 , 

, 24VRTN 

1 BLACK 

5 ( 

, 24VRTN 

2 BLACK 

1 , 

, *24VIN 

3 BLACK 

2 ( 

+24VIN 

4 BLACK 


REF DES 


'B' 

NC 

LAMP.ON 


LAMP.EN 


NC 

THER_SW 


D_GND 


THERM1 


THERM2 


5 BLACK 


6 BLACK 


7 WHITE 


Q WHITE 


9 WHITE 


10 WHITE 


11 WHITE 


12 WHITE 


7 

8 

9 

10 
11 
12 

13 

14 

15 

r 


24VRTN 

24VRTN 

♦24V IN 

♦24VIN 

C.GND 

C_GND 


LAMP.ON 

LAMP.EN 

NC 

NC 

THER.SW 

D-GND 

NC 

THERM1 

THERM2 


W50- Console 212-2198-XXX Cable, Ballast Interface 

W25 - Base 


Cables, Interconnect, Constellation* Vision System 


5.31 


© constellation 

VISION SYSTEM 


TABIC 

INTER 

A12J] 

T" 

2 

3 

4 

5 

6 

15 

16 

17 

18 

19 

20 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 
22 

23 
7 

e 

9 

10 
11 
12 
13 

25 

26 
27 
26 

41 

42 

43 

24 

44 

BASE 

CONNECT s 

A 

MESA ^ 01 BLK ^ 

UPCRVISOR W25.1 
>5AP304 

5 MESA 
4 ME SB 

MESS 


02 WHT 



HE SC 


03 REO 



MOT.EN 


04 CRN 



18 M0T.EN 
21 PWM.UP 

17 

PWM.UP 


05 ORN 



BRK.REl 


06 BIU 



HINHITE 


07 WHT/BLK 



9 MINHlTE 

MAXHITE 


08 RE0/8LK 



A MAYMtTT 

MAN _0 OWN 


09 GRN/8LK 



□ nAAnl 1 t 

1 MAH nfVU/ kJ 

MAN .UP 


10 ORN/BIK 



/ nAN.UUW N 

6 MAN .UP 

23 B1 
22 ERR 

81 


11 BLU/8LK 



ERR 


12 BtK/WHT 



00 


13 REO/WHT 



HIM 


U GRN/WHT 



11 HIM 
10 TEST 
20 3.3 

TEST 


15 BLU/WMT 



3.3 


16 BLK/REO 



*5IV 


17 WHT /RED 



•5IV.RETURN 


18 WMT/BlK/RED 



2 *5IV.RETURN 

*t Q ACC OCT kV*| 

8ASE.RST.N0 


19 ORN/RCD 



BASE.RST.N1 


20 BlU/REO 



14 BASE JIST Jtl 

?A Q ACT OCT M7 

BASE.RST.N2 


21 REO/GRN 



BASE JtST_N3 


22 ORH/ORN 



iO OAxJOi.nE 

77 q acc DCT y) 

O.OND 


23 BLK/WMT/REO 



4 ' OAX.mjI.NJ 

29 0.&N0 

24 0N0 


Y 


24 RCO/BLK/WHT 





24I.BTM 


2S BLK 



0 

L i 

Z" i 

K 

a 

IWER CONTROL W25.2 
IAP7 

12 24I.BTM 

ll 7AM DTM 

24V.BTM 


26 WHT 




BTM.PWR.Eiet 


27 REO 



7 

0 

1 

Q QTU Dll/ □ ruoi 

BASE.PRSNT 


28 CRN 




0 BASE.PRSNT 

H At/ OCC ittir. DTM 

OVJHF.AMlG.BTM 


29 ORN 




BTM.PWR.OK 


30 BIU 



4 BTM.PWR.OK 

c nuro rio qtu 

0VER.CUR.BTM 


31 WHT/BLK 



0V.REf.T0P 


32 RE0/8LK 




1 UUM.kUM.O'n 

k OVJtEF.TOP 
1 OVJtEF.TOP 
6 SHIELD 
► 

OVJtEF.TOP 


33 ORN/BLK 





Y 






0 



W25 - Console 


21 2-1 568-001 Cable, Data 10 


8065751153 


SUPERVISOR 

A5AP300 


FLUID 1C S.W 26_1 
A9AP1Q 


/~\w i re 005 clear 






PNEUHAT ICS.W26.2 
A8AP4 


TQP.RST.nl* 


TQP.RST.nl- 


W IRE 007 CLEAR 


SHIELO 


y 


U/S.W26.3 

A7AP2 




.n2» Oj WIRE 
,n2* j WH 


| Wit 


T0PJtST_n2* 
T0P.RST ji2- 
BIT.1 


TOPJtST.nO* 

T0P_RST_n0* 

BIT.1 


T0PJtST_n1* 

T0PJtST_n1- 

BIT.2 


W26 - Console 


212-1569-001 Cable, Slot ID 


(W52I / (W26) 

ILLUM RFID PCBS / ILLUM RFID PCBA 
A6CP1 / B6CP1 


(W 52) / (W 26) 

ILLUM CONT PCBA/ AUX ILLUM CONT PCBA 
A6AP4 / B6AP4 


1 

♦5.2V 

1 BLACK 

, i 

2 

GNO 

2 BLACK 

, 2 

3 

♦5.2V 

3 BLACK 

, 3 

4 

GND 

4 BLACK 

, 4 

5 

ICPWR 

5 BLACK 

,5 

6 

PICRST- 

6 BLACK 

6 

7 

HST2RFID 

7 BLACK 

7 

8 

RFID2HST 

8 BLACK 

• 8 

9 

PICRTN 

9 BLACK 

9 

10 

C.GND 

10 BLACK 

, io 





*5.2V 

6 ND 

♦5.2V 

GND 

ICPWR 

PICRST- 

HST2RFID 

RFI02HST 

PICTRN 

C_GN0 


W52 - Console 21 2-21 99-001 Cable, Ilium RF ID INTFC 

W26 - Base 


Cables, Interconnect, Constellation* Vision System 


5.32 


© constellation 

VISION SYSTEM 


REFERENCE DESIGNATOR 

PIN TO PIN 

B6D3J5 

B6DJ7 

1 

14 

2 

2 

3 

15 

4 

3 

5 

16 

6 

4 

7 

17 

6 

5 

9 

18 

10 

6 

11 

19 

12 

7 

13 

20 

14 

8 

IS 

21 

16. 17 

22 

18 

10 

19 

11 

20 

12 

21 

25 

22 

13 

NC 

23 

NC 

24 

NC 

1 

NC 

9 


M0T0UT2JA 

*5V 

M0T0UT1-2B 

H0MESEN1AJN 

M0T0UT2-2A 

H0MESEN1B- IN 

M0T0UT1_2A 

H0MESEN2A_IN 

M0T0UT2-2B 

H0MESEN2BJN 

M0T0UT1JIA 

OPT-THERMALSW 

M0T0UT2_1B 

DGND 

CGND0 

CGND 

OPT.TEMP 
AGND 
CGND [T| 

CGND 

M0T0UT1.1B 


W27 - Base 212-2657-001 Cable, Flex Aux Ilium 


TO WB1_2 
M2P1 


— > 
1 


1 RED 

> 

CM 

+ 

1 

2 


2 BLK 

RETURN 

2 

3 


3 RED 

+12V 

3 

4 


4 BLK 

RETURN 

4 

Coi 

risole 

212-2267-002 

Cable, Fan 




8065751153 


AUXILIARY ILLUMINATOR 
CONTROL PC BA 

B6AP8 


M2 



W33 - Base 212-2267-003 Cable, Fan Ballast 


HOME SENSOR PCB 


ILLUMINATOR INTERFACE PCB 


FI 

H0MESENS.C0L 

01 BLK 

2 

ANODE .DIODE 

02 BLK 

3 

H0MESENS1A 

03 BLK 

4 

H0MESENS1B 

04 BLK 

5 

CATHODE-D I0DE 

05 BLK 

6 

CGND 

06 BLK 




HOMESENS.COL 

ANOOE -DIODE 

H0MESENS1A 

H0MESENS1B 

CATHODE-DIOOE 

SHIELD 


W115, 116 - Console 212-2658-001 Cable, Home Pos Sensor 
W28, 29 - Base 


BASE OPTICS CABLE PCBA 
W 30. B603P4 W 31. B603P3 


BASE OPTICAL MODULE 
W30, M5 FAN W31. M6 FAN 


TABLE TOP OPTICS CABLE PCBA 
W113. A6HP3 Wm. A6HP4 


TABLE TOP OPTICAL MODULE 
W113. A6F MOTOR W114. A6G MOTOR 


05 BLK 



W1 1 3, 1 1 4 - Console 21 2-2656-001 Cable, Stepper Motor 
W30, 31 - Base 


Cables, Interconnect, Constellation* Vision System 


5.33 


constellation 


VISION SYSTEM 


U/S DIATHERMY PCBA 


RING ILLUMINATION PCBA 


1 1 

I+5V1S0 

1 WHITE 



, i 

2 

♦5V1S0 

2 WHITE 



i 2 

3 

RESET. ILIUM 

3 WHITE 



. i 

4 

N/A 




• U 

5 

SPARE 

4 WHITE 



■ q 

6 

X.M002LEDS 

5 WHITE 



i h 

7 

N/A 




i 7 

0 

XJ.E02M0D 

6 WHITE 



• 6 

9 

GND 

7 WHITE 



, 9 

10 

GNO 

B WHITE 



, 







+5V1S0 

♦5V1S0 

RESET JLLUM 

N/A 

SPARE 

M002LE0S 

N/A 

LED2M00 

GND 

GNO 


A7AP20 A7CP2 

W31 - Console 212-2269-001 Cable, U/S Ring llllum 


TABLE TOP OPTICS CABLE PCBA 
A6HP6 


TABLE TOP OPTICAL MODULE 
A6L_SENS0R 


BASE OPTICS CABLE PCBA 
B6D3P6 


BASE OPTICAL MOOULE 
B6D5 


1 

OPT.TEMP 



2 

DGND 








W102 - Console 212-2623-001 Cable, Thermistor, Ilium 
W32 - Base 


8065751153 


26AWG WHITE 



LI 


L2 


W1 1 8, 1 1 9 - Console 21 2-2266-001 Cable, Fiber Detect 
W34, 35 - Base 


FACEPLATE 
REF_DE$ 'A' 


U/S HANDPIECE 
CONNECTOR 



U/S DIATHERMY PCBA 

REF DCS 'f ' P13. P15 
Rtf-UtS L W35 2( W40 2 


REF.OES *B' P12. P14 

W35_1. W40_1 


W35, 40 - Console 212-2271-001 Cable, U/S 


Cables, Interconnect, Constellation* Vision System 


5.34 


constellation 


VISION SYSTEM 


AC BOARD TABLE BASE INTERCONNECT. W36.1 

A3BP4 A12J4JJNE 



TABLE BASE INTERCONNECT. W36_2 

W36- Console 212-1579-001 Cable, AC Output 


HOST DC TO OC PCB 
A2BP14 



W39 - Console 212-2893-001 Cable, Host Fan 


8065751153 


TABLE BASE 

INTERCONNECT 

A12J5-NEUT 


POWER SWITCH, NEUT. 
SW1P1 


1 

_V 01 BLU 




* 1 


-V 


TABLE BASE 

INTERCONNECT 

A12J5.GN0 


GROUND 

A11.GND1 


1 

6ND 02 GRN/YEL 

i 1 



} 1 


GND 


■001 (W37) 
-002 (W154) 


TABLE BASE 

INTERCONNECT 

A12J5.LINE 


POWER SWITCH. LINE 
SW1P2 


1 

♦V 03 BRN 

, ■] 





-003 (W155) 


table base 

INTERCONNECT GROUNO 

A12J4.GN0 A11.GN02 


1 

GND 

04 GRN/YEL 






-004 (W156) 


SYSTEM GROUNO 
A10-P1 


GROUNO 

A11.GN03 


1 

GND 

05 GRN/YEL 

• 1 




GND 


-005 (W159) 


W37,1 54,1 55,1 56,1 59 - Console 21 2-1 580-XXX Cable, AC Output 


AC- IN 
B3P3 

01 GRN/YEL 

GROUNO 

B15GND2 

I A 

LU L_J 


W37 - Base 212-2832-001 Cable, Ground 


EQUI -POTENT I AL 
GROUNO 


812 

GNO 

01 GRN/YEL 

e 

GNO 

115 

1 ' 


h 1 


W38 - Base 212-2833-001 Cable, Ground 


Cables, Interconnect, Constellation* Vision System 


5.35 


constellation 


VISION SYSTEM 


REF_DES_A 


REF.DES.B 



W150 - Console 212-2957-XXX Cable, Gnd, Ilium Ejctr 
W39 - Base 


POWER CONTROLLER PC BA 
A BAP 10 


STANDBY SWITCH 
SW2P1 


IT' 

STANDBY 


BLK 

■“'s 

i 

LEO _Y EL 

WHT 


6 

ICQ-BLUE 

REID 


0 


IT-GRN 


3 

OVJRTN 


LT.BRN 



V 

V, 



W41- Console 212-1584-001 Cable, Standy Sw 


STANDBY 
LED-TEL 
LED .BLUE 
*5Y 

OV-RTN 


Pirn 

' 1 WHITE 


1 

■& 


L 10 

x/ 


W41 - Base 212-2685-001 Cable, Assy LIO 


FACEPLATE 

A7BP4 


U/S DIATHERMY PCBA 
A7API6 


CAUT.A 
SPARE 
SPARE 
CAUT.B 

A7BP5 

FACEPLATE 

W42- Console 212-2273-001 Cable, Diathermy 



8065751153 


SI 


P3 

1, 

1 BLACK j 

SI 

,4 

2 , 


, 2 

3, 

‘ 2 BROWN 

, 3 



> 1 


W42 - Base 212-2686-001 Cable, Assy, Keyswitch 


M1P1 



W43- Console 212-1586-001 Cable, Fan 


— 


LOCAL. [STOP. MCI 1 A ** sct> 

SI 

t 1 ' cTb li t 

i 

L«LL.[STOP.»CIJ I 05 0[f « 1 

51 1 

LMAL.tSW.LED- J 

L 1 M 


LOCAL_ESTflP.lEDt J 

i 03 VIO | j 

JI I X?- 

1 ! 

LMAL_rSTOP.HCJl 

n 

LOCAL. [STMUK22 

1 

i CRT : 

S2 

|L.. 

1 


1 01 WHT | 

- 1 





i i 


W43 - Base 212-2663-001 Cable, Assy, E-stop Laser 


*( BOARO 

A 38 P 1 SW 1 P 3 



POWER SWITCH. WU_1 


GROUND. WU _2 


POWER SWITCH. WU_3 


W44 - Console 212-1587-001 Cable, AC In Breaker 


Cables, Interconnect, Constellation* Vision System 


5.36 


® constellation 

VISION SYSTEM 


POWER CONTROL PCBA 
A3AP4 


HOST DC-DC PCBA 
A2BP19 



♦24V 

♦24V 


OV 

OV 


W46- Console 212-1589-001 Cable, 24 VDC 


PNEUMATICS 

A0AP5 


PNEUMATIC 

DISTRIBUTION 

A4AP1 


— \ 
1 


i 1 YEL 1 


/ — 
i 

2 


2 BRN 


2 

3 


i 3 OK.BLU i 


3 

4 

4 

4 GRN 

5 



5 RED 



5 

6 


i 6 BLK i 


6 

7 


f 7 ORN 

7 

8 


f 8 WHT j 

8 



a 




a 



W47 - Console 212-2062-001 Cable, Pneu Dist 


8065751153 


SUPERVISOR 

A5AP301 



LASER.RST 

GNO 

X.PWR.TX 
X.PWR.RX 
X_PWR_RXRTN 
GNO -CHASSIS 


W48 - Console 212-2063-001 Cable, Supervisor Inf 


POWER CONTROLLER PCB 
A3AP11 


POWER SUPPLY 
A3CPCN1 W53-1 



W53 - Console 212-2257-001 Cable, Pwr Sup Cntrl 


Cables, Interconnect, Constellation* Vision System 


5.37 


© constellation 

VISION SYSTEM 


REFERENCE DESIGNATOR 

PIN TO PIN 

A6HP5 

A6BJ25 

1 

14 

2 

2 

3 

15 

4 

3 

5 

16 

6 

4 

7 

17 

8 

5 

9 

18 

10 

6 

11 

19 

12 

7 

13 

20 

14 

8 

15 

21 

16. 17 

22 

10 

10 

19 

11 

20 

12 

21 

25 

22 

13 

NC 

23 

NC 

24 

NC 

1 

NC 

9 


M0T0UT2-1A 

♦5V 

M0T0UT1-2B 

H0MESEN1A.IN 

M0T0UT2.2A 

H0MESEN1BJN 

M0T0UT1.2A 

H0MESEN2AJN 

M0T0UT2-2B 

H0MESEN2BJN 

M0T0UT1.1A 

OPT.THERMALSW 

M0T0UT2.1B 

DQND 

CGND0 

CGND 

OPT.TEMP 

AGND 

CGN0[J] 

CGND 

MOT OUT 1_1B 


W49 - Console 212-2531-001 Cable, Circuit, Flex Ilium 


POWER CONTROLLER BOARD 


A3APTB3A 

POWER CONTROLLER BOARD 


A3APTB3B 



POWER SUPPLY 
24V 


A3CPTB2A 

POWER SUPPLY 



24 V 


A3CPTB2B 


W54 - Console 212-2258-001 Cable, DC Power, Main 


8065751153 


BATTERY 


POWER CONTROLLER PCB 
A3AP5 


08 

RED 

20 AWG 

09 

RED 

20 AW 6 

10 

WHT 

26 AWG 

11 

VIO 

26 AWG 

12 

YEL 

26 AWG 

13 

BLK 

20 AWG 

14 

BLK 

20 AWG 


BATTERYJ*) 

BATTERYJ*) 

THERMISTOR 

SDA 

SCL 

BATTERYJ-) 

BATTERYJ-) 


W55 - Console 212-2227-002 Battery, Power Module 


POWER CONTROLLER BOARD 
A3AP1 


AC BOARD 
A38P2 


i - ' 

AC_UNE_V01TS 


01 BLK 



2 

GRNO-REF. 


02 WHT 



3 

AC J.IME_AMPS 


03 REO 



5 






6 






7 






8 

9 

♦12V.0C 


04 LT.GRN 



10 

AC.BOTTOM.CMD 


05 LT.BRN 



4 




V 







AC_UNE_VOUS 

GRNO.REF. 

AC _LINE_AMPS 


♦12V.0C 

AC_B0TT0fi.CMD 

SHIELO 


W56- Console 212-2260-001 Cable, AC Control 


Cables, Interconnect, Constellation* Vision System 


5.38 


© constellation 

VISION SYSTEM 


AC BOARD POWER SUPPLY 

A3BP3 A3CPTB1A 



W57- Console 212-2261-001 Cable, AC Power 


MOTHERBOARD 

A20P13 


HOST DC-OC PC BA 
A2BP8 


1 

♦3.3V 

1 WHT 16 AWG 

1 

►3.3V 

2 

♦3.3V 

2 WHT 16 AWG 

2 

♦ 3.3V 

3 

GND 

3 WHT 16 AWG 

3 

GND 

4 

♦5V 

t WHT 16 AWG 

4 

♦5V 

5 

GND 

5 WHT 16 AWG 

5 

GND 

6 

♦5V 

6 WHT 16 AWG 

6 

♦5V 

7 

GND 

7 WHT 16 AWG 

7 

GND 

8 

PWRGD 

8 WHT 16 AWG 

8 

PWRGD 

9 

♦5V-STBY 

9 WHT 16 AWG 

9 

♦5V.STBY 

10 

♦12 V 

10 WHT 16 AWG 

10 

♦12V 

11 

♦3.3V 

11 WHT 16 AWG 

11 

♦ 3.3V 

12 

-12V 

12 WHT 16 AWG 

12 

-12V 

13 

GND 

13 WHT 16 AWG 

13 

GND 

14 

PS_0N 

14 WHT 16 AWG 

14 

PS_0N 

15 

GND 

15 WHT 16 AWG 

15 

GND 

16 

GND 

16 WHT 16 AWG 

16 

GND 

17 

GND 

17 WHT 16 AWG 

17 

GND 

18 

RESERVED 

18 WHT 16 AWG 

18 

RESERVED 

19 

♦5V 

19 WHT 16 AWG 

19 

*5V 

20 

+5V 

20 WHT 16 AWG 

20 

+5V 






W58- Console 212-2381-001 Cable, ATX Power 


8065751153 


■JACKET 



■ALUM/POLYESTER 


1 , 

. GND 

/ \" " " 

T\ , 

1 


i A* 

! \ i 

f * 

1 \ , 

2 

3, 

i A' 

/ i M 

f \ , 

} 

4 1 

, GND 

1 p 

i i 

4 

5< 

R- 

i i n 

! 1 

5 

6 ( 


\ i 11 

l i 

6 

7, 

i 

, GNO 

"V7 n 

\ i 

7 



vt 

. .. .sJ " 



GNO 

A* 

A- 

GNQ 

B- 

B* 

GND 


W59, 60 - Console 


022-183 


Cable, SATA Power 


ovo 

A2JP1 


HOST OC-OC PC BA 
A2BP10 


1 

♦12V 

1 VIOLET 20AWG 

1 

2 

GND 

2 VIOLET 20AWG 

2 

3 

GNO 

3 VIOLET 20AWG 

3 

4 

+5V 

4 VIOLET 20AWG 

4 





♦12V 

GND 

GND 

+5V 


W63 - Console 212-2384-001 Cable, DVD Power 


Cables, Interconnect, Constellation* Vision System 


5.39 


constellation 

VISION SYSTEM 


TABLE: CONNECTOR PIN OUT 

CONNECTOR 

CONDUCTOR 

SIGNAL 

CONNECTOR 

CONDUCTOR 

SIGNAL 

PIN NO. 

NO. 

NAME 

PIN NO. 

NO. 

NAME 

1 

1 

RESET 

2 

3 

GROUND 

3 

5 

DATA 7 

4 

7 

DATA 8 

5 

9 

DATA 6 

6 

11 

DATA 9 

7 

13 

DATA 5 

8 

15 

DATA 10 

9 

17 

DATA 4 

10 

19 

DATA 11 

11 

21 

DATA 3 

12 

23 

DATA 12 

13 

25 

DATA 2 

14 

27 

DATA 13 

15 

29 

DATA 1 

16 

31 

DATA 14 

17 

33 

DATA 0 

18 

35 

DATA 15 

19 

37 

GROUND 

20 

39 

KEY 

21 

41 

DMARQ 

22 

43 

GROUND 

23 

45 

DIOW- 

24 

47 

GROUND 

25 

49 

DIOR- 

26 

51 

GROUND 

27 

53 

IORDY 

28 

55 

CSEL 

29 

57 

DMARK- 

30 

59 

GROUND 

31 

61 

INTRQ 

32 

63 

I0CS16- 

33 

65 

DAI 

34 

67 

PD lAG-(GND) 

35 

69 

DAO 

36 

71 

DA2 

37 

73 

CS1FX- 

38 

75 

CS3FX- 

39 

77 

DASP- 

40 

79 

GROUND 

ALL EVEN CABLE CONDUCTOR NUMBERS ARE GROUND [ 7 ] 


\T] EVEN NUMBER OF CABLE CONDUCTORS (ITEM 5) ARE CONNECTED TO THE CONNECTOR 
CENTER GROUND BAR. ALL GROUND SIGNALS ARE CONNECTED TOGETHER. 


[F| PIN 34 NOT CONNECTED AT BLU CONNECTOR END. 

W64 - Console 212-2385-001 Cable, IDE Signal 


8065751153 


HOST DISPLAY 
A2AP5 


MOTHER BOARD 
A2DP11 


USB1- 

01 

BLK 24 AWG 

USB1+ 

02 

BLK 24 AWG 

GND 

03 

BLK 24 AWG 


FPBTNJNf 


FPRSTJN# 


GND 


04 BLK 24 AWG 


05 BLK 24 AWG 


06 BLK 24 AWG 


NC 

NC 

USB1- 

NC 

USB% 

NC 

GND 

NC 

NC 

NC 

NC 

NC 

NC 

NC 

NC 

FPBTN.INI 

FPRSTJNI 

GND 

NC 

NC 

NC 

NC 

NC 

NC 


W66 - Console 212-2387-001 Cable, Front Panel USB 


HOST DISPLAY PCBA 
A2AP4 


HOST DC-DC PCBA 
A2BP17 


1 

♦12VS 

1 WHT 

1 

2 

GND 

2 WHT 

2 

3 

♦12VS 

3 WHT 

3 

4 

GNO 

4 WHT 

4 

5 

*12VS 

5 WHT 

5 

6 

GND 

6 WHT 

6 

7 

BKLPWM 

7 WHT 

7 

8 

PWRBTn 

8 WHT 

8 

9 

RSTINn 

9 WHT 

9 

10 

NC 

10 


♦12VS 

GND 

•12VS 

GND 

♦12VS 

GND 

BKLPWM 

PWRBTn 

RSTINn 

NC 


W68, 79 - Console 212-2389-001 Cable, Power Front Panel 


Cables, Interconnect, Constellation* Vision System 


5.40 


constellation 


VISION SYSTEM 


"OTlOMMO **' ° v «* r « M 

A20W2 *2*01 


T" 

•12V 

1 «0 A 

T" 

2 

• 17V 

2 MAY ] 

2 

3 

•12V 

3 BIUE x 

3 

4 

•12V 

4 GRAY I 

4 

5 

•12V 

5 BlUC a 

S 

6 

WO 

6 G®AY ] 

6 

7 

♦5V 

7 MIC A 

7 

e 

GW 

3 MAY 1 

9 

9 

ICOVCC 

9 BIUE a 

9 

10 

ICOVff 

10 MAT ] 

K> 

11 

odc.uk 

11 BlUC A 

H 

12 

DDCjDAT 

12 WAY 1 

12 

11 

BKL.CTI 

13 BlUC a 

13 

14 

VCCJHA 

* mat J 

u 

15 

an .cm 

is am* a 

15 

10 

CM3 

16 MAY 1 

K 

17 

IVOS.AO- 

n aim a 

17 

16 

IVDS.AO* 

« MAY J 

16 

19 

IV0S.A1- 

19 BlUC a 

19 

20 

IV0S-A1. 

20 MAT J 

20 

21 

IV0S.A7- 

21 BlUC A 

21 

22 

IV0S.A2- 

72 MAY | 

22 

23 

IVOSJkC- 

23 BlUC a 

23 

2* 

IVOS.AC* 

2* MAY I 

24 

25 

IWS.A3- 

25 BlUC a 

75 

26 

IV0S.A3- 

26 MAY ] 

26 

27 

GW 

27 BlUC A 

27 

28 

GW 

26 MAT | 

76 

29 

LVOSJO- 

29 BlUC a 

29 

33 

ivos.ao- 

30 MAY 1 

30 

31 

IV0S.B1- 

31 f*t* A 

31 

32 

IV0S-B1. 

32 MAT I 

32 

33 

LV0S.B2- 

33 BlUC a 

13 

34 

IVOS.82- 

34 MAT ] 

34 

35 

LVOS.BC - 

36 BlUC a 

35 

36 

IX0S.SC • 

36 MAY I 

16 

37 

IVOSJ3- 

37 auc A 

37 

38 

ivos.8). 

38 MAY ] 

36 

39 

GW 

39 auc a 

19 

40 

GW 

40 MAY 1 

40 






•12V 

•12V 

•12V 

•12V 

•t2V 

GKO 

•s v 

OKU 

icovcc 

icovcc 

OOC.tlK 

OOC.OA1 

Wl.CTl 

VDO.INA 

Wl-O* 

GNO 

ivosj^o- 

IVDS.AC* 

IVDS A1- 

IVDS.A1. 

IVDS.A2- 

IVDS.A7< 

IVOS.AC 

IVDSJW. 

IVOS.AJ- 

IVDS-AJ. 

CW 

GW 

IVDS-BO- 

IVOS.BO* 

IV0S.B1- 

ivos.ii* 

IVOS.62- 

LV0S.82* 

IV0S.8C- 

IVOSJC. 

IV0S.I3- 

LY05-B3* 

CM) 

GW 


W67 - Console 212-2388-001 Cable, LVDS Signal 


8065751153 


MOTHER BOARD 

A2DP3 (COM) 
A 


LOWER EXPANSION 
PANEL PC BA 


NC 


RXD1 


W01 BLK 26 AWG 

TXD1 


W02 BRN 26 AWG 

DTR1 


W03 REO 26 AWG 

GND 


W 04 ORG 26 AWG 

NC 

RTS1 


W05 YEL 26 AWG 

CTS1 


W 06 GRN 26 AWG 

NC 

W 



A2EP7 

1 

2 

5 
8 

6 
4 
3 
7 


RXD1 

TXD1 

DTR1 

6ND 

NC 

RTS1 

CTS1 

NC 


SHIELO 


W69 - Console 212-2390-001 Cable, Serial, 10 Ext 

REF DES "A" REF DES 


rn 

DCD 

1 RED 

fn 

2 

2 

DSR 

2 GRAY 

3 

RXD 

3 GRAY 

3 

4 

4 

RTS 

4 GRAY 

5 

TXD 

5 GRAY 

5 

6 

CTS 

6 GRAY 

A 

7 

DTR 

7 GRAY 

7 

8 

Rl 

8 GRAY 

R 

9 

GNO 

9 GRAY 

9 

10 

5V 

10 GRAY 

10 




OCD 

DSR 

RXD 

RTS 

TXO 

CTS 

DTR 

Rl 

GND 

5V 


W70, 71 - Console 21 2-2391 -XXX Cable, Serial, Ext 


Cables, Interconnect, Constellation* Vision System 


5.41 


constellation 

VISION SYSTEM 


MOTHERBOARD 
A20P6 (CRT) 


R.SHLD 


6.SHL0 


B 


B_SHL0 


10.2 


DGND 


DGNO 


ID_0 


UPPER EXPANSION PCBA 
A2CP6 




DOC_5V 


ODCDAT 


HSYNC 


VSYNC 


ODCCLK 


1 RED/C OAX-C TR 




2 RED/C OAX-SHLD 


3 GRN/C OAX-C TR 


4 GRN/C OAX-SHLD 


5 BLU/COAX-CTR 


6 BLU/COAX-SHLD 


7 BRN 


8 BLK 


9 RED 


10 GRN 


11 ORN 


12 YEL 


13 BLU 


14 VIO 


15 GRY 






W72 - Console 212-3084-001 Cable, VGA, Ext 


R 

R-SHLO 

G 

G.SHLO 

B 

B_SHLD 
ID _2 
OGNO 
DDC-5V 
OGNO 
ID-0 
OOCOAT 
HSYNC 
VSYNC 
ODCCLK 


MOTHERBOARO 

A20P7 


UPPER EXPANSION PANEL PCBA 
A2CP7 


1 

TXDATA+ 

01 GRN/WHT 



, 1 

2 

TXDATA- 

02 GRN i 

f P 

, 2 

3 

RXDATA+ 

03 ORG/WHT 



, 3 

4 

04 BLU 

P 

i 4 

5 

05 BLU/WHT i 

fP 


, 5 

6 

RXDATA- 

06 ORG 



i 6 

7 

07 BRN/WHT 

, 7 

8 

08 BRN i 

fP 

i 8 





TXDATA* 

TXDATA- 

RXOATA* 


RXOATA- 


W73 - Console 212-2393-001 Cable, Ethernet Extn 


8065751153 


NOT.HERBOABO 
A2HPS CUSBOi 


UPPER EXPANSION PAMEl PCBA 
A2CPS 


HOTHER0OARO 

A 20 R 20 (use?) 


1” 

VCC 


1 RED 

1” 

VCC 

1“ 

VCC 

4 ^ 01 RED 


2 

USB- 

1 1 

2 WHT 

2 

USB- 

2 

USB- 

0? WHT 

2 

3 

1 usb* ; 


3 6RN 

3 

m* 

3 

usb* ; 

: 03 OTN 

3 

t 

OND 

4 BLK 

i, 

GKO 

i. 

GND 

Ot BEK 

( 

L 



5 

H£ 

T 


V 

5 


UPPER EXPANSE PAWEl PCBA 
A2CP1D 

VCC 

USB- 
USB* 

GhD 


SCH EMATIC , W74 


SCH EMATIC, W16 5 


W74 - Console 212-2394-001 Cable, USB, Port Ext 
W165-CR3 ONLY 


LOWER EXP PANEL/HOST OC-DC-PCBA 
A2EP12 /A2BP5 


HOST MOTHER BOARD 
A2DP2/A2DP10 


1 

TIP r 

1 REO 


i 

2 

RING 

2 BLK 


2 

3 ( 

SLV ] 

r ^ 

L 

( 3 







TIP 

RING 

SLV 


W75, 76 - Console 212-2395-001 Cable, Audio Ext 


MOTHER BGARO LOWER EXP. PML 

A2m A2EP1Q 


LilM.CNJT 

1 ni/CTfi p 

T 

LOM.OOT 

LLIM.RTN 

2 YEL/SHLO 

2 

LUHJRTW 

CHR-RTH 

3 BtK/SHLO P 

3 

EHR.RTN 

CHR.OUT 

h BLK/t TR J 

t 

CHR.OUT 


5 

N[ 


MOTHER 8E1AR0 
A20PJ1 


UPPER EXP. PANEL 
A2EP9 


ll.JM.IN 

01 yEKTR 

p 

LUMJtTN 

02 TEI./SHO 

I 

CHR-RTN 

03 BLK/WLD 

P 

CWI.IN 

04 BLK/CTR 

I 

4 



LUHJH 
LUM_RTM 
CHR-RTH 
[HE .IN 
« 


SCHEMATIC. W78 


SCHEMATIC. W78 


W78- Console 212-2397-001 Cable, S-Video, Out Ext 


Cables, Interconnect, Constellation* Vision System 


5.42 


constellation 


VISION SYSTEM 


MOTHERBOARD 

A2DP5 

CMP_QUT 
CMP.RTN 
NC 
NC 
NC 
NC 

CMPJN 
CMP.RTN 
NC 

LllMJN 
LUM.RTN 
CHR.RTN 
CHR.IN 
NC 
NC 


1 

2 

5 
8 

9 

10 

3 

4 

13 
11 

6 
7 
12 

14 

15 



BLK/COAX-CTR 

BLK/COAX-SHLO 


RED/COAX-CTR 
RED/C OAX-SHLD 




GRN/COAX-CTR 
GRN/C OAX-SHLD 
BLU/C OAX-SHLD 
BLU/COAX-CTR 


LOWER EXPANSION PANEL PCBA 
A2EP11 - W77.1 




1 

2 

3 


CMP.OUT 

NC 

CMP.RTN 




1 

2 

3 

4 

5 

6 
7 


CMPJN 

CMP.RTN 

NC 

LUM.IN 

LUM.RTN 

CHR.RTN 

CHR.IN 


A2CP9 - W77.2 
UPPER EXPANSION PANEL PCBA 


W77- Console 212-2396-001 


Cable, VOM Signal, Ext 


8065751153 


HOST OC-OC PCBA LOWER EXPANSION PANEL PCBA 

A2BP13 A2EP9 


1 

, +5V 

1 WHITE 

1 

♦5V 

7 

LSR.RST 

2 WHITE 

2 

LSR.RST 

2 

GND 

3 WHITE 

3 

GND 

8 

OCO 

4 WHITE 

4 

OCO 

3 

RxD 

5 WHITE 

5 

RxD 

9 

TxD 

6 WHITE 

6 

TxD 

4 

OTR 

7 WHITE 

7 

OTR 

10 

GND 

0 WHITE 

0 

GND 

5 

OSR 

9 WHITE 

9 

DSR 

11 

RTS 

10 WHITE 

10 

RTS 

6 

CTS 

11 WHITE 

11 

CTS 

12 

R1 

12 WHITE 

12 

R1 




13 





14 



W80 - Console 212-2399-001 Cable, Expansion Pwr Sgnl 


Cables, Interconnect, Constellation* Vision System 


5.43 


constellation 

VISION SYSTEM 


SUPERVISOR W01-1 
A5AP302 


JML_ 


GND SHIELD BLK 


ILLUMINATOR 
INTERFACE PCB 
A6EP4 


M0T1 HLO 


2 RED 

M0T1 DIR 


3 WHT 

DRW 0UT.ST 


4 GRN 

ATTN1 HS 


5 ORN 

M0T2-HL0 


6 BLU 

M0T2-CLK 


7 BRN 

M0T2 DIR 


8 YEL 

MQT2-EN 


9 VIO 

GND 


10 GRY 

I2C SDA 


11 PNK 

I2C-SCL 


12 TAN 

OPOVT ST 


14 REO/YEL 

LAMP-EN 


15 RED/8LK 

M0T1 CLK 


16 WHT/BLK 

M0T1 EN 


17 WHT/RED 

ATTN2-HS 


18 WHT/GRN 

BLOVT ST 


19 WHT/YEL 

GND 


20 WHT/BLU 

RF ID _RST 


21 WHT/BRN 

RFID TX232 


22 WHT/ORN 

RFID—RX232 


23 WHT/GRY 

_GND 


24 WHT/VIO 

BAl TMP 

J 


ABLE-08 10 GRY 

241 AIN 


1 BLK 

GND 


2 RED 

OPT TMP 


4 GRN 

GND 


8 YEL 

24V AIN 


6 BLU 

jm 


7 BRN 


M3J2 

FAN W81-3 


01 RED 


flPTFAN- 

02 BLK 

*f?V 

03 RED 

DPTFAN- 

04 BLK 


BALFAN- 


06 BLK 


42V— 


07 RED 


M2J1 

FAN W81-2 


20 DRW OUT-ST 


IMPON_ST 
M0T1_HLD 
M0T1_D I R 


ATTN1JHS 

M0T2_HLD 

M0T2-CLK 

M0T2_D IR 

M0T2.EN 

GND 

I2C—SDA 

I2C—SCL 

OPOVT-ST 

LAMP_EN 

M0T1.CLK 

M0T1-EN 

ATTN2JHS 

BLOVT-ST 

GND 

RFID-RST 
RFI D—TX232 
27| RFID.RX232 
28 GND 


BAL-TMP 
24 1 _A I N 
GND 

OPT_TMP 

GNO 

24V-AIN 

GND 


♦12V 

BALFAN- 

♦12V 

BALFAN- 

♦12V 

OPTFAN- 

♦12V 

OPTFAN- 


W81 - Console 212-2499-001 Cable, I/O Control 


A9AP7/A9AP4 



W84, 160 - Console 212-2937-001 Cable, Fluidics Fan 


8065751153 


CASSETTE ID PCBA 
A9FP1 


SUCTION PCBA 
A9BP7 


1 

*5V 

01 RED 

1 

2 

I0-DR1 

02 GRAY 

2 

3 

I0-DR3 

03 GRAY 

3 

4 

ID-DRO 

04 GRAY 

4 

5 

I0.DR2 

05 GRAY 

5 

6 

10.00 

06 GRAY 

6 

7 

ID-03 

07 GRAY 

7 

8 

I0-Q1 

08 GRAY 

8 

9 

ID-02 

09 GRAY 

9 

10 

GND 

10 GRAY 

10 





*5V 

I0-DR1 

ID-DR3 

ID-DRO 

I0-DR2 

ID-00 

I0.Q3 

ID _Q1 

ID_Q2 

GND 


W85 - Console 212-2293-001 Cable, Cassette ID 




W87 - 023-095 Cable, Flat, 2mm, IDC Socket 



W89, 91 - Console 212-2633-001 Cable, Prop Valve 


Cables, Interconnect, Constellation* Vision System 


5.44 


® constellation 

VISION SYSTEM 


FLUIDICS CONTROLLER SUCTION 

A9AP6 A9BP1 


1 

CID.ENO 

01 RED 

1 

2 

CID-EN3 

02 GRAY 

2 

3 

CI0-EN1 

03 GRAY 

3 

4 

CID.EN2 

04 GRAY 

4 

5 

CID.AO 

05 GRAY 

5 

6 

CID.A2 

06 GRAY 

6 

7 

CID-A1 

07 GRAY 

7 

8 

CID.A3 

08 GRAY 

8 

9 

PS30 

09 GRAY 

9 

10 

PS100 

10 GRAY 

10 

11 

REF 

11 GRAY 

11 

12 

AGND 

12 GRAY 

12 

13 

♦12VA 

13 GRAY 

13 

14 

♦ 12VA 

14 GRAY 

14 

15 

AGND 

15 GRAY 

15 

16 

CASS_ IN 

16 GRAY 

16 

17 

CASS-REL 

17 GRAY 

17 

18 

LATCH 

18 GRAY 

18 

19 

♦24VSW 

19 GRAY 

19 

20 

PPV-VBST 

20 GRAY 

20 

21 

♦24VSW 

21 GRAY 

21 

22 

PPV.VAC 

22 GRAY 

22 

23 

♦24VSW 

23 GRAY 

23 

24 

PPV.PRES 

24 GRAY 

24 

25 

♦5VA 

25 GRAY 

25 

26 

♦5VA 

26 GRAY 

26 

27 

AGND 

27 GRAY 

27 

28 

AGND 

28 GRAY 

28 

29 

DGND 

29 GRAY 

29 

30 

♦24VSW 

30 GRAY 

30 

31 

SMC -SUC 

31 GRAY 

31 

32 

♦24VSW 

32 GRAY 

32 

33 

SMC.RFX 

33 GRAY 

33 

34 

DGND 

34 GRAY 

34 





W86 - Console 212-2291-001 Cable, Suction Control 


PC BA 

C ID_EN0 
C ID.EN3 
CID-EN1 
CID.EN2 
C ID_A0 
C ID_A2 
C ID_A1 
CID-A3 
PS30 
PS100 
REF 
AGND 
♦12VA 
+12VA 
AGND 
CASS_ IN 
CASS.REL 
LATCH 
♦24VSW 
PPV.VBST 
♦24VSW 
PPV.VAC 
♦24VSW 
PPV.PRES 
♦5VA 
«5VA 
AGND 
AGND 
DGND 
+24VSW 
SMC _SUC 
♦24VSW 
SMC-RFX 
DGND 


8065751153 


IftfUStDK PC BA 
A9CP1 


FLUIDICS CON i ROLLER 
A9AP1 


T~ 

♦24V5W 

01 RED 

1 

+ 24V5W 

2 

ISO-FAX 

02 GRAY 

, 2 

ISO-FAX 

3 


03 GRAY 

, 3 

•24VSW 

4 

ISD_A 

04 GRAY 

4 

ISO. A 

S 

♦24VSW 

05 GRAY 

,5 

*24VSw 

6 

iS0_5fi[ 

06 GRAY 

,6 

ISO-SRC 

7 

+24VSW 

07 GRAY 

,7 

*24V5W 

a 

iso_e 

OB GRAY 


IS0_6 

9 

*2AVSW 

09 GRAY 

,9 

4 24VSW 

10 

ISO.BKUP 

10 GRAY 

, io 

ISQ-BKUP 

11 ( 

ADHD 

11 GRAY 

,11 

AGNO 

12 

AGND 

12 GRAY 

, 12 

AGND 

13 

AGND 

13 GRAY 

, 13 

AGNO 

11 

AGND 

14 GRAY 

, 14 

AGND 

15 

AGND 

15 GRAY 

, 15 

AGNO 

16 

♦ 24V5W 

16 GRAY 

, 16 

-24VSW 

T7 

PPV_VB 

17 GRAY 

, 17 

PRY-VB 

18 

♦ 2AVSW 

IB GRAY 

, 19 

*24VSw 

19 

PPV.P8 

19 GRAY 

19 

PPYJPB 

20 

*24V5W 

20 GRAY 

, 20 

«24YStf 

21 

PPY_PS 

21 GRAY 

, 21 

PPYJ>5 

22 

*24V5W 

22 GRAY 

,22 

-24VSW 

23 

PPV_Y5 

23 DRAY 

, 23 

PPV.VS 

24 

*24VSW 

24 GRAY 

, 24 

4 24VSW 

25 

PPV_PA 

25 DRAY 

,25 

PPV_PA 

26 

+24Y5W 

26 GRAY 

, 26 

*24YStf 

27 

PPY.VA 

27 GRAY 

,2? 

PPV_VA 

23 

AGHO 

2fl GRAY 

28 

AGND 

29 

AGND 

29 GRAY 

, 29 

AGNO 

W , 

il2VA 

30 GRAY 

, 30 

*12VA 

31 

*12 VA 

31. GRAY 

, 31 

*12VA 

12 

AGND 

12 DRAY 

, 32 

AGNO 

33 

AGND 

33 GRAY 

,33 

AGNO 

34 

PS_REF 

34 GRAY 

, 34 

P5„REF 

35 

PS-B2 

35 GRAY 

, 35 

PS_B2 

36 

PS_B1 

36 GRAY 

, 36 

PS_B1 

37 

P5_S2 

37 GRAY 

, 37 

P5_S2 

]Q 

PS_S1 

33 DRAY 

, IB 

PS_51 

39 

PS-A2 

39 GRAY 

, 39 

PS_A2 

40 

PS.A1 

40 GRAY 

,40 

PS.A1 






W88 - Console 212-2252-001 Cable, Inf Controller 


Cables, Interconnect, Constellation* Vision System 


5.45 


constellation 

VISION SYSTEM 


W90- Console 212-2288-001 Cable, X Valve 



.075 -*H h* — 
11.911 


It 

‘tfHHHHlRftllSl, 










VALVE 



W92- Console 212-2632-001 Cable, Prop Valve 


20±.125 

[508±3.17) 


.120 

13.05) 


J 


W93 - 023-091 Cable, Ribbon, 20 Cond, 20 Inch 

i r * 

r 


.075 

L911 


20±.125 
1 506 ±3, 17) 


nnnnQIlIppnQ 



.120 

E3.Q51 


i 


W94 - 023-092 Cable, Ribbon, 26 Cond, 20 Inch 1 



CASSETTE 
RELEASE 
SENS DR 


SUCTION 

ISO 

VALVf 


W95- Console 212-2294-001 Cable, SMC Cass-Rel 


Cables, Interconnect, Constellation* Vision System 


8065751153 


5.46 


constellation 

VISION SYSTEM 



W96 - Console 212-2580-001 Sensor, Pressure, ABS 30 
W97 - Console 212-2579-001 Sensor, Pressure, ABS 100 


SUCTION PC B/INFUS ION LIGHT PCB 
A9BP6/A9DP& 


UPPER/LOWER CASSETTE SENSOR 
DS5/DS6 


1 

TRANS.COl 1 BLACK 

1 

2 

GND 2 BLACK 

2 

3 

DIODE-ANODE 3 BLACK 

3 





TRANS-COL 


GND 


DIODE-ANODE 


W98, 106 - Console 212-2292-xxx Cable, Cass In Sensor 



W99 - Console 212-2272-001 Cable, Latch Pos 


8065751153 


VALVE 



W1 00, 1 07, 1 08 - Console 21 2-2634-001 Cable, Prop Valve, LW 



QT] SOLDER GRAY WIRE (ITEM 111 TO SHIELD OF MOTOR CABLE ANO CRIMP TO PIN 14 OF 
CONNECTOR (ITEM 5). COVER SOLOER CONKCTIQN WITH HEA7SHRINK TUBING. 


W101 - Console 


21 2-2575-001 Motor, Stepper W/Encoder 


Cables, Interconnect, Constellation* Vision System 


5.47 


© constellation 

VISION SYSTEM 



W103 - Console 


212-2308-001 Cable, Sensor, Flow 



W104 - Console 212-2290-001 Cable, LPAS Pump 


8065751153 


FLU IQ ICS 
CONTROLLER 


K 

VtC 


K 

VIE 




it 

vie 


CO P INC HER 
SENSOR, W10S-3 


00 PincrtR 
SENSOR, w 105-2 


A0 P INC HER 
SENSOR, WK35-1 


SC FINCHER 
SENSOR, WK5-i 


W1 05 -Console 212-2284-001 Cable, Sens, Pincher 


VALVE 



W1 09 - W1 1 1 21 2-2632-001 Cable, Assy, Prop Valve, 3S 


Cables, Interconnect, Constellation* Vision System 
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W122 


constellation 

VISION SYSTEM 


PNEUMATIC PCS* 
A&AP7 


PNEUMATICS TRANSDUCER 
INTERFACE PCB 
ABC PI 


— 

ABF1 

01 RED 

T~ 

2 

AQFZ 

0? wr 

2 

3 

VlTB 

03 Cftr 

3 

A 

VFC1 

ot wr 

L 

s 

VITA 

OS OHY 

5 

6 

VFC2 

06 GRT 

6 

7 

b 1 AS.RE F 

07 CRY 

7 

e 

CURRENT 

OS CRT 

e 

9 

END 

09 GRY 

9 

10 

mo 

10 ERT 

ID 

ii 

END 

On GRT 

11 

i? 

GHD 

012 GRT 

12 

13 

END 

013 GRT 

11 

tt 

FORCER* 

Git GRT 

14 

15 

FOGCEP- 

015 GRT 

15 

1b 

AQFU 

016 ORT 

16 

17 

AQF1- 

017 GRY 

17 

IB 

AGF2* 

010 HIT 

IB 

IP 

AQFJ- 

010 QRT 

19 

20 

AGFAIR. 

020 GRT 

20 

21 

AGFA 1 R- 

021 DRY 

21 

22 

VKP- 

022 CRT 

21 

23 

VfCP- 

023 ERY 

23 

2t 

YffV* 

02a GRT 

24 

2S 

VFCV- 

025 tfJT 

25 

26 

UTIL.PSTSS* 

026 mr 

26 

27 

UTILJTOSS- 

027 <* T 

27 

20 

UT II _V£NT * 

026 GRT 

20 

20 

UTI|_V£hT* 

029 GRT 

29 

30 

SWA0- 

030 CRT 

30 

31 

SHEAR- 

031 GRT 

31 

32 

SCISSOR* 

032 ERY 

32 

33 

SCISSOR- 

033 CRT 

31 

34 

V IT_I50* 

034 EflY 

34 

15 

VlTJSO- 

035 ERT 

35 

36 

VI TAW AT* 

036 CRT 

36 

3T7 

VIT4WAY- 

037 ERT 

37 

is 

SPARE* 

030 Eftv 

36 

3$ 

SPARE- 

039 BRY 

36 

to 

EUT.VENT* 

ato ERT 

40 

41 

CUT .VENT- 

041 CRT 

tl 

42 

[UT_H!fSS^ 

042 GRT 

42 

O 

CUT .PRESS* 

043 QfiY 

43 

A 4. 

GWJ 

044 GRY 

tt 

AS 

GHO 

045 6RY 

ts 

to 

*UVA 

046 ERT 

,46 

t7 

CUT2 

047 GRT 

47 

40 

UTIL? 

040 DRY 

40 

49 | 

Clffl 

040 CRT 

49 

50 

in mi 

OSD CRT 

50 






Console 212-2596-001 Cable, Pneu, Interface 
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FAN 

M1J1 


POWER CONTROL PCB 
A3AP9 



♦24V 

RED 

1 

2 

TACH 

WHT 

3 

PWM 

VIO 

2 

u 

RETURN 

BLU 

3 



4 


W1 1 2 - Console 21 2-2604-001 Cable, Fan 


*2 4V 
TACH 
PWM 
RETURN 


PNEUMATIC TRANSDUCER 
INTERFACE PCB 

ABC P2 


DV- 

DV* 


W125, 129, 130 -Console 


1 

2 

3 

4 


FORCEPS VALVE 
L10 

BLK 
RED 



21 2-2591 -001 Cable, SMC Valve 


PNEUMATIC TRANSDUCER 
INTERFACE PCB 

A8CP3 



W1 26 - Console 21 2-2747-001 Cable, W1 26 


Cables, Interconnect, Constellation* Vision System 
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PNEUMATICS 
TRANSDUCER 
INTERFACE PC B 
A8CPA 



W1 28 - Console 21 2-2748-001 Cable, W1 28 


PNEUMATICS TRANSDUCER 
INTERFACE PCB 

A8CP 7 VAL VE 


1 

2 

PV- 1 

r BLK , 

, SP1 

L7 


3 

PV* 1 

r BLK i 

, SP2 




4 

, - 






W1 31 - Console 21 2-2594-001 Cable, Vit 
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212-3394-001] 


PNEUMATICS 
TRANSDUCER 
INTERFACE pci 

A0CP8 



W1 32 - Console 21 2-3395-001 Cable, Assy, VIT Valves 


PNEUMATICS 
XDCR INTERFACE PCB 
ABCP8 


4-WAY HIGH SPEEO 
DUAL ACTION SMC 
VALVE. W 132_1 



L5 


W132- Console 


21 2-3394-001 Cable, Assy, VIT Valve, L5 7500 


Cables, Interconnect, Constellation* Vision System 
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AIR DISTRIBUTION 

PCB SHUT Off 

AMP2 VALVE 


T 

2 


L16 

1 


PV- 1 BLK T 1 

1 j 1 


3 

pv, 2 RED i 

< 


4 , 

1 

2 ^ 






W135 - Console 212-2593-001 Cable, SMC Valve 


AIR DISTRIBUTION 
INTERFACE PCB P3, P A 

PC& 



W136, 137 - Console 212-2588-001 Cable, Press Snsr 300 


PNEUMATIC TRANSDUCER 
INTERFACE PCB 
P9 THROUGH P1& 



W1 39-1 46 - Console 21 2-2590-001 Cable, Press Snsr 1 00 
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PNEUMATIC TRANSDUCER 
INTERFACE PCB 
P17. P1B 



W147, 149 - Console 212-2589-001 Cable, Press Snsr 30 


PNEUMATICS 
PC BA 
A8AP6 


PNEUMATIC RFID 
PCB 
A0DP1 


♦5VDC 1 

r 1 REO i 


♦5_RTN i 

r 2 BLACK i 


♦5VDC 1 

i 3 RED i 


+5-RTN i 

i 4 BLACK , 


ICPWR \ 

r 5 REO i 

PICRST- i 

i 6 YELLOW f 

HST2RFI0 

r 7 BLUE 


RFID2HST 

1 8 WHITE , 


PICRTN 9 BLACK 

C-GND 10 RED 



♦5VDC 

♦5_RTN 

+5VDC 

♦5_RTN 

ICPWR 

PICRST- 

HST2RFID 

RFID2HST 

PICRTN 

C-GND 


W148 - Console 


212-2595-001 Cable, RFID 


Cables, Interconnect, Constellation* Vision System 
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A1BGND 


A13SG 



W157 Console 212-3209-001 Ground Strap, Display 


TT ILLUM INTERFACE PCB 

212 - 2360-501 



A1CP2 


A10PCN1 



VIN 

VIN 

VIN 

GNO 

GND 

GNO 

M/Z) 

(N/O 

ENABLE 

BRITE 

SET1 

SET2 


BACKLIGHT INVERTER PCB 

W161 - Console 212-1873-001 Cable, Display, BLT Invert 
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A1CP7 


A1FP1 


Tj 

iR.RECn 

1 WHITE 

rr 

2 , 

GNO 

2 WHITE 

2 

3 ( 

•5V 

3 WHITE 

3 

LJ 




DISPLAY INTERFACE PCB IR S£NS0R PCB (RlGHT) 

W162 - Console 212-1874-001 Cable, Display, IR Snsr Rt 


A1CP6 


A1EP1 


T) 

IR.RECn 

1 WHITE 

rr 

2 , 

GNO 

2 WHITE 

2 

3 , 

•5V 

3 WHITE 

3 



l 


OISPIAT INTERFACE PCB 


IR SENSOR PCB (LEFT) 


W163 - Console 212-1875-001 Cable, Display, IR Snsr Lft 


A1CP3 A1GP1 


T| 

•5V 


1 RED 26AWG 



rr 

2 , 

D- 



2 WHITE 28AWG 



2 

3 , 

o. 



' 3 GREEN 28AWG 



3 

1* 

GNO 


It BLACK 26AWG 



& 

5 , 

CGND 

T 



V 


5 











VBUS 

0 - 

0* 

GND 

CGND 


DISPLAY INTERFACE PCB 


SD CARD READER PCB 


W164 - Console 


212-1876-001 Cable, Disp, SD Card Reader 


Cables, Interconnect, Constellation* Vision System 
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W1&6 /wi61 
A2DPt / A2DP5 

MOTHERBOARD 


A2K-H0HIJN 


/ WT67 

/ A?K_H0Mi.(mr 


EXPANSION PANE! 


~n 

TW5J0ATA_2, 


m 


i 

THOS.DATA.Z- 

WHITE 

p 

kj 

? 

THDS_DATA_2-SHIEID 

K-J 1 


i 

TMDS_DATA-U 


GREEN 


6 

THQS.QATA.t- 

WHITE 

I 

5 

TH0SJDATA_1_5HtELD 



7 

THD5-DATAJJ+ 

r\ 

BLUE 

^ 

9 

TMOS_QATA_D- 

WHITE 

e 

tmo s_d ata_c_sh i eld 



W 

TO 

THOSjCLOCK- 

r\ 

BROWN 


12 

TMDS.UOCK- 

WHITE 

n 

IT 

TKBJCLKK -SHIELD 



13 

EEC 


BED 


tt 

PURPLE 

15 

DOC ..CLUCK 


CHANGE 


16 

ODE -DATA 


TEUCW 


TT 

ODC -SHIELD 


pint 


« 

WJPWZR 


GRAY 


» 

HOTJtUQ.DETECT 


WHITE 





T«SJ0ATA_2* 
TN05J5ATA_2- 
THD 5_D ATA_?_SM I ElO 
THDS_QATA_1» 
THD5_D*TA_t- 
TWSJ0ATA_1_SWIEL0 
THDS_QATAJflp 
THD5_DATA_0» 
THDS.DATMLSHlELO 
TNDS-CLOtK* 
TNDS.CLXK- 
TlOSJCLflCK -SHIELD 
EEC 

RESERVED 
DOC .CLOCK 
OOCJOATA 
DOC _Sh i El D 
*5V_P0WEfi 
HOT.PIUG.DETECT 


WI66 [HDM[ IN) 

W167 (UDM OUT) 

W1 66, 1 67 21 2-3426-001 Cable, Assy, HDMI Panel 
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A1CP2 


"P] 

•12V 

1 BLACK 





2 

•12V 

2 BLACK 



A10PCN1 







__ 

3 

(N/C) 





[1 

4 

GNO 

3 BLACK 




2 

5 

GNO 





3 

6 

(N/C) 

4 BLACK 




4 

7 

BKLEN 5 BLACK 





5 

8 

BRITE 6 BLACK 

6 

9 

SE T1 7 BLACK 

7 

10 

5£T2 B BLACK 

8 






YIN 

YIN 

GNO 

GNO 

ENABLE 

BRITE 

SET1 

SET2 


01 SPLAY INTERFACE PCB 


BACKLIGHT INVERTER PCB 


W1 68 21 2-3401 -001 Cable, Assy, BLT Invert 
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THIS PAGE INTENTIONALLY BLANK 
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LAST PAGE OF THIS SECTION 
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SECTION SIX 

PARTS LISTS & DRAWINGS 


CONSOLE 

DESCRIPTION 

PART NUMBER 

PAGE# 

Assy, Footpedal, Six Switch 

212-1083-XXX X 

6.2 

Assy, Heel, Footswitch, Right 

212-3386-XXX B 

6.13 

Assy, Table Top Console 

212-5002-XXX BC 

6.15 

Assy, Arm, Display 

(reference only-not available for order) 

212-3206-XXX F 

6.33 

Assy, Display, LCD 17 In (Old) 

2 1 2-32 11 -XXX H 

6.36 

Assy, Display, LCD 17 In (New) 

212-3398-XXX E 

6.41 

Assy, Articulating Arms, Display 

212-1220-XXX R 

6.46 

Assy, Module, Host 

212-1010-XXX AK 

6.55 

Assy, Panel, Exp (Old Wifi) 

212-1036-XXX D 

6.74 

Assy, Module, Host (CR3 and above) 

212-3408-501 H 

6.76 

Assy, Panel, Exp (New Wifi, Needs Dongle) 

212-3352-XXX C 

6.94 

Assy, Power Controller, Tabletop 

212-1016-XXX G 

6.96 

Assy, Module, Pneumatic 

212-1 023-XXX AK 

6.103 

Assy, Module, U/S-DiatAqua 

212-1037-XXX L 

6.124 

Assy, Module, US/Diat IOL (Optional on systems 
with CR4 software and above) 

212-3564-XXX A 

6.128 

Assy, Filter, Oil/Air Dryer 

212-1040-XXX N 

6.131 

Assy, Illuminator, Metal Halide 

212-1047-XXX Y 

6.140 

Assy, Ballast, Ilium Xenon 

212-1758-501 F 

6.144 

Assy, Enclosure, Optics 

212-2235-502 K 

6.147 

Assy, Fluidics 

212-3245-XXX V 

6.152 

212-1445-XXX T 

6.164 

Assy, Manifold, Primary 

212-2255-XXX R 

6.178 

Assy, Manifold, Pincher 

212-2173-XXX H 

6.194 

Assy, Manifold, Infusion 

212-2172-XXX J 

6.199 

Assy, Manifold, Asp Fluidics 

212-2154-XXX E 

6.204 


212-3150-501 F 

6.209 

Assy, Faceplate 

212-3050-501 A 

6.211 

Assy, Actuator, Mounting 

212-2362-501 D 

6.213 


CONSOLE 

DESCRIPTION 

PART NUMBER 

PAGE# 

Assy, Wheel, Actuator 

212-2256-XXX D 

6.218 

Assy, Actuator, Latch Ilium 

212-2187-501 D 

6.221 

Assy, Fan, TT Ilium 

212-2875-501 C 

6.224 


BASE 

DESCRIPTION 

PART NUMBER 

PAGE# 

Assy, GasAGF, External 

2 12-2981 -XXX F 

6.226 

Assy, Base, Premium 

212-5003-XXX V 

6.229 

Assy, Laser 

212-1007-XXX R 

6.243 

Assy, Core Module 

562-1 034-XXX AW 

6.247 

Assy, Core Module 

562-1 564-XXX H 

6.251 

Assy, Engine, Laser 

562-1 041 -XXX AB 

6.255 

Assy, Illuminator, Aux 

212-1 008-XXX AA 

6.258 

Assy, Ballast, Aux Illuminator 

212-2150-501 F 

6.265 

Assy, Power Dist, Cart 

212-2164-XXX F 

6.268 

Assy, Bracket, Upper Cyl Mtg 

212-2342-XXX D 

6.271 

Assy, Panel, Conn Duct Ilium 

212-2472-XXX F 

6.272 

Assy, Actuator, Latch Ilium 

212-2715-501 B 

6.274 

Assy, Arm, Tray 

212-1004-XXX L 

6.277 

Assy, Arm, Lower 

21 2-1 191 -XXX E 

6.283 

Assy, Tray 

212-1158-XXX G 

6.290 

Assy, Arm, Upper 

212-1186-XXX M 

6.297 


8065751153 


6.1 


© constellation 

VISION SYSTEM 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

040-049 

TUBING, HEAT SHRINK, .063 ID BLK 

1 

002 

200-1337-001 

GEAR, SPUR, GEARMOTOR 
MODIFIED 

1 

003 

212-2725-001 

PLATE, COVER, BACKUP 
FOOTSWITCH 

2 

004 

200-1380-001 

SUPPORT, ENCODER, FOOTSWITCH 

1 

005 

200-1391-001 

GEAR, ACTUATOR, ENCODER 
MODIFIED 

1 

006 

200-1393-001 

GEAR, MOTOR/TREADLE, MODIFIED 

1 

007 

200-1401-001 

PLATE, SWITCH 

1 

008 

200-1402-001 

BEARING, SPRING 

1 

009 

200-1419-001 

BRACKET, INSULATION 

1 

010 

200-1494-001 

PLATE, CONTACT 

1 

011 

200-1495-001 

PLATE, STOP 

1 

012 

200-1664-002 

TREADLE, CASTING, FOOTSWITCH 

1 

013 

200-1733-002 

COVER, SWITCH, R DIE CAST MACH 

1 

014 

200-1735-002 

COVER, SWITCH, L DIE CAST MACH 

1 

015 

200-2345-001 

BASEPLATE ASSY, HOUSING 

1 

016 

200-3029-001 

ARM, LEVER, SWITCH ACTUATOR 

2 

017 

200-3034-002 

SHAFT, TENSION, ADJUSTMENT 

1 

018 

200-3035-001 

PLUNGER, SPRING RETURN 

1 

019 

200-3036-001 

BLOCK, TENSION ADJUSTMENT 

1 

020 

200-3060-002 

HANDLE, FOOTPEDAL 

1 

021 

200-3168-001 

SUPPORT, WIRE, FOOTPEDAL 

1 

022 

212-2726-001 

GASKET, COVER, FOOTSWITCH 

2 

023 

202-1766-001 

PAD, SOLE, FOOTPEDAL 

1 

024 

202-1767-001 

PAD, HEEL, FOOTPEDAL 

1 

025 

202-1853-001 

LEVER/SHAFT, PINNED, ASSY 

1 

026 

212-2562-002 

LABEL, CONST, FOOTSWITCH IEC 

2 

027 

202-1496-004 

HOUSING, FOOTSWITCH, BOTH 
SIDES 

1 

029 

212-1480-551 

ASSY, PCB, FOOTSWITCH 

1 

030 

212-1666-003 

CABLE, FOOTSW, CONST 18.5FT W47 

1 

031 

212-1669-002 

CABLE ASSYGEARMOTOR, 12 WIRE 

1 

032 

212-3386-501 

ASSY, HEELSWITCH, CVS RIGHT 

1 

033 

212-3386-502 

ASSY, HEELSWITCH, CVS LEFT 

1 

034 

212-3315-001 

GUARD, SWITCH, FRONT RT MACH 

1 

035 

212-3315-003 

GUARD, SWITCH, FRONT LFT MACH 

1 

036 

212-1864-001 

CABLE ASSYMICROSWITCH 

1 


212-1083-501 ASSY, FOOTPEDAL, SIX SWITCH 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

037 

212-1955-001 

CABLE 

ASSY,FOOTSWITCH, INTERNAL 

1 

038 

262-069 

SWITCH, PROBE & RECEPTACLE 

2 

039 

263-122 

SWITCH, PUSHBUTTON, SPST 
WTRPRF 

4 

040 

280-003 

ENCODER, OPTICAL, PNL 500 CPR 

1 

041 

691-137 

SPRING, CPRSN,.75X.360 DIASST 

1 

042 

691-191 

SPRING, .58X.75X2.75, EXT MW 

2 

043 

691-193 

SPRING, M5X.56X1. 25, HELIX MACH 

2 

044 

691-207 

SPRING, CPRSN,.59X.72X.75 MW 

2 

045 

711-025 

GEAR, SPUR, 32T 64 PITCH SST 

1 

046 

773-034 

RING, RETAINING, .303 SHAFT 

1 

047 

774-032 

O-RING, .239X.070, NITRILE 

1 

048 

774-122 

O-RING, .176X.31X.070, NITRILE 

2 

049 

775-012 

GASKET, M5,.20X.39X. 12 NYLON 

2 

050 

797-083 

WASHER, INT LOCK.12X.27X.02 SST 

1 

051 

798-014 

WASHER, FLAT, NO.10 .062 THK NYL 

3 

052 

800-004 

WASHER, SPLITLOCK,M4 SST 

4 

053 

800-107 

WASHER, EXT LOCK,M6 SST 

4 

054 

801-003 

WASHER, FLAT, M3 SST 

2 

055 

801-004 

WASHER, FLAT, M4 SST 

4 

056 

803-004 

NUT,HEX,M4X0.7 SST 

4 

057 

805-041 

SETSCREW, SKT HD,FLT M4X6 SST 

2 

058 

805-183 

SETSCREW, SKT HD, CONE M4X4 SS 

2 

059 

805-045 

SETSCREW, SKT HD,FLT M4X16 SST 

2 

060 

807-186 

SCREW, CAP HD SKT,M3X6 SST 

5 

061 

807-003 

SCREW, CAP HD SKT,M3X8 SST 

9 

062 

807-012 

SCREW, CAP HD SKT,M4X6 SST 

2 

063 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

3 

064 

807-028 

SCREW, CAP HD SKT,M5X16 SST 

2 

065 

807-043 

SCREW, CAP HD SKT,M6X16 SST 

4 

066 

807-143 

SCREW, CAP HD SKT,M2.0X8 SST 

2 

067 

809-002 

SCREW, BTN HD SKT,M3X8 SST 

2 

068 

809-007 

SCREW, BTN HD SKT,M4X10 SST 

18 

069 

811-009 

SCREW, FLAT HD SKT,M4X8 SST 

3 

070 

814-019 

SCREW, SHLDR, SKT HD M5X6.013 SS 

5 

071 

891-013 

LUBRICANT, GREASE MULTI- 
PURPOSE 

AR 

072 

891-019 

LUBRICANT, SEALANT, VALVE 

AR 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

073 

212-2207-001 

HANDLE, FRONT, FOOTSWITCH 

1 

074 

027-002 

CABLE TIE, 1 .25X5. 50L, NYL 

2 

075 

027-003 

CABLE TIE, .625X3.50L, NYLON 

3 

076 

027-004 

CABLE TIE,2.00X8.00L,NYL 

1 

077 

210-2152-001 

INSULATOR, BLOCK, TENSION 
ADJUST 

1 

078 

200-1671-001 

GASKET, HEEL SWITCH 

2 

079 

042-018 

TUBING, PVC,.186X.226 CLR 

1 

080 

212-3382-001 

HOUSING, HEELSWITCH, BASE 
PLATE 

2 

081 

212-3420-001 

GASKET, HEELSWITCH, BASE 

2 

082 

797-111 

WASHER, LOCK, Ml 8 INT BRZ/NKL 

1 

083 

040-048 

TUBING, HEAT SHRINK, .187 ID BLK 

AR 

084 

892-346 

ADHESIVE, RTV, SILICONE 

AR 

085 

805-185 

SETSCREW, SKT HD, CONE M4X6 SS 

2 

086 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

AR 

087 

807-172 

SCREW, CAP HD SKT,M4X6 SST 

2 
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wms: LNltSS OTKPWlSt SPtC IFICO 

1. INTERPRET this DPArflNG PEP AS* Y11.5M AND ALCON SPEC IFIC A1I0N 701-026. 

All BihENSiOnS A Of IN iNCHf^. 

x ± .gi 

nr 

). foot pro ai assembly procedure 

A. WtM/ACUet PtP PfiOCtOU>[ MAP 992-2120-02C. 
e. M* ASSEMBLY AND ASSEMBLY ST!P SEQUENCES MAT &E WTtttC TO 
ACCCMMOOaTE PNOOut T ION FLOW. 

A. PR IN" PfiEOUCT LABELS < I TEM 261 PM MAP 992 0000 070. 

5. CURSORY INSPtCI. C .[AN WITH iSOIOflPTl ALCOKl AS REDUiREO, 
a. FOR IAS6AN MOVE CiMFUTEO ASSCF8LT TO kANBAH LOCATION 
FOB • INISHCO WOOS PACKAGE P£P M6S750977 OPTING 
7. TEST PtP MTP 907-2120-020. 
g. con CABtr citch tq on top of fcdi switch as'emiy. 


••e 


BALLOON SH3WS ITEM NUMBER (XI ON TQP and QUANTITT (Tl on bottom. 


TABULATION 

BLOCK 


PART WKKP 1 BtV 1 OCSCBIPTIOW 

[PAST NJMBEI 1 

DESCRIPTION 

212-WE3-S01 1 X 1 ASST. fOOTPECAl.SIX SWITCH 

1 212-1083-S0IFS 1 

ASST.FOOIPtDAL.SlX $W 
fit) SVCE 



OTT | >APT 

NUMBER | 

OCSCPIPT ION 

MAURIAL/NAWFACFufitR | 1 F£H 

BILL OF MATERIAL 

" J. ATKRltY 

n 

11/1J/0* 

m amor «t«as 


•rxtiPTKW 

ASSY.FOOTPiOAL.SIX SWITCH 

™ iVAhEC 

03/0* /08 


AJSdXn) 

J. FOSTER 

03/04/0* 



B 212-1063-XXX *' 

” ™‘ 2/21/2C07 


SC Alt M | S*Ct i 0* J+ 
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0 


STEP 4 



2l2-10fl3-XXX P ■ 

:i«t 4 « w 



STEP 


212-1063-XXX P ■ 
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5 


1 


1 


CPT «C A 1 . ENtODE* SL^IS-T 

KHQMF *2 FEW □ : 'T I [ 4L ENCODER (ITEM *0). ATTACH SUFPOPT (ITEM tl 
USING CPTi'Al ENCODE? NAC3 w ABE . h(HjiT GEAfi |iT>i 65] TO SHAFT USING, 

ll> SCREW < i rf.N •,.•! <nj :u-'-UL H> ,J - u ih/LH imt -Hk-.iLi U.klR ii1[n 361 TO SCREW <|TEH iiM 
F*lQH 10 IHSTAItAThW. ENSUflf STRFW rONTAT TS FAT. HOT THf FOUHD. 

AFRIT GREASE (ITEM T1 OH TO TEtTH OF G£AK. 


"A 



STEP 


B 

SCAlT: 1 


_ 


2l2-10fi3-XXX P ■ 

■3WET 
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6 | B | 4 | 3 | 2_ 

INSTALL 6.AR (ITEM 61 0«T0 SHAFT SEflON Of lEV£» WAFT $UB.A$$“ USING <?) SCREWS 
(ITEM 60) TOMUf TO 9-» LN/tB. AFfU Trfff AD LOCKER IITIM 861 TO SCREWS IITfH 6 DO 
PRIOR TO INSTALLATION. APPir 0>EASt ITEM 7U TO TIETH Of GEAR 
NOri ENSIRf GEAR (ITEM 6) IS FLUSH WITH BEARING II nCUSING ITEM 771. 



D 


C 


& 


A 



212-1063-XXX r ’ 

il«T 11 « » 
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VISION SYSTEM 



5 I E I t ! ? [ 

INSTALL WIRE SUPPORT SI TEN 21) INTO HOUSING <IT£N2?> USING (2) SCREWS (ITEM 62), 


D 


C 


ft 


A 



I STEP 14 1 

rr 


212-1&B3-XXX P ■ 


8065751153 


! 


J 


1 


1 


c 


B 



C<X«K r SMHHG (ITEM A?M3f B4.0CK st-LNiSS SU& flSST C«TO BEaRwG (ITEM 6) OF 
Ltv£R <HAF1 SUB-ASV*. AFP:i LUBRICANT ■! I TEN 721 TD ENTIRE SL^ACt Of O-EINE 
«OOV£ IN SHAFT (I TEN m. SLIDE TCCl I «S ?Ci* 'If TTf> SHAFT <lT[H IT I A«i 
SL IDE C.Rikg :iT£N 41) ONTO SHAH. HtHLIVi TOOL *IL iWir LU0&1LAN1 10 U-RilHj 
AilO IhT.IIY OF RFAtrCi (J HOUSINIi i'ITFH 771. iHSERT SHAFT UTFN TTl WITH O R Hf> 
INTO BEARING OF HOUSING (ITEM 271 AMD SCREW into T»: TfNSlOM BLOCK (ITEM 19). 
SEEL*? SHAFT Wl’H R: TAIN IN j PI FIS ll TEH 40). SEEUfiE CABLE F 'E (ITEM 741 TO HOTCK 
ASSErtlT IT TEH 311. 


STEP 13 


J 



INSTALL SWITCH S2 FROM (able a5S.t iiIEH 36) Aifl AN ihSU.aTiGN SHEET [IT EH TTl 
ONTO BLECH OTFH 191 l>= BLOEH PLUNCFR SlIS-ASST LEI Hr* (?) SCREWS IITFH 6 n.L 
INS "ILL HiCEOSw ITCH SUB- ASST IT Tin 7) OHFO H3u= wj w I 111 c2? SHOULDER 
SCREWS (ITEM 701. C CHUFF T CCMiFCTDfi PI 1 1 TEH Tl TO PCB IlilM >9) J2. 

INSERT cEATSHRiNK TUBING (ITEH 03). LENGTH .50 ±0.10 W A WIRES 5HQWN. 

■ . -L- JIBES • •'!. H hilC.j. SWITCH - iTfi 7) TO SWITCHES SS * SO (REFER TO SHEET 341. 
tLEAH WITH ALCOHOL 5 TISSUE. 

hOTE. 'iSRIFT HARKED LOCATION OF THE SWITCHES IN THE HODS I HO IS CORRECT. 


STEP 


212-lOBj-XXX 
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APPlY ►CAT TO KATSHPINK TUBINGS (M AU l TERMINALS. 

APPLY RlY (ITEH 81) BLTMffN hFATSMtIMC TllBlf#:. AM '.WITCH MflLTilNG SO hfl VlSlfiif TERMINAL Mf TAL IS fXPf. fO. 



D 


B 


A 



6 I 6 1 t ! 2 I 

CUT TUBING (ITCH 79) APPftOX. ? I SC NFS ADD SHOE OVER Tif MIFFS IFOR IFFT I'lTCH 32) AhO RIGHT <IT£H Jil HCEt SWITCHES). 

INS T All Kll SWITCH GASKET 1 1 TEH ?fi] AN3 &IGh| h££l SW ITCH <lT£Pt 32) TO CUTER SIDE Of HOUSING II TEH >7). 

ATTACH TO HOUSING W ITH SCREW c'FH ftSl Atfl 10’K W A.SHFR IIFH S3). 

TORQUE. 10 Sfl-M IN/LB. 

IHSTAH H(El SW ITCH GASKET i*EH JW AhO LEFT HEEL SWITCH (ITEM Hi TO CUTER SIDE OF HjljS N3 CiTEH T'k 
ATTACl- TO HOUSING with SCREW i i 'Em tSl AhO LOCK WASKfi LlTiH 53), 
r OMUf 10 SO-60 IN/UB. 

PUSH u, IRES FROM HlCROSW ITCH CABIE [iIEh 36IMC TuGinG ThBOuGh HOLE LEaOIKG TC SWITCH 57, (RIGHT h££| SWITCH 
nc TUBING SHDUID EATfBO THROUGH THE HOLE IH T3f BOOT. 

HA*I L ShlBP BE NO AMO EXTEND A MNiMuH CF 1 A INCH DOWN fit PASSAGE LEAliiKG TO SWITCH S7. 


212-1Q63-XXX P ■ 
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1 


1 


6 


S 


4 


3 


CAElE ASST (I TEH 37). w iTh BE 3 DDT OF CCW*(T(£ RENTED TOWARDS 
EOOr SW ‘CH. INTO HSiSiNS |I TEH i?) USliG ( *ElE ASS' haCOWADE 
W A5HR ITEW82) AS SHOWN. APPLT TORQUE 2C-J5 Ik-IS. USING TCO: P/K995-70SO-M6 
COHBCCT CWiJtfCTCW PI ft. CAEhF ASST ( TEH 17l TD Jl OH PCB HI TEH :*)) ATTACH C A3! F TlF irTfM 
TO PRQTECrce Pi ATF wRxPPlMS ITFH 3fc AND 37 


INSTALL 

INSTALL 



r~BT 

I Wl- t? 


212-10B3-XXX 

SWFT fts DF 39 


a 1 5 I * I 3 | 2 [_ 

INSERT HEATSHRIliC TUBING (ITEM &3J. LING I H APPRC K IHA TCLT .50 r Ml WIRES. 2 SWllCLfS HEAVE LOOSE). 

SOlDER W RES FRC* NpTCR/GEAR HEAP AND htCRQSW T I : H SUB-ASSTS TQ l*EL SwiTClES- 
CLEAN WTH ALCOHOL an[ TISSUE. 

JIFU HE*T 10 HEATSHfll'W TUNINGS OH ALL i lERMINAiS. 

q APPCT RTS CMEH flA) BETWEEN HEATSSWrHB TUBING Al£r SWITCH HOUSiNp SO NO YISIJLE IE RHINAL HE T AL IS EKPD3IEI. 

HAftti WIH INDELIBLE MARKER QH IHSIOE DF HEEL SWITCH BOOT FDR EAST I DENT If 1C IT I ON CF S7 I0I&HT h€EL I t S6 HLtfT HEtll- 



5TEP 19 B 212-1QB3-XXX pc 
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D 


C 


H 


A 


[STEP 20 

B *** 212-10B3-XXX 




E 



*00 1 C*Slt TIE [ITEM 75) ON EACH $ DE TO PREVENT TUSlMj FROM SHIPPING OUT. 

*UG« GNSKETS (ITEM OT P 9 CRERLY IN T« ICELSWITCM HOUSING. 

INSTALL «EL SWITCH BA SEPAL ICS <ITEKS 80 t «T) APPLY U)6RICamT IITEM 7?) TO ThC THREADS Of EACH SCREW 
&EFtJ£ I '(STALLING. EtfUfiE SCREWS AC: EMjAGEl AUC INITIALLY TIGHTENED H A CRlSS 
(ROSS PkIILEN Mirh MANJA. HAND TO* PRIOR TO TXWUINO DOWN ON FSW . 

APPLY TOfiQLE 8-1? ih-iBS- 

HOTE: P'RFORN THIS S'FP AFTER FINAL TEST. 


± I I l i I 1 


D 


C 


ft 


INSTILL P SM OJASO < I TEH SO. GA5k[T |iT£m 2?l AN] BACKLP PLATE NTEH ]) UjIN& 
12) LOCK WASHERS 1 1 ”EH 521. (2) HAT WASHERS C ITEM S5l AM] (21 Nil IS ClTEN 56'. 
VISUALLY C*(K GAS*!! (ITCH 22) it STATED TYTMY BFTWFFN SITE GUARD ( I TFM U( 
AMD hiijSinG (ITEM n 



STEP 22 


B 212 - 1 Q 83 -XXX P ' 

■Jtwc t ? 1 shut n or » 
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I 


1 


INSTAlL left GUARD t TEH JSi. GASKET (iTEH 22) AM) BACKUP Pi A IE ITEM Ji USING 
L2? LOCK WASAICRS MT|H 52). (2) UA‘ WASKPS dTEH SSi AMD <2l VUTS tlTEH 56) 
VISUALLY CHECK GASKET (ITEH 22) IS STATED fvFM * BETWEEN SlfT GUAM (ITEM TS] 
AliD MCJ5IHG (I TEFL 271 


D 


C 


B 



STEP 



ALC 


212-1QB3-XXX P ■ 

SHKT » Of » 


J 
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APfiCT A LIBERAL amount Cf LUBRICANT ilTfN 725 TO T* FOLLOWING PART LOCATIONS 
TO THE SHAFT 8 UNDERSIDE SJJf^E Of t* HE AID Of TK SHOULDER SCREWS UTEH 70). 
TO Tm{ INSIDE SJCfACE Cf THE FClE IH ThE ARM LEVER (ITEM 
TO THE ATTACHING SURF ALES V HE HOUSING <l‘£M 27) WHERE TmE LEVER ROTATES- 
INS TAIL ARM IfVfH (ITEM T6) WlfH ShOUTOER SPEW <lTEM 701 TO HOUSING THEM 27l. 
PijSH SPRING ■: I TEN Hi ONTO RIGHT SWITCH E OYER UTEH U) AND ATTACH TO HOLS I JO 

h ten 27i using htlon gasket uten loi aho screw utem w;-. 





5 i ± ! ! 1 ? L 


INSTALL IAHOlE I1TEM 7 Si ihTQ HfcjSiwi liT[n 2?) WITH i 2) SETSCREWS (ITEM FIRST , ItfN 2 SET «R(wS mIEH 5fl>- 
SCT SCRfrfS TO BE STAIKED OH TOP CP EACH OTtffi. 2 SCREWS TAIL, 

00 NOT USE BALL [W ALIEN WRENCH I) DRIVE SCREWS- 'JSE A STANDARD ’FLAT' AllEN WRENCH TO PREVENT *>; TfiiX SUPPING 
START SCREWS WITH HAHIiAL ALIEN DRIVES Pfilrtf TO APPlYlHG TfflJOf wSEMCh. T'KhTETH TO tA - US IN-LAS. 



STEP 26 


ma 

B 212-1063-XXX [' 

khz t? 1 skit n at » 


8065751153 



INSTALL BASEPLATE asst. HOUSING -ITEM IS) to TClfiiNG (1 TEH 27) USING '5 
SCREW S UTEH 681 AFPl f LUBRICANT UlEH 72) TO HE THREADS IM EACH SCREW 
BE Fljp; INSTALLING. INSLRE SCREWS ARE ENGAGED )NG I hi T I All Y TiGMTEACO IN 
A CDlSS (ROSS PATTERN W ItH MANJA! IfAhEl TOOL Pfil.HR TO TCftfiJiNS DOWN ON FSW 

m 

NOTE PERFORM THIS STEP AFTER FI TUI TFST. T 


212-10B3-XXX P ■ 

5HH7 f4 Of Y> 


INSTALL IAHDLE pi Eh MT INTO HOUSING (HEM 2?) WITH (2) SETSCREWS <1 TEH W. 



STEP 27 


B 1 ‘"* IUI1 " 212-1063 - XXX P' 

S(M t; 1 SHUT M Of W 
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STEP 28 


attach HEEL pad (ITEM 2D CNTQ HOUSING (ITEM 27), 



I STEP 29 1 


B 2l2-~ioi3-«)(X T • 

>CMC 17 SHUT K Of 1* 


attach SaE PAD II TEH 2J) ONTO TPEADLE (HEM 1. 



AOPLT tWf Itftfl 1 1 TEN 761 TO TME HOMING (ITEM ?7 AT IDEATION SHDWN. 



STEP 31 


B IJ " W>U " a 212-1063 - XXX P- 
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D 


C 


H 


A 


J 1 


2 _ 1 1 



INST All [A6i£ ASST (HEM 301 OHIO (WKCrOP Cf C»Bt£ ASST (|TE« J?l. 
TIGHTEN (ABU ASST d'EH »> WITH C ABIC Tl[ < I TC»- 76) 

TEST TM| ASSENT P£fi HTP 607-2120 020. 

DISCONNECT C AfHF ASS1 (ITEM Ml FRM CONHFC TOR (ITEM *7) BfFRQE PACKAGING. 


«ME 17 | SKtr » or w 


• I ! I i I 3 L 


SHOE (ABIE IN BAG AND CLOSE GAD. 


D 


C 


6 



STEP 34 

FDR 212-108J-5Q1FS DNLT 
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212-3386-501 ASSY, HEELSWITCH, CVS, RIGHT 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-3418-001 

HOUSING, HEELSWITCH, RIGHT 

1 

2 

212-3385-001 

BARBELL, HEELSWITCH, REAR 

1 

3 

202-1381-001 

SWITCH, PUSHBUTTON, 
WATERPROOF 

1 

4 

774-133 

O-RING, ,614X.754X.07,EPR 

1 

5 

891-040 

LUBRICANT, GREASE, SYNTHETIC 

0 

6 

784-238 

SCREW, BTN HEX,6-32X.375 PATCH 

1 

7 

212-3383-001 

COVER ASSY, HEELSWITCH, RIGHT 

1 

8 

691-389 

SPRING, CPRSN,.5780DX1 .00L SST 

1 

9 

212-3422-001 

WASHER, HEELSWITCH, DELRIN 

2 

10 

782-264 

SCREW, SHLDR,SKT 4-40 416 SST 

2 


8065751153 


212-3386-502 ASSY, HEELSWITCH, CVS, LEFT 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-3418-002 

HOUSING, HEELSWITCH, LEFT 

1 

2 

212-3385-001 

BARBELL, HEELSWITCH, REAR 

1 

3 

202-1381-001 

SWITCH, PUSHBUTTON, 
WATERPROOF 

1 

4 

774-133 

O-RING, ,614X.754X.07,EPR 

1 

5 

891-040 

LUBRICANT, GREASE, SYNTHETIC 

0 

6 

784-238 

SCREW, BTN HEX,6-32X.375 PATCH 

1 

7 

212-3383-002 

COVER ASSY, HEELSWITCH, LEFT 

1 

8 

691-389 

SPRING, CPRSN,.5780DX1 .00L SST 

1 

9 

212-3422-001 

WASHER, HEELSWITCH, DELRIN 

2 

10 

782-264 

SCREW, SHLDR,SKT 4-40 416 SST 

2 
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NOTES: UNLESS OTHERWISE SPEC IFIED 

1. INTERPRET THIS DRAWING PER ASME Y14.5M AND ALCON SPECIFICATION 701-026. 


3. BAG AND TAG WITH PART NUMBER AND REVISION LETTER. 

4. BALLOONS SHOW ITEM NUMBER (X) ON TOP AND QUANTITY (Y) ON BOTTOM. 


REVISION HISTORY 


NOT RELEASED 




3D VIEW 
212-3386-501 


SEE SEPARATE BILL OF MATERIAL 


212-3386-502 
212-3366-501FS 
212-3386-502FS ~ 


ASSY.HEELSW ITCH.CVS RIGHT 

ASSY.HEELSW ITCH, CVS LEFT 

ASSY.HEELSW ITCH.CVS RIGHT. FIELD 
~ ASSY.HEELSW ITCH.CVS LEFT.F IELD 


QTY | PART NUMBER | DESCRIPTION | MATERIAL/MANUFACTURER | ITEM 

BILL OF MATERIAL 

M. DINH 

* 04/21/11 

THIS DOCIMNT CONTAINS 

2^0©(sXn) 

DESCRIPTION 

ASSY.HEELSW ITCH.CVS 

S. NEWTON 

07/18/11 

REPMOUKO OR^TRANSFEBWO 

Tfoster 

“04/26/11 

USEO l FOR U MANUFACTURING 
OR AMY OTHER PURPOSE 

Si 2l _ IORAWING NUMBER [w 

B | 212-3386-XXX | B 

2/23/2007 

'KSK™ 

SCALE: 1:2 I SHEET 1 OF 4 

PDMLINK MODEL ATTRIBUTES |NAME: 212-3386-501.PR0C | VERSION: B.1 


^ I 5 I 1 


3 


2 





AFTER ASSEMBLY. ENSURE SMOOTH UP AND DOWN TORQUE 8-12 IN-LBS 
MOVEMENT AND THAT THE PUSH BUTTON ACTUATES 


BEGIN THREADING EACH FASTENER 
PRIOR TO T IGHTENT ING DOWN 


H°>82-26 


AFTER ASSEMBLY. ENSURE SMOOTH UP AND DOWN 
MOVEMENT AND THAT THE PUSH BUTTON ACTUATES 


TORQUE 8-12 IN-LBS 


| STEP 2 1 
212-3386-501 


| STEP 2 1 
212-3386-502 




SCALE: 1:2 


212-3386-XXX |"b 

SHEET 3 OF 4 


8065751153 
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ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

027-003 

CABLE TIE, .625X3.50L, NYLON 

11 

002 

027-004 

CABLE TIE,2.00X8.00L,NYL 

6 

003 

027-009 

CABLE TIE, 3.00X11. 00L, NYLON 

4 

004 

210-1575-001 

BUTTON, SWITCH, STANDBY 

1 

005 

210-1626-551 

ASSY, PCB, STAND-BY SWITCH 

1 

006 

212-3206-502 

ASSY, ARM, DISPLAY 

1 

007 

212-3408-501 

ASSY, MODULE, HOST 

1 

008 

212-1016-501 

ASSY, MODULE, PWR CTRL 
TABLETOP 

1 

009 

212-1023-501 

ASSY, PNEUMATIC, MODULE 

1 

010 

212-1037-501 

ASSY, MODULE, U/S-DIAT AQUA 

1 

011 

212-1040-501 

ASSY, FILTER, OIL/AIR DRYER 

1 

012 

212-1047-501 

ASSY, ILLUMINATOR, TABLE TOP 

1 

013 

212-3245-502 

ASSY, FLUIDICS 

1 

014 

212-1557-001 

CABLE ASSY, SPEAKER, RIGHT W14 

1 

015 

212-1557-002 

CABLE ASSY, SPEAKER, LEFT W1 5 

1 

016 

212-1560-002 

CABLE ASSY, ETHERNET W20 

1 

017 

212-1560-003 

CABLE ASSY, ETHERNET W21 

1 

018 

212-1560-004 

CABLE ASSY, ETHERNET W24 

1 

019 

212-1560-008 

CABLE ASSY, ETHERNET W27 

1 

020 

212-1561-002 

CABLE ASSY, 24V, DC W83 

1 

021 

212-1569-001 

CABLE ASSY, SLOT ID,W26 

1 

022 

212-1586-001 

CABLE ASSY, W43, FAN 

1 

023 

212-3620-001 

DUCT, TABLETOP, LOWER RIGHT 

1 

024 

212-2062-001 

CABLE ASSY, PNEU DIST,W47 

1 

025 

212-2187-501 

ASSY, ACTUATOR, LATCH ILLUM 

1 

026 

212-3246-001 

ADAPT, CABLE, LATCH ILLUM 

1 

027 

212-2360-551 

ASSY, PCB, FLOAT CONN TT ILLUM 

1 

028 

212-2421-001 

BELLOWS, SOCK, ELASTOMERIC 

2 

029 

212-3438-SSC 

KIT, SSC, SKINS SHT METAL IT JAP 

1 

030 

212-2499-001 

CABLE ASSY, I/O CONTROL, W81 

1 

031 

212-2564-501 

ASSY, PAN EL, REAR TABLETOP 

1 

032 

212-2714-501 

ASSY, BRACKET, CONNECTOR 
POWER 

1 

033 

212-3041-501 

ASSY, DUCT, REAR ILLUMINATOR 

1 

034 

212-2780-SSC 

KIT,SSC,HARN ASSY TOP CONSOLE 

1 

035 

212-2824-001 

BOLT,FL HD, SHOULDER, M4X16 

4 

036 

212-2875-501 

ASSY, FAN, TT ILLUM 

1 

037 

212-3334-552 

ASSY, PCB, SUPERVISOR MODULE 

1 


212-5002-501 ASSY, TABLE TOP 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

038 

212-2983-001 

LABEL, INFO, TABLE TOP 

1 

039 

690-1121 

LABEL, GROUND 

1 

040 

691-348 

SPRING, COMP, .3120DX1.25L MW 

4 

041 

764-031 

LATCH, ROTARY,. 38 DIAZINC 

1 

042 

773-056 

RING, RETAINING, EXT .172 SHAFT 

4 

043 

773-073 

RING, RETAINING, .250X.027 EXT 

1 

044 

781-305 

SCREW, BTN HD,.25X.20X.62 CS 

2 

045 

796-060 

WASHER, FLAT, .209X.438X.010 SST 

8 

046 

797-063 

WASHER, EXT LOCK.17X.38X.02 SST 

5 

047 

800-004 

WASHER, SPLITLOCK,M4 SST 

4 

048 

800-204 

WASHER, INT LOCK,M4 SST 

1 

049 

801-004 

WASHER, FLAT, M4 SST 

4 

050 

803-004 

NUT,HEX,M4X0.7 SST 

1 

051 

787-667 

SETSCREW, SKT HD, CUP 8-32X.125 

1 

052 

807-014 

SCREW, CAP HD SKT,M4X10 SST 

11 

053 

807-022 

SCREW, CAP HD SKT,M4X45 SST 

4 

054 

807-042 

SCREW, CAP HD SKT,M6X12 SST 

3 

055 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

11 

056 

809-007 

SCREW, BTN HD SKT,M4X10 SST 

2 

057 

809-008 

SCREW, BTN HD SKT,M4X12 SST 

2 

058 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

4 

059 

811-002 

SCREW, FLAT HD SKT,M3X8 SST 

2 

065 

592-048 

LABEL, WINDOWS, XP EMBEDDED 

1 

068 

212-1054-001 

PANEL, TABLETOP, LEFT 

1 

069 

212-1055-001 

PANEL, TABLETOP, RIGHT 

1 

070 

212-2041-501 

ASSY, PAN EL, FRONT TABLE TOP 

1 

071 

212-2042-504 

ASSY, PAN EL, LOWER REAR TT 
ALJ IEC 

1 

072 

212-2040-501 

ASSY, CAP, TABLE TOP 

1 

073 

212-1895-002 

TABLETOP, SURFACE, WORK 

1 

074 

212-3266-001 

FILTER ASSY, AIR, W/FRAME TT RT 

1 

075 

050-840 

CONNECTOR, COVER, PLUG 

2 

076 

789-022 

SCREW, PH PH,M2X0.40X6 SST 

4 

077 

058-240 

CAP, CONNECTOR, PLUG 9 POS 

1 

078 

212-2369-001 

COVER, USB PORT, EXPANSION 

1 

079 

212-2897-001 

COVER, POWER ENTRY, NGVS 

1 

080 

809-003 

SCREW, BTN HD SKT,M3X10 SST 

1 

081 

801-003 

WASHER, FLAT, M3 SST 

1 

082 

026-143 

CLAMP, CABLE ,31X.38,BLK NYL 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

083 

786-311 

SCREW, CAP HD SKT,4-40X.250 SST 

2 

084 

212-2898-001 

COVER, CONN ECTOR, DATA NGVS 

1 

086 

212-3365-001 

COVER, USB, WI-FI 

1 

078 

212-2369-001 

COVER, USB PORT, EXPANSION 

1 

079 

212-2897-001 

COVER, POWER ENTRY, NGVS 

1 

080 

809-003 

SCREW, BTN HD SKT,M3X10 SST 

1 

081 

801-003 

WASHER, FLAT, M3 SST 

1 

082 

026-143 

CLAMP, CABLE, .31X.38 BLK NYL 

1 

083 

786-311 

SCREW, CAP HD SKT,4-40X.250 SST 

2 

084 

212-2898-001 

COVER, CONN ECTOR, DATA NGVS 

1 

086 

212-3365-001 

COVER, USB, WI-FI 

1 
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MOTESt UHJSS OTHERWISE SPEOFIEO 

1. INTERPSST THIS DRAW MG PER ASHE YI4.5H AND ALCON SPECIFICATION 7OV026. 

r REORDERED 

EALlOON SHOWS ITEM NLP«RlXXON TOR AND QjAKTITYIT) ON BQTTOfl. 


REVISION HiSTCSr 


4. TEC 30 CAO f ABIE INTERCOfMECT F HE 212 SC02.XXX.PROC .CABLE 
IS AN NURGRAl THE Of TH:$ ORAW NO. SOME INST.UEO CA8U 
ASSEH6.IES ABE NOT SHOWN F« tLAfilTf. AU CABLE fiWIIWi 
ANO FR5H-TO EdHNEtl ONE CAN 6L FMD IN THIS FILE. 

5. RCFEREICE DESIGNATOR BREAKDOWN. 

W 2 CABLE ID 

A*>* C3WPCTIGH TO 

LASER fcSST: HHllAF 0 'SCRIPT I ON 


7. ftEFEBElCE iNTERCOMCCT OiAGRAH 2t2--S002-B01. 

. BUILD PER 992-2120-00 AND TEST PEt 907-2120-061 

9. OCLETEC 

10. DELETEJ 

QTJOUST FLUB TO BE USED WL£N PORT IS HOT IN USE 





REV E(N 
AO CN01672<CH 


CN02041KCN 

CN02K4CCN 


AL CN0J0432ECN 


[N030664ECN 

CN033312ECN 
' CN03S406ECN 
* CN03J313ECN 
CN030S79ECN 
LWAZZmCN 


AW CN04M19ECN 


AX CN053336CCN 


CN054204ECN 

:N5 Sa 961ECN 


-501 SHOWN 


(N0S6164((N 

CN057469CCN 


DATE 

46/22/11 


-W/29/11 

>1/2S/t2 


■15/22/1 2 


66/06/12 

30/13/12 

>9/17/12 

I2/1J/12 

■>4/26/13 

J6/W/1J 


IVOS/13 


H/14/U 

64/25/14 


■>6/17/14 

59/15/U 


TABULATION 

PART MJH6ER 

REV 

OCSCRi>TlON 

PART NUMBER 

description 

212-5002 '101 

BC 

ASSY .TABLE TOP 

212-5002-5C1R 

ASSY. TABLE TOP, REfUHBI SHED 

212-SM2-E02 

BC 

ASST.TABLt TOP.CHINA 

N/A 

N/A 

2T2-SLHH-503 

BC 

ASSY. table top. jap an 

K/A 

N/A 


BTT | 


SEE SEPARATE PARTS LIST 

~>ART NUWIF; DESCRIPT ON HATERIAI/HA AFACTLRfR 

BILL OF MATERIAL 


* J. ATHER1EY 

*"s/2V07 

SWISSS 

™P. KGUYIN 

*"s/2w; I 


TwEERVOOO 

*"5/21/0; 


" T ™‘ 2/23/207 

PflrtllK Fttlfl ATTRIBUTES 

NAME 212-5002-501 Pfiflf 


ASSY TABLE TOP 
B *•““"* 212-5002-XXX *BC 

SC AIL MO SKIT 1 ON 6S 

v^sitn- , 
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bracket strews ■ 



>UKE SURE BRACKET IS 
STRAIGHT B~ VIEWING IT IRflH 
THE FRONT OF 212-1002-001, 

IF THE BRACKET IS NOT STRAIGHT, 
100SEN SCREWS. STRAIGHTEN 
6KAL f t . ItltH IILHILN 3-REWS. 


STEP 8 


JIJ-MOi-XXX ftc 


' I 5 I 1 I ! L 


D 


6 



ROTATE LATCH ARh TltN INSERT Tit CABLE IN Z12-32A6-0Q1 


STEP 8 


SHEET HETAL ARE HIDDEN Fflft ClARlTf 

1 CP s 

“ Bf " 212-S002-XXX H^C 



s«it iao shht ntr a 
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1 


1 



STEP 8 

2 0=5 S ' n B 212^50^-XXX Hk 

scale iso s*tt « or a 




r aiTER SCREW UNTIL IT 
IS FLAT AGAINST 212-324S-W1 
AS SHOWN. 


J L 


STEP 8 


2ig-Mw-xxx"Hr 


5E«* 130 «rr s or Si 
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* I ! I t ! 2 L 


D 


B 


STEP K) 

5 nr _ 

B 212-W02-XXX |BC 


sr*4t w swet « or m 
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SECURE WITH CAPTIVE SCREWS 


STEP 


B 212-500Z-m f 

5CA«: VI SUIT U OF £ 
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B 212-50M-xxxftc 

»«.fc i.n veer it tr a 
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J 5 I 1 I 5 I £ L 



H^El?-23iS0-Sl ; 4 t ° |W1-34S ( \ 2 ~ ;Ti3-Q56 

/ 

[ if 

\ f f 

gtr^D 

8 " "* 

0C=D 

®T * ■ 0 » 

3c=d 

Jjfi ■ § * 

&=D 

- -k ■ » - 1 


4 e s m-060 


STEP t5 '* 0 212-soot-xxxrk 


sc*«; ii shkt m or a | 
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VI 5 1 ON SYSTEM 

S I i ! ! L 


STEP 16 


2i;-Mo;-«x>riE 

9*TT M 0T M 


J 5 I t I l L 



STEP 18 

inr _ wh « mh«i 

B 212-5002-XXX |BC 


sr*it w sheet n or a 
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W81-s 

A6EP4 


FRONT VIEW 

SECURE PC* TO CHASSIS 


A14SG 


BACK VIEW 

STEP 17 

B 212-SW-XXXnk 

scwr into sheet » or a 



M2P1 


M3P2 


STEP 19 


212-5002-XXX fk 

SHEET M Of | 
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STEP 20 


ASSEMBLE TIE-WRAPS IN SEQUENCE SHOWN AMJ TRIM EXCESS 


212-50t)?-XXX BC 

shu t n or « . 




D 


C 


ft 


A 



STEP 22 


a m-ioM-m fa 

sr*t u swt n or 65 . 
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212-5002-XXX Be 

SKIT N Of « , 


STEP 25 


212-5002-XXX Be 

3KIT » Of 65 , 





A11GND3 


A11GND3 


A11GND2 


POWER SWITCH 
REAR 


A11GND1 


DETAIL D 
5£Al£ 1? 


STEP 26 


2-tt-50t>;-XXxft( 

5WET 31CT « . 



STEP 27 


2i;-50t>;-xxxnS( 

skit » of a I 
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* I ! I t I ? L 
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1 


1 



fel2-3620-001 

L - W43 

M1P1 L' «" ™ 



AIRFLOW 


STEF 29 


VERIFY FAN DIRECTION tilfttirJHP tflft QAl£ FUR 


B 212-500?-XXxft( 

STMt U JHCIT M V 45 . 


J 
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5 " B 

212-5002-XXX It 

| 3t«,t K5 

| S1RT J7 Of 65 | 


A3AP4 

A3AP19 

A3AP17 

A3AP16 

A3AP15 

ASAPH 

A3AP9 

A3AP7 

A3AP18 

A3AP10 

A3AP6 


STEP 32 



D 


C 


B 


A 


STEP 34] 



212- 5QQ2-XXX 

SUIT W Of 65 



J | g j 4 | 3 | 2 


D 


C 


B 


A 



□ ISEWAffiD RAILS CAN BE FOUND IN 212-3247-SSE 


STEP 35 


B 


V» 


212-5002-XXX fflC 
wet a Of « 
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ft 
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STEP 38 

HE _ CiSH 

B 212 - 5002 -XXX |BC 


SC Alt ; 110 SHRT 13 OF a 
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I 




{OHNEr 2 AQF GAS TUBES 


— CONCCT CABLES IF SEfflUEhCE 


W32 A8AP3 
W47 A8AP5 
W26 A8AP4 
A8AP2 


W21 


Ol 


-BLAC C FERRULE 
— fROBT FERRULE 


I I 


COMPRESSION RTTWa INSTRUCT! 3N5 3 PLACES 

1. ENSURE ML CCHPOCNTS ARE PRESENT M ECHSESSlCN HTTINtt, SEE D AH? AM *A* 

2. ENSURE OIKCTION OF All EtWMNTS. SEE DIAGRAM "A" 

3. ENSURE TUIE IS PUSHEO FIRrt f iHTO BQ'TOM CF FFTTIW 

4. FINGER TICHTEN NUT 

5. TIGHTEN MIT 1 VI TURKS 


I STEP 39 1 


212-500 2 -XXX Be 
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B 212-500?-XXxft( 

XMl- 15 SH7 W Of 45 . 



STEP 42 


212- jtQQZ-XXX Be 

suit io of a . 


STEP 43 

CQItCCT CABLES SHOWN 


0 

sr*ic \s 


212-5QQ2-XXX l^C 

SHKT 10 Of 45 | 



A5AP304 


A5AP13 


W22 

A5AP305 


A5AP300 


W48 
A5AP301 


A5AP2M 
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* | G | 4 | 3 | 2 [ 


D 


C 


6 


A 


0 ^* “~ 1 21g-500?-XXXnk 

SC Alt; »*> SUIT 51 (f K 
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D 


A 



CONNECT CABLE W17 
(ALREADY CONNECTED 
TO HOST MODULE) TO 
SUPERVISOR, 


W14 

A2BP6 

W15 

A2BP7 

W16 

A2BP1 

W46 

A2BP19 

W27 


W12 

A2AP2 

W13 

A2AP3 


STEP 45 


212-50QZ-XXX Be 

SUIT M Of 65 , 




| STEP 47j 


aiT-MOi-xxxfk 

skit a or a I 


DETAIL H 

TIE WRAPS AM0 REMOVE EXCESS 

R13 


OfTAIl H 
SCALE 7:*Q 


DETAIL E 


6.28 



IST EP 48 


D 


C 


B 


A 



(UK 


STEP 50 


,, e 

212-5002-XXxTk 

XW. lie 

swrr 55 Of 65 


[Tl INSEET FlUlDICS M00ULE INTO TABU TOP CHASSIS 
AND HIDE All THE VAY IN. 


[2] BY H*MO. SCREW IN EACH OF Ttf IClP MOUNTING SCREWS: 
3.A^ LIGHTLY TlCtCEtl TIC UPPER LEFT SCREW WITH TOOL. 
2.B LIGHTLY TIGH'EN IK LOWER RIGHT SCREW WITH TOOL 
2.C LIGHTLY TIDH'EH TIE LOWER LEFT SCREW WITH TOOL. 
2.0 LIGHTLY TIHTEN THE UPPER RIEHT SCREW WITH TOOL. 




WITH CAPTIVE SCREWS [T] 
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STEP 51 


21j-50t>;-»xxnk 

SHRT 56 Of 65 . 


COMPRESSION FITTWG INSTRUCTIONS: 


1. LNiLBl i’ll tCfflPOhtNlS ARt HfiEsLif in :ClW3RESiiClN r TT Nli. SFF DIAGRAM * 

2. ENSURE DIRECTION OF ALL C DPPOfiENTS SEE DIAGRAM "A" 

J. [NSfJKE luBE IS IMSICO FIB*Y INTQ EOT TOM ffl= FITTING 
A- FIRMS 1IGHTEN NUT 

5. TIGHLLN NU « 1 1/4 ILKB5 


W24 

W26 

W34 


CABLES IN SEQUENCE 

A9KP1 

A9AP10 

A9AP9 
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STEP 52 



212-5002-XXX f^C 

SKIT 57 Of a 


± I G | 4 | 3 | 2 


D 


C 


B 


A 



212-50Q2-XXX Be 

JWTT 57 Of 65 


8065751153 
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1 


D 


H 


[STEP 531 



212-50Q2-XXX f^C 

«n 56 or 65 
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6 


D 


C 


6 


A 


g | t I ! L 



STEP 57 


i 


B 212-500?-XXxHk 

xjue is skit a of a 
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STEP 56 


212-MM-XXxflc 


■ I 5 1 ± I l I * L 
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A 


constellation 

VISION SYSTEM 



8065751153 


6.32 


© constellation 

VISION SYSTEM 


212-3206-501 ASSY, ARM, DISPLAY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3211-501 

ASSY, DISPLAY, LCD 17IN 

1 

002 

212-1220-502 

ASSY, ARTICULATING ARMS, DISPLAY 

1 

003 

807-012 

SCREW, CAP HD SKT,M4X6 SST 

10 

004 

797-063 

WASHER, EXT LOCK.17X.38X.02 SST 

1 

005 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

1 

006 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

007 

212-1329-002 

DOOR, DISPLAY, REAR PAINTED 

1 

009 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

13 

010 

212-3210-002 

PANEL, DISPLAY, REAR CONSOLE 
PTD 

1 

Oil 

212-2891-001 

CLAMP, MOUNT, CABLE ARM 

3 


212-3206-502 ASSY, ARM, DISPLAY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3398-501 

ASSY, DISPLAY, LCD 17IN 

1 

002 

212-1220-502 

ASSY, ARTICULATING ARMS, DISPLAY 

1 

003 

807-012 

SCREW, CAP HD SKT,M4X6 SST 

10 

004 

797-063 

WASHER, EXT LOCK.17X.38X.02 SST 

1 

005 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

1 

006 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

007 

212-1329-002 

DOOR, DISPLAY, REAR PAINTED 

1 

009 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

13 

010 

212-3210-002 

PANEL, DISPLAY, REAR CONSOLE 
PTD 

1 

011 

212-2891-001 

CLAMP, MOUNT, CABLE ARM 

3 
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12- 32 11-50" FOR 212-3206-501 
212-3398-50* FOR 212-3206-502 


MOTE: DEPENDING OH WHICH FRONT PANEL 
DISFLAT IS USED THE INVERTER AND CABLING 
WAV LOOK DIFFERENT. 


STEP 1 


212-3206-XXX | F 


J 
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c 


B 


A 




DETAL A 


ROUTE CABLE AS SHOW 


STEP 


212-1206-XXXp> 


NOTE. DTPENDING ON WHICH FRONT PANEL 
01 SPLAT IS USEO THE INVERTER AND CABLING 
MAY I0OK DIFFERENT. 


E STAR WASHER BETWEFN 
IHETAL ANC LUG 


8 | 6 | 4 | 3 | 2 | l 


D 


C 


B 


A 



SEE PETAL 


LARGE RELIEF ON C 
GOfS (MR lAfifif r Aftl 


DETAtL C 


PE CLAMP FULLY 
CONTACTS METALLIC TAPE 


NOTE; DEPENCING ON WHICH FRONT PflNEL 
OISPLA- IS USED THE INVERTER AND CABLING 
MAY LOOK DIFFERENT. 


8065751153 



DETAIL C 

(jRC.inn CAFUF REMOVED FOR CLARITY 


* | 4 | 3 

ALIGN SMALL CAVITY TO SMALL DIAMETER C ABLE — 

ALIGN LARGE CAVITY TC LARGE DIAMETER CABLE — 


B 212-S2D6-XXXp g 


SEE DETAL 


NOTE: DEPENDING ON WHICH FRONT PANEL 
DISPLAY IS USED THE INVERTER AND CABLING 
MAY UOK DIFFERENT. 
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APPlY LABEL OR MARK ASSEMBL Y W I TH 
PAP" NUMBER. REVISION LEVEL. SERIAL 
NUHBER AND THE TEXT ‘TOP ASSY\ 
APPROXIMATELY WHERE SHOWN 


NOTE: DEPENDING ON WHICH FRONT PANEL 
OISPLAY IS USED THE INVERTER AND CABLING 
MAY LOOK DIFFERENT. 


STEP 


6 



SCALE; 


212-32Q6-XXXp : 

SWfT 1 Of 9 


* I ! I t I ? L 


BACK 




DETAIL A 


FRONT 



DETAIL B 

STE=> 8 



1. MOUNT DISPLAY TO TABLE TOP SYSTEM OR FIXTURE 995-2120-031 

2. ENSURE DISPLAY WILL TILT UP AND DOWN THROUGH FULL RANGE OF MOTION (± 20*1, 

3. STOP AT SEVERAL PLACES THROUGH THE TILT RANGE AND VERIFY THE DISPLAY HA I FIT A INS POSITION. 
A. MEASURE THE TILT FORCE IN BOTH DIRECTIONS AS SHOWN (SEE CONTACT POINTS DETAILS A AND B). 


8065751153 


1 


1 


i 


□ 


c 


H 



NOTE DEPENDING ON WHICH FRONT PANEL . . 

J SP-.Ai ; USED "HE INVERTER AND CAEiL ND STEP 7 

MAY LOOK DIFFERENT. 1 LJ 

SBr b 

SCALE: 0.4M SHEET 1QF9 
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212-3211-501 ASSY, DISPLAY, LCD 17 IN (OLD) 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-2581-501 

ASSY, DISPLAY, NAMEPLATE 

1 

002 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

4 

004 

212-2825-001 

TOUCH SCREEN, 17IN, RES 8-WIRE 

1 

005 

088-071 

DISPLAY, LCD, TFT COLOR 17.0 

1 

006 

212-1501-001 

GASKET, LCD 

1 

007 

212-3205-001 

FRAME, DISPLAY, LCD 

1 

009 

807-012 

SCREW, CAP HD SKT,M4X6 SST 

4 

010 

212-3326-501 

ASSY,PCB, DISPLAY INTERFACE 

1 

Oil 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

7 

013 

212-1834-502 

ASSY,PCB,SD CARD READER 

1 

014 

276-321 

INVERTER, DC TO AC,BACKLT 4CCFL 

1 

015 

210-1655-503 

ASSY,PCB,IR SENSOR 

2 

016 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

4 

017 

212-1873-001 

CABLE ASSY,BLT INVERT, W161 

1 

018 

212-1876-001 

CABLE ASSY,SD CARD RDR,W164 

1 

019 

212-1874-001 

CABLE ASSYJR SNSR RT,W162 

1 

020 

212-1875-001 

CABLE ASSYJR SNSR LT,W163 

1 

023 

802-004 

WASHER, RET, .266X.102X.032 NYL 

6 

024 

777-479 

SCREW, PAN HD.W/COAT M3X6 POLY 

3 

026 

027-003 

CABLE TIE, .625X3.50L, NYLON 

4 

027 

041-027 

SHIELDING, EMI CUP ON, REV BND 

2 
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NOTES; WUSS OTHERWISE SPECIFIC 

1. INTERS*! THIS DRAW lit PER ASM VA.5H MC UC« SPECIFICATION 701-026. 




BALLOON SHOWS ITEM HU«ER DO ON TCP A* QUANTITY ETl OH MTTflH- 


REVlSlOH HlSTD?r 
RtV " ECN ' J)ATC 
F 20 >02060 Q/OJ/10 

6 "tlWTBEtflCli | J T/gl/W 
H ' CND5332BECH Gi/OSm 


i XX IHJ.es IWICAIES TOfifluE SPECIF CATION On HA«)WAR£. ALL TSfttUE 
TOLERANCES ARE ±1016 OF NQKIHAL VALLE UHESS OTHERWISE SPECIFIED. 

5. DELETES 

6. BUILD FER HAP 992-212Q-M1 ANO TEST PER 907-2^23-OM. [TEST Ftt -50ES OUT). 



TABULATION 

PART MJM3EH 

nfscR ipt i on 

PART PUlNBEP HfV 

DESCRIPTION 

212-32H-EG1 

ASSV.aiSPLAtJia) TTIN 

2t2-3211-501FS H 

ASSIf J ISPLAUCD 1TIN SERVICE 


SEE SEPARATE PARTS LIST 


UTt ' w huhbek- 

0iMBiPTi» KATEtlAL/lUWAC TUBER ITEH 

BILL OF MATER 1 AL 

n.dih* 

” vtt/W 


1 1 a m KH 

1 C 17 V nicpi jlv irn 471U 

SHa™ J 

“"k/IB/M 


ftJS 1 *LI P-» , riLn ! P rLLU IF 

/kfeSnl I 

"TT stalceb | 



B 212-JZtM*X “h 


2223/3HW 

’■ssasSwEar 

SfALC. HO | El HP S 


mu IF*: FffltL ATTRIBUTES MAHf- M?.A?11-R0l Pftflf 


'tflKlflH- Hj 


J L 



STEP 1 


0 IJ " Wlll fal 212-~i2T1-XXX P H 

srmt u surer i v is 
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STEP 4 


212-^211-XXXpH 
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B 
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STEP 6 


B | 

st*u « 


212-3211-XXX r H 

SHOT 7 V « 


1 I l I t I ! L 


D 


C 


6 



A 


STEP 8 


B 212-3211-XXXpH 

sr*it w a«T 9 <r is 
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1 


1 


I 


1 


D 


C 


B 


STEP 


7 



212-j.211-XXXpH 

a«rr a v e 



k£-}276-321 
1 IKSTAW BACKl I GMT 
IKYiarER PCS ANO 
COMKIT C ABIES 
IN A *AC£S 



STEP 9 


212-3211-XXX H 

sun * v i* | 
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STEP 10 


pa — _ *. 

B 212-^211-XXX 1 H 

srmc u acrT ntr n 


J £ I 1 ! 1 I l L 


D 


C 


B 


I STEP 12 1 

pa — _ pw i »M ar> 

B 212-^211-XXX I H 

STAlt U JWCT fl V * 
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! 


1 


| S TEP 111 


B 

STAl£ IF 


212 - 3 . 211 -XXXpti 




STEP 13 


B 212 -I 211 -XXX "h 


SHEET #(M5 
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0£)«2-J21O-«Q2 





B 212-3211-XXX T H 

wait. a* rr 15 or e 
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212-3398-501 ASSY, DISPLAY, LCD 17 IN (New) 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-2581-501 

ASSY, DISPLAY, NAMEPLATE 

1 

2 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

4 

4 

212-2825-001 

TOUCH SCREEN, 17IN, RES 8-WIRE 

1 

5 

088-077 

DISPLAY,LCD,TFT COLOR 17.0 

1 

6 

212-1501-001 

GASKET, LCD 

1 

7 

212-3397-001 

FRAME, DISPLAY,LCD 

1 

9 

807-012 

SCREW, CAP HD SKT,M4X6 SST 

4 

10 

212-3326-501 

ASSY,PCB, DISPLAY INTERFACE 

1 

11 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

7 

13 

212-1834-502 

ASSY,PCB,SD CARD READER 

1 

14 

276-388 

INVERTER, DC TO AC, BACKLIGHT 

1 

15 

210-1655-503 

ASSY,PCB,IR SENSOR 

2 

16 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

4 

17 

212-3401-001 

CABLE ASSY,BLT INVERT 

1 

18 

212-1876-001 

CABLE ASSY,SD CARD RDR,W164 

1 

19 

212-1874-001 

CABLE ASSYJR SNSR RT,W162 

1 

20 

212-1875-001 

CABLE ASSYJR SNSR LT,W163 

1 

23 

802-010 

WASHER, RET, .265X.102X.062 NYL 

2 

24 

777-479 

SCREW, PAN HD.W/COAT M3X6 POLY 

2 

25 

777-485 

SCREW, PAN HD,W/COAT M3X4 POLY 

1 

26 

027-003 

CABLE TIE, .625X3.50L, NYLON 

4 
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1 I 5 | 4 | 3 | 2 



ISTEP 5 

Silt „ IDWWIHO HWIB |«r- 

B | 212- 3398-XXX | A 


SCALE: 1:2 | SHEET 6 OF 15 
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P7 TO J7 

I STEP 111 


SIZE g jDRAWINQNlMCR 

212-3398-XXX A 

SCALE: 1:2 | 

SHEET 12 OF 15 
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1 ± 1 3 L 
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'1 / — APPLY LABEL OR MARK PART NUMBER. REVISION 
/ / LETTER AND SERIAL NUMBER APPROXIMATELY WHERE SHOWN 
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ji ® 
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212-1220-501 ASSY, ARTICULATING ARMS, DISPLAY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3202-001 

CUP, ARM, DISPLAY HT MACHINED 

2 

002 

212-2132-001 

BEARING, BALL.25MM BORE DBL ROW 

3 

003 

212-1330-001 

COLLAR, BEARING 

2 

004 

212-2374-001 

BASE, DISPLAY, MACHINED 

1 

005 

212-1665-001 

SPRING, DISK, 050 

6 

006 

212-1502-001 

WASHER, TAB 

1 

007 

212-1319-001 

WASHER, 1.20X2.00X.119 DELRIN 

1 

008 

212-1503-001 

NUT, RETAINER, BEARING 

1 

009 

212-2375-001 

SHAFT, ARM, DISPLAY MACHINED 

2 

010 

212-1224-001 

RING, STOP, DISPLAY 

1 

011 

212-3203-001 

CUP, TILT ARM, DISP HT MACHINED 

1 

012 

212-1842-001 

TUBE, SPRING, DELRIN 

1 

013 

212-1664-001 

SPRING, DISPLAY, GRAVITY 

1 

014 

212-1229-001 

ARM, TILT, DISPLAY 

2 

015 

212-1325-001 

BUSHING, ARM, TILT 

2 

016 

212-1662-001 

SHAFT, TILT 

1 

017 

809-016 

SCREW, BTN HD SKT,M6X10 SST 

2 

018 

212-1663-001 

SPRING, DISK, TILT 

4 

019 

212-1504-001 

WASHER, SHIM, TILT 

2 

020 

212-1871-001 

CABLE ASSY, VIDEO, LVDS W12 

1 

021 

212-1872-001 

CABLE ASSY, INTERFACE, DSPL W13 

1 

022 

212-3209-001 

CABLE ASSY, GROUND, W1 57 

1 

023 

891-027 

LUBRICANT, PFPE/PTFE, 8981 

1 

024 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

8 

025 

212-1226-002 

PANEL, TILT ARM, DISPLAY PAINTED 

1 

026 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

4 

027 

212-1953-001 

BUMPER, ARM, DISPLAY 

2 

028 

212-3284-SSC 

KIT, SSC, CONST DISP MACH 

1 
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212-1220-502 ASSY, ARTICULATING ARMS, DISPLAY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3202-001 

CUP, ARM, DISPLAY HT MACHINED 

2 

002 

212-2132-001 

BEARING, BALL.25MM BORE DBL ROW 

3 

003 

212-1330-001 

COLLAR, BEARING 

2 

004 

212-2374-001 

BASE, DISPLAY, MACHINED 

1 

005 

212-1665-001 

SPRING, DISK, 050 

6 

006 

212-1502-001 

WASHER, TAB 

1 

007 

212-1319-001 

WASHER, 1.20X2.00X.119 DELRIN 

1 

008 

212-1503-001 

NUT, RETAINER, BEARING 

1 

009 

212-2375-001 

SHAFT, ARM, DISPLAY MACHINED 

2 

010 

212-1224-001 

RING, STOP, DISPLAY 

1 

011 

212-3203-001 

CUP, TILT ARM, DISP HT MACHINED 

1 

012 

212-1842-001 

TUBE, SPRING, DELRIN 

1 

013 

212-1664-001 

SPRING, DISPLAY, GRAVITY 

1 

014 

212-1229-001 

ARM, TILT, DISPLAY 

2 

015 

212-1325-001 

BUSHING, ARM, TILT 

2 

016 

212-1662-001 

SHAFT, TILT 

1 

017 

809-016 

SCREW, BTN HD SKT,M6X10 SST 

2 

018 

212-1663-001 

SPRING, DISK, TILT 

4 

019 

212-1504-001 

WASHER, SHIM, TILT 

2 

020 

212-1871-001 

CABLE ASSY, VIDEO, LVDS W12 

1 

021 

212-1872-001 

CABLE ASSY, INTERFACE, DSPL W13 

1 

022 

212-3209-001 

CABLE ASSY, GROUND, W1 57 

1 

023 

891-027 

LUBRICANT, PFPE/PTFE, 8981 

1 

024 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

8 

025 

212-1226-002 

PANEL, TILT ARM, DISPLAY PAINTED 

1 

026 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

4 

027 

212-1953-001 

BUMPER, ARM, DISPLAY 

2 

028 

212-3284-SSC 

KIT, SSC, CONST DISP MACH 

1 
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HCRK CABLE AT r A' + 0.5 INfrFS fCON TND V ITH SNAlI Cffl-NECTOR 


OWES CABLE CONNECTOR PINS 
WITH *»1' LENGTH OF ANTISTATIC 
1APE TO PROTECT COMCCTOR 
FROM GREASE CWTAMINATIDN. 


APPtr A THIN COAT OF ,, 

PTFE LbOfiiCANT TO THIS ‘i 031-02? 
PORTION OF T* CABLE AR 


ASSY, CABLE, LVDS VIDEO (FLAT) 

212-1871-001 


NARK CABLE AT "B‘ ±- 0,5 IK US FRCH Effl WITH S1ALL COtWECTCf! 


APPIT A THIN COAT OF 

PTFE LUBRICANT TO THIS- *3 ffil-K? 

PORTIOH OF ThE CASTE * R 


d 


-00 


17 


ASSY, CABLE, DISPLAY INTERFACE (FLAT) 

212-1872-001 


- 


A THIS flAT OF 2 3 ^ 

PTFE LUBRICANT TD 1HIS -{i-E^I-027 
PORTION OF TIC CABLE 

ASSY, GROUND STRAP, DISPLAY (FLAT) 

212.1709.001 


STEP 20 


CABIC LCM5TH TABU, AT ION 

PART NLMIEfi 

OIK 'A' 

DIM *8* 

212-1220-50V501S 

212-1220-502/S02S 

27.0 

25.0 

29.0 

27.0 


21M2M-XXX Pr 

suit nar ji 
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• eoT-ma 



STEP 24 


rar 



scmz. tw 


212-1220-XXX f* R 

swtt n v ji 


1 I l I t I ? L 


D 


C 
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STEP 26 


B — - 

S ZMl. 


212-1220-XXX pR 
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STEP 28 

* PRIOR TO HSTAUA7I0N OF BJMPtPS INS® !CT FOR AHO RiHOVE 
m LUBRICANT FROM THC OUTSlOE SURFACES Cf THE ARH 

* REPEAT AFTER IHSIAUAT iOS Of T* BtmRS 

* REMOVE PROTECTIVE TAPE : ROH CABLE 6 R 0 JW 



212-1220-XXXpR 

s«t n v j« 
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D 
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STEP 29 

ENSUI! EACH JOINT CAN NDVE THROUGH THE SPECIFIED RANGE. 
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212 - 1010-502 


ITEM 

# 


001 


004 


005 


006 


007 


008 


009 


010 


011 


013 


014 


015 


016 


017 


018 


019 


020 


021 


022 


023 


024 


025 


026 


030 


031 


032 


033 


034 


035 


036 


037 


PART 

NUMBER 


212-1593-001 


210-2513-005 


809-002 


212-1203-501 


809-006 


212-2023-001 


212-1796-551 


807-001 


807-148 


212-2828-001 


058-239 


212-1594-001 


212-1198-001 


801-105 


212-1743-001 


276-393 


811-111 


212-1199-001 


276-435 


212-2401-001 


212-2304-001 


212-1849-001 


212-1848-001 


212-1595-001 


212-1798-001 


212-1799-001 


212-2893-001 


809-045 


788-094 


212-1805-001 


892-042 


DESCRIPTION 


CHASSIS ASSY, MODULE, HOST 


PCBA,CPU,FLEX-ATX PM 1GB 


SCREW, BTN HD SKT,M3X8 SST 


ASSY,PCB,DC-DC CONVERTOR 


SCREW, BTN HD SKT,M4X8 SST 


BRACKET, DISPLAY,HOST PCBA 


ASSY, PC B, HOST DISPLAY 


SCREW, CAP HD SKT,M3X5 SST 


SCREW, CAP HD SKT,M2.5X6 SST 


PANEL, PCB, REAR HOST 


BRACKET, COMPUTER CARD, BLANK 


PLATFORM, MOUNTING, HOST 


PLATFORM, BRACKET, SPRT HOST 
MOD 


WASHER, FLAT, M4 SST W/BLK OXD 


PLATE, MOUNTING, HOST DVD 


DRIVE,DVD-R/W,ATAPI BLK BEZEL 


SCREW, FLAT HD SKT,M3X5 SST 


BRACKET, MOUNTING, HOST 
MODULE 


DRIVE, HD, 2.5 IN SATA 320GB 


PLATE, COVER, HARD DISK CONN 


PCB ASSY, VI DEO OVERLAY,PCI 


HOUSING, FILTER, HOST AIR 


FILTER, AIR, HOST 


COVER, HOST 


PLATE, FAN INTAKE, HOST 


PLATE, MOUNTING, FAN HOST 


CABLE ASSY,HOST, FAN W39 


SCREW, BTN HD SKT,M4X25 SST 


SPACER, .166X.375X.75LG, ALUM 


STAN DOFF, HEX, TOP SKIN HOST 


ADHESIVE, THREADLOCKER, 242 
BLUE 


QTY 


1 


1 


6 


1 


43 


1 


1 


17 


4 


1 


2 


1 


1 


9 


1 


1 


7 


1 


1 


1 


1 


1 


1 


1 


1 


1 


1 


3 


3 


1 


AR 
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ASSY, MODULE, HOST 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

039 

212-2009-001 

AIR DUCT, MODULE, HOST 

1 

040 

212-2951-001 

BRACKET, MOUNTING, REAR SKIN RT 

1 

041 

212-1802-001 

BRACKET, MOUNTING, REAR SKIN LT 

1 

042 

212-2043-501 

ASSY, PAN EL, REAR UPPER 
TABLETOP 

1 

043 

212-1036-501 

ASSY, PAN EL, EXPANSION 

1 

044 

212-2387-001 

CABLE ASSY,FRONT PANEL 
USB,W66 

1 

045 

212-2381-001 

CABLE ASSY,ATX POWER, W58 

1 

046 

212-2385-001 

CABLE ASSY, IDE SIGNAL, DVD W64 

1 

047 

212-2388-001 

CABLE ASSY,LVDS SIGNAL, W67 

1 

048 

022-183 

CABLE, SATA SIGNAL, .3M 

2 

049 

212-2391-001 

CABLE ASSY,SERIAL,EXT W70 

1 

051 

212-2389-001 

CABLE ASSY,PWR FRONT PANEL 
W68 

1 

052 

212-2384-001 

CABLE ASSY,DVD POWER, W63 

1 

053 

212-2395-001 

CABLE ASSY,AUDIO EXT W75/W76 

2 

054 

212-2398-001 

CABLE ASSY, WI-FI ANT,W79 

1 

055 

212-2390-001 

CABLE ASSY,SERIAL,IO EXT W69 

1 

056 

212-3084-001 

CABLE ASSY, VGA, EXT W72 

1 

057 

212-2394-001 

CABLE ASSY,USB, PORT W74/W165 

1 

058 

212-2393-001 

CABLE ASSY,ETHRNT EXTN,W73 

1 

059 

212-2396-001 

CABLE ASSY,VOM SIGNAL, EXT W77 

1 

060 

212-2399-001 

CABLE ASSY,EXPNSN PWR SHNL 
W80 

1 

061 

212-2397-001 

CABLE ASSY,S-VIDEO, IN/OUT W78 

1 

062 

212-2382-001 

CABLE ASSY,SATA PWR,W59/W60 

2 

063 

212-2391-002 

CABLE ASSY,SERIAL,EXT W71 

1 

067 

212-1560-001 

CABLE ASSY,ETHERNET W17 

1 

069 

395-1433-001 

SCREW, M4X8,FL HD HEX CUSTOM 

2 

070 

212-2977-001 

GASKET, HEX, STANDOFF 

1 

071 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

AR = As Required 
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BOTES: UKESS OTKRWISI SPCCIFIED 
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T ABULATION 

PART NUMBER 

DESCRIPTION 

PART NUKES 4 

REV 

DESCRIPTION 

212-WW-501 

-kSSYJ«OUIlC.MO;T 

212- 1010- SO^S 

06S 

ASSY.MOOttE.WST SERVICE 

212-1010-50? 

ASSTJfX)UlE.HQ>T 

?T , -1010-502FS 

AK 

ASSY.MOOttE.WST SERVICE 

212-1010-503 

4SSYJCOUE.MOST ALJ 

21MW0-5O3FS 

AK 

ASSY .MOOttE .MOST ALJ SERVICE 


SEE SEPARATE PARTS LIST 


3D VIEW 

212-1010-502 SHOWN 


OTY 5 ART NUMBER OESERIPTIOH MATERIAL/MAvUFACTuRER ITEM 

BILL OF MATERIAL 


ASSY.MOUIE.HOST 


— c — — ’ B 212-K>10-m _ 


■■ / 


D 


C 


B 


A 



STEP 2 


212-10 W-XXX FaK 
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MARK THIS CEf#C[ TOR -aOT' LFOfi FUTURE ASSEKBLY REFERENCE] 



HARK THIS CUhNECTOR TOP - CFDR HlTUffE ASSEMBLY REFERENIE) 


■j® 072-183 


SEE DETAIL B 



STEP 3 


DETAIL B 

SCALE 2:1 


B 212-1010-m |AK 

SCML M SUET 4 Of to . 
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STEP 8 


tH® 09 - 006 


S J12^1QT0-XXX "AK 

SC*UV H 3fXT ♦ Of Tfl 
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£U 


(^*95-1433-001 

V 


STEP 12 


* | G | 4 | 3 | 2 [ 



MCfO OUT FDR CLARIFICATION 

-2381-C01 

-2387-001 

-163 (») 

-2391-C01 
-2J91-C02 
OH D01 
-2385-C01 
2389 001 


STEP ~W 

(FOR 212-1010-502 
AND -502FS ONLY) 



S *** ; ‘‘^ 1 2l2lioiO-XXX "ak 

xjue is 9*rr eer » 
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1 


1 


1 


1 


HAWED CUT FOR ClARIF CATION 

212-2361-001 

022-183 CSX) 

212-2388-001 

212-2367--I01 

212-2385-901 




STEP J7 

(FOR 212-1010-503 
AND -503FS ONLY) 


212-10 10-XXX ~AK 

SCIT 16 ff w . 
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BlAlMB OUT FOR CLARIFICATION 
2U-88T- »1 
022- W3 CX) 

212-2M1-K01 

STEP 18 



212-23M-XH 

212-2H5-J01 



212-10 10-XXX 

J17-JM9- »1 


x*u tl 

“I 

swn fT w w 
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DETAIL 



STEP 20 


212-1010-502 SHOWN 


212-10 lO-XXX f^K 

swit 19 er n . 


* | 6 | * | 3 | l L 

DETAIL E 


DETAIL E 

HUE 3:? 

CONNECT CABLE FRDfl MOTHERBOARD 
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1 


1 



BlAWCED CUT FOR CLARIF [ATiQN 

212-2385-R01 

212-2381-001 

212-2387-901 

022-183 CSX) 

212-2389-001 
276- 324 


STEP 19 

212-1010-502 SHOWN 


212-10 K)-XXxfAK 

swrr « a n 




DETAIL 


DETAIL F 

SEALE 32 

CONNECT CABLE FROM MOTHERS DA RD 


B^AM((0 3UT FDR CLARIF 1C AT 

212-2381-001 

212-2387-001 

022-183 C2XJ 

212-2391-001 

212-2391-002 

212-2385-001 

212-2389-001 


STEP 21 

212-1010-502 SHOWN 


212-10 10-XXX Hue 

SHKT H Of » | 
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SEE DETAIL G 




DETAIL G 

SCALE 2:1 

CQMCCT CABLE PROM MOTHERBOARD 


8LANKE0 CUT FOR CLMR IFtC ATIQN 

212-2361-001 

212-2387-501 

022-163 C3iJ 

212-2391-001 

212-2391-002 

212-2386- Ml 

212-236S-W1 

212-23M--XJ1 


STEP 22 

212-1010-502 SHOWN 


J * I t ! 2 I l L 


D 


C 


B 



STEP 24 

212-1010-502 SHOWN 


212-1010-XXxl 

sj«t n or 7# 


8065751153 



J 



iU-L JOVYU ‘ 
212-2387-1)01 
022-183 CSX) 
212-2391-001 
212-2391-002 
212 2386 1)01 
212-2385-901 
212 2389 i)01 


STEP 25 

212-1010-502 SHOWN 


212-10 10-XXX ~AK 

SHKT N Of n | 
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™ — _ wkmmu w 

B 212-10 TO-XXX AK 
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DETAIL H 


DETAIL H 

SCALE 12 


ELATED CUT FDR CLARIFIEaTiOk 
2 If- 2 30 1-031 

02?-ia3 (Ski 
212-2391-0Q1 

212-?m-W? 

2lJ-23fl6-W>1 

21?,2309.ttM 


STEP 30 

212-1010-502 SHOWN 


B *** ” 212-IOlp-XXX [m 

S*lf- M SHETT W Of ft 
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1 


1 


61 AW 13 OUT FOR CIRIFICATIDN 

212-2M1-901 

212-2J87-XI1 

022-193 CXI 

212-238S- 501 

212-2JW- X)1 

212-2M9- Ml 



STEP 31 



PAK 


J 



6.63 


D 


e 


constellation 

VISION SYSTEM 




8065751153 


1 
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1 


I 


D 


C 


H 


J 



STEP 3S 


B 212 -lplO-XXX " ak 

sc*uv ti shht mrn 


D 


C 


ft 


J 



STEP 37 

CCWhtCT BOTH CABLES TO KABO DRlttS 

212-1010-502 SHOWN 


212-10 W-XXX pAK 

shkt turn . 


DETAIL J 

SCALE 1:1 


SEE DETAIL 
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DETAIL K 

SEJUE 11 


BIANKED JUT PJIE CLARIFICATION 

212 - 2381-001 

212-2387-Mi 

022-163 CKJ 

212-2391-MI 

212-2391-002 

212 2385 001 

212-2366-M1 

212-2389-Mi 


[STEP 38 1 


“ B 

212-10 tt-XXX fAK 

SCAtfi tf 

SWT 17 OF 78 | 


SEE DETAIL 


K 



? i^-ista-ooi 




STEP 40 


0 212-IOKl-XXX *AK 

SC/Ufc if SWT » OF 78 . 
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STEP 42 


212-10 TO-XXX fAK 

SWT tiff » . 


D 


C 


B 


A 
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STEP 46 

0 ** , * s> " 1 2i2-~ioio-xxxHu< 

scau: i t mar is or 78 


J ! I t I ! L 


—^—2^2 -1036-501 



B 212-loTo-XXX |* AK 
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212-10 10-KXX fftK 

K*lf: M 

SW?T « Of 78 | 


STEP 47 
212-1010-502 SHOWN 
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TIE WRAP LOOSE CABLE TO 
2 E- 2395-OBI FBD* STF3 *7 
WRAP 


STEP 50 

212-1010-502 SHOWN 



212-10 W-XXxfAK 

SHEE7 of » 


■ | ! 1 4 | 3 | 2 l 
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1 


D 


C 


B 



J 
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A 



B 212-10 W-XXX *AK 

scMfc 11 shut a or » 


J j 

ROUTE TABLE 212-2397-001 TMMU5H 


STEP 56 
212-1010-502 SHOWN 
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J 




STEP 55 

212-1010-502 SHOWN 


212-10 10-XXX fAK 

aiKT s* or w - 
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VISION SYSTEM 



STEP 58 

CQMCCT 21MW4-001 TO NAIA CHASSIS l/C 


212-1010-502 SHOWN 

" B 

212-10 tt-XXX pW 


SC*Ui tf 

SHKT 57 or 7 # 


± | G | 4 | 3 | 2 



STEP 60 

212-1010-502 SHOWN 


212-10 10-XXxfAK 

s«t 9> or 70 


8065751153 
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STEP 59 

CDNhECT CTZ-233H-D01 TD MAIH CHASSIS l/t 

212-1010-502 SHOWN 


B 

sent: ti 


212-10 1Q-XXX lAK 

aten » or 70 | 
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D 


C 
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STEP 62 

212-1010-502 SHOWN 


a 


D 


A 



M 

(FOR 212-1010-502 
AND -502FS ONLYt 


SC*Ui tl SKIT 43 OF 7# 


|ak 
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STEP 63 


212-1010-502 SHOWN 


212-10 Ip-XXxfftK 

SWT 42 Of W , 


a 


D 


A 




«vT* 
f £ 





STEP 65 

212-1010-502 SHOWN 




212-ifllO-XXX [ak 

SHKT 44 Of n 
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B *** ” 212-lOlO-XXX *AK 

ti j atiT u or n 


[STEP 66[ 


" 0™ 

212-10 10-XXX [aH 

K*U: « 

SHKT « (T TO 
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© constellation 

VI 5 1 ON SVSTEM 


212-1036-501 ASSY, PANEL, EXPANSION 
(Old WiFi) 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-1596-001 

PANEL, CONNECTOR, EXPANSION 
ASSY 

1 

2 

212-1868-501 

ASSY, PCB, UPPER EXPANSION 

1 

3 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

4 

4 

212-1869-501 

ASSY, PCB, LOWER EXPANSION 

1 

7 

212-2949-001 

GASKET, EMI, UPPER HOST MODULE 

1 

8 

212-2950-001 

GASKET, EMI, LOWER HOST MODULE 

1 


8065751153 


NOTES: UNLESS OTHERWISE SPECIFIED 

1. INTERPRET THIS DRAWING PER ASME Y14.5M AND ALCON SPECIFICATION 701-026. 

Y BE REORDERED 

^ BALLOON SHOWS ITEM (X) ON TOP AND QUANTITY (Y) ON BOTTOM. 

0 -5XXS SERIES PART NUMBERS ARE MADE FROM 1 EACH OF -5XX SERIES P/N. 

- 5. BUILD PER 992-2120-001. 


REVISION HISTORY 



TABULATION 

I PART NUMBER 1 4 | | REv]~ 


-501 SHOWN 


ASSY .PANEL .EXPANS I ON 212-1036-501FS 


ASSY .PANEL .EXPANS I ON SERVICE 


SEE SEPARATE PART LIST 


QTY | PART NUMBER | DESCRIPTION | MATERIAL/MANUFACTURER | ITEM 

BILL OF MATERIAL 

" J. ATHERLEY 

"*06/28/06 

THIS DOOKH, CONTAINS 

AD©@Cn] 

DESCRIPTION 

ASSY .PANEL .EXPANS 1 ON 

‘T CHOVANEC 

"*03/05/08 

RCPROOUCEO OR TRANSFERRED 

T FOSTER 

*03/06/08 

u £ D any R om? PURPOSE 6 

size I ORA WING MMER [bev 

B | 212-1036-XXX | D 

2/23/2007 

PERMISSION OF ALCON. 

SCALE: 1:1 | SHEET 1 OF 5 


PDML INK MODEL ATTRIBUTES NAME: 212-1036-501-PR 



6.74 
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1 I 5 I 4 | 3 I 2 _ 



si« _ louwiw aunip ET" 

Bj 212-1036-XXX | D 

SCALE: 1:1 | SHEET 5 OF 5 
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VISION SYSTEM 


212-3408-501 ASSY, MODULE, HOST (CR3) 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-1593-001 

CHASSIS ASSY, MODULE, HOST 

1 

4 

210-2513-005 

PCBA,CPU,FLEX-ATX PM 1GB 

1 

5 

809-002 

SCREW, BTN HD SKT,M3X8 SST 

6 

6 

212-1203-501 

ASSY,PCB,DC-DC CONVERTOR 

1 

7 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

43 

8 

212-2023-001 

BRACKET, DISPLAY,HOST PCBA 

1 

9 

212-1796-501 

ASSY, PCB, HOST DISPLAY 

1 

10 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

17 

11 

807-148 

SCREW, CAP HD SKT,M2.5X6 SST 

4 

13 

212-2828-001 

PANEL, PCB, REAR HOST 

1 

14 

058-239 

BRACKET, COMPUTER CARD, BLANK 

3 

15 

212-1594-001 

PLATFORM, MOUNTING, HOST 

1 

16 

212-1198-001 

PLATFORM, BRACKET, SPRT HOST 
MOD 

1 

17 

801-105 

WASHER, FLAT, M4 SST W/BLK OXD 

9 

18 

212-1743-001 

PLATE, MOUNTING, HOST DVD 

1 

19 

276-393 

DRIVE, DVD-R/W,ATAPI BLK BEZEL 

1 

19 

276-374 

DRIVE, DVD-R/W,ATAPI BLK BEZEL 
-SUB 

1 

20 

811-111 

SCREW, FLAT HD SKT,M3X5 SST 

7 

21 

212-1199-001 

BRACKET, MOUNTING, HOST 
MODULE 

1 

22 

276-392 

DRIVE, HD, 2.5 IN SATA 160GB 

2 

22 

276-370 

DRIVE, HD, 2.5 IN SATA 160GB - SUB 

2 

23 

212-2401-001 

PLATE, COVER, HARD DISK CONN 

1 

24 

212-3327-001 

PCB ASSY, VI DEO HD OVERLAY,PCI 

1 

25 

212-1849-001 

HOUSING, FILTER, HOST AIR 

1 

26 

212-1848-001 

FILTER, AIR, HOST 

1 

30 

212-1595-001 

COVER, HOST 

1 

31 

212-1798-001 

PLATE, FAN INTAKE, HOST 

1 

32 

212-1799-001 

PLATE, MOUNTING, FAN HOST 

1 

33 

212-2893-001 

CABLE ASSY, HOST, FAN W39 

1 

34 

809-045 

SCREW, BTN HD SKT,M4X25 SST 

3 

35 

788-094 

SPACER, .166X.375X.75LG, ALUM 

3 

36 

212-1805-001 

STANDOFF, HEX, TOP SKIN HOST 

1 

37 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

0 

37 

892-354 

ADHESIVE, LOCTITE 2440 BLUE - 
SUB 

0 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

39 

212-2009-001 

AIR DUCT, MODULE, HOST 

1 

40 

212-2951-001 

BRACKET, MOUNTING, REAR SKIN RT 

1 

41 

212-1802-001 

BRACKET, MOUNTING, REAR SKIN LT 

1 

42 

212-2043-501 

ASSY, PAN EL, REAR UPPER 
TABLETOP 

1 

43 

212-3352-501 

ASSY,PANEL, EXPANSION 

1 

44 

212-2387-001 

CABLE ASSY,FRONT PANEL 
USB,W66 

1 

45 

212-2381-001 

CABLE ASSY,ATX POWER, W58 

1 

46 

212-2385-001 

CABLE ASSY, IDE SIGNAL, DVD W64 

1 

47 

212-2388-001 

CABLE ASSY,LVDS SIGNAL, W67 

1 

48 

022-183 

CABLE, SATA SIGNAL, .3M 

2 

48 

212-2383-001 

CABLE ASSYSATA SIG,W61/W62 
-SUB 

2 

49 

212-2391-001 

CABLE ASSY,SERIAL,EXT W70 

1 

51 

212-2389-001 

CABLE ASSY.PWR FRONT PANEL 
W68 

1 

52 

212-2384-001 

CABLE ASSY, DVD POWER, W63 

1 

53 

212-2395-001 

CABLE ASSY, AUDIO EXT W75/W76 

2 

55 

212-2390-001 

CABLE ASSY,SERIAL,IO EXT W69 

1 

56 

212-3084-001 

CABLE ASSY, VGA, EXT W72 

1 

56 

212-2392-001 

CABLE ASSY, VGA, EXT W72 - SUB 

1 

57 

212-2394-001 

CABLE ASSY, USB, PORT W74/W1 65 

2 

58 

212-2393-001 

CABLE ASSY.ETHRNT EXTN,W73 

1 

60 

212-2399-001 

CABLE ASSY,EXPNSN PWR SHNL 
W80 

1 

61 

212-2397-001 

CABLE ASSYS-VIDEO, IN/OUT W78 

1 

62 

212-2382-001 

CABLE ASSYSATA PWR,W59/W60 

2 

63 

212-2391-002 

CABLE ASSY,SERIAL,EXT W71 

1 

67 

212-1560-001 

CABLE ASSY,ETHERNET W17 

1 

69 

395-1433-001 

SCREW, M4X8,FL HD HEX CUSTOM 

2 

70 

212-2977-001 

GASKET, HEX, STAN DOFF 

1 

71 

027-003 

CABLE TIE, .625X3.50L, NYLON 

1 
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DETAIL A 

SCALE T?:W 


DETAIL A 


” B ^ 

“ 212-JW8-XXXpH 

5CMC i f 

s«t i er « | 


STEP 2| 
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21J-lt0B-XXXpH 

sjcet terts | 


J * 


-J L 


MAJ* THIS COWED TOR 'BOT* (FOR FUTURE ASSEMBLY REFERENCE) 



—HARK THIS CONNECTOR -TOP' (FDR FUTURE ASSEMBLY REFERENCE) 



SEE DETAIL B 


DETAIL B 

SCALE 2:1 


STEP 3 


B 212- 3408 -XXX pH 

sr*ic ti atcT * or « . 


6.77 


constellation 


VISION SYSTEM 


_L 


A 



212 -MOa-XXXpH 

swt s«« 


* | G | 4 | 3 | 2 


D 


C 


6 


A 



STEP 6 

SBT 0 212- 14W-XXX r H 


Stilt 11 SUT 1 tr « 
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CAWfS BIASED OUT FOR CLARIFICATION 

J1?-23fli-W1 

ozz-iai c:x> 
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STEP 7 


B 212-^B-XXX T H 

souc ii sut a tt « . 
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B 
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212-34Q8-XXX f* H 
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WAN<ED OUT FOR CLARIF|[ ATIDhL 

2C-23&1-301 

21J-23&7-001 

022- IB <») 

2*2-2391-301 
112-2391- )0? 

2*£-23&-Mi 

212-2364-001 

212-2369-001 



{ ” 212-S926-601 


STEP 9 


212-ltOB-XXXpH 
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© constellation 

VISION SYSTEM 

* 1 t ! L 


fil. 


6 


5 


D 


C 


B 


ftAMCEO OUT FOP CLAPlI I CAT IQN 
212-238 t-OOl 
212-2387 001 
022-183 i2X> 

212-2371-001 
IH - 2371002 
212-2386 001 
212-2385-001 
212-2389 001 



3 


! 
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212-3.4Q8-XXX pH 

swet « cr « 
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B 212-34Q8-XXX | H 

'J.XA- 11 SUET tt IF £ 


STEP B] 


212-3408-XXX P H 
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DETAIL C 

SCALf 3:2 

CONNECT POWER CAM fSOfl HftTHEftfidAND 
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DETAIL D 


STEP 16 


a 

SOUC l 


212-340B-XXX P H 

aerr n v a 


D 


C 
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STEP 18 



Blanked jut m llarihcaticn 

2T2-23&7-501 
B22-163 iza 

ri2‘2^1-»101 
212-2391--}02 
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DETAIL F 

SCALE 42 

CDHffCT CABLE FRtFI HOTHERBDARD 


pa — _ «w i w «. 

S 212-^08-XXX I H 

sohe *i aerr « v a 
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DETAIL E 

SC ME 3:2 

CONNECT CABLE FROM MOTHERBOARD 


STEP 17 


a "" 

5 MIC l 


212-^QB-XXXpH 

acrr • v a . 



STEP 19 


212-iiVQB-XXX f* H 

shkt m or a | 


DETAIL G 

SCALE 2:1 

CQNICCT CABLE FROM HOT HERB OARD 


DETAIL G 
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STEP 20] 

LEAVC SClfWS ISHJSF - -.LOTTED BRACKET ADJUSTED AT A LATER STEP 



Sf« ti 


212-MOB-XXXpH 
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STEP 24 

rjr" 

212-3406-XXX pH 


SCAlt tl 
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STEP 26 

FASTEN 070 HATFOfiH IN PIACE 


0 *** “* 212- 3408- XXX "h 

stair n swt n Of 45 
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HM83 1250 

2 M 2 - 2 W 1 - 0 O 1 

ZTZ-ZJ91-TOZ 

jij-ish-ooi 

212-23W-Q01 


ATTACH Bl ACK COWCCTOR TO OW) 


SEE DETAIL H 



STEP 27 


DETAIL H 

SCALE 12 


SOff — JHh'B 


212-3ilQB-XXX f* H 

swt » or <e I 
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BUMCEQ OUT FOR ClRlFKATIQN 

212-2381-R01 

212-2387- X>1 
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STEP 29 



31 


212-mM-XXxfH 

SHRT M Of 65 , 


6.84 



constellation 

VISION SYSTEM 


STEP 32 




SEE DETAIL J 


DETAIL J 

SCALE 1:1 


0 212-^8-XXXpH 
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STEP 34 
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212-^iVGB-XXX f* H 


STEP 35 


SEE DETAIL 

CON £CT BOTH HARD DRIVE 
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STEP 36 




. 


“ JflMBtMfrl 


STEP 37j 


B 2i2-3tOe-XXX pH 

SC Alt 11 SWT M Of 65 



STEP 38 

ASSOetl BPACKI T TO HQ IT CHASSIS - TIHTEHNfi CAPTIVE SCREWS 


212-3408-XXX 1** H 

SWT » Or 65 I 



STEP 39 


212-iiyGB-XXX f* H 
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STEP 
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ET 

I 


D 
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H 


A 



■“ 0 ' 

212-3tOW£XX [*H 

SCALE: 1:1 

swet n pi is | 


STEP 41 

F« 1 E» COVER IN PI ACE USING CAPTIVE SCREWS 
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STEP 48 



2C-239V-0O1 


B 

SCALE l 


212-3408-XXX P H 

SHT H Of 65 | 


STEP 49 





0 2i2-itoe-xxxpH 

5f« ti surer so or a | 


m,!Hi BFFFRfPiff 0FS.I RMA.TDH 



STEP 50 


0 IJ " Ktu * 1 212-34^8-XXX P H 

SCMJL 11 SWET 51 CF 65 , 


I 1 




I 212.2397-00t ^ 


STEP 51 


0 212-ItOfl-XXX pH 

sr^e n surer a or a . 
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A STEP 52 


CONNECT ?1?. JIM -SOI TO MAIN CHASSIS I/O 



212-3.W-XXXpH 

swiT a or a 


1 I ! I t I l I 1 


D 


C 


B 


—CONNECT l€Rf 



A2CF2Q 


STEP 54 

COMCCT 212-2T9V-001 CABLES TO MAIN CHASSIS I/O 


DETAIL L 

HAl£ 12 

B IJw4a ‘ M1 212-34&e-XXXpH 

5T<iE 11 5WTT 55 or 65 
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6 J B I 4 !_ 
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212-2J94-001 


1 ! L 



* I ! I t I l L 
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H 



MlflEET 2E-2399-501 TO POWER CONVERTER EHtn 



STEP 58 


0 IJV,4a ‘ ~ 1 212-3fcOB-XXX "h 

stair n shkt » Of a 
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STEP 57 


212-^08-XXXpH 

shut u or 45 - 




STEP 59 


212-ltOB-XXXpH 

SHT M Of 45 , 


6.91 


© constellation 

VI 5 1 ON SYSTEM 

! I * L_ 



» I ! I i I ? L 



8065751153 






STEP 63 


2i2-m»-xxx P h 

5HHT M Of 45 , 
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© constellation 

VISION SYSTEM 


212-3352-501 ASSY, PANEL, EXPANSION 
(New WiFi, needs dongle) 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3349-001 

PANEL, CONNECTOR, EXPANSION 
ASSY 

1 

002 

212-3274-551 

ASSY, PCB, UPPER EXPANSION 

1 

003 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

4 

004 

212-3273-551 

ASSY, PCB, LOWER EXPANSION 

1 

005 

212-3426-001 

CABLE ASSY, HDMI PANEL, MT EXT 

2 

006 

212-3350-001 

GASKET, EMI, UPPER HOST MODULE 

1 

007 

212-3351-001 

GASKET, EMI, LOWER HOST MODULE 

1 

011 

809-126 

SCREW, BTN HD SOC,M2.5X8 ND LK 

4 


8065751153 
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C 
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A 



B *** gk ~’ 212.3MZ-XXX Pt 

M i 3<nr 2 OF i 
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5 I t I ! 1 1 
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D 
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STEP 2 


212-^S?-XXXpC 


1 I ! I t I ! L 


STEP 4 

2t2-3352'501 SHOWN 



B 212-^S?-XXXpC 

SCM* tl 1 SUTT SO ft, 
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212-1016-501 POWER CONTROLLER, TABLETOP 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1935-001 

HOUSING, POWER, CONTROL UNIT 

1 

002 

773-112 

RING, RETAINING, EXT .39 SPR STL 

3 

003 

212-1972-001 

BUSHING, ALIGNMENT, PWR CNTL 
MOD 

3 

004 

212-1822-551 

ASSY,PCB,AC POWER 

1 

005 

212-2223-002 

CABLE ASSY, GROUND, W120 

1 

006 

767-102 

N UT, H EX, 1 0-32X.36 1 X. 1 1 4 CS 

2 

007 

797-005 

WASHER, INT LOCK.20X.38X.03 ZNC 

4 

008 

212-2260-001 

CABLE ASSY,W56,AC CONTROL 

1 

009 

810-001 

SCREW, BTN HD SKT,M3X6 BLK 

21 

010 

212-2339-001 

POWER SUPPLY,24V, TABLE TOP 

1 

Oil 

212-2258-001 

CABLE ASSY,POWER, DC MAIN W54 

1 

012 

212-2261-001 

CABLE ASSY, POWER, AC W57 

1 

013 

212-2257-001 

CABLE ASSY, W53, P/S CONTROL 

1 

014 

810-006 

SCREW, BTN HD SKT,M4X8 BLK 

4 

015 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

016 

212-1988-001 

BARRIER, AIR, WALL POWER DIST 

1 

017 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

2 

018 

212-1511-551 

ASSY,PCB, POWER CONTROLLER 

1 

019 

212-2638-001 

DUCT ASSY,MODULE, POWER 

1 

020 

212-1936-001 

COVER, POWER, CONTROL UNIT 

1 

021 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

6 

022 

027-046 

STRAP, HOOK/LOOP, VELCRO .5X12.0 

2 

023 

674-196 

FASTENER, HOOK, 1 1N BLK 

1 

024 

212-2227-002 

BATTERY, LI-ION, W55 

1 

025 

674-195 

FASTENER, LOOP, 1 1N BLK 

1 

026 

212-2223-003 

CABLE ASSY, GROUND, W121 

1 

027 

813-002 

NUT,HEX,M4X0.7 W/LOCK WASHER 

2 
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212-1023-501 MODULE, PNEUMATIC 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

043 

212-3263-001 

CONNECTOR, MALE, PNEU LOCKING 

4 

044 

212-1390-001 

CONNECTOR, FEMALE, PNEU 
LOCKING 

2 

045 

212-2859-003 

FACEPLATE, PNUEMATICS,PTD IEC 

1 

046 

212-3216-551 

ASSY, PCB, PNEUMATIC RFID 

1 

047 

212-2730-001 

CONNECTOR, COAXIAL, CPC 

1 

048 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

3 

049 

810-002 

SCREW, BTN HD SKT,M3X8 BLK 

4 

050 

893-636 

FITTING, COMPRESS, 3/8X9/16-18 

1 

051 

212-2758-001 

TUBE, AIR, INCOMING 

1 

052 

893-637 

FITTING, COMPRESS, 3/8 UNION 

1 

053 

212-3198-001 

ENCLOSURE, SIDE, LEFT 

1 

054 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

13 

055 

027-044 

FASTENER, TIE, TWIST 

1 

056 

212-1624-001 

ENCLOSURE, SIDE, RIGHT 

1 

057 

212-2589-001 

CABLE ASSY, PRESS SNSR 30 

2 

058 

212-2595-001 

CABLE ASSY, RFID 

1 

059 

212-2596-001 

CABLE ASSY, PNEU, INTERFACE 
W122 

1 

065 

699-010 

FILTER, MECH,2.4X.82, 25 MICRON 

2 

066 

893-500 

FITTING, L,10-32M X .156 TUBE 

1 

068 

040-073 

TUBING, SILICONE, .125X.250 

0.23 

069 

026-143 

CLAMP, CABLE ,31X.38,BLK NYL 

1 

071 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

AR 

072 

891-028 

LUBRICANT, GREASE, HIGH-VACUUM 

AR 

073 

212-2750-001 

PLATE, RETAINER, REG 

1 

074 

212-2731-001 

SHIELD, EMI, RJ45 

1 

075 

893-746 

FITTING, CONNECTOR, M INTER HEX 

1 

076 

212-2760-001 

BRACKET, SUPPORT, MUFFLER 

1 

077 

212-2729-001 

CONNECTOR, FLANGED, LOCKED 

1 

078 

655-049 

PLUG, HEX SKT,1/16NPT X 5/32HEX 

2 

079 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

6 

080 

807-010 

SCREW, CAP HD SKT,M3X35 SST 

4 

081 

895-343 

REGULATOR, W/O MANF,120PSIG 

1 

082 

811-003 

SCREW, FLAT HD SKT,M3X10 SST 

1 

083 

212-2840-001 

BRACKET, GROUNDING OFFSET 

1 

084 

212-2895-551 

ASSY, PCB, X-VALVE,AIR_ 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1533-001 

MANIFOLD ASSY, PLATE, REAR 

1 

002 

655-054 

PLUG, SOCKET, 5/1 6-24X1/8 HEX 

8 

003 

212-2204-001 

GASKET, RECIEVER, PNEUMATIC 

1 

004 

212-2746-001 

RECEIVER, AIR 

1 

005 

807-003 

SCREW, CAP HD SKT,M3X8 SST 

1 

006 

655-058 

PLUG, HOLLOW, 3/8-24X5/32 HEX 

2 

007 

212-2590-001 

CABLE ASSY, PRESS SENSOR, 100 

8 

008 

798-336 

WASHER, FLAT, .125X.375X.030 SST 

21 

009 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

32 

010 

212-3179-001 

CABLE ASSY, W1 26 

1 

011 

212-2748-001 

CABLE ASSY, W1 28 

1 

012 

807-145 

SCREW, CAP HD SKT,M2.0X12 SST 

2 

013 

774-173 

O-RING, .114X.070,VITON 

10 

014 

212-3395-001 

CABLE ASSY,VIT VALVES, W1 32 

1 

015 

807-006 

SCREW, CAP HD SKT,M3X16 SST 

11 

016 

212-2705-001 

MANIFOLD, ADAPTOR, HIGH SPEED 

1 

017 

655-048 

PLUG, 10-32 THD, BRASS 

16 

018 

674-184 

SILENCER, BC, SINTERED BODY 

4 

019 

212-2591-001 

CABLE ASSY, SMC VALVE, W1 25 

3 

020 

212-2594-001 

CABLE ASSY, VIT,W1 31 

1 

021 

212-2706-001 

MANIFOLD, SHEAR, MVI 

1 

022 

816-002 

STANDOFF, M/F,M3.0X6MMX6 SST 

5 

023 

212-2722-001 

MANIFOLD, SHEAR, SCISSOR 

1 

024 

212-2745-001 

MANIFOLD, INJECT-EXTRACT 

1 

025 

212-3343-001 

PUMP, VACUUM, Z-048 

1 

026 

807-150 

SCREW, CAP HD SKT,M2.5X10 SST 

6 

027 

895-289 

MUFFLER, .125 NPT, PLASTIC 

1 

028 

212-2728-001 

MANIFOLD, AGF 

1 

030 

775-028 

GASKET, SEAL, X-VALVE MANIFOLD 

2 

031 

212-2642-001 

REGULATOR, PRESSURE, 0-1 5 PSIG 

1 

032 

774-178 

O-RING, ,239IDX.3790D,VIT0N 

9 

036 

893-734 

FITTING, M6X4MM, TUBE HEX HEAD 

1 

037 

893-733 

FITTING, 10-32X.125, TUBE HEX HD 

1 

038 

212-2672-552 

ASSY, PCB, PNEUM MAIN 

1 

039 

893-736 

FITTING, UNION, .125 OD TUBE 

1 

040 

893-735 

FITTING, UNION, 4MM OD TUBE 

1 

041 

212-2710-551 

ASSY, PCB, PNEUM TRANS INT 

1 

042 

212-2723-001 

MANIFOLD, PLATE, FRONT 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

085 

212-2896-551 

ASSY, PCB, X-VALVE GAS 

1 

086 

212-2890-001 

TUBING, 1/8X1/16, RED 85A .7FT 

1 

087 

212-2889-001 

TUBING, 5/32X1/16, BLU 85A.7FT 

1 

088 

827-009 

SCREW, CAP HD, M2X0. 45X14 W/CT 

8 

089 

212-3117-001 

SCREW, PH PH, Ml .7X18 SST 

10 

090 

212-3149-001 

SHIM, MANIFOLD 

5 

091 

807-183 

SCREW, CAP HD SKT,M3X25 SST 

2 

092 

827-003 

SCREW, CAP HD, M2. 5X0. 45X1 2 W/CT 

4 

AR = As Required 
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212-1037-501 ASSY, MODULE, U/S-DIAT AQUA 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1231-551 

ASSY,PCB,U/S DIATHERMY 

1 

009 

212-1378-001 

HOUSING, MODULE, U/S 

1 

Oil 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

7 

012 

212-2858-003 

FACEPLATE, US/DIATHERMY, PTD IEC 

1 

013 

212-1855-551 

ASSY, PCB, RING ILLUMINATION 

1 

014 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

6 

015 

212-2743-001 

CONNECTOR, PLUG, PCB HP GOLD 

1 

016 

774-191 

O-RING, ,739IDX.070W,BUNA-N 

1 

017 

796-141 

WASHER, FLAT, .21 6X1 .000X.06 SST 

1 

018 

797-008 

WASHER, SPLT LK,.25X.49X.06 ZNC 

1 

019 

826-131 

SCREW, CAP HD SKT,.25-20X.437LK 

1 

020 

212-2271-001 

ASSY, CABLE, U/S W35 

1 

021 

212-2271-002 

ASSY, CABLE, U/S W40 

1 

022 

063-022 

JACK, BANANA, 4MM GOLD PLATED 

2 

023 

212-2273-001 

CABLE ASSY,W42 

1 

024 

212-2269-001 

CABLE ASSY, U/S RING ILLUM,W31 

1 

025 

212-2466-001 

GASKET, EMI, U/S MODULE 

1 

026 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

4 

027 

212-1382-001 

COVER, MODULE, U/S DIATAQUA 

1 

028 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

6 

029 

766-003 

STANDOFF, HEX, 6-32X.31 M/F NYL 

1 

030 

769-072 

NUT, HEX, 6-32 NYLON 

1 

031 

798-017 

WASHER, FLAT, N0.6 .062 THK NYL 

1 
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212-3564-501 ASSY, Module, US/DIAT IOL 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-3615-001 

HOUSING, U/S MODULE, IOL 

1 

002 

212-3565-551 

ASSY,PCB,US DIATH AUTOSERT IOL 

1 

003 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

7 

004 

212-3568-001 

FACEPLATE, U/S DIATHERMY, IOL 

1 

005 

212-1855-551 

ASSY,PCB,RING ILLUMINATION 

1 

006 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

6 

007 

212-3567-001 

ASSY, CABLE RECEPTACLE, IOL INJ 

1 

008 

212-2271-001 

ASSY, CABLE, U/S W35 

1 

009 

212-2271-002 

ASSY, CABLE, U/S W40 

1 

010 

063-022 

JACK, BANANA, 4MM GOLD PLATED 

2 

Oil 

212-2273-001 

CABLE ASSY,W42 

1 

012 

212-2269-001 

CABLE ASSY,U/S RING ILLUM,W31 

1 

013 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

4 

014 

212-1382-001 

COVER, MODULE, U/S DIATAQUA 

1 

015 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

6 

016 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

017 

766-003 

STANDOFF, HEX, 6-32X.31 M/F NYL 

1 

018 

769-072 

NUT, HEX, 6-32 NYLON 

1 

019 

798-017 

WASHER, FLAT, N0.6 .062 THK NYL 

1 

020 

797-116 

WASHER, LOCK, INT.79X.98X.05 BRZ 

1 
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212-1040-501 ASSY, FILTER, OIL/AIR DRYER 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

893-703 

FITTING, PLUG, QC .25 NPT MALE 

1 

002 

212-2711-551 

ASSY, PCB, AIR DISTRIBUTION 

1 

003 

212-2798-001 

MANIFOLD, EXT, GAS/AIR/CONN 

1 

004 

212-1948-001 

CLAMP, FILTER 

1 

005 

212-1950-001 

PLATE, ADAPTOR 

2 

006 

212-1993-001 

FRAME, FILTER, RIGHT 

1 

007 

212-2816-001 

FRAME, FILTER, LEFT 

1 

008 

212-1995-001 

FRAME, FILTER, REAR 

1 

009 

212-2015-001 

DUCT, AIR, INCOMING 

1 

010 

212-2034-001 

TUBING, PNEUMATIC AIR,.3750D 

1 

011 

212-2035-001 

TUBING, FLUIDIC AIR, .3750D 

1 

012 

212-2226-001 

HANDEL, FILTER 

1 

015 

655-050 

PLUG, SOCKET, 7/1 6-20X3/1 6 HEX 

3 

016 

699-021 

FILTER, AIR, SERIES AF20 

1 

017 

774-194 

O-RING, SEAL SPACER 

2 

018 

774-183 

O-RING, .364IDX.070W, BUNA 70 

3 

019 

788-097 

SPACER, 48MMX35.5MMX3MM,W/ 
ORING 

2 

020 

798-336 

WASHER, FLAT, .125X.375X.030 SST 

6 

021 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

6 

023 

807-003 

SCREW, CAP HD SKT,M3X8 SST 

10 

024 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

6 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

026 

807-013 

SCREW, CAP HD SKT.M4X8 SST 

4 

027 

886-016 

VALVE, RELIEF, .125 MNPT 150 PSI 

1 

028 

212-2593-001 

CABLE ASSY, SMC VALVE, W1 35 

1 

029 

893-636 

FITTING,COMPRESS,3/8X9/16-18 

2 

030 

212-2730-001 

CONNECTOR, COAXIAL, CPC 

1 

031 

212-2588-001 

CABLE ASSY,PRESS SNSR 300 

1 

033 

212-2541-001 

BRACKET, FRONT, AIR DIST 

1 

034 

646-023 

SLEEVE, CAP, .406 DIAX 1.00 

1 

035 

212-2872-001 

TUBING, 1/8X1/16, RED 85A 1.1 FT 

1 

036 

212-2873-001 

TUBING, 5/32X1/1 6, BLU 85A1.1FT 

1 

037 

893-734 

FITTING, M6X4MM, TUBE HEX HEAD 

1 

038 

893-733 

FITTING, 10-32X.125, TUBE HEX HD 

1 

039 

892-368 

ADHESIVE, PERMABOND,LH150 

AR 

041 

212-2797-001 

MANIFOLD, GAS DISTRIBUTION 

1 

042 

893-643 

FITTING, ELBOW, .38 TUBE RTANG 

1 

043 

026-143 

CLAMP, CABLE ,31X.38,BLK NYL 

1 

045 

212-2729-001 

CONNECTOR, FLANGED, LOCKED 

1 

046 

655-048 

PLUG, 10-32 THD, BRASS 

3 

047 

807-008 

SCREW, CAP HD SKT,M3X25 SST 

4 

048 

892-370 

ADHESIVE, VIBRA-TITE, RED 

AR 

AR = As Required 
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NOTH: UHESS OTKRWISt SPECIFIED 
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All ~ORQUE TOIERAICES ARE ±10* OF HCMINAl VAIUC 
IHISS OTHERWISE SPECIFIED. 

[Sj -5XXS. SERIES PART MJHBERS ARE NAJE FROM 1 EACH OF -SXX SERIES P/N, 
t . &IIILO PER HAP 992-2120-001 AMD TEST TO 907-2W-Q75 
■J. DUST FIUO TO BE USEJ WHEN PORT IS »T IN USE. 


REVISION HlSTCRr 
REV i:u DATE 

F 20090553 H/13/09 


20O924M 

20100929 


CWOSOSOSEfN ->V?4/U 


Hsrt/W 

>6/15/10 



TABULATCOW 

PART MH6ER 

DESCRIPTION 

PAHT 5 

fifv 

DESCRIPTION 

Z1Z-KN0-501 

ASST J-IITER.EHL/AIR DETER 

ZE-HHO-EdlS 

nr 

ASSTf.FILlilRJJIl/AHI DRYER SVC 


SEE SEPARATE PARTS LIST 


Qir I >ART NUKE a 


HATER IAI/HAAJF AC TIBER 


BILL OF MATERIAL 


K. SrtLTDN 
T. TuRWR 


06/24/06 gasTs* 




mannm 

ASSY.FIITCR.OIL/AIR DRYER 


2/23/2C07 

1-1111.1111; > ‘I ATTtvmn- HAW 2gJ04Q-5£1 EV'II 


212-IOAO-WCX ‘I 


ERSlflH- 1.7 



8065751153 


1 


D 




6.132 


constellation 

VISION SYSTEM 


J L 






ORIENT COMCCTOR 
AS SHOWN 


FRONT VIEW 


“ B — 

“ 212-1040-XXX pN 

SCAU; tl 

sot i or » 


± I ! I i ! l I l L 



8065751153 


1 


1 


V go? or 
1*6 IN-L0S ■ 


1 



212-T04Q-XXX P N 

S«ET 6 8f M 



6.133 


© constellation 

VISION SYSTEM 

5 I t L_ 



■ I ! | t ! ? L 


$ 691-Oifl 



212-W)-XXXpN 

vkct n ar » 


8065751153 


1 


i 


J L 



B 1011, 1 212-~mO-XXX pN 
KAifr m ati » or » 



6.134 


© constellation 

VISION SYSTEM 



STEP 13 


212-TO40-XXXpN 





8065751153 


6.135 



ft 


D 


C 


B 


A 



© constellation 

VISION SYSTEM 

5 | 4 | 3 | 2 | L 


STEP 16 



212-T040-XXX r N 

9€TT it or x 


± I G | 4 | 3 [ 



8065751153 


1 



STEP 17 

0 212-1G4D-XXX P N 


iTAil tS WTT • OF M | 



STEP IS 

CONHEC T [ABIES AS SHOWN 


212-1040-XXxPn 


6.136 



constellation 

VISION SYSTEM 




8065751153 


1 


1 


1 


I 


i 


J 



[STEP 21 1 


"" b 

212-1040-XXX nr~ 

sour ti 

actr » or » | 



6.137 


© constellation 

VISION SYSTEM 

! I t ! L 


11 212-2 5JS-001 IKSTAU P€R CDMPfiCSSlON FI1IIN& INSTRUCTIONS 

' 1. RCF. Diagram 'A* 



a | S | 4 | 3 | 2 1 l_ 



8065751153 



J * I t ! 5 I l L 


STEP 27 


e ™ 

X*U. 1 


Z^-WMCXXpN 

SHKT M Of » 



6.138 


constellation 

VISION SYSTEM 



STEP 28 

B f'" 212-1Q40-XXX P N 


scAit: j* skit » ar » 


8065751153 



6.139 


© constellation 

VISION SYSTEM 


212-1047-501 ASSY, ILLUMINATOR, METAL HALIDE 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1758-501 

ASSY, BALLAST, ILLUMINATOR XENON 

1 

002 

212-2235-502 

ASSY, ENCLOSURE, OPTICS 

1 

003 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

25 

004 

212-1634-551 

ASSY, PCB, TT ILLUM CONTROL 

1 

005 

807-003 

SCREW, CAP HD SKT,M3X8 SST 

4 

006 

212-2198-001 

CABLE ASSY,ILLUM BALLAST W50 

1 

007 

212-2196-001 

CABLE ASSY,ILLUM OPT INTFC 

1 

008 

212-2054-001 

CASE ASSY, 1 LLU M 1 NATOR 

1 

009 

212-3200-551 

ASSY,PCB, ILLUMINATOR RFID CONT 

1 

010 

212-2199-001 

CABLE ASSY.ILLUM RFID 

1 

Oil 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

2 

012 

212-2162-001 

PAN EL, REAR, ILLUMINATOR 

1 

013 

212-2378-001 

GASKET, VENT, ILLUMINATOR 

1 

014 

212-2179-001 

PIN, LATCH 

1 

015 

770-082 

SCREW, FH PH,M4X0.70X6 SST 

3 

016 

212-2161-001 

BRACKET, PANEL, FRONT ILLUM 

1 

017 

212-3072-502 

ASSY,FACEPLATE, ILLUM TT IEC 

1 

018 

807-007 

SCREW, CAP HD SKT,M3X20 SST 

2 

019 

212-2159-001 

COVER, TOP, ILLUMINATOR 

1 

020 

212-2973-001 

LABEL, SERIAL NO,TT ILLUM 

1 

021 

825-153 

SCREW, CAP HD SKT,M3X4 SST 

4 

022 

212-2887-001 

GASKET, TABLE TOP, FACE PLATE 

1 

023 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

5 

024 

212-3000-001 

CABLE ASSY,FBR DETECT, MOUNTED 

2 

025 

212-3335-001 

SCREW, CAP HD SKT,M2.5X4.07 SST 

2 


8065751153 


MOTES) W.I SS OTHER* iS-i SPECIFIED 
1. INTERMIT THIS DRAWING Pffl ASHE *14, 5N A 


3 ALE3H SPEC IFfEATIW 701-026. 


3. ^ i EA1100N SHOWS ITEM HUH BE If 09 CN TOP AND QUAHTITY m OH BDTTDfl, 
a. OELETEO. 

5, FDft -SMF QN1Y: 

*, REPLACE THE FOUOW IHG CCWO'lEltlS: 

I . LAH> XENON (212-3233-MI DR 212-33M-HH 
I. CABLE ASSY STEPPfH NOTCi 272-2656-001 T2XI 
III. ASST. PCB ATTENUATOR HOK SENSOR (Z» 

(NOTE FOR II AHD III: IF SERVICE INTERS. IS GREATER Thah 90 DAYS (INSTALLATION 
DATE - REPLACEMENT OA TEJ. REPLACE STEPPER MOTOR. DTffiWlSl. PELUHO 
INST ALL AT 101 AND REPLAEEhCNT OATES OH PAR AID ^RDCEED WITH TE5TIN0-) 

IV . CONFIRM SYSTEM IS USING PC BA 212-33M-S0L. IF P£BA U5;B IS 212-1?? i -50% REMOVE PC0A 

AW REPLACE WITH 

3. YERF7 TFE POLLDWIIK ECW0KENT5 HAVE NO CRACKS, SCRATCHES DR DTFER VISIBLE DETECTS. 

I. LEKSES. ASPHERIC CDN3ESIPG 21?-104*-«1 (2Xh 
I. LENSES ASFMRIC CDL.Hf.lw3 2i2-ttAJ-00l [2X1 
III. Rl IMT ATTFhllATOR 71?-??9*-W1 [2X1 
I*. OECOOER ATTENUATOR 212 2H9-W1 (2)0 
V. MIRROR COLO OPTICS 21Z-TX15-CHJ1 (2X1 

V . REflECTCR D CUM 1C. REAR M2- T9 77- 001 tZSK 

VII. FILTER REJECTION HAT IfV El OCX 21Z.152S-M1 (2X1 

E. REVIEW ALL HARDWARES REVISIONS. 

. PERFORM ALL MANDATORY UPDATES AS MOUlRED. 

I . L.PWADE ANY OTHER HARD* AKE/PLG LUMPLNEHTS 
IF REVISION INVOLVES 
A MAJOR FUNCTIONAL CHANGE. 

D. Fed AU UNITS PERFORM HTP J 5: 

I 907-2120-033 
Id. 907-7120-060 

6- BJJlLC PER HAP 992-21M-042 AHD TEST PER M7-2120-OM , 
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212-1758-501 ASSY, BALLAST, ILLUM XENON 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-2980-001 

BALLAST, 24V, TABLE TOP ILL 

1 

002 

212-2603-001 

PLUG, BANANA, .125 4-40X.480L 

2 

003 

212-2719-001 

PLUG, OUTPUT, BALLAST 

1 

004 

212-2876-001 

GASKET, DUCT, BALLAST TT-ILLUM 

1 

005 

212-2655-001 

CABLE ASSY, BALLAST INTFC 

1 

006 

212-2134-001 

CHASSIS, BASE, BALLAST 

1 

007 

212-2531-002 

CABLE, FLEX CIRCUIT, ILLUM W49 

1 

008 

775-034 

GASKET, EMI, 25 PIN D CONN 

1 

009 

775-033 

GASKET, EM 1,1 5P D-CONN 

1 

010 

212-2176-001 

COVER, BALLAST, REAR 

1 

011 

816-308 

STANDOFF, M/F,M3X.05X4.5MM SST 

4 

012 

811-001 

SCREW, FLAT HD SKT,M3X6 SST 

14 

013 

212-2175-001 

COVER, BALLAST, FRONT 

1 

015 

892-042 

ADHESIVE, THREADLOCKER, 242 BLUE 

AR 

016 

891-032 

LUBRICANT, COND GRS, SILICONE 

1 

AR = As Required 
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212-2235-502 ASSY , ENCLOSURE OPTICS 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-2528-001 

ARM ASSY, LEVER, OPTICS 

1 

002 

600-196 

BEARING, FLANGED, .25X.38X.25L 

2 

003 

212-2567-001 

SUPPORT, SHAFT, ILLUM 

3 

004 

773-073 

RING, RETAINING, .250X.027 EXT 

2 

005 

691-328 

SPRING, CPRSN,.313X.24 DIASST 

4 

006 

814-005 

SCREW, SHLDR,SKT HD M3X10.013 

5 

007 

212-2908-001 

HEATS INK, MAIN, ILLUMINATOR 

1 

008 

212-2330-001 

HEAT SINK, CHANNEL, UPPER 

1 

009 

807-003 

SCREW, CAP HD SKT,M3X8 SST 

4 

010 

212-2830-001 

GASKET, UPPER, OPTICS 

1 

Oil 

212-3231-501 

ASSY, BASE, TRAIN OPTICS 

1 

012 

809-003 

SCREW, BTN HD SKT,M3X10 SST 

4 

014 

212-2133-001 

BASE, CHASSIS, OPTICS 

1 

015 

812-001 

SCREW, FLAT HD SKT,M3X6 BLK 

25 

016 

212-2177-001 

PANEL, OPTICS, REAR 

1 

017 

212-2427-001 

COLLECTOR, IR, ILLUM FIN 

1 

018 

212-2831-001 

GASKET, REAR, OPTICS 

1 

019 

212-2869-001 

GASKET, DUCT, OPTICS ILLUM 

1 

020 

212-2574-001 

GASKET, FILTER, COLOR 

2 

021 

212-2511-001 

CARRIER, COLOR FILTER, RIGHT 

1 

022 

892-013 

ADHESIVE, THREADLOCKER, 290 GRN 

AR 

023 

674-190 

PLUNGER, BALL, M4X9 SST 

2 

024 

212-2571-001 

CARRIER, COLOR FILTER, LEFT 

1 

025 

212-2576-001 

BRACKET, FILTER, COLOR 

2 

026 

807-011 

SCREW, CAP HD SKT,M4X5 SST 

2 

028 

212-3338-501 

ASSY, LAMP, XENON OSRAM 

1 

029 

212-3230-501 

ASSY, PORT OUTPUT, ILLUM 

1 

030 

212-3228-501 

ASSYBLOCK, TRAIN OPTICS 

1 

031 

212-2851-001 

HEATS INK, REFLECTOR 

1 

032 

212-3229-501 

ASSYMIRROR COLD, OPTICS 

1 

033 

782-263 

SCREW, SHLDR,SKT M3X8 416 SST 

5 

034 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

5 

035 

212-2379-001 

INSULATOR, MOUNT, LAMP 

1 

036 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

8 

037 

212-3392-SSC 

KIT,SSC,ILUM OPTICS ENCL 1 

1 

038 

212-3393-SSC 

KIT,SSC,ILUM OPTICS ENCL 2 

1 

AR = As Required 
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FOR Y-AXIS- USE Y-AXIS SOKtfS 


scjue; 14 a*n ii er is 



STEP 


" B 

212-2235-XXX pK 

KAifc M 

swiit i* or « | 
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D 


C 


B 


A 



STEP 15 


B 212-2235-XXX Tk 

SC Alt tl 5METT 14 Of « 


SECTION A-A 


J 



STEP B 


212-2235-XXX r K 


SECTION B-B 
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ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-2255-502 

ASSY, MANIFOLD, PRIMARY 

1 

004 

212-3150-501 

ASSY, FACE PLATE 

1 

006 

023-092 

CABLE, RIBBON, 26 COND 20 INCH 

1 

007 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

5 

008 

212-3306-001 

COVER, ACCESS, NIFS 

1 

009 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

2 

010 

829-001 

SCREW, FLT HD,M3X0.5X6 SST W/CT 

31 

011 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

2 

012 

796-125 

WASHER, FLAT, .172X.625X.030 SST 

1 

013 

796-126 

WASHER, FLAT, RECT .375X.750 SST 

1 

014 

212-2362-501 

ASSY, ACTUATOR, MOUNTING 

1 

015 

212-2516-001 

BARREL, CABLE, RELEASE 

1 

016 

212-2515-001 

NUT, CABLE, RELEASE 

1 

017 

691-323 

SPRING, EXT, .500DX2.0LX.037THK 

1 

024 

212-2013-001 

SCREW, CAPTIVE, 18-8 SST 

4 

025 

212-1892-004 

CLIP, CASSETTE, RETAINING 90DEG 

4 

026 

212-1901-001 

WASHER, CLAMP 

4 

027 

809-110 

SCREW, BTN HD SKT,M2X6 SST 

4 

028 

796-126 

WASHER, FLAT, RECT .375X.750 SST 

4 

029 

827-006 

SCREW, CAP HD,M5X.8X25 SST W/CT 

4 

030 

212-2256-501 

ASSY,WHEEL, ACTUATOR 

1 

031 

212-1903-001 

PIN, LINKAGE, CASSETTE CLAMP 

2 

032 

674-197 

PIN, COTTER, .125ID INTERNAL 

2 

033 

773-093 

RING, RETAINING, 3/8 SHAFT SST 

1 

034 

212-1707-001 

SHAFT, TRANSFER 

1 

035 

773-106 

RING, RETAINING, .312 SHAFT SST 

2 

036 

212-1951-001 

SPACER, LINK, TRANSFER 

1 

037 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

2 

038 

212-3208-001 

BRACKET ASSY,ENCLOSURE, MACH 

1 

039 

212-3249-551 

ASSY, PCB, FLOW SENSOR 

1 

040 

212-2936-502 

ASSY, FLUIDICS, CTRL W/KERNEL 

1 

042 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

22 

043 

807-142 

SCREW, CAP HD SKT,M2.0X6 SST 

4 

044 

212-2120-001 

BRACKET, BOARD, MAIN 

1 

045 

212-2557-001 

TRAY,BOTTOM, FLUIDICS 

1 

046 

212-2118-001 

TRAY,ENCLOSURE 

1 

047 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

8 


212-3245-501 ASSY, FLUIDICS 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

049 

212-2617-001 

BRACKET, TUBE, HOSPITAL 

1 

050 

663-019 

GROMMET, RUBBER, .69X.38 

1 

051 

212-2291-001 

CABLE ASSY, SUCTION CNTRL,W86 

1 

052 

212-2252-001 

CABLE ASSY,INF CONTROLLER, W88 

1 

053 

212-2211-001 

BRACKET, ACTUATOR, ATTACHMENT 

1 

054 

801-005 

WASHER, FLAT, M5 SST 

3 

055 

807-026 

SCREW, CAP HD SKT,M5X10 SST 

3 

058 

212-1981-001 

BRACKET, MOUNT, PUMP 

1 

059 

212-2290-001 

CABLE ASSY, LPAS PUMP, W1 04 

1 

060 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

2 

061 

663-057 

GROMMET, ISLR,.245ID W/O FERR 

3 

062 

801-003 

WASHER, FLAT, M3 SST 

15 

064 

212-1473-551 

ASSY,PCB, FLUIDICS SUCTION 

1 

065 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

4 

066 

801-025 

WASHER, FLAT, M2.5 SST 

4 

067 

212-2294-001 

CABLE ASSY,SMC/CASS REL,W95 

1 

069 

212-2555-001 

TUBING, HOSPITAL, FORMED .3750D 

1 

070 

212-2742-001 

BRACKET, FAN 

1 

071 

212-3548-001 

CABLE ASSY, FAN, W1 60 & W84 II 

2 

072 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

073 

807-009 

SCREW, CAP HD SKT,M3X30 SST 

8 

074 

212-2542-001 

COVER, HOUSING, FLUIDICS 

1 

075 

796-013 

WASHER, FLAT, NO.10 SST 

1 

077 

674-182 

FASTENER, BALL STUD, ZINC PLATE 

4 

078 

212-2759-001 

FERRULE, M4, THREADED 

3 

079 

212-2736-001 

COVER, RETENTION, WIRE 

1 

080 

212-2935-001 

SHIELD, EMI, RJ45 FLUIDICS 

1 

084 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

2 

085 

893-630 

FITTING, CLAMP, TUBE .281 ID BRS 

2 

086 

212-2284-001 

CABLE ASSY,POS SENS PINCH, W105 

1 

087 

212-2643-001 

SPACER, SENSOR, POSITION 

8 

088 

828-002 

SCREW, CAP, BTN HD M3X0.5X10 CTN 

4 

089 

026-059 

CLAMP,CABLE,.187 DIA NYLON 

3 

090 

603-035 

BUSHING, SNAP, .26IDX.450DX.26L 

1 

091 

796-144 

WASHER, FLAT, .381X.495X.035 SST 

1 

092 

774-178 

O-RING, ,239IDX.3790D,VIT0N 

5 

093 

827-002 

SCREW, CAP HD,M2X0.4X8 SST W/CT 

2 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

094 

827-012 

SCREW, CAP HD,M3X.5X8 SST W/CT 

3 

095 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

AR 

096 

212-3477-001 

FRAME ASSY, REC MECH 

1 

AR = As Required 


8065751153 
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ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-2255-503 

ASSY, MANIFOLD, PRIMARY 

1 

004 

212-3150-502 

ASSY, FACE PLATE 

1 

006 

023-092 

CABLE, RIBBON, 26 COND 20 INCH 

1 

007 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

5 

008 

212-3306-001 

COVER, ACCESS, NIFS 

1 

009 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

2 

010 

829-001 

SCREW, FLT HD.M3X0.5X6 SST W/CT 

31 

011 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

2 

012 

796-125 

WASHER, FLAT, .172X.625X.030 SST 

1 

013 

796-126 

WASHER, FLAT, RECT .375X.750 SST 

1 

014 

212-2362-501 

ASSY,ACTUATOR, MOUNTING 

1 

015 

212-2516-001 

BARREL, CABLE, RELEASE 

1 

016 

212-2515-001 

NUT, CABLE, RELEASE 

1 

017 

691-323 

SPRING, EXT, .500DX2.0LX.037THK 

1 

024 

212-2013-001 

SCREW, CAPTIVE, 18-8 SST 

4 

025 

212-1892-004 

CLIP, CASSETTE, RETAINING 90DEG 

4 

026 

212-1901-001 

WASHER, CLAMP 

4 

027 

809-110 

SCREW, BTN HD SKT,M2X6 SST 

4 

028 

796-126 

WASHER, FLAT, RECT .375X.750 SST 

4 

029 

827-006 

SCREW, CAP HD,M5X.8X25 SST W/CT 

4 

030 

212-2256-501 

ASSY,WHEEL, ACTUATOR 

1 

031 

212-1903-001 

PIN, LINKAGE, CASSETTE CLAMP 

2 

032 

674-197 

PIN, COTTER, .125ID INTERNAL 

2 

033 

773-093 

RING, RETAINING, 3/8 SHAFT SST 

1 

034 

212-1707-001 

SHAFT, TRANSFER 

1 

035 

773-106 

RING, RETAINING, .312 SHAFT SST 

2 

036 

212-1951-001 

SPACER, LINK, TRANSFER 

1 

037 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

2 

038 

212-3208-001 

BRACKET ASSY,ENCLOSURE, MACH 

1 

039 

212-3249-551 

ASSY, PCB, FLOW SENSOR 

1 

040 

212-2936-502 

ASSY, FLUIDICS, CTRL W/KERNEL 

1 

042 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

22 

043 

807-142 

SCREW, CAP HD SKT,M2.0X6 SST 

4 

044 

212-2120-001 

BRACKET, BOARD, MAIN 

1 

045 

212-2557-001 

TRAY,BOTTOM, FLUIDICS 

1 

046 

212-2118-001 

TRAY,ENCLOSURE 

1 

047 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

8 


212-3245-502 ASSY, FLUIDICS 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

048 

801-004 

WASHER, FLAT, M4 SST 

4 

049 

212-2617-001 

BRACKET, TUBE, HOSPITAL 

1 

050 

663-019 

GROMMET, RUBBER, .69X.38 

1 

051 

212-2291-001 

CABLE ASSY,SUCTION CNTRL,W86 

1 

052 

212-2252-001 

CABLE ASSY, INF CONTROLLER, W88 

1 

053 

212-2211-001 

BRACKET, ACTUATOR, ATTACHMENT 

1 

054 

801-005 

WASHER, FLAT, M5 SST 

3 

055 

807-026 

SCREW, CAP HD SKT,M5X10 SST 

3 

058 

212-1981-001 

BRACKET, MOUNT, PUMP 

1 

059 

212-2290-001 

CABLE ASSY,LPAS PUMP, W1 04 

1 

060 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

2 

061 

663-057 

GROMMET, ISLR,.245ID W/O FERR 

3 

062 

801-003 

WASHER, FLAT, M3 SST 

15 

064 

212-1473-551 

ASSY,PCB, FLUIDICS SUCTION 

1 

065 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

4 

066 

801-025 

WASHER, FLAT, M2.5 SST 

4 

067 

212-2294-001 

CABLE ASSY,SMC/CASS REL,W95 

1 

069 

212-2555-001 

TUBING, HOSPITAL, FORMED .3750D 

1 

070 

212-2742-001 

BRACKET, FAN 

1 

071 

212-2937-001 

CABLE ASSY, FAN, W1 60 & W84 

2 

072 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

073 

807-009 

SCREW, CAP HD SKT,M3X30 SST 

8 

074 

212-2542-001 

COVER, HOUSING, FLUIDICS 

1 

075 

796-013 

WASHER, FLAT, NO.10 SST 

1 

077 

674-182 

FASTENER, BALL STUD, ZINC PLATE 

4 

078 

212-2759-001 

FERRULE, M4, THREADED 

3 

079 

212-2736-001 

COVER, RETENTION, WIRE 

1 

080 

212-2935-001 

SHIELD, EMI, RJ45 FLUIDICS 

1 

084 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

2 

085 

893-630 

FITTING, CLAMP, TUBE .281 ID BRS 

2 

086 

212-2284-001 

CABLE ASSY,POS SENS PINCH, W105 

1 

087 

212-2643-001 

SPACER, SENSOR, POSITION 

8 

088 

828-002 

SCREW, CAP, BTN HD M3X0.5X10 CTN 

4 

089 

026-059 

CLAMP,CABLE,.187 DIA NYLON 

3 

090 

603-035 

BUSHING, SNAP, .26IDX.450DX.26L 

1 

091 

796-144 

WASHER, FLAT,. 381 X.495X.035 SST 

1 

092 

774-178 

O-RING, ,239IDX.3790D,VIT0N 

5 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

093 

827-002 

SCREW, CAP HD,M2X0.4X8 SST W/CT 

2 

094 

827-012 

SCREW, CAP HD,M3X.5X8 SST W/CT 

3 

095 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

AR 

096 

212-3477-001 

FRAME ASSY,REC MECH 

1 

AR = As Required 
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HOltS: UMESS OTtCRWISc SPECIFIED 

1. INTERPRET THIS OMVIltt PEP ASK TU-SM ktC AIC3N SPECIFICATlJN 701-026. 


E*UOON SHOWS I TEH NUMBER CM ON TOP ANO 6UANTITY (T) ON BOTTOM. 


_ S. BJJHC PER 992-2120-001 AM3 TEST PER 907-2120-067, 


TABULATION 

PART NjrSfP 

OEStPlPTION 

PART NUMBER 

REV 

OCCRiPTiOh 

212-3245-501 

ASSY .FLUID ICS 

212-3245-501FS 

V 

ASSY, FLUIDICS. FIELD SERVICE 

212-3245-502 

ASSV.FIUIOICS 

212-3245-502FS 

V 

ASSY .FLU ID ICS, FIELD SERVICE 



REVISION MlSTCftr 
REV ECN DATE 

P3 HOT RflCASIO «6/l2/09 


200914B9 

20091930 


20100156 


20101341 

201O19C* 

CN016196ECN 

CN027000ECN 

Cn03iSa*£Cn 


CN031792ECN 


CN038737ECN 


[N042229CCN 

rsa60safcs 


[N04620JCCM 

CN053328ECN 

CH0SA2S0ECH 


SEE SEPARATE PARTS LIST 


•6/W/OT 

10/21/09 


32/11/10 


■36/14/10 

68/24/10 

11/1V10 

36/09/11 

62/24/12 

»msv 


66/26/12 


36/17/13 

■37/23/13 


39/19/13 

63/05/14 

34/11/14 


ATT 1 | >ART MJKER 


HATERIAl/MAAPACTLRER 


l TEH 


BILL OF MATERIAL 


J.ATHtRUY 

05/21/09 w w«" onu 

““fiJPAllW 

”os/2i/w Or] 

“h-Stauhr 

*"o5/?1/W u m f| . ^ 

mr n in ___ POMOpOI V M£Oi 

2/2V2C07 


ASSY .FLUID ICS 
ammm 212-3245-XXX *9 


FRSlON V.S 



OOS3—SCO) 



STEP 2 

S<E’ _ 

0 212-3245-XXX f V 

RIBBON CABLES ARC REMOVED FOR CLARITY 


sc«t a* sntiT j er 4i 


@ (S) ® Q 
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C 
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A 
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STEP 1] 

r B P" 212-324$-m -V 


sew 1* 3«T r 8T U | 



[STEP 3 1 
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A 


STEP 4 



212-3245-XXX l* ¥ 

sheet s v *1 


1 I ! I t ! ! L 
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1 


£ 023-092 

PUSH CABLE WITH REFERENCE 
DESlD^raRS A?DP2 . MAPI]. 


-sqi mr nz-3t50- 




SOME RIMICN CABLES ARC REMOVED PCS C.ARITV 


B gl2 _1^5.xxxrv 

SCALE - : ami 6 or *1 



• y— 829-001 


J 


(o) ct^ 


© 
cza 


A 


■SUBSTITUTE £12-2624-001. 




1- fi£7 -0 12 




STEP 7 
212-3306-001 SHOWN 


B 212-3245-XXX Pv 

5E«E: Ji SHEET a or *1 
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D 


C 


B 


A 



M2-W2 


EVCHLT APPLY M2-042 ML 
A ROUK) SCREW [809-110) 
AFTER ASSEHBl IMG WITH 
CLIP AS SHOWN. 


STEP 10 


FIELD SERVICE ONLY: SEE PREVIOUS REVISIONS FOR 
ADOPTION AL RECEIVER MECHANISM CONFIGURATIONS 



212-3245-XXX P y 

swn ii v *i 
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STEP 12 


212-32fr5-XXX fy 


D 


C 


B 


A 



S 212-3245-XXX Pv 

sc«r 34 star u or *i 


STEP 13 
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D 


C 


B 


A 


50MC RIOOON CABLES ARE REMOVED FOP ClARITT 


STEP 16 


B 

s:«r 


212-32fr5-XXX P V 

star 17 or *1 
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STEP 


B wmM ' m m 212-32&5-XXX P* tf 


5CAU. 11 SHEET ‘ 



-2936-502 
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STEP 30 

S “ B ^ 

™ 2l2-32t5-XXX Tv 


ac *u. ti 

SHKT J1 V *1 


8065751153 
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□ 


c 


6 


CWLEVtOffWOT 

P/N 

CABLE 
hf DEI 

PE&rtQU'DNfNT 
REF QES 

2l2-22tt-tt1 

A9FP1 

AttJ? 

Z12-2M2-OQ1 

*9636 

A»Jfi 

212-22T2-C01 

.19639 

A9SJB 

?12 2294-001 

A9BP2 

A98J2 

212-21S4-S01 

A96P4 

*96 Jl 

212-2291-001 

A96P1 

A9BP1 

212-2S80-001 

A96PJ 

A9BJ3 

212-2S79-001 

A9SP5 

A9BJS 



A 


STEP 31 


B 

SMIC 14 


212-3245-XXX P 
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212-22SS-S01. 212-2281-001. 212-2290-001. RIBBON CABLES 
TUBING. ANO NUT ARC REMOVED TOR CLARITY 


STEP 32 



8065751153 


I 


HOTE, CCNNCCTOR ON 212-3546-001 IS 80 LONGER BETEL 
VtfiFlY CABLE ORIENTATION PRIOR TO CQWCCTION. 



D 


ft 


A 


J 



B 2l2-~igt5-XXX Tv 

srmt if serr iter u 
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_r LABEL OR NARK WITH PART HUP BIS, 
REVISION AMI SERIAL hUf«[R APPROXIMATE! V 
WHERE SHOWN. 


APPLY LABEL OK NARK WITH PART HUMBER, 
vi V i LN Ah Li StP AL hUHiLh A.^FROH. HATEL V 
W «H SHOWN- 


STEP 37 


THIS STEP HAY BE COMPLETED AFTER MODULE TESTLN6. 


B 2l2-~32-75-XXX Pv 


□ 


C 


ft 


A 



REMOVE INDICATED 5ECTDSS OF THr EL3DW Film M3 AMO 
DISCARD OfcLY TIC UIT. SACK FER!_lC. ANO fONPCESSEO 
FROhT FERRU.E. SHOLLD REMAIN CCMICCTED TO THE FREE 
EMO CT THE FORMED TUBING PH 212-2555-0O1- 


STEP 39 

212-32C5-SCTS ONLY 


212-3245-XXX P V 
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STEP 40 

sar B ™ 

212-32%5-XXX fV 
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5IBT *1 or *1 
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ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

0 

212-3061-001 

GUIDE, CASSETTE, ASP 

1 

1 

212-2255-501 

ASSY, MANIFOLD, PRIMARY 

1 

2 

807-140 

SCREW, CAP HD SKT,M2.0X4 SST 

1 

3 

691-317 

SPRING, CPRSN,.203ODX.63 MW 

1 

4 

212-3050-501 

ASSY, FACEPLATE 

1 

6 

023-092 

CABLE, RIBBON, 26 COND 20 INCH 

1 

7 

807-004 

SCREW, CAP HD SKT,M3X10 SST 

13 

8 

212-2624-001 

COVER, ACCESS, NIFS 

1 

9 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

2 

10 

829-001 

SCREW, FLT HD,M3X0.5X6 SST W/CT 

31 

11 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

2 

12 

796-125 

WASHER, FLAT,. 172X.625X.030 SST 

1 

13 

796-126 

WASHER, FLAT, RECT .375X.750 SST 

1 

14 

212-2362-501 

ASSY,ACTUATOR, MOUNTING 

1 

15 

212-2516-001 

BARREL, CABLE, RELEASE 

1 

16 

212-2515-001 

NUT, CABLE, RELEASE 

1 

17 

691-323 

SPRING, EXT, .500DX2.0LX.037THK 

1 

18 

212-1750-001 

GUIDE, CASSETTE, INFUSION 

1 

19 

212-2363-001 

CLAMP, CASSETTE, UPPER 

1 

20 

212-2364-001 

CLAMP, CASSETTE, LOWER 

1 

22 

212-2149-001 

BRACKET, UPPER, CROSS MEMBER 

1 

23 

212-2145-001 

BRACKET ASSY,PANEL, LOWER 
FRONT 

1 

24 

212-2013-001 

SCREW, CAPTIVE, 18-8 SST 

4 

25 

212-1892-004 

CLIP, CASSETTE, RETAINING 90DEG 

4 

26 

212-1901-001 

WASHER, CLAMP 

4 

27 

809-110 

SCREW, BTN HD SKT,M2X6 SST 

4 

28 

796-129 

WASHER, FLAT,. 162X.308X.040 SST 

4 

29 

827-006 

SCREW, CAP HD,M5X.8X25 SST W/CT 

4 

30 

212-2256-501 

ASSY, WH EEL, ACTUATOR 

1 

31 

212-1903-001 

PIN, LINKAGE, CASSETTE CLAMP 

2 

32 

674-197 

PIN, COTTER, .125ID INTERNAL 

2 

33 

773-093 

RING, RETAINING, 3/8 SHAFT SST 

1 

34 

212-1707-001 

SHAFT, TRANSFER 

1 

35 

773-106 

RING, RETAINING, .312 SHAFT SST 

2 

36 

212-1951-001 

SPACER, LINK, TRANSFER 

1 

37 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

2 


212-1445-501 ASSY, FLUIDICS 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

38 

212-2174-001 

BRACKET, ENCLOSURE, ATTACHMENT 

1 

39 

212-3249- 
501 S 

ASSY, PCB, FLOW SENSOR SERVICE 

1 

40 

212-2936-502 

ASSY, FLUIDICS, CTRL W/KERNEL 

1 

40 

212-2936-501 

ASSY, FLUIDICS, CTRL W/KERNEL 
-SUB 

1 

42 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

26 

43 

807-142 

SCREW, CAP HD SKT,M2.0X6 SST 

4 

44 

212-2120-001 

BRACKET, BOARD, MAIN 

1 

45 

212-2557-001 

TRAY, BOTTOM, FLUIDICS 

1 

46 

212-2118-001 

TRAY,ENCLOSURE 

1 

47 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

8 

48 

801-004 

WASHER, FLAT, M4 SST 

4 

49 

212-2617-001 

BRACKET, TU BE, HOSP ITAL 

1 

50 

663-019 

GROMMET, RUBBER, .69X.38 

1 

51 

212-2291-001 

CABLE ASSYSUCTION CNTRL,W86 

1 

52 

212-2252-001 

CABLE ASSY, INF CONTROLLER, W88 

1 

53 

212-2211-001 

BRACKET, ACTUATOR, ATTACHMENT 

1 

54 

801-005 

WASHER, FLAT, M5 SST 

3 

55 

807-026 

SCREW, CAP HD SKT,M5X10 SST 

3 

56 

212-1909-001 

BEZEL, MODULE, FLUIDICS 

1 

57 

827-001 

SCREW, CAP HD,M2X0.4X5 SST W/CT 

5 

58 

212-1981-001 

BRACKET, MOUNT, PUMP 

1 

59 

212-2290-001 

CABLE ASSYLPAS PUMP, W1 04 

1 

60 

807-002 

SCREW, CAP HD SKT,M3X6 SST 

2 

61 

663-057 

GROMMET, ISLR,.245ID W/O FERR 

3 

62 

801-003 

WASHER, FLAT, M3 SST 

15 

64 

212-1473-501 

ASSY,PCB, FLUIDICS SUCTION 

1 

65 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

4 

66 

801-025 

WASHER, FLAT, M2.5 SST 

4 

67 

212-2294-001 

CABLE ASSY,SMC/CASS REL,W95 

1 

69 

212-2555-001 

TUBING, HOSPITAL, FORMED .3750D 

1 

70 

212-2742-001 

BRACKET, FAN 

1 

71 

212-2937-001 

CABLE ASSY, FAN, W160/W84 

2 

72 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

73 

807-009 

SCREW, CAP HD SKT,M3X30 SST 

8 

74 

212-2542-001 

COVER, HOUSING, FLUIDICS 

1 

75 

796-013 

WASHER, FLAT, NO.10 SST 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

77 

674-182 

FASTENER, BALL STUD, ZINC PLATE 

4 

78 

212-2759-001 

FERRULE, M4, THREADED 

3 

79 

212-2736-001 

COVER, RETENTION, WIRE 

1 

80 

212-2935-001 

SHIELD, EMI, RJ45 FLUIDICS 

1 

81 

212-2755-001 

CABLE ASSYGND CLAMP 

1 

82 

212-2756-001 

CABLE ASSYGND CLAMP LOWER 

1 

83 

800-103 

WASHER, EXT LOCK, M3 SST 

2 

84 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

4 

85 

893-630 

FITTING, CLAMP, TUBE .281 ID BRS 

2 

86 

212-2284-001 

CABLE ASSY, POS SENS PINCH, W1 05 

1 

87 

212-2643-001 

SPACER, SENSOR, POSITION 

8 

88 

828-002 

SCREW, CAP, BTN HD M3X0.5X10 CTN 

4 

89 

026-059 

CLAMP,CABLE,.187 DIA NYLON 

3 

90 

603-035 

BUSHING, SNAP, .26IDX.450DX.26L 

1 

91 

796-144 

WASHER, FLAT, .381X.495X.035 SST 

1 

91 

892-042 

ADHESIVE, THREADLOCKER, 242 
BLUE 

0 

92 

774-178 

O-RING, .239IDX.3790D,VIT0N 

5 

93 

827-002 

SCREW, CAP HD,M2X0.4X8 SST W/CT 

2 

94 

827-012 

SCREW, CAP HD,M3X0.5X8 SST W/CT 

3 
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NOTES: UNLESS OTHERWISE SPECIFIED 

1. INTERPRET THIS DRAWING PER ASME Y14.5M AND ALCON SPECIFICATION 701-026. 


-) BALLOON SHOWS ITEM NUMBER (X) ON TOP AND QUANTITY (Y) ON BOTTOM. 


5. BUILD PER 992-2120-001 AND TEST PER 907-2120-004 (OR 907-2120-067). 

6. SAFETY CRITICAL COMPONENT. 


TABULATION 

PART NUMBER 

DESCRIPTION 

PART NUMBER 

REV 

DESCRIPTION 

212-1445-501 

ASSY .FLUID ICS 

212-1445-501FS 

T 

ASSY. FLUID ICS. F IELD SERVICE 



REVISION HISTORY 


NOT RELEASED 


PD ML INK MODEL ATTRIBUTES |NAME: 212-1445-501.PRCK 


SEE SEPARATE PARTS LIST 


QTY | PART NUMBER | DESCRIPTION | MATERIAL/MANUFACTURER | ITEM 

BILL OF MATERIAL 

" C. KALINA 

"*09/22/06 

TH IS DOC UMENT C ONT A 1 NS 

Z^O©(sXn) 

DESCRIPTION 

ASSY. FLUID ICS 

‘““.ATHERLEY 

"*09/22/06 

BEPWOUCED Q^ l TRAWSFEgPEO 

A. HAHN 

"*09/22/06 

USIO FOR MANUFACTURING 

nwr onat purpose^ 

B r"™ 212-U45-XXX Ht 

2/23/2007 

SCALE: 1:4 | SHEET 1 OF 46 


| VERSION: T.0~ 
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ISTEP 4 

Sii! _ Ioraw IK mttER |5cv — 

B | 212-1445-XXX | T 


SCALE: 3:4 | SHEET 5 OF 46 
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ISTEP 12 1 

Sii! _ Ioraw IK MMEB |5Ev 

B | 212-1445-XXX | T 


SCALE: 1:2 | SHEET 13 OF 46 


1 I 5 I 4 | 3 I 2 _ 



ISTEP 14 1 

sire — Ioraw iMi mmer |«v — 

B | 212-1445-XXX | T 


SCALE: 3:4 | SHEET 15 OF 46 


8065751153 



-2 GROUND CABLES 



SEE DETAIL 8 
TUBING AND RIBBON CABLES ARE REMOVED FOR ELARITY 



iFTER ASSEMBLY OF 4 (ITEM 29) SCREWS. 
LOOSEN AND THEN TIGHTEN 8 (ITEM 7) SCREWS 
FOR ASSEMBLY. 


STEP 15 


BACK VIEW 

SCALE 1:1 


!l * B |— 

212-1445-XXX f* T 

SCALE: 1:2 | 

SHEET 16 OF 46 


6.169 
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® I 5 I ± I ® I i. 




ISTEP 17 1 

“ B 

212-1445-XXX r*T 

SOME RIBBON CABLES ARE REMOVED FOR CLARITY 


SCALE: U 

| SHEET 18 OF 46 
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1 I 5 I 4 | 3 I 2 _ 


D 


807 - 142 ^^^^*^ 


i— MAKE SURE NO GAP BETWEEN EONTROLLER 
PCB AND 400 PIN CONNECTOR ON KERNEL PCB 



[STEP 22 1 



212-1445-XXX pT 

SHEET 23 OF 46 


8065751153 



^ I 5 | 4 | 3 | 2 


D 


C 


B 


A 
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® I 5 I ± I 1 



fsiZE — IDRAWING NUMBER WT 

B | 212-U45-XXX | T 

SCALE: 1:2 | SHEET 25 OF t6~ 


^ I 5 I t I ? | 2 


D 


C 


B 


A 



ISTEP 26 1 

Sis _ IDRAW IMG MMER |KV 

B I 212-14-45-XXX | T 


SCALE: 3:4 | SHEET 27 OF 46 
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ISTEP 28 1 

sire _ Ioraw ik mwR En — 

B I 212-1445-XXX | T 


SCALE: 1:2 | SHEET 29 OF 46 
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TIGHTEN 2 SCREWS- 


„ I DBAW IHG MIBB IfltV 

B I 212-1445-XXX I T 

SCALE: 3:1 SHEET 32 OF 46 
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/* 

^MB27-002 
■ 3.25 IN-LBS ■ 

V 


HECK FOR CORRECT ASSEMBLY 
USING FIXTURE 995-2120-864 
(FIXTURE MUST NOT SLIDE 
DOWN ONTO BUTTON SHAFT). 





SHEET 35 OF 46 
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A 


ISTEP 36 1 

sire _ Ioraw ik mwR |5cv — 

B | 212-1445-XXX | T 

ATTACH CONNECTORS 
PER PICTORIAL AND/OR TABLE 

SCALE: 3:4 | SHEET 37 OF 46 


1 I 5 | 4 | 3 | 2 _ 
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I STEP 40 1 

212-2284-001. 212-2290-001. 212-2294-001. 212-2362-501. 893-630 

RIBBON CABLES. TUBING. AND NUTS ARE REMOVED FOR CLARITY 


PiB _ |0B»WINGHUK8SI! 1*V— 

B | 212-1445-XXX | T 

SCALE: 1:2 | SHEET 41 OF 4 6 


® I 5 I ± I 3 I i. 
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J ? l 



IF COVER DOES NOT ASSEMBLE, 
LOOSEN AND THEN TIGHTEN 
5 SCREWS FOR ADJUSTMENT 



STEP 41 



212-1445-XXX H T 

SCALE: 1:2 

| SHEET 42 OF 46 
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ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1723-001 

COVER, REFLUX ACCUMULATOR 

1 

002 

774-179 

O-RING, .926IDX1 .066OD,VITON 

1 

004 

807-152 

SCREW, CAP HD SKT,M2.5X16 SST 

4 

005 

212-2579-001 

SENSOR, PRESSURE, ABS 100 

1 

006 

891-028 

LUBRICANT, GREASE, HIGH-VACUUM 

AR 

007 

798-336 

WASHER, FLAT, .125X.375X.030 SST 

2 

008 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

2 

009 

893-668 

FITTING, BLEED PLUG,.066ID BRS 

1 

010 

212-2939-001 

PUMP, VACUUM, MINI X10L CONN Z 

1 

011 

807-150 

SCREW, CAP HD SKT,M2.5X10 SST 

7 

012 

895-289 

MUFFLER, .125 NPT, PLASTIC 

1 

013 

773-083 

RING, RETAINING, EXT M7 SPR STL 

1 

014 

212-2575-001 

MOTOR, STEPPER, W/ENCODER 
W101 

1 

015 

210-2056-001 

WASHER, CENTERING 

1 

016 

210-3285-001 

PLATE, BEARING, ROLLER HUB 

1 

017 

212-2857-001 

SPRING, CPRSN, 1.66X.72ID SST 

1 

018 

891-025 

LUBRICANT, LITHIUM GEL,368AX-1 

AR 

019 

796-013 

WASHER, FLAT, NO.10 SST 

1 

020 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

1 

021 

210-2408-001 

HUB, ROLLER ASSY, FLUIDICS 

1 

022 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

4 

023 

801-004 

WASHER, FLAT, M4 SST 

4 

024 

212-1722-001 

PLATE, ADAPTER, PUMP 

1 

025 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

8 

026 

212-2351-001 

SHAFT ASSY, MOUNT 

1 

027 

807-046 

SCREW, CAP HD SKT,M6X30 SST 

2 

028 

241-065 

PHOTOTRANS ISTOR, H 1 
RESOLN,.5MM 

3 

029 

212-2292-002 

CABLE ASSY, CASS IN SENSOR, W1 06 

1 

030 

212-3308-001 

BRACKET, SWITCH, LOWER 

1 

031 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

2 

032 

212-3307-001 

DETECTOR, CASSETTE, LOWER 

1 

033 

691-330 

SPRING, TORSION, 305OD X.030 SST 

1 

034 

814-005 

SCREW, SHLDR,SKT HD M3X10.013 

2 

035 

796-128 

WASHER, FLAT, .187X.250X.010 SST 

1 

036 

212-3301-001 

BRACKET, MOUNT, UPPER 

1 

037 

212-2292-001 

CABLE ASSY, CASS IN SENSOR, W98 

1 

038 

212-3302-001 

BRACKET, SWITCH, UPPER 

1 


212-2255-501 ASSY, MANIFOLD, PRIMARY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

039 

807-157 

SCREW, CAP HD SKT,M2.5X20 SST 

1 

040 

807-149 

SCREW, CAP HD SKT,M2.5X8 SST 

1 

041 

801-025 

WASHER, FLAT, M2.5 SST 

3 

042 

212-2293-001 

CABLE ASSY, CASSETTE ID,W85 

1 

043 

212-3309-001 

PROBE, DETECTOR, UPPER 
CASSETTE 

1 

046 

886-012 

VALVE, CHECK, .5 DIA.15 PSI 

1 

047 

212-1919-005 

GASKET, MANIFOLD, PINCHER .062 

1 

048 

212-2173-501 

ASSY,MANIFOLD,PINCHER 

1 

049 

827-005 

SCREW, CAP HD,M4X.7X20 SST W/CT 

10 

050 

827-008 

SCREW, CAP HD,M4X.7X40 SST W/CT 

9 

051 

212-1711-001 

GASKET, MANIFOLD, INFUSION .031 

1 

052 

212-2172-501 

ASSY,MANIFOLD, INFUSION 

1 

053 

212-1710-001 

GASKET, MANIFOLD, ASP .031 

1 

054 

212-2154-501 

ASSY, MANIFOLD, ASP FLUIDICS 

1 

055 

827-004 

SCREW, CAP HD,M4X.7X16 SST W/CT 

5 

057 

655-053 

PLUG, HEX SOCKET,. 125NPT 

1 

058 

212-2310-001 

CYLINDER, REV ACTING, .5625 BORE 

6 

059 

774-177 

O-RING, . 551 IDX.6910D,VIT0N 

12 

060 

212-2311-001 

CYLINDER, NOR ACTING, .4375 BORE 

3 

061 

774-176 

O-RING, ,426IDX.5660D,VIT0N 

4 

062 

774-175 

O-RING, . 301 IDX.4410D,VIT0N 

4 

063 

212-2325-001 

PINCHER ASSY, NC VALVE 

1 

064 

212-2282-501 

ASSY,PINCHER,NIF 

1 

065 

212-2352-001 

BRACKET ASSY, RELEASE, CASS 

1 

066 

212-3311-001 

BUTTON, RELEASE, CASSETTE 

1 

067 

691-318 

SPRING, CPRSN,. 468 OD X 1.38 MW 

1 

068 

212-1718-001 

CABLE ASSY, CASSETTE RELEASE 

1 

069 

212-3303-001 

BRACKET, BUTTON, RETURN 

1 

070 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

071 

212-1234-001 

PULLEY,CABLE RELEASE, 1.70 

1 

072 

212-1348-001 

SPACER, PULLEY 

1 

073 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

1 

074 

807-027 

SCREW, CAP HD SKT,M5X12 SST 

2 

079 

040-367 

TUBING, NYLON, .180X.2500D 

1 

080 

023-091 

CABLE, RIBBON, 20 COND 20 INCH 

1 

081 

212-2815-001 

RETAINER, CABLE, ASP LVL SENS 

1 

082 

807-006 

SCREW, CAP HD SKT,M3X16 SST 

2 

083 

827-007 

SCREW, CAP HD,M4X.7X30 SST W/CT 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

086 

027-009 

CABLE TIE, 3.00X11 .00L, NYLON 

1 

087 

212-2755-001 

CABLE ASSY,GND CLAMP 

1 

088 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

1 

089 

807-140 

SCREW, CAP HD SKT,M2.0X4 SST 

1 

090 

691-317 

SPRING, CPRSN, .203ODX.63 MW 

1 

AR = As Required 


8065751153 


6.178 


© constellation 

VISION SYSTEM 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1723-001 

COVER, REFLUX ACCUMULATOR 

1 

002 

774-179 

O-RING, .926IDX1 .066OD,VITON 

1 

003 

212-3424-001 

MANIFOLD ASSY, PRIMARY, FLUIDICS 

1 

004 

807-152 

SCREW, CAP HD SKT,M2.5X16 SST 

4 

005 

212-2579-001 

SENSOR, PRESSURE, ABS 100 

1 

006 

891-028 

LUBRICANT, GREASE, HIGH-VACUUM 

AR 

007 

798-336 

WASHER, FLAT, .125X.375X.030 SST 

2 

008 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

2 

009 

893-668 

FITTING, BLEED PLUG,.066ID BRS 

1 

010 

212-3343-001 

PUMP, VACUUM, Z-048 

1 

011 

807-150 

SCREW, CAP HD SKT,M2.5X10 SST 

7 

012 

895-289 

MUFFLER, .125 NPT, PLASTIC 

1 

013 

773-083 

RING, RETAINING, EXT M7 SPR STL 

1 

014 

212-2575-001 

MOTOR, STEPPER, W/ENCODER 
W101 

1 

015 

210-2056-001 

WASHER, CENTERING 

1 

016 

210-3285-001 

PLATE, BEARING, ROLLER HUB 

1 

017 

212-2857-001 

SPRING, CPRSN, 1.66X.72ID SST 

1 

018 

891-025 

LUBRICANT, LITHIUM GEL,368AX-1 

AR 

019 

796-013 

WASHER, FLAT, NO.10 SST 

1 

020 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

1 

021 

210-2408-001 

HUB, ROLLER ASSYFLUIDICS 

1 

022 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

4 

023 

801-004 

WASHER, FLAT, M4 SST 

4 

024 

212-1722-001 

PLATE, ADAPTER, PUMP 

1 

025 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

8 

026 

212-2351-001 

SHAFT ASSY,MOUNT 

1 

027 

807-046 

SCREW, CAP HD SKT,M6X30 SST 

2 

028 

241-065 

PHOTOTRANSISTOR, HI 
RESOLN,.5MM 

3 

029 

212-2292-002 

CABLE ASSY, CASS IN SENSOR, W1 06 

1 

030 

212-3308-001 

BRACKET, SWITCH, LOWER 

1 

031 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

2 

032 

212-3307-001 

DETECTOR, CASSETTE, LOWER 

1 

033 

691-330 

SPRING, TORSION, 305OD X.030 SST 

1 

034 

814-005 

SCREW, SHLDR,SKT HD M3X10.013 

2 

035 

796-128 

WASHER, FLAT, .187X.250X.010 SST 

1 

036 

212-3301-001 

BRACKET, MOUNT, UPPER 

1 

037 

212-2292-001 

CABLE ASSY,CASS IN SENSOR, W98 

1 


212-2255-502 ASSY, MANIFOLD, PRIMARY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

038 

212-3302-001 

BRACKET, SWITCH, UPPER 

1 

039 

807-157 

SCREW, CAP HD SKT,M2.5X20 SST 

1 

040 

807-149 

SCREW, CAP HD SKT,M2.5X8 SST 

1 

041 

801-025 

WASHER, FLAT, M2.5 SST 

3 

042 

212-2293-001 

CABLE ASSY, CASSETTE ID,W85 

1 

043 

212-3309-001 

PROBE, DETECTOR, UPPER 
CASSETTE 

1 

046 

886-012 

VALVE, CHECK, .5 DIA.15 PSI 

1 

047 

212-1919-005 

GASKET, MANIFOLD, PINCHER .062 

1 

048 

212-2173-501 

ASSY,MANIFOLD,PINCHER 

1 

049 

827-005 

SCREW, CAP HD,M4X.7X20 SST W/CT 

10 

050 

827-008 

SCREW, CAP HD,M4X.7X40 SST W/CT 

9 

051 

212-1711-001 

GASKET, MANIFOLD, INFUSION .031 

1 

053 

212-1710-001 

GASKET, MANIFOLD, ASP .031 

1 

054 

212-2154-502 

ASSY, MANIFOLD, ASP FLUIDICS 

1 

055 

827-004 

SCREW, CAP HD,M4X.7X16 SST W/CT 

5 

057 

655-053 

PLUG, HEX SOCKET,. 125NPT 

1 

058 

212-2310-001 

CYLINDER, REV ACTING, .5625 BORE 

6 

059 

774-177 

O-RING, . 551 IDX.6910D,VIT0N 

12 

060 

212-2311-001 

CYLINDER, NOR ACTING, .4375 BORE 

3 

061 

774-176 

O-RING, ,426IDX.5660D,VIT0N 

4 

062 

774-175 

O-RING, . 301 IDX.4410D,VIT0N 

4 

063 

212-2325-001 

PINCHER ASSY, NC VALVE 

1 

064 

212-2282-501 

ASSY,PINCHER,NIF 

1 

065 

212-2352-001 

BRACKET ASSY,RELEASE, CASS 

1 

066 

212-3311-001 

BUTTON, RELEASE, CASSETTE 

1 

067 

691-318 

SPRING, CPRSN,. 468 OD X 1.38 MW 

1 

068 

212-1718-001 

CABLE ASSY, CASSETTE RELEASE 

1 

069 

212-3303-001 

BRACKET, BUTTON, RETURN 

1 

070 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

071 

212-1234-001 

PULLEY,CABLE RELEASE, 1.70 

1 

072 

212-1348-001 

SPACER, PULLEY 

1 

073 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

1 

074 

807-027 

SCREW, CAP HD SKT,M5X12 SST 

2 

079 

040-367 

TUBING, NYLON, .180X.2500D 

1 

080 

023-091 

CABLE, RIBBON, 20 COND 20 INCH 

1 

081 

212-2815-001 

RETAINER, CABLE, ASP LVL SENS 

1 

082 

807-006 

SCREW, CAP HD SKT,M3X16 SST 

2 

083 

827-007 

SCREW, CAP HD.M4X.7X30 SST W/CT 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

086 

027-009 

CABLE TIE, 3.00X11 .00L, NYLON 

1 

087 

212-2755-001 

CABLE ASSY,GND CLAMP 

1 

088 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

1 

089 

807-140 

SCREW, CAP HD SKT,M2.0X4 SST 

1 

090 

691-317 

SPRING, CPRSN, .203ODX.63 MW 

1 

AR = As Required 


8065751153 


6.179 


© constellation 

VISION SYSTEM 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1723-001 

COVER, REFLUX ACCUMULATOR 

1 

002 

774-179 

O-RING, .926IDX1 .066OD,VITON 

1 

003 

212-3424-001 

MANIFOLD ASSY, PRIMARY, FLUIDICS 

1 

004 

807-152 

SCREW, CAP HD SKT,M2.5X16 SST 

4 

005 

212-2579-001 

SENSOR, PRESSURE, ABS 100 

1 

006 

891-028 

LUBRICANT, GREASE, HIGH-VACUUM 

AR 

007 

798-336 

WASHER, FLAT, .125X.375X.030 SST 

2 

008 

807-001 

SCREW, CAP HD SKT,M3X5 SST 

2 

009 

893-668 

FITTING, BLEED PLUG,.066ID BRS 

1 

010 

212-3343-001 

PUMP, VACUUM, Z-048 

1 

011 

807-150 

SCREW, CAP HD SKT,M2.5X10 SST 

7 

012 

895-289 

MUFFLER, .125 NPT, PLASTIC 

1 

013 

773-083 

RING, RETAINING, EXT M7 SPR STL 

1 

014 

212-2575-001 

MOTOR, STEPPER, W/ENCODER 
W101 

1 

015 

210-2056-001 

WASHER, CENTERING 

1 

016 

210-3285-001 

PLATE, BEARING, ROLLER HUB 

1 

017 

212-2857-001 

SPRING, CPRSN, 1.66X.72ID SST 

1 

018 

891-025 

LUBRICANT, LITHIUM GEL,368AX-1 

AR 

019 

796-013 

WASHER, FLAT, NO.10 SST 

1 

020 

809-006 

SCREW, BTN HD SKT,M4X8 SST 

1 

021 

210-2408-001 

HUB, ROLLER ASSY,FLUIDICS 

1 

022 

807-013 

SCREW, CAP HD SKT,M4X8 SST 

4 

023 

801-004 

WASHER, FLAT, M4 SST 

4 

024 

212-1722-001 

PLATE, ADAPTER, PUMP 

1 

025 

807-015 

SCREW, CAP HD SKT,M4X12 SST 

8 

026 

212-2351-001 

SHAFT ASSY,MOUNT 

1 

027 

807-046 

SCREW, CAP HD SKT,M6X30 SST 

2 

028 

241-065 

PHOTOTRANS ISTOR, H 1 
RESOLN,.5MM 

3 

029 

212-2292-002 

CABLE ASSY, CASS IN SENSOR, W1 06 

1 

030 

212-3308-001 

BRACKET, SWITCH, LOWER 

1 

031 

807-147 

SCREW, CAP HD SKT,M2.5X5 SST 

2 

032 

212-3307-001 

DETECTOR, CASSETTE, LOWER 

1 

033 

691-330 

SPRING, TORSION, 305OD X.030 SST 

1 

034 

814-005 

SCREW, SHLDR,SKT HD M3X10.013 

2 

035 

796-128 

WASHER, FLAT, .187X.250X.010 SST 

1 

036 

212-3301-001 

BRACKET, MOUNT, UPPER 

1 

037 

212-2292-001 

CABLE ASSY, CASS IN SENSOR, W98 

1 


212-2255-503 ASSY, MANIFOLD, PRIMARY 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

038 

212-3302-001 

BRACKET, SWITCH, UPPER 

1 

039 

807-157 

SCREW, CAP HD SKT,M2.5X20 SST 

1 

040 

807-149 

SCREW, CAP HD SKT,M2.5X8 SST 

1 

041 

801-025 

WASHER, FLAT, M2.5 SST 

3 

042 

212-2293-001 

CABLE ASSY, CASSETTE ID,W85 

1 

043 

212-3309-001 

PROBE, DETECTOR, UPPER 
CASSETTE 

1 

046 

886-012 

VALVE, CHECK, .5 DIA.15 PSI 

1 

047 

212-1919-005 

GASKET, MANIFOLD, PINCHER .062 

1 

048 

212-2173-501 

ASSY, MANIFOLD, PINCHER 

1 

049 

827-005 

SCREW, CAP HD,M4X.7X20 SST W/CT 

10 

050 

827-008 

SCREW, CAP HD,M4X.7X40 SST W/CT 

9 

051 

212-1711-001 

GASKET, MANIFOLD, INFUSION .031 

1 

052 

212-2172-501 

ASSY,MANIFOLD, INFUSION 

1 

053 

212-1710-001 

GASKET, MANIFOLD, ASP .031 

1 

055 

827-004 

SCREW, CAP HD,M4X.7X16 SST W/CT 

5 

057 

655-053 

PLUG, HEX SOCKET,. 125NPT 

1 

058 

212-2310-001 

CYLINDER, REV ACTING, .5625 BORE 

6 

059 

774-177 

O-RING, .551 IDX.6910D,VIT0N 

12 

060 

212-2311-001 

CYLINDER, NOR ACTING, .4375 BORE 

3 

061 

774-176 

O-RING, ,426IDX.5660D,VIT0N 

4 

062 

774-175 

O-RING, . 301 IDX.4410D,VIT0N 

4 

063 

212-2325-001 

PINCHER ASSY, NC VALVE 

1 

064 

212-2282-501 

ASSY,PINCHER,NIF 

1 

065 

212-2352-001 

BRACKET ASSY, RELEASE, CASS 

1 

066 

212-3311-001 

BUTTON, RELEASE, CASSETTE 

1 

067 

691-318 

SPRING, CPRSN,. 468 OD X 1.38 MW 

1 

068 

212-1718-001 

CABLE ASSY, CASSETTE RELEASE 

1 

069 

212-3303-001 

BRACKET, BUTTON, RETURN 

1 

070 

809-103 

SCREW, BTN HD SKT,M4X6 SST 

2 

071 

212-1234-001 

PULLEY,CABLE RELEASE, 1.70 

1 

072 

212-1348-001 

SPACER, PULLEY 

1 

073 

807-005 

SCREW, CAP HD SKT,M3X12 SST 

1 

074 

807-027 

SCREW, CAP HD SKT,M5X12 SST 

2 

079 

040-367 

TUBING, NYLON, .180X.2500D 

1 

080 

023-091 

CABLE, RIBBON, 20 COND 20 INCH 

1 

081 

212-2815-001 

RETAINER, CABLE, ASP LVL SENS 

1 

082 

807-006 

SCREW, CAP HD SKT,M3X16 SST 

2 

083 

827-007 

SCREW, CAP HD,M4X.7X30 SST W/CT 

1 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

086 

027-009 

CABLE TIE, 3.00X11 .00L, NYLON 

1 

087 

212-2755-001 

CABLE ASSY,GND CLAMP 

1 

088 

809-001 

SCREW, BTN HD SKT,M3X6 SST 

1 

089 

807-140 

SCREW, CAP HD SKT,M2.0X4 SST 

1 

090 

691-317 

SPRING, CPRSN, .203ODX.63 MW 

1 

AR = As Required 


8065751153 
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SEE SEPARATE PARTS LIST 


QT1" | >ARf~)> 


MATERIAl/MAAJFACTURER 


ITEM 


BILL OF MATERIAL 


* J. ATHEB1EY 

09/16/06 iatm*ry»MS 

™lf. KIND 

”09/18/06 ... .,:(TU 

~V HAW 


2/23/2007 


cntupnc* 
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VISION SYSTEM 


2 | 1 

-503 SHOWN 



STEP 4 


ASSEMBLE PRESSURE TRANSDUCER WITH CAfUF ORIENTED AS SHOWN 

51 0"' 
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-503 SHOWN 
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D 


H 
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MIFNTATIMJ DF AHJ1PTTH HATf TBITICAL 


B 


212-2255-XXX f* R 

s?it n or *i 



8065751153 


6.184 



1 


I 


1 


1 


1 


D 


C 


B 


A 


constellation 

VISION SYSTEM 



J | 4 

-503 SHOWN 





8065751153 


6.185 
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D 
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STEP 20 

212-3307-001 SHOWN 
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212-3301-001 SHDWN 
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&07-1S7 ^ • 


-503 SHOWN 
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-503 SHOWN 
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212-2255-XXXpR 
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-503 SHOWN 
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-503 SHOWN 
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-503 SHOWN 


STEP 40 
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_G | 4 | 3 


-503 SHOWN 




-503 SHOWN 


B 212-2255-m "r 
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STEP 49 

INSTIL TUB IMG COM NEC TING PINCFfR PANIFQLD TO ASPIRATION FUN FOLD SHOWN 


212-2255-XXX 1* R 

s wet se er si 


8 | 5 | 4 | 3 | 2 1 I 

SHOWN 


6.193 
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VISION SYSTEM 


212-2173-501 ASSY, MANIFOLD, PINCHER 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

001 

212-1891-001 

MANIFOLD, PINCHER 

1 

002 

805-421 

ORIFICE, .0051 IN, M5X6.0 

1 

003 

655-049 

PLUG, HEX SKT,1/16NPT X 5/32HEX 

8 

004 

655-048 

PLUG, 10-32 THD, BRASS 

4 

005 

895-345 

MUFFLER, .750ODX1 .625,-25 NPTS 

1 

006 

774-186 

O-RING, .062IDX.188OD,VITON 

10 

007 

774-187 

O-RING, ,380IDX.50OD,VITON 

1 

008 

774-188 

O-RING, .437IDX.5620D,VIT0N 

1 

009 

807-150 

SCREW, CAP HD SKT,M2.5X10 SST 

7 

010 

212-2572-001 

MANIFOLD, BOOSTER, NIFS 

1 

Oil 

775-028 

GASKET, SEAL, X-VALVE MANIFOLD 

13 

012 

807-179 

SCREW, CAP HD SKT, Ml .6X0.35 SST 

16 

013 

212-2785-551 

ASSY,PCB,5 VALVE, YELLOW 

1 

014 

893-753 

FITTING, ELBOW, .12NPT X.25 TUBE 

1 

015 

895-343 

REGULATOR, W/0 MANF,120PSIG 

1 

016 

827-003 

SCREW, CAP HD, M2. 5X0. 45X1 2 W/CT 

4 

017 

212-2534-551 

ASSY,PCB,3 VALVE, BLUE 

1 

018 

212-2786-551 

ASSY,PCB,5 VALVE RED 

1 

019 

893-629 

FITTING, BARB, 10-32 EXT THD BRS 

2 

020 

895-344 

REGULATOR, PRESSURE, 45PSI MM 

1 

021 

807-178 

SCREW, CAP HD SKT,M2.5X28 SST 

8 

022 

886-042 

VALVE, RELIEF, 10 PSI MM PRESET 

1 

023 

893-737 

FITTING, .25ODX10-32,UNF 

3 

024 

893-636 

FITTING, COMPRESS, 3/8X9/16-18 

1 

025 

892-355 

ADHESIVE, SEALANT, LOCTITE 51604 

AR 

026 

886-040 

VALVE, RELIEF, 95 PSIG .125 ALUM 

1 

027 

886-048 

VALVE, RELIEF, 55 PSIG .25 ALUM 

1 

028 

893-529 

FITTING, STR,M5X0.8 6MM TUBE 

1 

029 

893-630 

FITTING, CLAMP, TUBE .281 ID BRS 

2 

030 

043-032 

TUBING, POLY,.170IDX.250OD CLR 

3 

031 

040-368 

TUBING, PEU,.125X.250OD GREEN 

0.5 

032 

212-2288-001 

CABLE ASSY,X- VALVE, W90 

1 

AR = As Required 


8065751153 
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DESCRIPTION 
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DESCRIPTION 
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H 
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SEE SEPARATE PARTS LIST 


ttTr | 


~r 


MATERIAl/HAAJFACTLRfR 
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STEP 5 

B ™"" a 212-2173-XXX pH 
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VISION SYSTEM 
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212-2 T73-XXX pH 


. g «>?-m 

• 1.6 N-iBS • 
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212-2173-XXX P H 

shut n or m 
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D 
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B 


A 



STEP 14 

1. CUT TUBES ID 16.7 ±.5 INCHES. 

2. HARK TUBES HEAR ECS W l*M IWEUBIC UK OR LABEL WURE SHOWN. 

3. PLACE NUTS MR EWS » UBES. 

4. ASSENBL P TUBES TO BARBED FITTINGS. 

5. TIGHTEN NUTS. 
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212-2172-501 ASSY, MANIFOLD, INFUSION 


ITEM 

# 

PART 

NUMBER 

DESCRIPTION 

QTY 

1 

212-1599-001 

MANIFOLD, INFUSION, LOWER 

1 

2 

655-048 

PLUG, 10-32 THD, BRASS 

6 

3 

893-529 

FITTING, STR,M5X0.8 6MM TUBE 

2 

4 

212-1600-001 

MANIFOLD, INFUSION, UPPER 

1 

5 

893-738 

FITTING, SOCKET, HEX MALE .37NPT 

1 

6 

807-178 

SCREW, CAP HD SKT,M2.5X28 SST 

8 

7 

895-353 

REGULATOR, 3.8PSI, MM LO/RES NO 

1 

8 

895-352 

REGULATOR, .58PSI, MM LO/RES NO 

1 

9 

775-028 

GASKET, SEAL, X-VALVE MANIFOLD 

5 

10 

212-2787-551 

ASSY,PCB,5 VALVE, BLUE 

1 

11 

807-179 

SCREW, CAP HD SKT, Ml .6X0.35 SST 

6 

12 

774-173 

O-RING, ,114X.070,VITON 

24 

13 

827-004 

SCREW, CAP HD,M4X.7X16 SST W/CT 

3 

14 

807-152 

SCREW, CAP HD SKT,M2.5X16 SST 

12 

15 

212-2632-001 

CABLE ASSY, PROP VALVE, 3S 

3 

16 

212-2634-001 

CABLE ASSY, PROP VALVE, LW 

3 

17 

891-028 

LUBRICANT, GREASE, HIGH-VACUUM 

AR 

18 

212-1472-551 

ASSY,PCB, FLUIDICS INFUSION 

1 

19 

212-2239-001 

SPACER, SENSOR, INFUSION 

6 

20 

807-148 

SCREW, CAP HD SKT,M2.5X6 SST 

6 

21 

023-095 

CABLE, FLAT, 2MM IDC SOCKET 

1 

22 

027-003 

CABLE TIE, .625X3.50L, NYLON 

2 

23 

051-040 

CONNECTOR, 12P,2MM DBL ROW 
PLK 

1 

24 

893-647 
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